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	Reason for change:
	To resolve two editor’s note present in the Functional entities description subclause.

1. The decision points for deciding appropriate SDS procedure is various factors like size limitation of using signalling control plane, one transaction or long lived session for bidirectional exchange, whether target is another peer or group and the UE requesting SDS is in on-network or off-network.
2. All SDS procedures currently described in the TS are for single system and hence clarification statement is added accordingly.

	
	

	Summary of change:
	1. Editor’s note “General description of the procedure should be described here capturing the decision point to use appropriate method.”, is proposed to be resolved by adding new description.
2. Editor’s note “Specifying procedures for MCData users belonging to multiple MCData systems is FFS.”, is proposed to be resolved by limiting the procedures to single system.
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First change
7.4
Short data service
7.4.1
General


There are several procedures how an SDS message can be transported from the sender to the recipient. All of the following factors are used by MCData client for selecting appropriate SDS procedures:

-
Whether the data to transfer is within or outside the SDS data size limit to transport over signalling control plane;

-
Whether the MCData user has only one SDS transaction or multiple SDS transactions;

-
Whether MCData user is targeting SDS transaction to another MCData user or MCData group;
-
Whether MCData UE is on-network or off-network; and
-
Security reasons.
Next change

7.4.2
Short data service for on-network


The procedures described in the following subclauses are limited to single MCData system only.
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