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1. Overall Description:

SA6 is working on providing normative solutions for the following MSGin5G requirement in TS 22.262:
[R-5.1.2-005] The MSGin5G Service shall support storage of a message if a UE is unavailable (disconnected or power off) for future delivery once the UE becomes available.


a. 
b. 
Please clarify the following:
a. Can the server provide information about store-and-forward? If yes, what information should the sender provide to control the message handling?

b. Can the receiver provide information (i.e. pre-configuration) about store-and-forward? What information should the receiver provide to control the message delivery?

c. Does the requirement allow features where the message delivery may be batched when the UE becomes available?

d. Are there any additional requirements on how/when to purge message when delivery has not been successful?

e. Confirm whether requirements about S/F are:
a. Store every message when receiver is unavailable, and deliver message 1 by 1 to the receiver as soon as it is available again.

b. If not, is there any additional requirements, or can Sa6 define some procedure which SA6 think are reasonable.
2. Actions:

To SA1 group.

ACTION: 
SA6 asks SA1 to clarify clarify the required functionality in Rel-17 scope.
3. Date of Next SA6 Meetings:

SA6#45-e          30th Aug – 7th  Sep 2021 
e-meeting
SA6#46-e          11th – 19th October 2021 
e-meeting


