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	Reason for change:
	In PIN creation procedure, the PEMC can involve other several PEMCs as the individual PEMC, that are allowed to manage the PIN: 
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* * * Start of Change 1 * * *

[bookmark: _Toc155956445]8.5.10.3.2	PIN configuration request
Table 8.5.10.3.2-1 shows the informational elements of the PIN configuration request sent by a PIN Element to the PIN server to obtain authorization for the modification of a PIN.
Table 8.5.10.3.2-1: PIN configuration request
	Information element
	Status
	Description

	PIN ID
	M
	The identifier of the PIN

	Requester PINE ID
	M 
	The identifier of the PIN Element making the request 

	Authorization type
	M
	Request for the authorization to modify the configuration of a PIN:
PEMC role change, PEGC role change

	PINE ID of predecessor in the role
	M
	PINE ID of the element serving in the indicated role and needs to be changed e.g. due to being unavailable.

	PINE ID of proposed successor in the role
	O
	PINE ID of the element proposed to assume the role

	Additional PEMCs
	O
	Indicate additional PEMCs (with identifier of PEMC) that are requested to manage the PIN. 



* * * Start of Change 2 * * *

[bookmark: _Toc155956446]8.5.10.3.3	PIN configuration response
Table 8.5.10.3.3-1 shows the informational elements of the PIN configuration response provided by the PIN server to authorize the modification of a PIN.
Table 8.5.10.3.3-1: PIN configuration response
	Information element
	Status
	Description

	Response
	M
	The response (authorize or not authorize) from the PIN Server.

	PIN profile information
	M
	The IEs from the PIN profile information that the PIN Server has updated for modifying the PIN

	Dynamic PIN profile information
	M
	The IEs from the dynamic PIN profile information that the PIN Server has authorized for modifying the PIN

	Additional PEMCs
	O
	Indicate additional PEMCs (with identifier of PEMC) that are allowed to manage the PIN. 





* * * End of Change * * *
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