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* * * First Change * * * *

7.4.2.1.1
MCData standalone data request
Table 7.4.2.1.1-1 describes the information flow for the MCData standalone data request sent from the MCData client to the MCData server and from the MCData server to another MCData client.
Table 7.4.2.1.1-1: MCData standalone data request
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user sending data

	MCData ID
	M
	The identity of the MCData user towards which the data is sent

	Conversation Identifier
	M
	Identifies the conversation

	Transaction Identifier
	M
	Identifies the MCData transaction

	Reply Identifier
	O
	Identifies the original MCData transaction to which the current transaction is a reply to

	Disposition Type
	O
	Indicates the disposition type expected from the receiver (i.e., delivered or read or both)

	Payload Destination Type
	M
	Indicates whether the SDS payload is for application consumption or MCData user consumption

	Payload
	M
	SDS content


NOTE:
For each message contained in the payload information element, the payload information element includes an application identifier that identifies the application, format and protocol (e.g. text message, hyperlink, location information) of the related message contained in the MCData SDS payload information element.
* * * Second Change * * * *

7.4.2.1.7
MCData group standalone data request (MCData client – MCData server)

Table 7.4.2.1.7-1 describes the information flow for the MCData group standalone data request (in subclause 7.4.2.5.2) sent from the MCData client to the MCData server.

Table 7.4.2.1.7-1: MCData group standalone data request (MCData client – MCData server)
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user sending data

	MCData group ID
	M
	The MCData group ID to which the data is to be sent

	Conversation Identifier
	M
	Identifies the conversation

	Transaction Identifier
	M
	Identifies the MCData transaction

	Reply Identifier
	O
	Identifies the original MCData transaction to which the current transaction is a reply to

	Disposition Type
	O
	Indicates the disposition type expected from the receiver (i.e., delivered or read or both)

	Payload Destination Type
	M
	Indicates whether the SDS payload is for application consumption or MCData user consumption

	Payload
	M
	SDS content


NOTE:
For each message contained in the payload information element, the payload information element includes an application identifier that identifies the application, format and protocol (e.g. text message, hyperlink, location information) of the related message contained in the MCData SDS payload information element.
7.4.2.1.8
MCData group standalone data request (MCData server – MCData client)

Table 7.4.2.1.8-1 describes the information flow for the MCData group standalone data request (in subclause 7.4.2.5.2) sent from the MCData server to the MCData client.

Table 7.4.2.1.8-1: MCData group standalone data request (MCData server – MCData client)
	Information element
	Status
	Description

	MCData ID
	M
	The identity of the MCData user sending data

	MCData group ID
	M
	The MCData group ID to which the data is to be sent

	MCData ID
	M
	The identity of the MCData user towards which the data is sent

	Conversation Identifier
	M
	Identifies the conversation

	Transaction Identifier
	M
	Identifies the MCData transaction

	Reply Identifier
	O
	Identifies the original MCData transaction to which the current transaction is a reply to

	Disposition Type
	O
	Indicates the disposition type expected from the receiver (i.e., delivered or read or both)

	Payload Destination Type
	M
	Indicates whether the SDS payload is for application consumption or MCData user consumption

	Payload
	M
	SDS content


NOTE:
For each message contained in the payload information element, the payload information element includes an application identifier that identifies the application, format and protocol (e.g. text message, hyperlink, location information) of the related message contained in the MCData SDS payload information element.
