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1. Introduction
This pCR provides proposals to fix some editorial issues in TR 23.781.
2. Reason for Change
To make some editorial fixes in TR 23.781.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.781 v1.1.0.
* * * First Change * * * *

4.2.2.6
UE A and UE Z both migrated to the same partner MC system
This scenario is shown in figure 4.2.2.6-1.
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NOTE:
The red dashed lines in the figure indicate the MC systems where media or data content may be required, but does not indicate the actual routing of media, data content or signalling information. Media or data content routing may be different when logging or lawful interception is not required, compared with when one or both of these functions is required.
Figure 4.2.2.6-1: UE A and UE Z both migrated to the same partner MC system
In this scenario, UE A and UE Z have both migrated to the same MC system, MC system C, which is a partner MC system for both. Media or data content may flow to MC systems A and B for logging purposes.

* * * Next Change * * * *
4.2.2.7
UE A migrated to the partner MC system communicating with UE B in primary MC system, which is primary MC system of UE A
This scenario is shown in figure 4.2.2.7-1.


[image: image2.emf]MC

System A

Primary A, B

UEA

UEB

MC

System B

PartnerA


NOTE:
The red dashed lines in the figure indicates the MC systems where media or data content may be required, but does not indicate the actual routing of media, data content or signalling information. Media or data content routing may be different when logging or lawful interception is not required, compared with when one or both of these functions is required.
Figure 4.2.2.7-1: UE A migrated with UE B in primary MC system of UE A and UE B
In this scenario, UE A has migrated to the MC system B which is a partner MC system for UE A, and UE A is communicating with UE B which is in its primary MC system, which is also the primary MC system for UE A.
* * * Next Change * * * *
5.2.1.2
Architectural Requirements

The user configuration for an MC service user will need to include authorization to allow that MC service user to migrate to a list of identified partner MC systems. The configuration may restrict the service available on migration on a system by system basis.

An MC system will need to include a configuration which allows that MC system to authorize an incoming migration request from a particular MC service user. The MC system will need to verify that the migration request is permitted by the primary MC system of that MC service user. An MC system will need to provide a user profile for migrated MC service users, which may change their authorizations compared with the authorizations that those MC service users expect when receiving service within their primary MC systems.

NOTE:
Because of the potential numbers of migrating MC service users, the configuration in the partner system may need to be more general than on an individual MC service user by MC service user configuration, e.g. it may be more appropriate to allow configuration to accept incoming migration requests and list authorization for migrating MC service users on a system by system basis.
* * * Next Change * * * *
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