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1. Introduction
This pCR provides proposals to resolve the editor's note in subclause 6.6.2.
The EN states that user configuration data may affect user configuration within each of the three services, and was inserted at a time that the split in configuration between the Common Functional Architecture specified in TS 23.280 and the three service specific TSs 23.281, 23.182 and 23.379 was not confirmed. As the description of the solution in subclause 6.6.1 explicitly lists configuration data for each of the three services, and user configuration is confirmed to be contained in the service specific TSs, the EN can be replaced with a reference to each of the three service specific TSs.

2. Reason for Change
To resolve the editor's note in subclause 6.6.2 within TR 23.781.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.781 v1.1.0.
* * * First Change * * * *

6.6.2
Impacts on existing nodes and functionality

User configuration data relating to each of the three services MCPTT, MCVideo and MCData as specified in 3GPP TS 23.379 [7], 3GPP TS 23.281 [10] and 3GPP TS 23.282 [11] will need to be extended to incorporate the information listed in the previous subclause.


The user configuration databases in the partner MC system  may need to be configured with information needed to modify the user configuration data received from the primary MC system. These may be needed at the individual level, or at a more common level, e.g. all users belonging to one MC system, all users belonging to one organisation within an MC system from which users can be expected to migrate.

It is FFS which sets of configuration data need to be modified for migration in the user configuration database in the primary system and the partner system need to be specified.

