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	As pointed out in the liaison statement from CT1 in S6-170492 (C1-171751), some parameters for group configuration data were incorrectly assigned to the MC service specific portions rather than the group configuration data common to all MC services.

	
	

	Summary of change:
	Addition of the parameter "Temporary group indication" in the on-network portion of the Group configuration data.

Addition of the parameter "Indication of whether the UE shall use IPv4 or IPv6 for the MCData group (as specified in 3GPP TS 23.303 [7])" in the off-network portion of the Group configuration data.
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	Other comments:
	The two parameters that are added in the present CR are removed from the MC service specific portions of the group configuration data via the CRs mentioned above under "Other specs affected".


A.4
Group configuration data

The group configuration data is stored in the group management server. The group management server is used to configure the group configuration data to the MC service UE (CSC-2) and the MC service server (CSC-3).

A single group can support one or multiple MC service configurations. Hence, the MC service group configuration data is divided into common group configuration data and MC service specific group configuration data.

The group configuration data can be configured offline using the CSC-12 reference point.
The common group configuration data are specified in table A.4-1. Tables A.4-1 and A.4-2 contain the group configuration required to support the use of on-network MC service. Tables A.4-1 and A.4-3 contain the group configuration required to support the use of off-network MC service.
The MC service related group configuration data specific to each MC service is specified as follows:

-
MCPTT related group configuration data is specified in 3GPP TS 23.379 [16];

-
MCVideo related group configuration data is specified in 3GPP TS 23.281 [12]; and

-
MCData related group configuration data is specified in 3GPP TS 23.282 [13];
Table A.4-1: Common group configuration data (on and off network)
	Reference
	Parameter description
	MC service UE
	MC service Server
	Group management server

	[R-5.17-004],
[R-6.4.3-001],
[R-6.4.3-002],
[R-6.9-004] and
[R-5.1.3-002] of 3GPP TS 22.280 [3]
	MC service group ID
	Y
	Y
	Y

	[R-5.17-004],
[R-6.4.3-001],
[R-6.4.3-002] and
[R-6.9-004] of 3GPP TS 22.280 [3]
	Group Alias (Contact URIs)
	Y
	Y
	Y

	
	List of group members (see NOTE 1)
	
	
	

	[R-5.1.3-001],
[R-5.1.5-001],

[R-6.4.5-005] and
[R-6.4.5-006] of 3GPP TS 22.280 [3]
	> MC service IDs (see NOTE 2)
	
	
	

	
	>> MCPTT ID
	N
	Y
	Y

	
	>> MCVideo ID
	N
	Y
	Y

	
	>> MCData ID
	N
	Y
	Y

	 [R-6.2.2-001] and
[R-7.6-007] of 3GPP TS 22.280 [3]
	> User priority for the group
	N
	Y
	Y

	[R-5.1.3-001] of 3GPP TS 22.280 [3]

	> Participant type for the group (group membership information). The particpant type values are defined and configured by the Mission Critical Organisation (e.g.first responder, second responder, dispatcher, dispatch supervisor, MC service administrator).
	N
	Y
	Y

	
	> Affiliation status
	
	
	

	
	>> MCPTT
	N
	Y
	Y

	
	>> MCVideo
	N
	Y
	Y

	
	>> MCData
	N
	Y
	Y

	[R-5.16.2-001] and
[R-5.16.2-002] of 3GPP TS 22.280 [3]
	Group’s owner (Mission Critical Organisation)
	Y
	Y
	Y

	Subcaluse 8.3.2, 10.2.3
	MC service specific configuration (see NOTE 3)
	
	
	

	
	> MCPTT configuration (see NOTE 4)
	
	
	

	
	> MCVideo configuration (see NOTE 5)
	
	
	

	
	> MCData configuration (see NOTE 6)
	
	
	

	
	List of subordinate groups
	
	
	

	[R-5.2.2-002] of 3GPP TS 22.280 [3]
	> MC service group ID
	N
	Y
	Y

	
	 Group broadcast information
	
	
	

	[R-5.2.2-001] of 3GPP TS 22.280 [3]
	Level within group hierarchy
	N
	Y
	Y

	[R-5.2.3-001] of 3GPP TS 22.280 [3]
	Level within user hierarchy
	N
	Y
	Y

	NOTE 1:
The list of group members is provided to an authorized user only upon request and not by default.

NOTE 2:
MC service IDs for all configured MC services shall be provided for the configured group member.

NOTE 3:
An MC service specific configuration shall be provided for all of the MC services for which the group is enabled. At least one MC service shall be enabled for a group.

NOTE 4:
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.379 [16].

NOTE 5:
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.281 [12].

NOTE 6:
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.282 [13].


Table A.4-2: Common group configuration data (on‑network)
	Reference
	Parameter description
	MC service UE
	MC service Server
	Group management server

	[R-6.1-001] of 3GPP TS 22.280 [3]
	Maximum number of group members (Nc6)
	N
	Y
	Y

	[R-6.1-003] of 3GPP TS 22.280 [3]
	Enabled/disabled group (basic status)
	Y
	Y
	Y

	[R-6.6.1-006] of 3GPP TS 22.280 [2]
	Temporary group indication
	Y
	Y
	Y

	[R-6.4.5-005] of 3GPP TS 22.280 [3]
	Authorisation to request list of members of an MC service group
	Y
	Y
	Y

	
	MC service specific configuration
	
	
	

	
	> MCPTT configuration (see NOTE 1)
	Y
	Y
	Y

	
	> MCVideo configuration (see NOTE 2)
	Y
	Y
	Y

	
	> MCData configuration (see NOTE 3)
	Y
	Y
	Y

	[R-6.4.9-006] of 3GPP TS 22.280 [3]
	Geographic area within which affiliation to the group is permitted (see NOTE 4)
	Y
	Y
	Y

	[R-6.4.9-006] of 3GPP TS 22.280 [3]
	Geographic area outside which de-affiliation from the group is mandatory (see NOTE 4)
	Y
	Y
	Y

	Subclause 10.2.5
	List of authorised users who can retrieve the group information
	
	
	

	
	> MCPTT IDs
	
	
	Y

	
	> MCVideo IDs
	
	
	Y

	
	> MCData IDs
	
	
	Y

	NOTE 1: 
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.379 [16].

NOTE 2: 
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.281 [12].

NOTE 3: 
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.282 [13].
NOTE 4:
The geographic area may consist of a union of regions that are non-contiguous or contain holes.


Table A.4-3: Common group configuration data (off‑network)
	Reference
	Parameter description
	MC service UE
	MC service server
	Group management server

	Subclause 8.1.3.2
	Prose layer-2 group ID (as specified in 3GPP TS 23.303 [14])
	Y
	N
	Y

	Subclause 8.1.3.2
	ProSe group IP multicast address (as specified in 3GPP TS 23.303 [14])
	Y
	N
	Y

	Subclause 8.1.3.2
	Indication of whether the UE shall use IPv4 or IPv6 for the MCData group (as specified in 3GPP TS 23.303 [7])
	Y
	N
	Y

	Subclause 5.2.3
	Associated relay service code (as specified in 3GPP TS 23.303 [14])
	Y
	N
	Y

	
	MC service specific configuration
	
	
	

	
	> MCPTT configuration (see NOTE 1)
	Y
	Y
	Y

	
	> MCVideo configuration (see NOTE 2)
	Y
	Y
	Y

	
	> MCData configuration (see NOTE 3)
	Y
	Y
	Y

	NOTE 1: 
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.379 [16].

NOTE 2: 
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.281 [12].

NOTE 3: 
This parameter is a parent parameter whose child parameters are defined in 3GPP TS 23.282 [13].


