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	Reason for change:
	As pointed out in the liaison statement from CT1 in S6-170492 (C1-171751), some parameters for group configuration data were incorrectly assigned to the MC service specific portions rather than the group configuration data common to all MC services.

	
	

	Summary of change:
	Removal of the parameter "Temporary group indication" in the on-network portion of the MCPTT related group configuration data.

Removal of the parameter "Indication of whether the UE shall use IPv4 or IPv6 for the MCData group (as specified in 3GPP TS 23.303 [7])" in the off-network portion of the MCPTT related group configuration data.
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	Some group operations will not work due to bad configuration design.
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	Other comments:
	The two parameters that are removed in the present CR are added to the Common group configuration data defined via CR 23.280-0063.


A.4
MCData related Group configuration data

The general aspects of group configuration are specified in 3GPP TS 23.280 [5].

Parameters specified in table A.4-1 are child parameters of the "MCData configuration" parameter specified in table A.4-1 in 3GPP TS 23.280 [5]. Parameters specified in table A.4-2 are child parameters of the "MCData configuration" parameter specified in table A.4-2 in 3GPP TS 23.280 [5]. Parameters specified in table A.4-3 are child parameters of the "MCData configuration" parameter specified in table A.4-3 in 3GPP TS 23.280 [5].

Editor's note: Further contents of this configuration data are FFS.

Table A.4-1: Group configuration data (on and off network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Group management server

	[R-5.12-001]
	>> Media confidentiality and integrity protection (see NOTE)
	Y
	Y
	Y

	[R-5.12-001]
	>> Transmission control confidentiality and integrity protection (see NOTE)
	Y
	Y
	Y

	[R-5.12-001]
	>> Group media protection security material (see NOTE)
	Y
	N
	Y

	Subclause 5
	>> MCData sub-services and features enabled for the group
	
	
	

	
	>>> Short data service enabled
	Y
	Y
	Y

	
	>>> File distribution enabled
	Y
	Y
	Y

	
	>>> Data streaming enabled
	Y
	Y
	Y

	
	>>> Conversation management enabled
	Y
	Y
	Y

	
	>>> Transmission and reception control enabled
	Y
	Y
	Y

	
	>>> Enhanced status enabled
	Y
	Y
	Y

	
	>> Transmission and reception control
	
	
	

	[R-6.2.2.1-001]
	>>> Whether MC data user is permitted to transmit data in the group
	Y
	Y
	Y

	[R-6.2.3-006]
	>>> Maximum amount of data that an MC data user can transmit in a single request during group communication
	Y
	Y
	Y

	[R-6.2.3-006]
	>>> Maximum amount of time that an MC data user can transmit in a single request during group communication
	Y
	Y
	Y

	
	>> Enhanced status
	
	
	

	[R-6.1.3.2-002]
	>>> List of operational status values
	Y
	N
	Y

	NOTE:
Security mechanisms are specified in 3GPP TS 33.180 [13].


Table A.4-2: Group configuration data (on network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Group management server

	
	
	
	
	

	[R-6.4.5-001]

[R-6.4.5-003]
	>> Authorisation of a user to request a list of affiliated members of a group
	Y
	Y
	Y

	[R-5.1.7-002]

[R-6.2.2-001]
[R-6.6.2.2-006]

[R-6.8.7.2-003]
	>> Priority of the group
	N
	Y
	Y

	
	>> Transmission and reception control
	
	
	

	[R-6.2.2.1-003]
	>>> Maximum data size for auto-send
	Y
	Y
	Y

	[R-6.2.2.1-003]
	>>> Maximum data size for auto-receive
	Y
	Y
	Y


Table A.4-2: Group configuration data (on network)

	Reference
	Parameter description
	MCData UE
	MCData Server
	Group management server

	
	
	
	
	


