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1. Introduction
This contribution is to add reference points for FF application layer functional model.
2. Reason for Change
The study identifies the application architecture aspects to support Factories of the Future in 5G network.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.745 v0.3.0.
* * * First Change * * * *

7
Solutions

7.1
Solution #1: FF application layer functional model
7.1.1
Solution description

7.1.1.4
Reference points

7.1.1.4.1
General

The reference points for the FF application layer are described in the following subclauses.

7.1.1.4.2
F1-AE

The interactions related to FF application layer support functions between FAE client and FAE server are supported by F1-AE reference point. 

7.1.1.4.3
F1-APP

The interactions related to FF applications between FF application specific client and FF application specific server are supported by F1-APP reference point. The details of F1-APP reference point is out of scope of the present document.

7.1.1.4.4
F2-AE

The interactions related to FF application layer support functions between the FAE clients are supported by F2-AE reference point.  

7.1.1.4.5
F2-APP

The interactions related to FF applications between FF application specific clients are supported by F2-APP reference point. The details of F2-APP reference point is out of scope of the present document.

7.1.1.4.6
Fs

The interactions related to FF application layer support functions between the FAE server and the FF application specific server are supported by Fs reference point.

7.1.1.4.7
Fc
The interactions related to FF application layer support functions between the FAE client and the FF application specific client are supported by Fc reference point. The details of the Fc reference point is out of scope of the present document.
7.1.1.4.8
SEAL-C
The following SEAL-C reference points for FF applications are supported:

-
LM-C reference point for location management as specified in 3GPP TS 23.434 [x];

-
GM-C reference point for group management as specified in 3GPP TS 23.434 [x];

-
CM-C reference point for configuration management as specified in 3GPP TS 23.434 [x];

-
IM-C reference point for identity management as specified in 3GPP TS 23.434 [x];

-
KM-C reference point for key management as specified in 3GPP TS 23.434 [x]; and

-
NRM-C reference point for network resource management as specified in 3GPP TS 23.434 [x].
7.1.1.4.9
SEAL-S
The following SEAL-S reference points for FF applications are supported:

-
LM-S reference point for location management as specified in 3GPP TS 23.434 [x];

-
GM-S reference point for group management as specified in 3GPP TS 23.434 [x];

-
CM-S reference point for configuration management as specified in 3GPP TS 23.434 [x];

-
IM-S reference point for identity management as specified in 3GPP TS 23.434 [x];

-
KM-S reference point for key management as specified in 3GPP TS 23.434 [x]; and

-
NRM-S reference point for network resource management as specified in 3GPP TS 23.434 [x].
7.1.1.4.10
SEAL-PC5
The following SEAL-PC5 reference points for FF applications are supported:

-
LM-PC5 reference point for location management as specified in 3GPP TS 23.434 [x];

-
GM-PC5 reference point for group management as specified in 3GPP TS 23.434 [x];

-
CM-PC5 reference point for configuration management as specified in 3GPP TS 23.434 [x];

-
IM-PC5 reference point for identity management as specified in 3GPP TS 23.434 [x];

-
KM-PC5 reference point for key management as specified in 3GPP TS 23.434 [x]; and

-
NRM-PC5 reference point for network resource management as specified in 3GPP TS 23.434 [x].
7.1.1.4.11
SEAL-UU
The following SEAL-UU reference points for FF applications are supported:

-
LM-UU reference point for location management as specified in 3GPP TS 23.434 [x];

-
GM-UU reference point for group management as specified in 3GPP TS 23.434 [x];

-
CM-UU reference point for configuration management as specified in 3GPP TS 23.434 [x];

-
IM-UU reference point for identity management as specified in 3GPP TS 23.434 [x];

-
KM-UU reference point for key management as specified in 3GPP TS 23.434 [x]; and

-
NRM-UU reference point for network resource management as specified in 3GPP TS 23.434 [x].
7.1.1.4.12
FAE-E
The interactions related to FF application supports functions between the FAE servers in a distributed deployment are supported by FAE-E reference point.
* * * End Change * * * *

