
3GPP TSG-SA WG6 Meeting #34
S6-192030
Reno, Nevada, USA, 11th – 15th November 2019
()
Source:
Intel

Title:
Pseudo-CR on Abbreviations
Spec:
3GPP TR 23.758 v1.0.0

Agenda item:
11.5
Document for:
Approval

Contact:
Danny Moses; danny.moses@intel.com
1. Introduction
List abbreviations that are specific to this study in the ‘Abbreviations’ clause.

2. Reason for Change
Improve the readability of this report by collecting to one location all the appreviations that are used.

4. Proposal

It is proposed to agree to the suggested changes to the ‘Abbreviation’ clause of 3GPP TR 23.758.
* * * First Change * * * *

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GC
5G Core Network

5GS
5G System
AAF
Authentication/Authorization Function

ACL
Application Client
ACL-ID
Application Client Identity

ACL-IID
Application Client Instance Identity
ACR
Anonymous Customer Regerence

AF
Application Function

APN
Access Point Name
ASP
Application Service Provider
CAPIF
Common API Framework
CN
Core Network
DNAI
DN Access Identifier
DNN
Data Network Name
DNS
Domain Name System
EAS
Edge Application Server
EAS-ID
Edge Application Server Identity

EAS-IID
Edge ApplicationServer Instance Identity
EEC
Edge Enabler Client
EEC-ID
Edge Enabler Client Identity
EES
Edge Enaabler Server
EES-ID
Edge Enabler Server Identity
ECSP
Edge Computing Service Provider
EDN
Edge Data Network
EDN-CS
Edge Data Network Configuration Server
EPC
Evolved Packet Core

FQDN
Fully Qualified Domain Name
GPS
Global Positioning System
GPSI
Generic Public Subscription Identifier

KPI
Key Performance Indicators

LADN
Local Area Data Network

LCS
Location Services

MNO
Mobile Network Operator
NAT
Network Address Translation
NEF
Network Exposure Function
NF
Network Function
NWDAF
Network Data Analytics Function

PCF
Policy Control Function

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network
SCEF
Service Capability Exposure Function
SDP
Session Description Protocol
SLA
Service Level Agreement
S-NSSAI
Single Network Slice Selection Assistance Information

QoS
Quality of Service
UE
User Equipment

UE-ID
User Equipment Identity

UE-LOC
User Equipment Location
UPF
User Plane Function

URI
Uniform Resource Identifier
URSP
UE Route Selection Policy
