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/********************************** 1st change **********************************/
[bookmark: _Toc27945393]10.1.5.5.2	Dynamic data associated with a groupAffiliation status in group management server
The affiliation status in the form of a list of MC service IDs of affiliated group members corresponding to the MC service for that group is available in group management server. The group management server can subscribe to this information from the MC service server in Table 10.1.5.5.1-1. Table 10.1.5.5.2‑1 describes the affiliation status contained in the group management server.
Table 10.1.5.5.2-1: Affiliation status in group management server
	Parameter description

	MC service group ID

	List of affiliated group members

	> MCPTT

	>> MCPTT ID

	> MCVideo

	>> MCVideo ID

	> MCData

	>> MCData ID



Editor's note:	The support for affiliation status in the group management server of an MC service user logged into multiple UEs is FFS.
The regroup status of a group in the form of a list of MC service group IDs of the group being regrouped is available in group management server. The group management server can subscribe to this information from the MC service server in Table 10.1.5.5.1-1 to update this information. Table 10.1.5.5.2‑2 describes the regroup status contained in the group management server.
Table 10.1.5.5.2-2: Regroup status in group management server
	Parameter description

	List of MC service groups being regrouped into a new group

	> MC service group ID (Constituent MC service group)

	> Corresponding regrouped group information

	>> MC service group ID



The emergency status of a group in the form of a list of MC service group IDs of the group in emergency state is available in group management server. The group management server can subscribe to this information from the MC service server in Table 10.1.5.5.1-1. Table 10.1.5.5.2‑3 describes the emergency status contained in the group management server.
Table 10.1.5.5.2-3: Emergency status in group management server
	Parameter description

	List of MC service groups in emergency state

	> MC service group ID



[bookmark: _Toc27945394]************************  End  of  1st Changes  *****************************

************************  2nd Changes  *****************************
10.1.5.6	Subscription and notification for dynamic data associated with a group
An authorized user can request the current dynamic data for an MC service group on request. The dynamic data is described in subclause 10.1.5.5.1.
The group management server can subscribe for affiliation status, regroup status and emergency status associated with a group at the MC service server. The affiliation status, regroup status and emergency status in the group management server is described in subclause 10.1.5.5.2.
[bookmark: _Toc27945395]************************  End  of  2nd Changes  *****************************
************************  Start  of  3rd Changes  *****************************
[bookmark: _Toc27945396]10.1.5.6.1.1	Subscribe group dynamic data request
Table 10.1.5.6.1.1-1 describes the information flow subscribe group dynamic data request from the MC service client to the MC service server and from the group management server to the MC service server.
Table 10.1.5.6.1-1: Subscribe group dynamic data request 
	Information element
	Status
	Description

	MC service group ID
	M
	The MC service group ID for which dynamic data is requested.

	Group dynamic data type (See NOTE)
	O
	The type of group dynamic data requested, e.g., affiliated status, regroup status, emergency status

	NOTE:	if the Group dynamic data type IE is not present, all types of group dynamic data is requested.



[bookmark: _Toc27945398]************************  End  of  3rd Changes  *****************************
[bookmark: _GoBack]************************  Start  of  4th Changes  *****************************
10.1.5.6.1.3	Notify group dynamic data request
Table 10.1.5.6.1.3-1 describes the information flow notify group dynamic data response from the MC service server to the MC service client and from the MC service server to the group management server. This information flow from the MC service server to the MC service client may be sent individually addressed or group addressed on unicast or multicast (see subclause 10.7.3.4.1).
Table 10.1.5.6.1.3-1: Notify group dynamic data request 
	Information element
	Status
	Description

	MC service group ID
	M
	The MC service group ID for which dynamic data is requested.

	Group dynamic data
	M
	Dynamic data associated with the group as per the requested group dynamic data type(s)



************************  End  of  4th Changes  *****************************


