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* * * First Change * * * *

[bookmark: _Toc35868990]10.13.2.3	Functional alias activation request
Table 10.13.2.3-1 describes the information flow functional alias activation request from the MC service client to the MC service server.
[bookmark: _Hlk495501250]Table 10.13.2.3-1: Functional alias activation request
	Information element
	Status
	Description

	MC service ID
	M
	The MC service ID of the originator who triggers the functional alias activation request.

	Functional alias list
	M
	A list of one or more functional aliases which the originator intends to activate.

	Equipment type
	O
	The equipment type information of originator MC service UE which triggers the functional alias activation request.




* * * Next Change * * * *
[bookmark: _Toc477420450][bookmark: _Toc493026976][bookmark: _Toc35869009]10.13.4	MC service user activates functional alias(es) within an MC system
[bookmark: _Toc485056590]The procedure for MC service user activates functional alias(es) within an MC system is illustrated in figure 10.13.4-1.
Pre-conditions:
1.	MC service client has already been provisioned (statically or dynamically) with the functional alias(es) information that the MC service client is allowed to activate.
2.	MC service server may have retrieved the user subscription and functional alias policy e.g. which user(s) are authorized to activate to what functional alias, priority, and other configuration data.
3.	MC service client may have indicated to the functional alias management server that it wishes to receive updates of functional alias data for the functional aliases for which it is authorized.
4.	The MC service client triggers the functional alias activation procedure. This is an explicit activation caused either by the MC service user or determined by a trigger event such as the MC service UE coming within a permitted geographic operational area of a functional alias.


Figure 10.13.4-1: Functional alias activation procedure within an MC system
1.	MC service client of the MC service user requests the MC service server to activate a functional alias or a set of functional aliases. The equipment type information may be provided for equipment type check.
NOTE 1:	If the MC service server is not the one that performs the functional alias controlling role, the MC service server will forward the request to the MC service server that performs the functional alias controlling role.
2.	The MC service server checks if there are any conflicts with active functional alias(es).If equipment type information is provided, the MC service server checks if the functional aliases for activation are allowed by this equipment type.
3.	If the user of the MC service client is authorised to activate the requested functional alias(es) then the MC service server stores the functional alias(es) status of the requested functional alias(es).
	If a certain functional alias(es) can be simultaneously active for multiple MC service users and the upper limit of number of simultaneous MC service users is not reached, the MC service shall activate the functional alias(es) for the MC service user and inform all other MC service user(s) with sharing the same functional alias(es) (step 5). If the limit of number of simultaneous MC service users is reached or the functional alias is not allowed to be shared, the request is rejected and the MC service user is notified (step 4). 
	If the functional alias(es) is (are) already used by another MC service user(s), an authorized MC service user gets an offer to take over the functional alias from the MC service user currently using the functional alias(es).
NOTE 2:	The functional alias status is notified to other servers (e.g. MC service servers) within the MC system that have subscribed to functional alias status.
4.	MC service server sends a functional alias(es) activation response to the MC service client.
5.	The MC service server informs all other MC service user(s) sharing the same functional alias(es).
* * * Next Change * * * *
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