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* * * * * * * FIRST CHANGE * * * * * * *

[bookmark: _Toc460616212][bookmark: _Toc460617073][bookmark: _Toc465162699][bookmark: _Toc468105535][bookmark: _Toc468110630][bookmark: _Toc35868936]10.9.2.3	Location information request
Tables 10.9.2.3-1, 10.9.2.3-2 and 10.9.2.3-3 describes the information flow from the MC service server to the location management server and from the location management server to the location management client and from location management client to location management server respectively for requesting an immediate location information report.
Table 10.9.2.3-1: Location information request (MC service server to location management server)
	Information element
	Status
	Description

	MC service ID list
	OM
(see NOTE)
	List of MC service users whose location information is requested

	Functional alias(es)
	O
(see NOTE)
	Location information of MC service users who have activated this functional alias is requestedRequested functional alias(es) of the MC service users.

	NOTE:	     Either the MC service ID list or the functional alias must be present.



Table 10.9.2.3-2: Location information request (Location management server to location management client)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of MC service user whose location information is requested

	MC service ID
	O
	Identity of the requested MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID)

	Functional alias
	O
	Functional alias that corresponds to the requested MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID)



Table 10.9.2.3-2: Location information request (Location management client to location management server)
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the requesting authorized MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID)

	MC service ID list
	O
(see NOTE)
	List of MC service users whose location information is requested

	Functional alias
	O
	Functional alias that corresponds to the requesting MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID)

	Functional alias
	O
(see NOTE)
	Functional alias that corresponds to the requested MC service user(s) (e.g. MCPTT ID, MCVideo ID, MCData ID)

	NOTE:	Either the MC service ID list or the functional alias must be present.



* * * * * * * SECOND CHANGE * * * * * * *

[bookmark: _Toc460616213][bookmark: _Toc460617074][bookmark: _Toc465162700][bookmark: _Toc468105536][bookmark: _Toc468110631][bookmark: _Toc35868937]10.9.2.4	Location reporting trigger
Table 10.9.2.4-1 describes the information flow from the location management client to the location management server for triggering a location reporting procedure.
Table 10.9.2.4-1: Location reporting trigger
	Information element
	Status
	Description

	MC service ID
	M
(see NOTE 1)
	Identity of the requesting authorized MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID)

	Functional alias
	O
	Functional alias that corresponds to the requesting MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID)

	MC service ID
	O
(see NOTE 1) 
(see NOTE 3)
	Identity of the requested MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID)

	Functional alias
	O
(see NOTE 3)
	Functional alias that corresponds to the requested MC service user (e.g. MCPTT ID, MCVideo ID, MCData ID).

	Immediate Report Indicator
	O
(see NOTE 2)
	Indicates whether an immediate location report is required

	Requested non-emergency location information
	O
(see NOTE 2)
	Identifies what location information is requested, except for emergency or imminent peril calls or emergency alerts

	Requested emergency location information
	O
(see NOTE 2)
	Identifies what location information is requested, for emergency or imminent peril calls or emergency alerts

	Triggering criteria in non- emergency cases
	O
(see NOTE 2)
	Identifies when the client will send the location report in non-emergency cases

	Triggering criteria in emergency cases
	O
(see NOTE 2)
	Identifies when the client will send the location report in emergency cases

	Minimum time between consecutive reports
	O
(see NOTE 2)
	Defaults to 0 if absent and 0 for emergency calls, imminent peril calls and emergency alerts 

	NOTE 1:	The identity of the requesting MC service user and the requested MC service user should shall belong to the same MC service. E.g. if requesting MC service user is using a MCPTT ID, then the requested MC service user identity should shall be an MCPTT ID.
NOTE 2:	At least one of these rows shall be present.
NOTE 3:	Either the MC service ID or the functional alias must be present.




[bookmark: _Toc465162702][bookmark: _Toc468105538][bookmark: _Toc468110633][bookmark: _Toc35868939]
10.9.2.6	Location information subscription response
Table 10.9.2.6-1 describes the information flow from the location management server to the MC service server or location management client for location information subscription response.
Table 10.9.2.6-1: Location information subscription response
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the requesting MC service user

	Subscription status
	M
	Indicates the subscription result



10.9.2.9	Location information cancel subscription response
Table 10.9.2.9-1 describes the information flow from the location management server orto the location management client to theor MC service server for location information cancel subscription response.
Table 10.9.2.9-1: Location information cancel subscription response
	Information element
	Status
	Description

	MC service ID
	M
	Identity of the requesting MC service user

	Subscription status
	M
	Indicates the subscription result



* * * * * * * THIRD CHANGE * * * * * * *
[bookmark: _Toc468105547][bookmark: _Toc468110642][bookmark: _Toc35868949]10.9.3.6.1	Event-trigger location information notification procedure
NOTE 1: This procedure is valid for single MC system operation only.
Figure 10.9.3.6.1-1 illustrates the high level procedure of event-trigger usage of location information.  The same procedure can be applied for location management client and other entities that would like to subscribe to location information of MC service user.


Figure 10.9.3.6.1-1: Event-trigger usage of location information procedure
1.	Based on the configurations, e.g., subscription, periodical location information timer, location management server is triggered to report the latest user location information to MC service server or location management client.
2.	The location management server sends the location information report including the latest location information of one or more MC service users to the MC service server or location management client. The latest location information is derived from the location report procedure as described in clause 10.9.3.1, or from PLMN operator (e.g. LCS network).
NOTE 2:	For other entities, the step 3 can be skipped if not needed.

* * * * * * * FOURTH CHANGE * * * * * * *
[bookmark: _Toc461451069][bookmark: _Toc468105531][bookmark: _Toc468110626][bookmark: _Toc35868932]10.9.1	General
Location information of MC service user shall be provided by the location management client to the location management server. The location information reporting triggers are based on the location reporting configuration. Different type of location information can be provided.
Editor's Note: It is for FFS how the location management server resolves the functional alias to the corresponding MC Service ID(s).

* * * * * * * END CHANGES * * * * * * *
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