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	Reason for change:
	Solution#16 in TR 23.764 enhances the network monitoring procedure with 5G QoS Sustainability features.

One of the key features of VAE layer is to abstract the detailed knowledge of the 3GPP system parameters and its processing from the V2X application specific layer.

Currently, such abstraction is provided by the VAE server towards the V2X application specific server. Whereas for the V2X UE, only network monitoring information is provided and it is not clear how V2X UE translates those information to the appropriate application layer service levels.

As the VAE server has the capability of being aware of the service requirements as well as the network status and translating between them, it hence benefical for the VAE server to process the network layer information from the network monitoring information and translate those information into the service level information and provide such information to the V2X UE (VAE client) to abstract the V2X application specific client from the burden of network layer information which requires the V2X application specific client developers to have full knowledge and understanding of the network monitoring paratmeters.


	
	

	Summary of change:
	1) Update the network monitoring procedure to include the 5G QoS Sustainability features.
2) Update network monitoring information subscription request to include more filters for the report
3) update the network monitoring information notification to include the service lever parameters as an optional optimization
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* * * First Change * * * *
[bookmark: _Toc51856360][bookmark: _Toc9812689][bookmark: _Toc9812445][bookmark: _Toc536271008][bookmark: _Toc536270701]9.7.2.1	Network monitoring information subscription request
Table 9.7.2.1-1 describes the information flow network monitoring information subscription request from the VAE client to the VAE server.
Table 9.7.2.1-1: Network monitoring information subscription request
	Information element
	Status
	Description

	V2X UE ID
	M 
	Identity of the V2X UE subscribing for the network monitoring information

	Subscription event
	M
	Identify one or multiple network monitoring events (e.g. uplink degradation, congestion, overload, coverage, service level status indicator) 

	Triggering criteria
	M
	Identify when the VAE server will send the monitoring reports to the VAE client.

	Area information
	O
	Identify the area where the event is subscribed.

	Target V2X UE(s)
	O
	Identify the one or multiple target UE(s) that the event is related.

	V2X group ID
	O
	Identity of the V2X group which is related with the event.

	V2X service ID(s)
	O
	Identify the V2X service which is related with the event.




* * * Next Change * * * *
[bookmark: _Toc51856362][bookmark: _Toc9812691][bookmark: _Toc9812447][bookmark: _Toc536271010][bookmark: _Toc536270703][bookmark: _Toc533164900]9.7.2.3	Network monitoring information notification
Table 9.7.2.3-1 describes the information flow network monitoring information notification from the VAE server to the VAE client.
Table 9.7.2.3-1: Network monitoring information notification
	Information element
	Status
	Description

	V2X UE ID
	M
	Identity of the subscribed V2X UE

	Network monitoring information
	M
	This includes information on network status for the triggering criteria, and may include the following parameters:
- Uplink quality level 
- Congestion level
- Overload level
- Geographical Area (cell area or TA for which the monitoring applies)
- Time Validity (the period for which the monitoring applies)
- Coverage level and bearer level events (optionally, for MBMS)
- QoS Sustainability

	Service level status indicator (NOTE)
	O
	Indicates whether the service level/requirement is satisfied or not.

	Proposed service level/requirements (NOTE)
	O
	The service levels/requirements can be satisfied by the current network situation.

	NOTE:	This parameter is only present when the VAE server has the service level/requirements and network performance mapping information.




* * * Next Change * * * *
[bookmark: _Toc51856368][bookmark: _Toc9812697][bookmark: _Toc9812453][bookmark: _Toc536271016][bookmark: _Toc536270709]9.7.4.2	Procedure
Figure 9.7.4.2-1 illustrates the procedure where the VAE server sends notification of the network monitoring information to the V2X UEs.
Pre-conditions:
1.	The VAE server acting as a SCS/AS is configured with the SCEF information and is authorized to exchange information with the SCEF as specified in subclause 4.9 in 3GPP TS 23.682 [8]. The VAE server has subscribed to QoS notification service from 5GS (e.g. PCF/NWDAF). The notification may either include the request for QoS sustainability events as specified in 3GPP TS 23.288 [9] or can include a QoS change notification requests as provided by SMF and specified in 3GPP TS 23.287 [8]; 
2.	The V2X UE1 and V2X UE2 have subscribed for the network monitoring information at the VAE server.


Figure 9.7.4.2-1: Notifications for network monitoring information
1.	The VAE server communicates with the SCEF to receive network monitoring information as per the procedure in subclause 4.9 of 3GPP TS .23.682 [8]. The VAE server subscription to QoS monitoring service from 5GS (e.g. PCF/NWDAF) may be active for a certain period of time or a given geographical area. The monitoring may either include the request for QoS sustainability events as specified in 3GPP TS 23.288 [9], or can include a QoS change notification requests as provided by SMF and specified in 3GPP TS 23.287 [8]. The reporting may be configured by the application enabler layer for a given area, time, periodicity etc taking into account the service requirement and other parameters (e.g. expected congestion in certain area, time of the day, road conditions). Based on the subscription, as specified in 3GPP TS 23.287 [8], 5GS provides the extended QoS monitoring report, over N33 interface. This report may come either from NWDAF or SMF via PCF/NEF.
2.	The network monitoring information (e.g. uplink or downlink link degradations, congestions, overload) available at the VAE server about the on-going V2V session(s) is based on the original network monitoring information provided by the SCEF in step 1, and QoS monitoring report from 5GS as specified in step 1. The VAE server determines the network monitoring information to send to the UE. In addition, the VAE server may also provide the service level status indication that the network status may not satisfy the current service level/requirements or may support a better service level/requirements. The VAE server may also provide the proposed service level/requirements as per the current network status.
3,	The monitoring information is sent to the subscribed V2X UEs via network monitoring information notification.

* * * Next Change * * * *
[bookmark: _Toc51856369][bookmark: _Toc9812698][bookmark: _Toc9812454][bookmark: _Toc536271017][bookmark: _Toc536270710][bookmark: _Toc536270605][bookmark: _Toc536270912][bookmark: _Toc9812349][bookmark: _Toc9812593][bookmark: _Toc51856259]9.8	Switching modes of operations for V2V communications
The V2X services need to support different modes of operation for V2V (PC5 and Uu) communications. The V2X UE makes the decision to switch between different modes of operation for V2V communications considering the V2V service KPIs as specified in 3GPP TS 22.186 [3]. The V2X application layer may provide the network monitoring information to assist the V2X UE in making the switching decision for the operation modes selection.
The V2X UE determines switching of the mode of operation for V2V sessions based on several factors including the received network monitoring information as specified in subclause 9.7, and the PC5 communication quality information, and the service level/requirements. The V2X UE switches the mode of operation and engages in either direct (PC5) or indirect (Uu) session as specified in subclause 23.14 of 3GPP TS 36.300 [14]. In addition, if both the Uu communication quallity and the PC5 communication quality fail to satisfy the current service level/requirements, the V2X UE may switch to a lower service level/requirements. When the Uu communication quallity and the PC5 communication quality becomes better to guarantee higher service level/requirements, the V2X UE may swich to the higher service level/requirements.


* * * End of all the Changes * * * *
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