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1. Introduction
The contribution aims to close the following EN in clause 7.3.3.4:
Editor's Note:
For deployments using local DNs other than LADNs, the EDN service area is for further study.
2. Reason for Change
For deployments using DNs other than LADNs, it is proposed that EDN service area is the whole PLMN for non-roaming scenario. This definition allows the EES in the EDN to have an EES service area, which is, as described in the clause 7.3.3.5, allowed only when the EDN service area is specified.

Unless the EDN service area for a DN other than LADN is defined as the whole PLMN (i.e. if the DN restricts access from a certain area in the PLMN), there should be a scheme to check whether UE is inside the EDN service area when the UE requests PDU session establishment to the local DN and only when it's for the usage of Edge Computing service (as is done by AMF and SMF in LADN case). This may have a quite impact on the existing specification without clear benefit.
The roaming scenario for EDGEAPP is out of scope in Rel-17, so the EDN service area for roaming scenario is out of scope in this release.

Having defined the EDN service area for non-LADN scenarios, related changes throughout the TS are also proposed.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.558 v1.3.0.
* * * First Change * * * *

6.3.4
Edge Configuration Server (ECS)
ECS provides supporting functions needed for the EEC to connect with an EES.

Functionalities of ECS are:

a)
provisioning of Edge configuration information to the EEC. The Edge configuration information includes the following:

1)
the information for the EEC to connect to the EES (e.g. EDN service area); and 

2)
the information for establishing a connection with EESs (such as URI);
NOTE:
The ECS can be deployed in the MNO domain or can be deployed in 3rd party domain by service provider. 

b)
supporting the functionalities of registration (i.e., registration, update, and de-registration) for the EES(s); 

c)
supporting the functionalities of API invoker and API exposing function as specified in 3GPP TS 23.222 [6]; and

d)
interacting with 3GPP Core Network for accessing the capabilities of network functions either directly (e.g. via PCF) or indirectly (e.g. via SCEF/NEF/SCEF+NEF).

* * * Next Change * * * *

7.3.3.4
Edge Data Network service area

A service area from which the access to the EDN is allowed. ECSPs can use LADNs, as described in Annex A.2.4 of this document, to deploy EDNs with access restricted from specific areas. When an EDN is deployed using LADN, the EDN service area is same as the LADN service area and rules specified for LADN apply to the UE, as specified in 3GPP TS 23.501 [2]. The 'service area' in this context is a Topological Service Area.
In a deployment using DNs other than LADNs, the EDN service area is the whole PLMN for non-roaming scenario.
NOTE: The EDN service area for roaming scenario is out of scope in this release of the specification.

7.3.3.5
EES Service Area

A service area that is served by an EES in an EDN. This service area is equal to or a subset of the EDN service area. 

The EES service area may be expressed as a Topological Service Area, a Geographical Service Area or both.
* * * Next Change * * * *

8.3.3.2.2
Request-response model

Figure 8.3.3.2.2-1 illustrates service provisioning procedure based on request/response model.

Pre-conditions:

1.
The EEC has been pre-configured or has discovered the address (e.g. URI) of the ECS;

2.
The EEC has been authorized to communicate with the ECS;

3.
The UE Identifier is either preconfigured or resulted from a successful authorization and

4.
The ECS is configured with ECSP's policy for service provisioning.

NOTE 1:
Details of ECSP's policy are out of scope.

Editor's Note:
Whether the UE's subscription data may contain the endpoint information of ECS is FFS and requires SA2 and SA3 coordination.

Editor's Note:
The authorization procedure required to enable communication with the ECS is FFS.
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Figure 8.3.3.2.2-1: Service provisioning – Request/Response

1.
The EEC sends a service provisioning request to the ECS. The service provisioning request includes the security credentials of the EEC received during EEC authorization procedure and may include the UE identifier such as GPSI, connectivity information, UE location and AC profile(s) information.

2.
Upon receiving the request, the ECS performs an authorization check to verify whether the EEC has authorization to perform the operation. The ECS may utilize the capabilities (e.g. UE location) of the 3GPP core network as specified in clause 8.9.2. If AC profile(s) are provided by the EEC, the ECS identifies the EES(s) based on the provided AC profile(s) and the UE location. When AC profiles(s) are not provided, then:

-
if available, the ECS identifies the EES(s) based on the UE-specific service information at the ECS and the UE location;

-
ECS identifies the EES(s) by applying the ECSP policy (e.g. based only on the UE location);

NOTE 2:
Details of the UE-specific service information and how it is available at the ECS is out of scope.

NOTE 3:
Both steps are evaluated prior to sending a response.
The ECS also determines other information that needs to be provisioned, e.g. identification of the EDN, EDN service area, EES endpoints.

If the ECS is unable to determine the EES information using the inputs in service provisioning request, UE-specific service information at the ECS or the ECSP's policy, the ECS shall reject the service provisioning request and respond with an appropriate failure cause. 
3.
If the processing of the request was successful, the ECS responds to the EEC's request with a service provisioning response which includes a list of EDN configuration information, e.g. identification of the EDN, EDN service area, and the required information (e.g. URI, IP address) for establishing a connection to the EES.

If the EDN configuration information includes an LADN DNN as an identifier for the EDN, the EEC considers the LADN as the EDN. Therefore, the service area of EDN is the LADN Service Area which can be discovered using the UE Registration Procedure. The EEC may cache the service provisioning information (e.g. EES endpoint) for subsequent use and avoid the need to repeat step 1. If the Lifetime IE is included in the Service provisioning response, then the EEC may cache and reuse the Service provisioning information only for the duration specified by the Lifetime IE, without the need to repeat step 1.

NOTE 4:
If the service provisioning request fails, the EEC can resend the service provisioning request again, taking into account the received failure cause.

* * * Next Change * * * *

8.3.3.2.3.3
Notify

Figure 8.3.3.2.3.3-1 illustrates the service provisioning notification procedure between the EEC and the ECS.

Pre-conditions:

1.
The EEC has subscribed with the ECS for the provisioning information as specified in clause 8.3.3.2.3.2.
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Figure 8.3.3.2.3.3-1: Service provisioning notification

1.
An event occurs at the ECS that satisfies trigger conditions for updating service provisioning of a subscribed EEC. If UE's location information is not available, the ECS may obtain the UE location by utilizing the capabilities of the 3GPP core network as specified in clause 8.9.2. If AC profile(s) were provided by the EEC during subscription creation, the ECS identifies the EES(s) based on the provided AC profile(s) and the UE location. If AC profiles(s) were not provided, then:

-
if available, the ECS identifies the EES(s) based on the UE-specific service information at the ECS and the UE location;

-
ECS identifies the EES(s) by applying the ECSP policy (e.g. based only on the UE location);

NOTE 1:
Details of the UE-specific service information and how it is available at the ECS is out of scope.

NOTE 2:
Both steps are evaluated prior to sending a response.
The ECS also determines other information that needs to be provisioned, e.g. identification of the EDN, EDN service area, EES endpoints.

2.
The ECS sends a provisioning notification to the EEC with the list of EDN configuration information determined in step 1. 

If the EDN configuration information in the service provisioning notification includes an LADN DNN as an identifier for the EDN, the EEC considers the LADN as the EDN. Therefore, the service area of EDN is the LADN Service Area, which can be discovered using the UE Registration Procedure. 

* * * Next Change * * * *

8.3.3.3.3
Service provisioning response

Table 8.3.3.3.3-1 describes the information elements for service provisioning response from the ECS to the EEC.
Table 8.3.3.3.3.-1: Service provisioning response

	Information element
	Status
	Description

	Successful response
	O
	Indicates that the service provisioning request was successful.

	> List of EDN configuration information
	M 
	List of EDNs.

	>> EDN connection information (NOTE 1)
	M 
	Information required by the UE to establish connection with the EDN.

	>>> DNN/APN
	M
	Data Network Name/Access Point Name

	>>> S-NSSAI
	O
	Network Slice information

	>>> EDN Topological Service Area
	O 
	A list of Cell IDs , a list of TAIs, or a PLMN ID. The EDN serves UEs that are connected to the Core Network from one of thecells included in this service area. See possible formats in Table 8.2.7-1.

	>>List of EESs
	M
	List of EESs of the EDN.

	>>> EES ID 
	M
	The identifier of the EES

	>>> EES Endpoint 
	M
	The endpoint address (e.g. URI, IP address) of the EES

	>>> EASIDs (NOTE 3)
	O
	List of EASIDs registered with the EES.

	>>> ECSP info
	O
	Information for Edge Computing Service Provider 

	>>> EES Topological Service Area
	O
	The list of Cell IDs (or TAIs) serviced by this EES. EECs of UEs that are connected to the Core Network from a cell that is not in this list shall not be served by this EES. 

	>>> EES Geographical Service Area
	O
	The area being served by the EES in Geographical values (as specified in subclause 7.3.3.3)

	>>> List of EES DNAI(s)
	O
	DNAI(s) associated with the EES/EAS. This IE is used as Potential Locations of Applications in clause 5.6.7 of 3GPP TS 23.501 [2].

	>> Lifetime
	O
	Time duration for which the EDN configuration information is valid and supposed to be cached in the EEC.

	Failure response
	O
	Indicates that the service provisioning request failed.

	> Cause
	O
	Indicates the cause of service provisioning request failure.

	NOTE1:
If the UE is provisioned or pre-configured with URSP rules by the HPLMN, the UE handles the precedence between EDN connection info and URSP rules as defined in 3GPP TS 23.503 [12] clause 6.1.2.2.1. EDN connection info is considered to be part of UE Local Configurations.
NOTE 2:
Void
NOTE 3:
EAS information is limited to the EEC requested applications. If no AC profiles were present in the service provisioning request, the EAS information is subject to the ECSP policy (e.g. no EAS information or a subset of EAS information related to the EES).


* * * Next Change * * * *

8.3.3.3.6
Service provisioning notification

Table 8.3.3.3.6-1 describes the information elements for service provisioning notification from the ECS to the EEC.
Table 8.3.3.3.6.-1: Service provisioning notification

	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription stored in the ECS for the request

	List of EDN configuration information
	M 
	List of EDNs.

	> EDN connection information (NOTE 1)
	M 
	Information required by the UE to establish connection with the EDN.

	>> DNN/APN
	M
	Data Network Name/Access Point Name

	>> S-NSSAI
	O
	Network Slice information

	>> EDN Topological Service Area
	O 
	A list of Cell IDs, a list of TAIs, or a PLMN ID. The EDN serves UEs that are connected to the Core Network from one of the cells included in this service area. See possible formats in Table 8.2.7-1.

	>List of EESs
	M
	List of EESs of the EDN.

	>> EES ID 
	M
	The identifier of the EES

	>> EES Endpoint 
	M
	The endpoint address (e.g. URI, IP address) of the EES

	>> EASIDs (NOTE 3)
	O
	List of EASIDs registered with the EES.

	>> ECSP info
	O
	Information for Edge Computing Service Provider 

	>> EES Topological Service Area
	O
	The list of Cell IDs (or TAIs) serviced by this EES. EECs of UEs that are connected to the Core Network from a cell that is not in this list shall not be served by this EES. 

	>> EES Geographical Service Area
	O
	The area being served by the EES in Geographical values (as specified in clause 7.3.3.3)

	>> List of EES DNAI(s)
	O
	DNAI(s) associated with the EES/EAS. This IE is used as Potential Locations of Applications in clause 5.6.7 of 3GPP TS 23.501 [2].

	> Lifetime
	O
	Time duration for which the EDN configuration information is valid and supposed to be cached in the EEC.

	NOTE 1:
If the UE is provisioned or pre-configured with URSP rules by the HPLMN, the UE handles the precedence between EDN connection info and URSP rules as defined in TS 23.503 [12] clause 6.1.2.2.1. EDN connection info is considered to be part of UE Local Configurations. 
NOTE 2:
Void
NOTE 3:
EAS information is limited to the EEC requested applications. If no AC profiles were present in the service provisioning request, the EAS information is subject to the ECSP policy (e.g. no EAS information or a subset of EAS information related to the EES).


* * * Next Change * * * *

A.2.4
Option 3. Use of LADN 
Edge computing services can be provided via Edge-dedicated Data Networks deployed as LADNs. With this option, the PLMN supports edge computing services in the EDN service areas which is equal to the LADN service area. The LADN service area is the service area that the Edge Computing is supported. Each individual EAS in the LADN can support the same or smaller service area than the LADN.
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Figure A.2.4-1: Option 3: Use of LADN(s)
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