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1. Introduction
On December 28 of 2020, FAA publishes the long-awaited final rule marking for UAV remote ID, which will take effect 60 days after the publication in Federal Register. This discussion summarizes the major changes that may be related to the 3GPP UAS application architecture design. 
2. Reason for Change
This pCR provides the FAA final rule summary for UAS Remote ID
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.255 V0.2.0
* * * First Change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 22.125: "Unmanned Aerial System (UAS) support in 3GPP; Stage 1".

[3]
3GPP TS 23.256: "Support of Unmanned Aerial Systems (UAS) connectivity, identification, and tracking; Stage 2".

[4]
3GPP TS 23.434: "Service Enabler Architecture Layer for Verticals (SEAL); Functional architecture and information flows".
[5]
Federal Aviation Administration, Final Rule on “Remote Identification of Unmanned Aircraft”, https://www.faa.gov/news/media/attachments/RemoteID_Final_Rule.pdf, December 28th, 2020
* * * Next Change * * * *

Annex X (informative):
FAA UAS Remote ID Final Rule
X.1
Introduction
The important observation from the FAA remote ID final rule is to remove the Network-based approach. No other regulatory agency is taking the same steps as the FAA. There is no sign of USS/UTM will go away. The current final rule should be treated as an incremental approach for the FAA to establish a vital UAV operation in the near short term. 
X.2
Final Rule Summary
The FAA final rule [5] on UAS Remote ID is summarized as follows:
· Only Broadcast ID is needed, networked RID is eliminated not mandated but is not prohibited.
· Onboard Broadcast ID may be a build-in or a portable broadcast ID module.

· Broadcast ID MUST be sent over unlicensed radio frequency. However, network-based RID is not prohibited. 
· Broadcast ID is defined for radio technologies using unlicensed radio frequency
· One Broadcast ID may associate with multiple UAVs

