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[bookmark: _Toc59224632]
* * * First Change * * * *
9.3.1	General
Location information of VAL service user shall be provided by the location management client to the location management server. The location information reporting triggers are based on the location reporting configuration. Different type of location information can be provided.
Editor's note:	The security and privacy aspects related to VAL server obtaining UE's location information are to be addressed by SA3.

* * * Next Change * * * *
[bookmark: _Toc59203975][bookmark: _Toc9812647][bookmark: _Toc9812403][bookmark: _Toc536270947][bookmark: _Toc536270640]9.3.2.x	Get UE(s) information request
Table 9.3.2.x-1 describes the information flow for a VAL server to get UE(s) information at the LM server.
Table 9.3.2.x-1: Get UE(s) information request
	Information element
	Status
	Description

	Location information
	M
	Location information around which the UE(s) information is requested.

	Application defined proximity range information
	M
	Description of the range information over which the UE(s) information is required.



[bookmark: _Toc59203976][bookmark: _Toc9812648][bookmark: _Toc9812404][bookmark: _Toc536270948][bookmark: _Toc536270641]9.3.2.y	Get UE(s) information response
Table 9.3.2.y-1 describes the information flow for a LM server to respond with UE(s) information to the VAL server.
Table 9.3.2.y-1: Get UE(s) information response
	Information element
	Status
	Description

	Result
	M
	Result from the VAE server in response to subscription request indicating success or failure 

	List of UEs information (NOTE)
	O
	The information of the UEs which were detected in the application defined proximity range. The list can be empty.

	>UE ID
	M
	The identifier of UE

	>Location information
	M
	Location information of UE within the application defined proximity range

	NOTE:	This IE shall be included when the Result indicates success.





* * * Next Change * * * *

[bookmark: _Toc59224655]9.4.1	General
Table 9.4.1-1 illustrates the SEAL APIs for location management.
Table 9.4.1-1: List of SEAL APIs for location management
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	SS_LocationReporting
	Create_Trigger_Location_Reporting
Update_Trigger_Location_Reporting
Cancel_Trigger_Location_Reporting
	VAL server
	Request /Response

	SS_LocationInfoEvent
	Subscribe_Location_Info 
	VAL server
	Subscribe/Notify


	
	Notifiy_Location_Info
	VAL server
	

	SS_LocationInfoRetrieval
	Obtain_Location_Info
	VAL server
	Request /Response

	SS_LocationAreaInfoRetrieval
	Obtain_UEs_Info
	VAL server
	Request/Response





* * * Next Change * * * *

[bookmark: _Toc59224665]9.4.x	SS_LocationAreaInfoRetrieval API
[bookmark: _Toc59224666]9.4.x.1	General
API description: This API enables the VAL server to obtain UE(s) information in an application defined proximity range of a location from the location management server over LM-S.
[bookmark: _Toc59224667]9.4.x.2	Obtain_UEs_Info operation
API operation name: Obtain_UEs_Info
Description: Request UEs information in an application defined proximity range of a location.
Known Consumers: VAL server.
Inputs: Refer subclause 9.3.2.x
Outputs: Refer subclause 9.3.2.y
See subclause 9.3.10 for the details of usage of this API operation.
