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1. Introduction
This pCR is to resolve the ENs about the number 65535.

2. Reason for Change
The ENs needs to be resolved. And the number 65535 should be allowed to be revisited in Stage3.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.554 v1.0.0
* * * First Change * * * *

10.2
Application ID

The Application ID Information Element identifies the Application Client on the UE or in the Application Server.

The Application ID is a string, which shall allow identifying 65535 different Application Clients. The Application ID is configured or provisoned in the Application Client or the Application Server.


Editor's Note:
The number "65535" may be revisited in Stage 3.
* * * Next Change * * * *

10.3
Messaging Topic

The Messaging Topic Information Element indicates the topic of the message, which an interested UE or Application Server can subscribe to.

1.
The Messaging Topic IE is a string, which shall allow identiying 65535 different Messaging Topics. Allocating and populating the Messaging Topic IE is done by the Application Client or the Application Server.


Editor's Note:
The number "65535" may be revisited in Stage 3.
* * * Next Change * * * *

10.4
Recipient Broadcast Area ID

The Recipient Broadcast Area ID Information Element identifies the service area where the Broadcast Message will be delivered.

The Recipient Broadcast Area ID IE is a string, which shall allow identiying 65535 different Broadcast Areas. The Recipient Broadcast Area ID is provisoned on the Application Client or the Application Server and is mapped by the Legacy 3GPP Message Gateway onto the Broadcast Area as used by the broadcast service in the 5GC.

Editor's Note:
The number "65535" may be revisited in Stage 3.
* * * Next Change * * * *

10.6
Failure Cause
The Failure Cause Information Element indicates the the failure reason of a MSGin5G message, if this MSGin5G message can not be delivered successfully.

The Failure Cause IE is a string, which shall allow identiying 65535 different failure reasons. 

Editor's Note:
The number "65535" may be revisited in Stage 3.
