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1. Introduction
This pCR proposes to update the terms and abbreviations in section 3.
2. Reason for Change
Make supplement of the terms and abbreviations in PINAPP.  
3. Conclusions

N/A
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-78 v 0.3.0.
* * * First Change * * * *

3.1
Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].


Access Control Information: A set of information that assists the authorized PINE in a PIN to access 5GS network via PEGC, for example, the username or password. 
Application Server: Application software resident in the data network performing the server function.
Endpoint information: A set of information of device or server for visits or communication, such as URI(s), FQDN(s), IP address(es).
PIN enabler: Refers to the overall functionality provided by the entities such as PIN Client, PIN Gateway Client, PIM Management Client, and PIN server in support of applications as per the architecture defined in solution 7.2. 
PIN management: Refers to the create, maintenance and delete of PIN.
PIN Profile: A set of data and information about the PIN and PIN elements resides in the PIN. 
Service Switch: A mechanism to switch the service traffic flow between Application server and PINE to application server and other PINE. 
* * * End of Change * * * *

* * * Second Change * * * *

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AC
Application Client

AF
Application Function
BSSID
Basic Service Set Identifier 

FQDN
Fully Qualified Domain Name 

GPSI
Generic Public Subscription Identifier

HPLMN
Home Public Land Mobile Network
PIN
Personal IoT Network
PINAPP
Personal IoT Network Application 

PEMC
PIN Element with Management Capability

PEGC
PIN Element Gateway Capability

PINC
PIN Client
PINP
PIN Profile

SSID
Service Set Identifier

URI
Uniform Resource Identifier
* * * End of Change * * * *

