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1. Introduction
This pCR proposes to remove following ENs:
Editor's note:
How ASM server informs the corrective action to appropriate entity is FFS.
Editor's note:
The solution evaluation completion is FFS.
2. Reason for Change
As specfiiced in clause 5.1.4.4 of the TR 23.700-97, the ASM server controls the traffic – based on following steps: (a) Determining the entity producing the issue, (b) Determining the corrective action for that entity, (c) Communicating with the entity causing the issue. Steps (a) and (b) are up to implementation as it is the logic of the ASM server. Is is required to provide details on how ASM server informs the corrective action to the appropriate entity.
Furthe, the EN from the evaluation is also removed based on the proposed solution.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-97 v0.7.0.
* * * First Change * * * *

5.1.4.4
ASM Server determines corrective action

Based on the collective analysis of all reports, the ASM server performs following actions:

1)
Determining the entity producing the issue, i.e. whether the reported issue is at VAL client or VAL server or 3GPP network. 
NOTE 1:
How the ASM server determines whether the issue is at the VAL client, VAL server or the 3GPP network is implementation specific
2)
Once the entity causing the issue is identified, the ASM Server need to determine the corrective action for that entity.
NOTE 2:
The ASM server may subscribe for monitoring events (e.g. UE reachability, Communication failure, PDU Session Status) to 5GC as specified in clause 5.2.6.2 of 3GPP TS 29.502 [2], and may uses the information received via notification (along with the service experience reports received from ASM client) in determining the entity producing the issue and the possible corrective action for that entity.
NOTE 3:
ASM server logic and algorithm to determine the corrective action based on the entity causing the issue (i.e. issue is at VAL client or VAL server or the 3GPP network), is out of scope of this specification and implementation specific.

3)
ASM server informs the corrective action towards the entity causing the issue.


NOTE 4: How ASM server indicates the suggestion for action to VAL layer entities is implementation specific.
* * * Next Change * * * *

5.1.7
Evaluation

The solution addresses KI#2 related to Application server monitoring. The solution proposes functional model for application service management, where ASM server collects data from VAL server or ASM client (along with VAL client) and if required, it decides corrective action to take for VAL client or VAL server. ASM server logic and algorithm to determine the corrective action is implementation specific. The solution proposes data collection procedures using request-response model and also subscribe-notify model.


* * * End of Change * * * *

