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1. Introduction
PINE includes the PIN client profile while registering or joining the PIN. As part of the PIN client profile the PINE may include the list of services it wants to consume from the PIN.
2. Reason for Change
The required service details is missing in the PIN client profile and this pCR adds it.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-78 V0.4.0.
* * * First Change * * * *

7.7.2.4
PIN client profile

Table 7.7.2.4-1 describes the list of parameters of the PIN element profile which needs to be shared by the PIN client while joining or registering to the PIN.
Table 7.7.2.4-1: PIN Client Profile
	Parameter Name
	Status
	Parameter Description

	PIN ID 
	M
	The identifier of the PIN where the PIN client is joined

	UE identifier
	O
	PIN Element or UE identifier

	PIN client ID
	M
	The unique identity of the PIN client within PIN

	Name of the device
	O
	Human-readable name of the device (i.e. door sensor, watch, smart TV, etc) along with manufacturer details

	Application List
	O
	List of application identities

	capabilities
	M
	capabilities of the PIN client like supports relay capability for other PIN elements

	Visibility
	M
	Determines whether this PIN element is discoverable by other PIN elements within PIN, discoverable by other UEs outside the PIN etc.,

	access type
	M
	Access type supported for the communication

	Layer-2 details
	O
	Layer-2 address of the PIN element

	Required services
	O
	Identifies the list of services the PINE wants to consume


* * * End Change * * * *

