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	* * * First Change * * * *	
17.3.2.5	Delete notification channel request
Table 17.3.2.5-1 describes the information flow delete notification channel request from notification management client to the notification management server.
Table 17.3.2.5-1: Delete notification channel request
	Information element
	Status
	Description

	Identity
	M
	Identity of the requesting notification management client

	Channel ID
	M
	Identifies the notification channel to be deleted

	Request type
	M
	De-register or delete channel



17.3.2.6	Delete notification channel response
Table 17.3.2.6-1 describes the information flow delete notification channel response from notification management server to the notification management client.
Table 17.3.2.6-1: Delete notification channel response
	Information element
	Status
	Description

	Identity
	M
	Identity of the requesting notification management client

	Result
	M
	Indicates if the deletion of the channel is success or failure or if the VAL server de-registered from channel sucessfully



17.3.4	Procedure for deleting notification channel
Figure 17.3.4-1 below illustrates the procedure for deleting notification channel by the notification management client.
Pre-conditions:
1.	The notification management client has notification channel open with the notification management server.


Figure 17.3.4-1: Deletion of notification channel by the notification management client
1. The VAL client decides to stop receiving notifications from the VAL server and deletes the subscription with the VAL server. 
NOTE : Step 1 is outside the scope of 3GPP but triggers step 2.
2.	The VAL client requests the notification management client to stop receiving the notifications.
3.	If the same notification channel is being used for other VAL clients in the UE, the notification management client sends the delete notification channel request with request type as de-register otherwise the notification management client sends the delete notification channel request with request type as delete to the notification management server. The delete notification channel request carries the channel ID of the notification channel.
4.	The notification management server acknowledges the request and sends the delete notification channel response to the notification management client.
5.	The notification management client indicates to the VAL client about the status (de-registered or channel deleted or failure) of its request to stop receiving the notification.
	* * * End Change * * * *	
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