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/********************* First Change *********************/
[bookmark: _Toc114871525][bookmark: MCCQCTEMPBM_00000023][bookmark: _Toc114871526][bookmark: _Toc67961100][bookmark: OLE_LINK1]14.3.x	URLLC redundant transmission configuration procedures
14.3.x.1	General
The procedures related to the 5G URLLC redundant transmission configuration which utilizes the application guidance for URSP determination to allow the VAL server to provide the application layer input to impact the URSP determination.
[bookmark: _Toc114871527]14.3.x.2	URLLC redundant transmission configuration procedure
URLLC redundant transmission configuration procedure is used by the VAL server to provide the configuration of URLLC redundant transmission to the network to impact the URSP determination. 
[image: ]
Figure 14.3.x.2-1: URLLC redundant transmission configuration procedure
1. [bookmark: _Hlk115769238]The VAL server sends URLLC redundant transmission configuration request to the NRM server to provide the application information. The request includes Service Description, Service Parameters, a specific UE, or a group of UE(s) or any UE that the AF request may be associated with, subscription to the outcome. 
2. The NRM server initiates the application guidance for URSP determination procedure towards the 5GC as described in 3GPP TS 23.502 [11].
3. The NRM server returns the URLLC redundant transmission configuration response to the VAL server.

/********************* First Change *********************/
[bookmark: _Toc114871424][bookmark: _Toc83159937]14.3.2.xx	URLLC redundant transmission configuration request
Table 14.3.2.xx-1 describes the information flow for URLLC redundant transmission configuration request from the VAL server to the NRM server.
Table 14.3.2.xx-1: URLLC redundant transmission configuration request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the VAL server performing the request.

	Service Description
	M
	[bookmark: OLE_LINK2]The Service Description as defined in 3GPP TS 23.502 [11], cl. 4.15.6.10 and 3GPP TS 23.503 [19].

	Service Parameters
	M
	The Service Parameters as defined in 3GPP TS 23.502 [11], cl. 4.15.6.10 and 3GPP TS 23.503 [19].

	List of VAL UE IDs

	O
(NOTE)
	List of VAL UEs whose configuration is associated with

	List of VAL UE IDs

	O
(NOTE)
	List of VAL UEs whose configuration is associated with

	Any UE indication
	O 
(NOTE)
	Any UE association with the Service Description.

	Notification URL
	O
	The URL to receive the event notification about the outcome of the UE Policies delivery due to application guidance for URSP determination.

	NOTE:	At least one of those IEs shall be present.



[bookmark: _Toc536270642][bookmark: _Toc536270949][bookmark: _Toc9812405][bookmark: _Toc9812649][bookmark: _Toc83159938][bookmark: _Toc114871425][bookmark: _Hlk115770294]14.3.2.yy	URLLC redundant transmission configuration response
Table 14.3.2.yy-1 describes the information flow for URLLC redundant transmission configuration response NRM server to the VAL server.
Table 14.3.2.yy-1: URLLC redundant transmission configuration response
	Information element
	Status
	Description

	Result
	M
	Result includes success or failure of the 




/********************* End of Changes *********************/
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