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1. Introduction
This pCR provides a Solution on EEL assist the application layer to determine the common EAS.
2. Reason for Change
The Key issue #17: Discovery of a common EAS identify that there is a requirement for the common EAS.
The Edge enabler layer can provide a mechanism to support common EAS selection which is created by a centralized group management server (e.g. login server for gaming), meanwhile the association between the user and group is also managed by the centralized group management server. The EEL should provide the supporting service to assist the centralized group management server for the EAS selection.
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3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98 v1.2.0.
* * * First Change * * * *

7.X
Solution #x: EEL assist the application layer to determine the common EAS   
7.x.1
Architecture enhancements

None.
7.x.2
Solution description

7.x.2.1
General

The following solution corresponds to the key issue#17: Discovery of a common EAS.
The working assumption is the Edge enabler layer can provide a mechanism to support common EAS selection which is created by a centralized group management server (e.g. login server for gaming), meanwhile the association between the user and group is also managed by the centralized group management server. The EEL should provide the supporting service to assist the centralized group management server for the EAS selection.
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7.x.2.2
Procedure

In this solution, the centralized group management server (e.g. login server for gaming) is responsible to determine the group, and the group information is also maintained by the centralized group management server. The EEL only provide the Edge deployment information to the centralized group manamgement server.
Pre-conditions:
1. Centralized group management server allocated the group and manage the association between the user and group based on the service request from AC.
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1. The centralized group management server send the service provisioning request message to the ECS. The request message contains the group location information based on the UE location of the certain group. The ECS can return the EES information based on the group location information.
2. Then the centralized group management server send the EAS discovery request message to the EES. The request message contains AC information and the group location information based on the UE location of the certain group. The EES can return the EAS information based on the AC information and the group location information.
3.  Upon receiving the EAS information, the centralized group management server send the common EAS information to the AC which in the certain group.
7.x.3
Solution evaluation

* * * End of Change * * * *
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