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/***************************** First Change ****************************/
[bookmark: _Toc114870922]3.1	Definitions
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
VAL user: An authorized user, who can use a VAL UE to participate in one or more VAL services.
VAL user ID: A generic name for the user ID of a VAL user within a specific VAL service.
VAL UE: A UE that can be used to participate in one or more VAL services. 
VAL client: An entity that provides the client side functionalities corresponding to the vertical applications.
SEAL client: An entity that provides the client side functionalities corresponding to the specific SEAL service.
VAL service: A generic name for any service offered by the VAL service provider to their VAL users.
SEAL service: A generic name for a common service (e.g. group management, configuration management, location management) that can be utilized by multiple vertical applications.
SEAL provider: Provider of SEAL service(s).
VAL server: A generic name for the server application function of a specific VAL service.
SEAL server: An entity that provides the server side functionalities corresponding to the specific SEAL service.
VAL system: The collection of applications, services, and enabling capabilities required to support a VAL service.
Primary VAL system: VAL system where the VAL user profiles of a VAL user are defined.
Partner VAL system: A VAL system that has a business relationship with the primary VAL system such that service can be offered to primary VAL system users.
VAL group: A defined set of VAL UEs or VAL users configured for specific purpose in a VAL service.
NOTE:	The set could be of either VAL UEs or VAL users depending on the specific VAL service.
VAL group home system: The VAL system where the VAL group is defined.
VAL group member: A VAL service user, whose VAL user ID is listed in a particular VAL group.
VAL stream: A time sensitive communication stream is used to transport a time sensitive data flow, and is defined by a stream specification (which identifies a source and destination of the data flow) and a traffic specification (which defines the characteristics of the data flow). VAL stream is identified by a VAL stream ID.
Vertical: See vertical domain.
Vertical application: An application catering to a specific vertical.
MBS session announcement: Mechanism to provide the necessary information to the NRM client to enable the reception of the VAL service data via the MBS session.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 22.104 [2] apply:
Vertical domain


/***************************** Next Change ****************************/
[bookmark: _Hlk91678763][bookmark: _Toc114871509][bookmark: _Toc468105482][bookmark: _Toc468110577][bookmark: _Toc83314036][bookmark: _Toc91749813][bookmark: _Toc106026261]14.3.4A.7.1	Description
The VAL server may use an 5G MBS session for application level control signalling. An 5G MBS session for application level control signalling is typically used for the purposes beyond the benefit for using 5G for resource efficiency, e.g. for improved MC service performance (KPIs), handling of high load scenarios.
Similar to the usage of eMBMS, both broadcast and multicast 5MBS session for application level control signalling may be used to transmit the following messages, for example:
-	MBS session announcement for media sessions
-	Group application paging
-	Group dynamic data (e.g. status of the group)
5G MBS session for application level control signalling is created in a service area that is larger than the estimated service for media MBS session. The service area for the media sessions is mainly based on counting of group members in each defined service area. The MBS session for application level control signalling is also created with a QoS that is better than MBS media session since the packet loss requirements are much stricter.
The NRM client shall not send responses to group-addressed application level control signalling unless instructed or configured to respond.
Editor’s note:	The definition of MBS session announcement is FFS.
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