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7
Performance requirements

7.1
General

The performance requirements for the UE in this clause are specified for the measurement channels specified in annex C and table 7.1.1, the propagation conditions specified in clause 7.1.2 and the Down link Physical channels specified in annex D. Unless stated otherwise, DL power control is OFF.
The method for Block Error Ratio (BLER) measurement is specified in 3GPP TS 34.109 [4].

Table 7.1.1: Bit / Symbol rate for Test Channel

	Type of User Information
	User bit rate
	DL DPCH

symbol rate
	DL DPCH

bit rate
	TTI

(ms)

	12,2 kbps reference measurement channel
	12,2 kbps
	30 ksps
	60 kbps
	20

	64/144/384 kbps reference measurement channel
	64 kbps
	120 ksps
	240 kbps
	20

	144kbps reference measurement channel
	144 kbps
	240 ksps
	480 kbps
	20

	384 kbps reference measurement channel
	384 kbps
	480 ksps
	960 kbps
	10


The common RF test conditions of Performance requirement are defined in clause E.3.3, and each test conditions in this clause (clause 7) should refer clause E.3.3. Individual test conditions are defined in the paragraph of each test.

All Block Error ratio (BLER) measurements in clause 7 shall be performed according to the general rules for statistical testing in Annex F.6
7.1.1
Measurement Configurations

In all measurements UE should transmit with maximum power while receiving signals from Node B. Transmission Power Control is always disable during the measurements. Chip Rate is specified to be 3,84 MHz.

It as assumed that fields inside DPCH have the same energy per PN chip. Also, if the power of S-CCPCH is not specified in the test parameter table, it should be set to zero. The power of OCNS should be adjusted that the power ratios (Ec/Ior) of all specified forward channels add up to one.

Measurement configurations for different scenarios are shown in figure A.9, figure A.10 and figure A.11.

7.1.2
Definition of Additive White Gaussian Noise (AWGN) Interferer

The minimum bandwidth of the AWGN interferer shall be 1,5 times chip rate of the radio access mode (e.g. 5,76 MHz for a chip rate of 3,84 Mcps). The flatness across this minimum bandwidth shall be less than 0,5 dB and the peak to average ratio at a probability of 0,001 % shall exceed 10 dB.

7.2
Demodulation in Static Propagation conditions

7.2.1
Demodulation of Dedicated Channel (DCH)

7.2.1.1
Definition and applicability

The receive characteristic of the Dedicated Channel (DCH) in the static environment is determined by the Block Error Ratio (BLER). BLER is specified for each individual data rate of the DCH. DCH is mapped into the Dedicated Physical Channel (DPCH).

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.2.1.2
Minimum requirements

For the parameters specified in table 7.2.1.1 the average downlink 
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 power shall be below the specified value for the BLER shown in table 7.2.1.2. These requirements are applicable for TFCS size 16.

Table 7.2.1.1: DCH parameters in static propagation conditions

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	1
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.2.1.2: DCH requirements in static propagation conditions

	Test Number
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	BLER

	1
	16,6 dB
	10-2

	2
	13,1 dB
	10-1

	
	12,8 dB
	10-2

	3
	9,9 dB
	10-1

	
	9,8 dB
	10-2

	4
	5,6 dB
	10-1

	
	5,5 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.2.3.1.

7.2.1.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a static propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a BLER not exceeding a specified value.

7.2.1.4
Method of test

7.2.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS and an AWGN noise source to the UE antenna connector as shown in figure A.9.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters for test 1-5 as specified in table 7.2.1.3.

4.
Enter the UE into loopback test mode and start the loopback test.

7.2.1.4.2
Procedures

1.
Measure BLER of DCH.

7.2.1.5
Test requirements

For the parameters specified in table 7.2.1.3 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.2.1.4. These requirements are applicable for TFCS size 16.

Table 7.2.1.3: DCH parameters in static propagation conditions

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	0,7
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.2.1.4: DCH requirements in static propagation conditions

	Test Number
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	BLER

	1
	16,5 dB
	10-2

	2
	13,0 dB
	10-1

	
	12,7 dB
	10-2

	3
	9,8 dB
	10-1

	
	9,7 dB
	10-2

	4
	5,5 dB
	10-1

	
	5,4 dB
	10-2


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

7.3
Demodulation of DCH in Multi-path Fading Propagation conditions

7.3.1
Single Link Performance

7.3.1.1
Definition and applicability

The receive characteristics of the Dedicated Channel (DCH) in different multi-path fading environments are determined by the Block Error Ratio (BLER) values. BLER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into in Dedicated Physical Channel (DPCH).

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.3.1.2
Minimum requirements

For the parameters specified in tables 7.3.1.1, 7.3.1.3, 7.3.1.5, 7.3.1.7 and 7.3.1.9 the average downlink 
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 power shall be below the specified value for the BLER shown in tables 7.3.1.2, 7.3.1.4, 7.3.1.6, 7.3.1.8 and 7.3.1.10. These requirements are applicable for TFCS size 16.
Table 7.3.1.1: DCH parameters in multi-path fading propagation conditions (Case 1)

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	9
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.2: DCH requirements in multi-path fading propagation conditions (Case 1)

	Test Number
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	BLER

	1
	15,0 dB
	10-2

	2
	13,9 dB
	10-1

	
	10,0 dB
	10-2

	3
	10,6 dB
	10-1

	
	6,8 dB
	10-2

	4
	6,3 dB
	10-1

	
	2,2 dB
	10-2


Table 7.3.1.3: DCH parameters in multi-path fading propagation conditions (Case 2)

	Parameter
	Test 5
	Test 6
	Test 7
	Test 8
	Unit

	Phase reference
	P-CPICH
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	3
	3
	3
	6
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.4: DCH requirements in multi-path fading propagation conditions (Case 2)

	Test Number
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	BLER

	5
	7,7 dB
	10-2

	6
	6,4 dB
	10-1

	
	2,7 dB
	10-2

	7
	8,1 dB
	10-1

	
	5,1 dB
	10-2

	8
	5,5 dB
	10-1

	
	3,2 dB
	10-2


Table 7.3.1.5: DCH parameters in multi-path fading propagation conditions (Case 3)

	Parameter
	Test 9
	Test 10
	Test 11
	Test 12
	Unit

	Phase reference
	P-CPICH
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	3
	3
	3
	6
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.6: DCH requirements in multi-path fading propagation conditions (Case 3)

	Test Number
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	BLER

	9
	11,8 dB
	10-2

	10
	8,1 dB
	10-1

	
	7,4 dB
	10-2

	
	6,8 dB
	10-3

	11
	9,0 dB
	10-1

	
	8,5 dB
	10-2

	
	8,0 dB
	10-3

	12
	5,9 dB
	10-1

	
	5,1 dB
	10-2

	
	4,4 dB
	10-3


Table 7.3.1.7: DCH parameters in multi-path fading propagation conditions (Case 1) with S-CPICH

	Parameter
	Test 13
	Test 14
	Test 15
	Test 16
	Unit

	Phase reference
	S-CPICH
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	9
	dB
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	-60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.8: DCH requirements in multi-path fading propagation conditions (Case 1) with S-CPICH

	Test Number
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	BLER

	13
	-15,0 dB
	10-2

	14
	-13,9 dB
	10-1

	
	-10,0 dB
	10-2

	15
	-10,6 dB
	10-1

	
	-6,8 dB
	10-2

	16
	-6,3 dB
	10-1

	
	-2,2 dB
	10-2


Table 7.3.1.9: DCH parameters in multi-path fading propagation conditions (Case 6)

	Parameter
	Test 17
	Test 18
	Test 19
	Test 20
	Unit

	Phase reference
	P-CPICH
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	-3
	-3
	3
	6
	dB
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	-60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.10: DCH requirements in multi-path fading propagation conditions (Case 6)

	Test Number
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	BLER

	17
	-8,8 dB
	10-2 

	18
	-5,1 dB
	10-1 

	
	-4,4 dB
	10-2 

	
	-3,8 dB
	10-3 

	19
	-6,0 dB
	10-1 

	
	-5,5 dB
	10-2 

	
	-5,0 dB
	10-3 

	20
	-2,9 dB
	10-1 

	
	-2,1 dB
	10-2 

	
	-1,4 dB
	10-3 


The reference for this requirement is TS 25.101 [1] clause 8.3.1.1.

7.3.1.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a BLER not exceeding a specified value.

7.3.1.4
Method of test

7.3.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS, multi-path fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.10.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters for test 1-20 as specified table 7.3.1.11, table 7.3.1.13, table 7.3.1.15, table 7.3.1.17 and table 7.3.1.19.

4.
Enter the UE into loopback test mode and start the loopback test.

5.
Setup fading simulators as fading condition case 1, case 2, case 3 and case 6, which are described in table D.2.2.1.

7.3.1.4.2
Procedures

1.
Measure BLER of DCH.

7.3.1.5
Test requirements

For the parameters specified in tables 7.3.1.11, 7.3.1.13, 7.3.1.15, 7.3.1.17 and 7.3.1.19 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in tables 7.3.1.12, 7.3.1.14, 7.3.1.16, 7.3.1.18 and 7.3.1.20. These requirements are applicable for TFCS size 16.
Table 7.3.1.11: DCH parameters in multi-path fading propagation conditions (Case 1)

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	9,6
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.12: DCH requirements in multi-path fading propagation conditions (Case 1)

	Test Number
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	BLER

	1
	14,9 dB
	10-2

	2
	13,8 dB
	10-1

	
	9,9 dB
	10-2

	3
	10,5 dB
	10-1

	
	6,7 dB
	10-2

	4
	6,2 dB
	10-1

	
	2,1 dB
	10-2


Table 7.3.1.13: DCH parameters in multi-path fading propagation conditions (Case 2)

	Parameter
	Test 5
	Test 6
	Test 7
	Test 8
	Unit

	Phase reference
	P-CPICH
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	2,4
	2,4
	3,6
	6,6
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.14: DCH requirements in multi-path fading propagation conditions (Case 2)

	Test Number
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	BLER

	5
	7,6 dB
	10-2

	6
	6,3 dB
	10-1

	
	2,6 dB
	10-2

	7
	8,0 dB
	10-1

	
	5,0 dB
	10-2

	8
	5,4 dB
	10-1

	
	3,1 dB
	10-2


Table 7.3.1.15: DCH parameters in multi-path fading propagation conditions (Case 3)

	Parameter
	Test 9
	Test 10
	Test 11
	Test 12
	Unit

	Phase reference
	P-CPICH
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	2,4
	2,4
	3,6
	6,6
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.16: DCH requirements in multi-path fading propagation conditions (Case 3)

	Test Number
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	BLER

	9
	11,7 dB
	10-2

	10
	8,0 dB
	10-1

	
	7,3 dB
	10-2

	
	6,7 dB
	10-3

	11
	8,9 dB
	10-1

	
	8,4 dB
	10-2

	
	7,9 dB
	10-3

	12
	5,8 dB
	10-1

	
	5,0 dB
	10-2

	
	4,3 dB
	10-3


Table 7.3.1.17: DCH parameters in multi-path fading propagation conditions (Case 1) with S-CPICH

	Parameter
	Test 13
	Test 14
	Test 15
	Test 16
	Unit

	Phase reference
	S-CPICH
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	9,6
	dB
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	-60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.18: DCH requirements in multi-path fading propagation conditions (Case 1) with S-CPICH

	Test Number
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	BLER

	13
	-14,9 dB
	10-2

	14
	-13,8 dB
	10-1

	
	-9,9 dB
	10-2

	15
	-10,5 dB
	10-1

	
	-6,7 dB
	10-2

	16
	-6,2 dB
	10-1

	
	-2,1 dB
	10-2


Table 7.3.1.19: DCH parameters in multi-path fading propagation conditions (Case 6)

	Parameter
	Test 17
	Test 18
	Test 19
	Test 20
	Unit

	Phase reference
	P-CPICH
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	-2,4
	-2,4
	3,6
	6,6
	dB
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	-60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.20: DCH requirements in multi-path fading propagation conditions (Case 6)

	Test Number
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	BLER

	17
	-8,7 dB
	10-2 

	18
	-5,0 dB
	10-1 

	
	-4,3 dB
	10-2 

	
	-3,7 dB
	10-3 

	19
	-5,9 dB
	10-1 

	
	-5,4 dB
	10-2 

	
	-4,9 dB
	10-3 

	20
	-2,8 dB
	10-1 

	
	-2,0 dB
	10-2 

	
	-1,3 dB
	10-3 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
7.4
Demodulation of DCH in Moving Propagation conditions

7.4.1
Single Link Performance

7.4.1.1
Definition and applicability

The receive single link performance of the Dedicated Channel (DCH) in dynamic moving propagation conditions are determined by the Block Error Ratio (BLER) values. BLER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into Dedicated Physical Channel (DPCH).

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.4.1.2
Minimum requirements

For the parameters specified in table 7.4.1.1 the average downlink 
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 power shall be below the specified value for the BLER shown in table 7.4.1.2.

Table 7.4.1.1: DCH parameters in moving propagation conditions

	Parameter
	Test 1
	Test 2
	Unit

	Phase reference
	P-CPICH
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	1
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	kbps


Table 7.4.1.2: DCH requirements in moving propagation conditions

	Test Number
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	BLER

	1
	14,5 dB
	10-2

	2
	10,9 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.4.1.1.

7.4.1.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a moving propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a BLER not exceeding a specified value.

7.4.1.4
Method of test

7.4.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS and an AWGN noise source to the UE antenna connector as shown in figure A.10.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters as specified in table 7.4.1.3.

4.
Enter the UE into loopback test mode and start the loopback test.

5.
Setup fading simulator as moving propagation condition, which is described in clause D.2.3.

7.4.1.4.2
Procedures

1.
Measure BLER of DCH.

7.4.1.5
Test requirements

For the parameters specified in table 7.4.1.3 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.4.1.4.

Table 7.4.1.3: DCH parameters in moving propagation conditions

	Parameter
	Test 1
	Test 2
	Unit

	Phase reference
	P-CPICH
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	0,4
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	kbps


Table 7.4.1.4: DCH requirements in moving propagation conditions

	Test Number
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	BLER

	1
	14,4 dB
	10-2

	2
	10,8 dB
	10-2


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
7.5
Demodulation of DCH in Birth-Death Propagation conditions

7.5.1
Single Link Performance

7.5.1.1
Definition and applicability

The receive single link performance of the Dedicated Channel (DCH) in dynamic birth-death propagation conditions are determined by the Block Error Ratio (BLER) values. BLER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into Dedicated Physical Channel (DPCH).

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.5.1.2
Minimum requirements

For the parameters specified in table 7.5.1.1 the average downlink 
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 power shall be below the specified value for the BLER shown in table 7.5.1.2.

Table 7.5.1.1: DCH parameters in birth-death propagation conditions

	Parameter
	Test 1
	Test 2
	Unit

	Phase reference
	P-CPICH
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	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	kbps


Table 7.5.1.2: DCH requirements in birth-death propagation conditions

	Test Number
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	BLER

	1
	12,6 dB
	10-2

	2
	-8,7 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.5.1.1.

7.5.1.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a birth-death propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a BLER not exceeding a specified value.

7.5.1.4
Method of test

7.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS and an AWGN noise source to the UE antenna connector as shown in figure A.10.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters as specified in table 7.5.1.3.

4.
Enter the UE into loopback test mode and start the loopback test.

5.
Setup fading simulator as birth-death propagation condition, which is described in clause D.2.4.

7.5.1.4.2
Procedures

1.
Measure BLER of DCH.

7.5.1.5
Test requirements

For the parameters specified in table 7.5.1.3 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.5.1.4.

Table 7.5.1.3: DCH parameters in birth-death propagation conditions

	Parameter
	Test 1
	Test 2
	Unit

	Phase reference
	P-CPICH
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	kbps


Table 7.5.1.4: DCH requirements in birth-death propagation conditions

	Test Number
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	BLER

	1
	12,5 dB
	10-2

	2
	-8,6 dB
	10-2


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
7.6
Demodulation of DCH in downlink Transmit diversity modes

7.6.1
Demodulation of DCH in open-loop transmit diversity mode

7.6.1.1
Definition and applicability

The receive characteristic of the Dedicated Channel (DCH) in open loop transmit diversity mode is determined by the Block Error Ratio (BLER). DCH is mapped into in Dedicated Physical Channel (DPCH).
The requirements and this test apply to all types of UTRA for the FDD UE.

7.6.1.2
Minimum requirements

For the parameters specified in table 7.6.1.1 the average downlink 
[image: image59.wmf]or

c

I

E

DPCH

_

 power shall be below the specified value for the BLER shown in table 7.6.1.2.

Table 7.6.1.1: Test parameters for DCH reception in a open-loop transmit diversity scheme
(Propagation condition: Case 1)

	Parameter
	Test 1
	Unit

	Phase reference
	P-CPICH
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	9
	dB
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	60
	dBm / 3,84 MHz

	Information data rate
	12,2
	kbps


Table 7.6.1.2: Test requirements for DCH reception in open-loop transmit diversity scheme

	Test Number
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(antenna 1/2)
	BLER

	1
	16,8 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.6.1.1.

7.6.1.3
Test purpose

To verify that UE reliably demodulates the DPCH of the Node B while open loop transmit diversity is enabled during the connection.

7.6.1.4
Method of test

7.6.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multi-path fading simulators and an AWGN source to the UE antenna connector as shown in figure A.12.

2)
Set up a call according to the Generic call setup procedure.

3)
RF parameters are set up according to table 7.6.1.3 and table E 3.4.

4)
Enter the UE into loopback test mode and start the loopback test.

5)
Activate open loop Tx diversity function.

6)
Set up fading simulators as fading condition case 1, which is described in table D.2.2.1.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.6.1.4.2
Procedure

1)
Measure BLER in points specified in table 7.6.1.4.

7.6.1.5
Test Requirements

For the parameters specified in table 7.6.1.3 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.6.1.4.

Table 7.6.1.3: Test parameters for DCH reception in a open-loop transmit diversity scheme
(Propagation condition: Case 1)

	Parameter
	Test 1
	Unit

	Phase reference
	P-CPICH
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	dB
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	60
	dBm / 3,84 MHz

	Information data rate
	12,2
	kbps


Table 7.6.1.4: Test requirements for DCH reception in open-loop transmit diversity scheme

	Test Number
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(antenna 1/2)
	BLER

	1
	16,7 dB
	10-2


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
7.6.2
Demodulation of DCH in closed loop transmit diversity mode

7.6.2.1
Definition and applicability

The receive characteristic of the dedicated channel (DCH) in closed loop transmit diversity mode is determined by the Block Error Ratio (BLER). DCH is mapped into in Dedicated Physical Channel (DPCH).

The requirements and this test apply to all types of UTRA for the FDD UE.

7.6.2.2
Minimum requirements

For the parameters specified in table 7.6.2.1 the average downlink 
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 power shall be below the specified value for the BLER shown in table 7.6.2.2.

Table 7.6.2.1: Test Parameters for DCH Reception in closed loop transmit diversity mode
 (Propagation condition: Case 1)

	Parameter
	Test 1
(Mode 1)
	Test 2
(Mode 2)
	Unit
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	9
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	dB
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	60
	60
	dBm / 3,84 MHz

	Information data rate
	12,2
	12,2
	kbps

	Feedback error ratio
	4
	4
	%


Table 7.6.2.2: Test requirements for DCH reception in feedback transmit diversity mode

	Test Number
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(see note)
	BLER

	1
	18,0 dB
	10-2

	2
	18,3 dB
	10-2

	NOTE:
This is the total power from both antennas. Power sharing between antennas are closed loop mode dependent as specified in TS 25.214 [5].


The reference for this requirement is TS 25.101 [1] clause 8.6.2.1.

7.6.2.3
Test purpose

To verify that UE reliably demodulates the DPCH of the Node B while closed loop transmit diversity is enabled during the connection.

7.6.2.4
Method of test

7.6.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multi-path fading simulators and an AWGN source to the UE antenna connector as shown in figure A.12.

2)
Set up a call according to the Generic call setup procedure.

3)
RF parameters are set up according to table 7.6.2.1 and table E 3.5.

4)
Enter the UE into loopback test mode and start the loopback test.

5)
Activate closed loop Tx diversity function.

6)
Set up fading simulators as fading condition case 1, which is described in table D.2.2.1.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.6.2.4.2
Procedure

1)
Measure BLER in points specified in table 7.6.2.2.

7.6.2.5
Test Requirements

For the parameters specified in table 7.6.2.3 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.6.2.4.

Table 7.6.2.3: Test Parameters for DCH Reception in closed loop transmit diversity mode
 (Propagation condition: Case 1)

	Parameter
	Test 1
(Mode 1)
	Test 2
(Mode 2)
	Unit
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	dB
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	60
	60
	dBm / 3,84 MHz

	Information data rate
	12,2
	12,2
	kbps

	Feedback error ratio
	4
	4
	%


Table 7.6.2.4: Test requirements for DCH reception in feedback transmit diversity mode

	Test Number
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(see note)
	BLER

	1
	17,9 dB
	10-2

	2
	18,2 dB
	10-2

	NOTE:
This is the total power from both antennas. Power sharing between antennas are closed loop mode dependent as specified in TS 25.214 [5].


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

7.6.3
Demodulation of DCH in Site Selection Diversity Transmission Power Control mode

7.6.3.1
Definition and applicability

The bit error characteristics of UE receiver is determined in Site Selection Diversity Transmission Power Control (SSDT) mode. Two Node B emulators are required for this performance test. The delay profiles of signals received from different base stations are assumed to be the same but time shifted by 10 chip periods.

The requirements and this test apply to all types of UTRA for the FDD UE.

7.6.3.2
Minimum requirements

The downlink physical channels and their relative power to Ior are the same as those specified in clause E.3.3 irrespective of Node Bs and the test cases. DPCH_Ec/Ior value applies whenever DPDCH in the cell is transmitted. In Test 1 and Test 3, the received powers at UE from two Node Bs are the same, while 3dB offset is given to one that comes from one of Node Bs for Test 2 and Test 4 as specified in table 7.6.3.1.

For the parameters specified in table 7.6.3.1 the average downlink 
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 power shall be below the specified value for the BLER shown in table 7.6.3.2.

Table 7.6.3.1: DCH parameters in multi-path propagation conditions during SSDT mode
(Propagation condition: Case 1)

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	12,2
	12,2
	12,2
	kbps

	Feedback error rate (note)
	4
	4
	4
	4
	%

	Number of FBI bits assigned to "S" Field
	1
	1
	2
	2
	

	Code word Set
	Long
	Long
	Short
	Short
	

	NOTE:
Feedback error rate is defined as FBI bit error rate.


Table 7.6.3.2: DCH requirements in multi-path propagation conditions during SSDT Mode

	Test Number
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	BLER

	1
	7,5 dB
	10-2

	2
	6,5 dB
	10-2

	3
	10,5 dB
	10-2

	4
	9,2 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.6.3.1.

7.6.3.3
Test purpose

To verify that UE reliably demodulates the DPCH of the selected Node B while site selection diversity is enabled during soft handover.

7.6.3.4
Method of test

7.6.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect two SS's, multi-path fading simulators and an AWGN source to the UE antenna connector as shown in figure A.11.

2)
Set up a call according to the Generic call setup procedure, and RF parameters are set up according to table 7.6.3.3 and table 7.6.3.4.

3)
Enter the UE into loopback test mode and start the loopback test.

4)
Activate SSDT function.

5)
Set up fading simulators as fading condition case 1, which is described in table D.2.2.1.

7.6.3.4.2
Procedure

Measure BLER in points specified in table 7.6.3.4.

7.6.3.5
Test Requirements

For the parameters specified in table 7.6.3.3 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.6.3.4.

Table 7.6.3.3: DCH parameters in multi-path propagation conditions during SSDT mode
(Propagation condition: Case 1)

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	12,2
	12,2
	12,2
	kbps

	Feedback error rate (note)
	4
	4
	4
	4
	%

	Number of FBI bits assigned to "S" Field
	1
	1
	2
	2
	

	Code word Set
	Long
	Long
	Short
	Short
	

	NOTE:
Feedback error rate is defined as FBI bit error rate.


Table 7.6.3.4: DCH requirements in multi-path propagation conditions during SSDT Mode

	Test Number
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	BLER

	1
	7,4 dB
	10-2

	2
	6,4 dB
	10-2

	3
	10,4 dB
	10-2

	4
	9,1 dB
	10-2


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
7.7
Demodulation in Handover conditions

7.7.1
Demodulation of DCH in Inter-Cell Soft Handover 

7.7.1.1
Definition and applicability

The bit error ratio characteristics of UE is determined during an inter-cell soft handover. During the soft handover a UE receives signals from different Base Stations. A UE has to be able to demodulate two P-CCPCH channels and to combine the energy of DCH channels. Delay profiles of signals received from different Base Stations are assumed to be the same but time shifted by 10 chips.

The receive characteristics of the different channels during inter-cell handover are determined by the Block Error Ratio (BLER) values.

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.7.1.2
Minimum requirements

For the parameters specified in table 7.7.1.1 the average downlink 
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 power shall be below the specified value for the BLER shown in table 7.7.1.2.

Table 7.7.1.1: DCH parameters in multi-path propagation conditions during Soft Handoff (Case 3)

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
	

	
[image: image86.wmf]oc

or

I

I

1

ˆ

and 
[image: image87.wmf]oc

or

I

I

2

ˆ


	0
	0
	3
	6
	dB

	
[image: image88.wmf]oc

I


	-60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.7.1.2: DCH requirements in multi-path propagation conditions during Soft Handoff (Case 3)

	Test Number
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	BLER

	1
	15,2 dB
	10-2

	2
	11,8 dB
	10-1

	
	11,3 dB
	10-2

	3
	9,6 dB
	10-1

	
	9,2 dB
	10-2

	4
	6,0 dB
	10-1

	
	5,5 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.7.1.1.

7.7.1.3
Test purpose

To verify that the BLER does not exceed the value at the DPCH_Ec/Ior specified in table 7.7.1.2.

7.7.1.4
Method of test

7.7.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

[TBD]

7.7.1.4.2
Procedures

1)
Connect the SS, multi-path fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.11.

2)
Set up the call.

3)
Set the test parameters for test 1-5 as specified in table 7.7.1.3.

4)
Count, at the SS, the number of information blocks transmitted and the number of correctly received information blocks at the UE.

5)
Measure BLER of DCH channel.

7.7.1.5
Test requirements

 For the parameters specified in table 7.7.1.3 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.7.1.4.

Table 7.7.1.3: DCH parameters in multi-path propagation conditions during Soft Handoff (Case 3)

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	0,8
	0,8
	3,8
	6,8
	dB
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	-60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.7.1.4: DCH requirements in multi-path propagation conditions during Soft Handoff (Case 3)

	Test Number
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	BLER

	1
	15,1 dB
	10-2

	2
	11,7 dB
	10-1

	
	11,2 dB
	10-2

	3
	9,5 dB
	10-1

	
	9,1 dB
	10-2

	4
	5,9 dB
	10-1

	
	5,4 dB
	10-2


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
7.7.2
Combining of TPC commands from radio links of different radio link sets
7.7.2.1
Definition and applicability

When a UE is in soft handover, multiple TPC commands may be received in each slot from different cells in the active set. In general, the TPC commands transmitted in the same slot in the different cells may be different and need to be combined to give TPC_cmd as specified in TS 25.214 [5], in order to determine the required uplink power step.

The requirements and this test apply to all types of UTRA for the FDD UE.

7.7.2.2
Minimum requirements

Test parameters are specified in table 7.7.2.1. The delay profiles of the signals received from the different cells are the same but time-shifted by 10 chips.

For Test 1, the uplink power changes between adjacent slots shall be as shown in table 7.7.2.2 over the 4 consecutive slots. Note that this case is without an additional noise source Ioc.

For Test 2, the Cell1 and Cell2 TPC patterns are repeated a number of times. If the transmitted power of a given slot is increased compared to the previous slot, then a variable "Transmitted power UP" is increased by one, otherwise a variable "Transmitted power DOWN" is increased by one. The requirements for "Transmitted power UP" and "Transmitted power DOWN" are shown in table 7.7.2.3.

Table 7.7.2.1: Parameters for TPC command combining 

	Parameter
	Test 1
	Test 2
	Unit

	Phase reference
	P-CPICH
	-

	DPCH_Ec/Ior
	12
	dB
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	60
	dBm / 3,84 MHz
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	-
	-60
	dBm / 3,84 MHz

	Power-Control-Algorithm
	Algorithm 1
	-

	Cell 1 TPC commands over 4 slots
	{0,0,1,1}
	-

	Cell 2 TPC commands over 4 slots
	{0,1,0,1}
	-

	Information Data Rate
	12,2
	Kbps

	Propagation condition
	Static without AWGN source 
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	Multi-path fading case 3
	-


Table 7.7.2.2: Requirements for Test 1

	Test Number
	Required power changes over the 4 consecutive slots

	1
	Down, Down, Down, Up


Table 7.7.2.3: Requirements for Test 2
	Test Number
	Ratio

(Transmitted power UP) / (Total number of slots)
	Ratio 

(Transmitted power DOWN) / (Total number of slots)

	2
	0,25
	0,5


The reference for this requirement is TS 25.101 [1] clause 8.7.2.1.

7.7.2.3
Test purpose

To verify that the combining of TPC commands received in soft handover results in TPC_cmd being derived so as to meet the requirements stated in tables 7.7.2.2 and 7.7.2.3.

7.7.2.4
Method of test

7.7.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect two SS's to the UE antenna connector as shown in figure A.13.

2)
Set the test parameters as specified in table 7.7.2.1 for Test 1.

3)
Set up a call according to the Generic Call Setup procedure.

4)
Signal the uplink DPCH power control parameters to use Algorithm 1 and a step size of 1dB.

5)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding the generic call setup procedure and loopback test.

7.7.2.4.2
Procedures

1)
Before proceeding with paragraph (2), set the output power of the UE, measured at the UE antenna connector, to be in the range –10  9 dBm. This may be achieved by setting the downlink signal (Îor) to yield an appropriate open loop output power and/or by generating suitable downlink TPC commands from the SSs.

2)
Send the following sequences of TPC commands in the downlink from each SS over a period of 5 timeslots:

	
	Downlink TPC commands

	
	Slot #0
	Slot #1
	Slot #2
	Slot #3
	Slot #4

	SS1
	0
	0
	0
	1
	1

	SS2
	0 
	0
	1
	0
	1


3)
Measure the average output power at the UE antenna connector in timeslots # 0, 1, 2, 3 and 4, not including the 25 s transient periods at the start and end of each slot.

4)
End test 1 and disconnect UE.

5)
Connect two SS's and an AWGN source to the UE antenna connector as shown in figure A.11.

6)
Initialise variables "Transmitted power UP" and "Transmitted power DOWN" to zero.

7)
Set the test parameters as specified in table 7.7.2.1 for Test 2.

8)
Set up a call according to the Generic Call Setup procedure.

9)
Signal the uplink DPCH power control parameters to use Algorithm 1 and a step size of 1 dB.

10)
Enter the UE into loopback test mode and start the loopback test.

11)
Perform the following steps a) to d) [15] times:

a)
Before proceeding with step b), set the output power of the UE, measured at the UE antenna connector, to be in the range –10  9 dBm. This may be achieved by generating suitable downlink TPC commands from the SSs.

b)
Send the following sequences of TPC commands in the downlink from each SS over a period of 33 timeslots:

	
	Downlink TPC commands

	SS1
	1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1

	SS2
	1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1


c)
Measure the average output power at the UE antenna connector in each timeslot, not including the 25 s transient periods at the start and end of each slot.

d)
For each timeslot from the 2nd timeslot to the 33rd timeslot inclusive: 


if the average power in that timeslot is greater than or equal to the average power in the previous timeslot plus 0,5 dB, increment "Transmitted power UP" by 1;

if the average power in that timeslot is less than or equal to the average power in the previous timeslot minus 0,5 dB, increment "Transmitted power DOWN" by 1.
7.7.2.5
Test requirements

1)
In Step 2) of clause 7.7.2.4.2, the average power in slot #1 shall be less than or equal to the average power in slot #0 minus 0,5 dB.

2)
In Step 2) of clause 7.7.2.4.2, the average power in slot #2 shall be less than or equal to the average power in slot #1 minus 0,5 dB.

3)
In Step 2) of clause 7.7.2.4.2, the average power in slot #3 shall be less than or equal to the average power in slot #2 minus 0,5 dB.

4)
In Step 2) of clause 7.7.2.4.2, the average power in slot #4 shall be greater than or equal to the average power in slot #3 plus 0,5 dB.

5)
At the end of the test, "Transmitted power UP" shall be greater than or equal to [95] and "Transmitted power DOWN" shall be greater than or equal to [210].
NOTE:
The test limits in requirements (4) and (5) have been computed to give a confidence level of [99,7] % that a UE which follows the core requirements will pass. The number of timeslots has been chosen to get a good compromise between the test time and the risk of passing a bad UE.

7.8
Power control in downlink

Power control in the downlink is the ability of the UE receiver to converge to required link quality set by the network while using as low power as possible in downlink. If a BLER target has been assigned to a DCCH (See clause C.3), then it has to be such that outer loop is based on DTCH and not on DCCH.
7.8.1
Power control in the downlink, constant BLER target

7.8.1.1
Definition and applicability

Power control in the downlink is the ability of the UE receiver to converge to required link quality set by the network while using as low power as possible in downlink. If a BLER target has been assigned to a DCCH (See clause C.3), then it has to be such that outer loop is based on DTCH and not on DCCH. The requirements and this test apply to all types of UTRA for the FDD UE.

7.8.1.2
Minimum requirements

For the parameters specified in table 7.8.1.1 the downlink 
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 power measured values, which are averaged over one slot, shall be below the specified value in table 7.8.1.2 more than 90% of the time. BLER shall be as shown in table 7.8.1.2. Power control in downlink is ON during the test.
Table 7.8.1.1: Test parameter for downlink power control, constant BLER target

	Parameter
	Test 1
	Test 2
	Unit
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	9
	-1
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	kbps

	Target quality on DTCH
	0,01
	BLER

	Propagation condition
	Case 4
	

	Maximum_DL_Power (note)
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	NOTE:
Power is compared to P-CPICH as specified in [9].


Table 7.8.1.2: Requirements in downlink power control, constant BLER target

	Parameter
	Test 1
	Test 2
	Unit
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	-16,0
	-9,0
	dB

	Measured quality on DTCH
	0,01 ± 30 %
	0,01 ± 30 %
	BLER


The reference for this requirement is TS 25.101 [1] clause 8.8.1.1.

7.8.1.3
Test purpose

To verify that the UE receiver is capable of converging to required link quality set by network while using as low power as possible.

7.8.1.4
Method of test

7.8.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN source to the UE antenna connector as shown in figure A.10.

2)
Set up a call according to the Generic call setup procedure.

3)
RF parameters are set up according to table 7.8.1.3.

4)
Enter the UE into loopback test mode and start the loopback test.

5)
SS signals to UE target quality value on DTCH as specified in table 7.8.1.3. SS will vary the physical channel power in downlink according to the TPC commands from UE. Downlink power control mode (DPC_MODE) 0 shall be used. At the same time BLER is measured. This is continued until the target quality value on DTCH is met, within the minimum accuracy requirement.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.8.1.4.2
Procedure

1)
After the target quality on DTCH is met, BLER is measured. Simultaneously the downlink 
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 power averaged over one slot is measured. This is repeated until adequate amount of measurements is done to reach the required confidence level.

2)
The measured quality on DTCH (BLER) and the measured downlink 
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 power values averaged over one slot are compared to limits in table 7.8.1.2.

7.8.1.5 Test Requirements
The test parameters are specified in table 7.8.1.3.

Table 7.8.1.3: Test parameter for downlink power control, constant BLER target

	Parameter
	Test 1
	Test 2
	Unit
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	9,6
	-0,4
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	kbps

	Target quality on DTCH
	0,01
	BLER

	Propagation condition
	Case 4
	

	Maximum_DL_Power (note)
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	NOTE:
Power is compared to P-CPICH as specified in [9].


a)
The measured quality on DTCH does not exceed the values in table 7.8.1.4.

b)
The downlink 
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 power values, which are averaged over one slot, shall be below the values in table 7.8.1.4 more than 90 % of the time. 

Table 7.8.1.4: Requirements in downlink power control, constant BLER target

	Parameter
	Test 1
	Test 2
	Unit
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	-15,9
	-8,9
	dB

	Measured quality on DTCH
	0,01 ± 30 %
	0,01 ± 30 %
	BLER


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
7.8.2
Power control in the downlink, initial convergence

7.8.2.1
Definition and applicability

This requirement verifies that DL power control works properly during the first seconds after DPCH connection is established. The requirements and this test apply to all types of UTRA for the FDD UE.
7.8.2.2
Minimum requirements

For the parameters specified in table 7.8.2.1 the downlink DPCH_Ec/Ior power measured values, which are averaged over 50 ms, shall be within the range specified in table 7.8.2.2 more than 90 % of the time. T1 equals to 500 ms and it starts 10 ms after the DPDCH connection is initiated. T2 equals to 500 ms and it starts when T1 has expired. Power control is ON during the test.

Table 7.8.2.1: Test parameters for downlink power control, initial convergence

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Target quality value on DTCH
	0,01
	0,01
	0,1
	0,1
	BLER

	Initial DPCH_Ec/Ior
	-5,9
	-25,9
	-2,1
	-22,1
	dB

	Information Data Rate
	12,2
	12,2
	64
	64
	kbps
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	-60
	dBm/3,84 MHz

	Propagation condition
	Static
	

	Maximum_DL_Power (note)
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	

	NOTE:
Power is compared to P-CPICH as specified in [9].


Table 7.8.2.2: Requirements in downlink power control, initial convergence

	Parameter
	Test 1 and Test 2
	Test 3 and Test 4
	Unit
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 during T1
	-18,9  -11,9 DPCH_Ec/Ior 
	-15,1  -8,1 DPCH_Ec/Ior 
	dB
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 during T2
	-18,9  -14,9 DPCH_Ec/Ior 
	-15,1  -11,1 DPCH_Ec/Ior 
	dB


The reference for this requirement is TS 25.101 [1] clause 8.8.2.1.

7.8.2.3
Test purpose

To verify that DL power control works properly during the first seconds after DPCH connection is established.

7.8.2.4
Method of test

7.8.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN source to the UE antenna connector as shown in figure A.10.

7.8.2.4.2
Procedure

1)
Set up call using test parameters according to table 7.8.2.1.

2)
SS signals to UE target quality value on DTCH as specified in table 7.8.2.3. SS will vary the physical channel power in downlink according to the TPC commands from UE. Downlink power control mode (DPC_MODE) 0 shall be used.

3)
Measure 
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 power averaged over 50 ms during T1. T1 starts 10 ms after DPDCH connection is initiated and T1 equals to 500 ms.

4)
Measure 
[image: image114.wmf]or

c

I

E

DPCH

_

 power averaged over 50 ms during T2. T2 starts, when T1 has expired and T2 equals to 500 ms.

7.8.2.5 Test Requirements
The test parameters are specified in table 7.8.2.3.

Table 7.8.2.3: Test parameters for downlink power control, initial convergence

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Target quality value on DTCH
	0,01
	0,01
	0,1
	0,1
	BLER

	Initial DPCH_Ec/Ior
	-5,9
	-25,9
	-2,1
	-22,1
	dB

	Information Data Rate
	12,2
	12,2
	64
	64
	kbps
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	-60
	dBm/3,84 MHz

	Propagation condition
	Static
	

	Maximum_DL_Power (note)
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	

	NOTE:
Power is compared to P-CPICH as specified in [9].


a)
The downlink
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 power values shall be within the range specified in table 7.8.2.4 during T1 more than 90 % of the time.

b)
The downlink
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 power values shall be within the range specified in table 7.8.2.4 during T2 more than 90 % of the time.
Table 7.8.2.4: Requirements in downlink power control, initial convergence

	Parameter
	Test 1 and Test 2
	Test 3 and Test 4
	Unit
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 during T1
	-18,8  -11,8 DPCH_Ec/Ior 
	-15,0  -8,0 DPCH_Ec/Ior 
	dB
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 during T2
	-18,8  -14,8 DPCH_Ec/Ior 
	-15,0  -11,0 DPCH_Ec/Ior 
	dB


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

7.8.3
Power control in the downlink, wind up effects

7.8.3.1

Definition and applicability

This requirement verifies that, after the downlink maximum power is limited in the UTRAN and it has been released again, the downlink power control in the UE does not have a wind up effect, i.e. the required DL power has increased during time period the DL power was limited. The requirements and this test apply to all types of UTRA for the FDD UE.

7.8.3.2
Minimum requirements

This test is run in three stages where stage 1 is for convergence of the power control loop, in stage two the maximum downlink power for the dedicated channel is limited not to be higher than the parameter specified in table 7.8.3.1. All parameters used in the three stages are specified in table 7.8.3.1. The downlink
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 power measured values, which are averaged over one slot, during stage 3 shall be lower than the value specified in table 7.8.3.2 more than 90 % of the time. Power control of the UE is ON during the test.

Table 7.8.3.1: Test parameter for downlink power control, wind-up effects

	Parameter
	Test 1
	Unit

	
	Stage 1
	 Stage 2
	Stage 3
	

	Time in each stage
	>15
	5
	0,5
	s
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	5
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	-60
	dBm/3,84 MHz

	Information Data Rate
	12,2
	kbps

	Quality target on DTCH
	0,01
	BLER

	Propagation condition
	Case 4
	

	Maximum_DL_Power (note)
	7
	-6,2
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	NOTE:
Power is compared to P-CPICH as specified in [9].


Table 7.8.3.2: Requirements in downlink power control, wind-up effects

	Parameter
	Test 1, stage 3
	Unit
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	-13,3
	dB


The reference for this requirement is TS 25.101 [1] clause 8.8.3.1.

7.8.3.3
Test purpose

To verify that the UE downlink power control does not require too high downlink power during a period after the downlink power is limited by the UTRAN.

7.8.3.4
Method of test

7.8.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN source to the UE antenna connector as shown in figure A.10.

2)
Set up a call according to the Generic call setup procedure.

3)
Enter the UE into loopback test mode and start the loopback test.

4)
RF parameters are set up according to table 7.8.3.3. Stage 1 is used for the power control to converge and during Stage 2 the maximum downlink power is limited by UTRAN.

5)
SS signals to UE target quality value on DTCH as specified in table 7.8.3.1. SS will vary the physical channel power in downlink according to the TPC commands from UE. Downlink power control mode (DPC_MODE) 0 shall be used.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.8.3.4.2
Procedure

1)
Measure 
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 power during stage 3 according to table 7.8.3.3.

7.8.3.5 Test Requirements
The test parameters are specified in table 7.8.3.3.
Table 7.8.3.3: Test parameter for downlink power control, wind-up effects

	Parameter
	Test 1
	Unit

	
	Stage 1
	 Stage 2
	Stage 3
	

	Time in each stage
	>15
	5
	0,5
	s

	
[image: image126.wmf]oc

or

I

I

ˆ


	5,6
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	-60
	dBm/3,84 MHz

	Information Data Rate
	12,2
	kbps

	Quality target on DTCH
	0,01
	BLER

	Propagation condition
	Case 4
	

	Maximum_DL_Power (note)
	7
	-6,2
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	NOTE:
Power is compared to P-CPICH as specified in [9].


The downlink 
[image: image128.wmf]or

c

I

E

DPCH

_

power values, which are averaged over one slot, shall be lower than the level specified in table 7.8.3.4 during stage 3 more than 90 % of the time.
Table 7.8.3.4: Requirements in downlink power control, wind-up effects

	Parameter
	Test 1, stage 3
	Unit
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	-13,2
	dB


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

7.9
Downlink compressed mode

Downlink compressed mode is used to create gaps in the downlink transmission, to allow the UE to make measurements on other frequencies.

7.9.1
Single link performance

7.9.1.1
Definition and applicability

The receiver single link performance of the Dedicated Traffic Channel (DCH) in compressed mode is determined by the Block Error Ratio (BLER) and transmitted DPCH_Ec/Ior power in the downlink.

The compressed mode parameters are given in clause C.5. Tests 1 and 2 are using Set 1 compressed mode pattern parameters from table C.5.1 in clause C.5 while tests 3 and 4 are using Set 2 compressed mode patterns from the same table.
The requirements and this test apply to all types of UTRA for the FDD UE.

7.9.1.2
Minimum requirements

For the parameters specified in table 7.9.1 the downlink 
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 power measured values, which are averaged over one slot, shall be below the specified value in table 7.9.2 more than 90% of the time. The measured quality on DTCH shall be as required in table 7.9.2.

Downlink power control is ON during the test. Uplink TPC commands shall be error free. System simulator shall increase the transmitted power during compressed frames by the same amount that UE is expected to increase its SIR target during those frames. 

Table 7.9.1: Test parameter for downlink compressed mode

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Delta SIR1
	0
	3
	0
	3
	dB

	Delta SIR after1
	0
	3
	0
	3
	dB

	Delta SIR2
	0
	0
	0
	0
	dB

	Delta SIR after2
	0
	0
	0
	0
	dB
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	9
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	kbps

	Propagation condition
	Case 2
	

	Target quality value on DTCH
	0,01
	BLER

	Maximum DL Power (note)
	7
	dB

	Minimum DL Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	NOTE:
Power is compared to P-CPICH as specified in [9].


Table 7.9.2: Requirements in downlink compressed mode

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit
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	-15,4
	No requirements
	-15,4
	No requirements
	dB

	Measured quality of compressed and recovery frames
	No requirements
	< 0,001
	No requirements
	< 0,001
	BLER

	Measured quality on DTCH
	0,01  30 %
	BLER


The reference for this requirement is TS 25.101 [1] clause 8.9.1.1.

7.9.1.3
Test purpose

The purpose of this test is to verify the reception of DPCH in a UE while downlink is in a compressed mode. The UE needs to preserve the BLER using sufficient low DL power. It is also verified that UE applies the Delta SIR values, which are signaled from network, in its outer loop power control algorithm. 

7.9.1.4
Method of test

7.9.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN source to the UE antenna connector as shown in figure A.10.

2)
Set up a call according to the Generic call setup procedure.

3)
RF parameters are set up according to table 7.9.1. SS shall increase the transmitted power during compressed mode frames by the same amount that UE is expected to increase its SIR target during those frames.

4)
Set compressed mode parameters according to table C.5.1. Tests 1 and 2 are using Set 1 compressed mode pattern parameters and while tests 3 and 4 are using Set 2 compressed mode pattern parameters.

5)
Enter the UE into loopback test mode and start the loopback test.

6)
SS signals to UE target quality value on DTCH as specified in table 7.9.1. Uplink TPC commands shall be error free. SS will vary the physical channel power in downlink according to the TPC commands from UE. SS response time for UE TPC commands shall be one slot. At the same time BLER is measured. This is continued until the target quality value on DTCH is met, within the minimum accuracy requirement.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.9.1.4.2
Procedure

1)
Test 1: Measure quality on DTCH and 
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 power values averaged over one slot.
2)
Test 2: Measure quality on DTCH and quality of compressed and recovery frames.
3)
Test 3: Measure quality on DTCH and 
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 power values averaged over one slot.
4)
Test 4: Measure quality on DTCH and quality of compressed and recovery frames.
7.9.1.5 Test requirements
The test parameters are specified in table 7.9.3.
Table 7.9.3: Test parameter for downlink compressed mode

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Delta SIR1
	0
	3
	0
	3
	dB

	Delta SIR after1
	0
	3
	0
	3
	dB

	Delta SIR2
	0
	0
	0
	0
	dB

	Delta SIR after2
	0
	0
	0
	0
	dB
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	9,6
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	kbps

	Propagation condition
	Case 2
	

	Target quality value on DTCH
	0,01
	BLER

	Maximum DL Power (note)
	7
	dB

	Minimum DL Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	NOTE:
Power is compared to P-CPICH as specified in [9].


a)
Test 1: The downlink
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 power values averaged over one slot shall be below the values in table 7.9.4 more than 90 % of the time. The measured quality on DTCH shall be as required in table 7.9.4.

b)
Test 2: Measured quality on DTCH and measured quality of compressed and recovery frames do not exceed the values in table 7.9.4.

c)
Test3: The downlink
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 power values averaged over one slot shall be below the values in table 7.9.4 more than 90 % of the time. The measured quality on DTCH shall be as required in table 7.9.4.

d)
Test 4: Measured quality on DTCH and measured quality of compressed and recovery frames do not exceed the values in table 7.9.4.
Table 7.9.4: Requirements in downlink compressed mode

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit
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	-15,3
	No requirements
	-15,3
	No requirements
	dB

	Measured quality of compressed and recovery frames
	No requirements
	< 0,001
	No requirements
	< 0,001
	BLER

	Measured quality on DTCH
	0,01  30 %
	BLER


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
7.10
Blind transport format detection

7.10.1
Definition and applicability

Performance of Blind transport format detection is determined by the Block Error Ratio (BLER) values and by the measured average transmitted DPCH_Ec/Ior value.

7.10.2
Minimum requirements

For the parameters specified in table 7.10.1 the average downlink 
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 power shall be below the specified value for the BLER and FDR shown in table 7.10.2.

Table 7.10.1: Test parameters for Blind transport format detection
	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5
	Test 6
	Unit
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	1
	3
	dB
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	60
	dBm / 3.84 MHz

	Information Data Rate
	12,2 (rate 1)
	7,95 (rate 2)
	1,95 (rate 3)
	12,2 (rate 1)
	7,95 (rate 2)
	1,95 (rate 3)
	kbps

	propagation condition
	static
	multi-path fading case 3
	-

	TFCI
	off
	-


Table 7.10.2: The Requirements for DCH reception in Blind transport format detection
	Test Number
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	BLER
	FDR

	1
	17,7dB
	10-2
	10-4

	2
	17,8dB
	10-2
	10-4

	3
	18,4dB
	10-2
	10-4

	4
	13,0dB
	10-2
	10-4

	5
	13,2dB
	10-2
	10-4

	6
	13,8dB
	10-2
	10-4

	NOTE:
The value of DPCH_Ec/Ior, Ioc, and Ior/Ioc are defined in case of DPCH is transmitted.


NOTE:
In the test, 9 deferent Transport Format Combinations (table 7.10.3) are sent during the call set up procedure, so that UE has to detect correct transport format in this 9 candidates.

Table.7.10.3: Transport format combinations informed during the call set up procedure in the test

	
	1
	2
	3
	4
	5
	6
	7
	8
	9

	DTCH
	12,2 k
	10,2 k
	7,95 k
	7,4 k
	6,7 k
	5,9 k
	5,15 k
	4,75 k
	1,95 k

	DCCH
	
	
	
	
	2,4 k
	
	
	
	


7.10.3
Test purpose

To verify the ability of the blind transport format detection to receive a predefined test signal, representing a static propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a block error ratio (BLER) and false transport format detection ratio (FDR) not exceeding a specified value.

To verify the ability of the blind transport format detection to receive a predefined test signal, representing a malti-path propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a block error ratio (BLER) and false transport format detection ratio (FDR) not exceeding a specified value.

7.10.4
Method of test

7.10.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS and AWGN noise source to the UE antenna connector as shown in figure A.9 in the case for test 1-3. Connect the SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.10 in the case of test 4-6.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters for test 1-6 as specified table 7.10.4 and table 7.10.5.

4.
Enter the UE into loopback test mode and start the loopback test.

5.
In the case of test 4-6, Setup fading simulator as fading condition case 3 which are described in table D.2.2.1.

7.10.4.2
Procedure

Measure BLER and FDR of DCH.

7.10.5
Test requirements

The test parameters are specified in table 7.10.4.

Table 7.10.4: Test parameters for Blind transport format detection
	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5
	Test 6
	Unit
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	0,7
	2,4
	dB
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	60
	dBm / 3.84 MHz

	Information Data Rate
	12,2 (rate 1)
	7,95 (rate 2)
	1,95 (rate 3)
	12,2 (rate 1)
	7,95 (rate 2)
	1,95 (rate 3)
	kbps

	propagation condition
	Static
	multi-path fading case 3
	-

	TFCI
	off
	-


BLER and FDR shall not exceed the values at the DPCH_Ec/Ior specified in table 7.10.5.

Table 7.10.5: The Requirements for DCH reception in Blind transport format detection
	Test Number
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	BLER
	FDR

	1
	17,6dB
	10-2
	10-4

	2
	17,7dB
	10-2
	10-4

	3
	18,3dB
	10-2
	10-4

	4
	12,9dB
	10-2
	10-4

	5
	13,1dB
	10-2
	10-4

	6
	13,7dB
	10-2
	10-4

	NOTE:
The value of DPCH_Ec/Ior, Ioc, and Ior/Ioc are defined in case of DPCH is transmitted.


NOTE:
In the test, 9 deferent Transport Format Combinations (table 7.10.3) are sent during the call set up procedure, so that UE has to detect correct transport format in this 9 candidates.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
Annex F (normative):
General test conditions and declarations

The requirements of this clause apply to all applicable tests in the present document.

Many of the tests in the present document measure a parameter relative to a value that is not fully specified in the UE specifications. For these tests, the Minimum Requirement is determined relative to a nominal value specified by the manufacturer.

When specified in a test, the manufacturer shall declare the nominal value of a parameter, or whether an option is supported.

In all the relevant clauses in this clause all Bit Error Ratio (BER), Block Error Ratio (BLER), False transmit format Detection Ratio (FDR) measurements shall be carried out according to the general rules for statistical testing in clause F.6.

F.1
Acceptable uncertainty of Test System

The maximum acceptable uncertainty of the Test System is specified below for each test, where appropriate. The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified range, and the equipment under test to be measured with an uncertainty not exceeding the specified values. All ranges and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated.

A confidence level of 95 % is the measurement uncertainty tolerance interval for a specific measurement that contains 95 % of the performance of a population of test equipment.

For RF tests it should be noted that the uncertainties in clause F.1 apply to the Test System operating into a nominal 50 ohm load and do not include system effects due to mismatch between the DUT and the Test System.

F.1.1
Measurement of test environments

The measurement accuracy of the UE test environments defined in annex G, Test environments shall be.

-
Pressure
5 kPa.
-
Temperature
2 degrees.
-
Relative Humidity
5 %.
-
DC Voltage
1,0 %.

-
AC Voltage
1,5 %.

-
Vibration
10 %.

-
Vibration frequency
0,1 Hz.

The above values shall apply unless the test environment is otherwise controlled and the specification for the control of the test environment specifies the uncertainty for the parameter.

F.1.2
Measurement of transmitter

Table F.1.2: Maximum Test System Uncertainty for transmitter tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	5.2 Maximum Output Power
	0,7 dB
	

	5.3 Frequency Error
	±10 Hz
	

	5.4.1 Open loop power control in uplink
	1,0 dB



	The uncertainty of this test is a combination of the downlink level setting error and the uplink power measurement that are uncorrelated.

Formula = SQRT(source_level_error2 + power_meas_error2)

	5.4.2 Inner loop power control in the uplink - One step
	0,1 dB relative over a 1,5 dB range (1 dB and 0 dB step)

0,15 dB relative over a 3,0 dB range (2 dB step)

0,2 dB relative over a 4.5 dB range (3 dB step)
	This accuracy is based on the linearity of the absolute power measurement of the test equipment.

	5.4.2 Inner loop power control in the uplink – seven and ten steps
	[0,3] dB relative over a 26 dB range
	

	5.4.3 Minimum Output Power
	1,0 dB
	Measured on a static signal

	5.4.4 Out-of-synchronisation handling of output power: 
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	0,4 dB
	0.1 dB uncertainty in DPCCH ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCCH_Ec/Ior ratio. The absolute error of the AWGN Ioc is not important but is specified as 1.0 dB

	5.5.1 Transmit OFF Power: (static case)
	1,0 dB
	Measured on a static signal

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	On power +0,7 dB – 1,0 dB 

Off power (dynamic case) TBD
	Assume asymmetric meas error -1.0 dB / 0.7 dB comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error, and +0.7 dB for upper limit (assume UE won't go above 24 nominal). 

For the off power, the accuracy of a two-pass measurement needs to be analysed.

	5.6 Change of TFC: power control step size (7 dB step)
	0,3 dB relative over a 9 dB range
	

	5.7 Power setting in uplink compressed mode:-
UE output power
	Will be a subset of 5.4.2.
	

	5.8 Occupied Bandwidth
	100 kHz
	Accuracy = 3*RBW. Assume 30 kHz bandwidth.

	5.9 Spectrum emission mask 
	1,5 dB

	

	5.10 ACLR


	5 MHz offset: 0,8 dB

10 MHz offset: 0,8 dB
	

	5.11 Spurious emissions
	2,0 dB for UE and coexistence bands for results > ‑60 dBm

3,0 dB for results < -60 dBm

Outside above:

f2.2GHz: ± 1.5 dB

2.2 GHz < f 4 GHz:

± 2.0 dB

f > 4 GHz: ±4.0 dB
	

	5.12 Transmit Intermodulation
	2.2 dB
	CW Interferer error is 0.7 dB for the UE power RSS with 0.7 dB for CW setting = 1.0 dB

Measurement error of intermod product is 0.7 dB for UE power RSS with 0.7 dB for relative = 1.0 dB

Interferer has an effect of 2 times on the intermod product so overall test uncertainty is 2*1.0 RSS with 1.0 = 2.2 dB.

Apply half any excess test system uncertainty to increase the interferer level

	5.13.1 Transmit modulation: EVM
	±2.5 % 

(for single code)
	

	5.13.2 Transmit modulation: peak code domain error
	±1.0dB
	


F.1.3
Measurement of receiver

Table F.1.3: Maximum Test System Uncertainty for receiver tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2 Reference sensitivity level
	± 0.7 dB
	

	6.3 maximum input level:


	± 0.7 dB
	The critical parameter is the overall signal level and not the –19 dB DPCH_Ec/Ior ratio.
0.7 dB absolute error due to signal measurement 

DPCH_Ec/Ior ratio error is <0.1 dB but is not important so is ignored

	6.4 Adjacent channel selectivity


	± 1.1 dB


	Overall system uncertainty comprises three quantities:

1.
Wanted signal level error

2.
Interferer signal level error

3.
Additional impact of interferer ACLR

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared to provide the ratio error of the two signals. Assume for simplicity this ratio error is linearly added to the interferer ACLR.
Test System uncertainty = SQRT (wanted_level_error2 + interferer_level_error2) + ACLR effect.

The ACLR effect is calculated by:(Formula to follow)

(E.g. ACLR at 5 MHz of 51 dB gives additional error of .0765 dB. ACLR of 48 gives error of –0.15 dB.)

	6.5 Blocking characteristics


	System error with f <15 MHz offset:

± 1.4 dB 
f >= 15 MHz offset and fb  2.2 GHz: ± [1.0] dB 
2.2 GHz < f 4 GHz: ±[1.7] dB

f > 4 GHz: ±[3.1] dB
	Using ± 0.7 dB for signal and interferer as currently defined and 68 dB ACLR @ 10 MHz.

	6.6 Spurious Response
	f  2.2 GHz: ± 1.0 dB 
2.2 GHz < f 4 GHz: ±1.7 dB

f > 4 GHz: ±3.1 dB
	

	6.7 Intermodulation Characteristics


	±1.3 dB

	Similar issues to 7.4 ACS test. 

ETR028 says impact f the closer signal is twice that of the far signal. If both signals drop 1 dB, intermod product drops 2 dB.

Formula =




(Using CW interferer ±0.5 dB, modulated interferer ±0.5 dB, wanted signal ±0.7 dB)

1.3 dB!

Broadband noise/ACLR not considered but may have impact.

	6.8 Spurious emissions
	3.0 dB for UE receive band (-78 dBm)
Outside above:

f2.2GHz: ± 2.0 dB (-57 dBm)

2.2 GHz < f 4 GHz:

± 2.0 dB (-47 dBm)

f > 4 GHz: ±4.0 dB (-47 dBm)
	


F.1.4
Performance requirement

Table F.1.4: Maximum Test System Uncertainty for Performance Requirements

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.2 Demodulation in Static Propagation Condition
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±0.3 dB
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±1.0 dB
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±0.1 dB
	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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r ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is not important for any tests in clause 7 but is specified as 1.0 dB.

	7.3 Demodulation of DCH in multipath Fading Propagation conditions
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±0.56 dB
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±1.0 dB
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±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB
In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	7.4 Demodulation of DCH in Moving Propagation conditions
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±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3

	7.5 Demodulation of DCH in Birth-Death Propagation conditions
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±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3

	7.6.1 Demodulation of DCH in open loop Transmit diversity mode
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±0.8 dB
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±1.0 dB
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±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB. Round up to 0.8 dB

	7.6.2 Demodulation of DCH in closed loop Transmit diversity mode
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±0.8 dB
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±1.0 dB
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±0.1 dB
	Same as 7.6.1

	7.6.3, Demodulation of DCH in site selection diversity Transmission power control mode
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±0.8 dB
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±1.0 dB
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±0.1 dB
	Same as 7.6.1

	7.7.1 Demodulation in inter-cell soft Handover 
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±0.8 dB
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±1.0 dB
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±0.1 dB
	Same as 7.6.1

	7.7.2 Combining of TPC commands Test 1
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±0.3 dB
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±1.0 dB
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±0.1 dB
	Have two Ior1 and Ior2, and no AWGN. So error is only 0.3 dB

Test is looking for changes in power – need to allow for relaxation in criteria for power step of probably 0.1 dB to 0.4 dB

	7.7.2 Combining of TPC commands Test 2
	
[image: image184.wmf]oc

or

I

I

ˆ




±0.8 dB
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±1.0 dB
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±0.1 dB
	Same as 7.6.1

	7.8.1 Power control in downlink constant BLER target
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±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3

	7.8.2, Power control in downlink initial convergence
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±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3

	7.8.3, Power control in downlink: wind up effects
	
[image: image193.wmf]oc

or

I

I

ˆ




±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3

	7.9 Downlink compressed mode
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±0.6 dB
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±1.0 dB
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±0.1 dB
	Same as 7.3

	7.10 Blind transport format detection Tests 1, 2, 3
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±0.3 dB


[image: image200.wmf]oc

I





±1.0 dB
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±0.1 dB


	Same as 7.2



	7.10 Blind transport format detection Tests 4, 5, 6
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±0.6 dB
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±1.0 dB
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±0.1 dB


	Same as 7.3




F.1.5
Requirements for support of RRM

TBD

F.2
Test Tolerances (This clause is informative)

The Test Tolerances defined in this clause have been used to relax the Minimum Requirements in the present document to derive the Test Requirements.

The Test Tolerances are derived from Test System uncertainties, regulatory requirements and criticality to system performance. As a result, the Test Tolerances may sometimes be set to zero.

The test tolerances should not be modified for any reason e.g. to take account of commonly known test system errors (such as mismatch, cable loss, etc.).

F.2.1
Transmitter

Table F.2.1: Test Tolerances for transmitter tests.

	Clause
	Test Tolerance

	5.2 Maximum Output Power
	0.7 dB 

	5.3 Frequency error
	10 Hz 

	5.4.1 Open loop power control in uplink
	1.0 dB

	5.4.2 Inner loop power control in the uplink - One step
	0.1 dB (1 dB and 0 dB step)

0.15 dB (2 dB step)

0.2 dB (3 dB step)

	5.4.2 Inner loop power control in the uplink - seven and ten steps
	[0.3] dB

	5.4.3 Minimum Output Power
	1.0 dB 

	5.4.4 Out-of-synchronisation handling of output power: 
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	0.4 dB

	5.4.4 Out-of-synchronisation handling of output power: transmit ON/OFF time
	0 ms 

	5.5.1 Transmit OFF power
	1.0 dB 

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	On power +0.7 dB / -1.0 dB

Off power TT [ ] dB

	5.6 Change of TFC: power control step size
	0.3 dB

	5.7 Power setting in uplink compressed mode:-
UE output power
	See subset of 5.4.2

	5.8 Occupied Bandwidth
	0 kHz 

	5.9 Spectrum emission mask 
	1.5 dB 

	5.10 ACLR
	0.8 dB 

	5.11 Spurious emissions
	0 dB

	5.12 Transmit Intermodulation
	0 dB

	5.13.1 Transmit modulation: EVM
	0%

	5.13.2 Transmit modulation: peak code domain error
	1.0 dB 


F.2.2
Receiver

Table F.2.2: Test Tolerances for receiver tests.

	Clause
	Test Tolerance

	6.2 Reference sensitivity level
	0.7 dB 

	6.3 Maximum input level:


	0.7 dB

	6.4 Adjacent channel selectivity


	0 dB 

	6.5 Blocking characteristics


	0 dB 

	6.6 Spurious Response
	0 dB 

	6.7 Intermodulation Characteristics


	0 dB 

	6.8 Spurious emissions
	0 dB 


F.2.3
Performance requirements

Table F.2.3: Test Tolerances for Performance Requirements.

	Clause
	Test Tolerance

	7.2 Demodulation in Static Propagation Condition
	0.3 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.3 Demodulation of DCH in multipath Fading Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.4 Demodulation of DCH in Moving Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.5 Demodulation of DCH in Birth-Death Propagation conditions
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.1 Demodulation of DCH in open loop Transmit diversity mode
	0.8 dB for 
[image: image210.wmf]oc

or

I

I

ˆ


0.1 dB for DPCH_Ec/Ior

	7.6.2 Demodulation of DCH in closed loop Transmit diversity mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.6.3, Demodulation of DCH in site selection diversity Transmission power control mode
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.1 Demodulation in inter-cell soft Handover conditions
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 1
	0.8 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.7.2 Combining of TPC commands Test 8
	0.3 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.8.1 Power control in downlink constant BLER target
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.8.2, Power control in downlink initial convergence
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.8.3, Power control in downlink: wind up effects
	0.6 dB for 
[image: image218.wmf]oc

or

I

I

ˆ


0.1 dB for DPCH_Ec/Ior

	7.9 Downlink compressed mode
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.10 Blind transport format detection Tests 1, 2, 3
	0.3 dB for 
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0.1 dB for DPCH_Ec/Ior

	7.10 Blind transport format detection Tests 4, 5, 6
	0.6 dB for 
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0.1 dB for DPCH_Ec/Ior


F.2.4
Requirements for support of RRM

TBD

F.3
Interpretation of measurement results

The measurement results returned by the Test System are compared – without any modification – against the Test Requirements as defined by the shared risk principle.
The Shared Risk principle is defined in ETR 273-1-2 clause 6.5.
The actual measurement uncertainty of the Test System for the measurement of each parameter shall be included in the test report.

The recorded value for the Test System uncertainty shall be, for each measurement, equal to or lower than the appropriate figure in clause F.1 of the present document.

If the Test System for a test is known to have a measurement uncertainty greater than that specified in clause F.1, it is still permitted to use this apparatus provided that an adjustment is made value as follows.

Any additional uncertainty in the Test System over and above that specified in clause F.1 shall be used to tighten the Test Requirement – making the test harder to pass. (For some tests e.g. receiver tests, this may require modification of stimulus signals). This procedure will ensure that a Test System not compliant with clause F.1does not increase the chance of passing a device under test where that device would otherwise have failed the test if a Test System compliant with clause F.1 had been used.

F.4
Derivation of Test Requirements (This clause is informative)

The Test Requirements in the present document have been calculated by relaxing the Minimum Requirements of the core specification using the Test Tolerances defined in clause F.2. When the Test Tolerance is zero, the Test Requirement will be the same as the Minimum Requirement. When the Test Tolerance is non-zero, the Test Requirements will differ from the Minimum Requirements, and the formula used for this relaxation is given in table F.4.

Table F.4.1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	5.2 Maximum Output Power

	Power class 1 (33 dBm) 
Tolerance = +1/-3 dB

Power class 2 (27 dBm) 
Tolerance = +1/-3 dB

Power class 3 (24 dBm) 
Tolerance = +1/-3 dB

Power class 4 (21 dBm) 
Tolerance = ±2 dB
	0.7 dB
	Formula: Upper Tolerance limit + TT

 

Lower Tolerance limit – TT

For power classes 1-3:

Upper Tolerance limit = +1.7 dB
Lower Tolerance limit = -3.7 dB

For power class 4:

Upper Tolerance limit = +2.7 dB
Lower Tolerance limit = -2.7 dB

	5.3 Frequency Error


	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + 10 Hz).


	5.4.1 Open loop power control in the uplink
	Open loop power control tolerance ±9 dB (Normal)

Open loop power control tolerance ±12 dB (Normal)


	1.0 dB
	Formula: Upper Tolerance limit + TT

 

Lower Tolerance limit – TT

For Normal conditions:

Upper Tolerance limit = +10 dB
Lower Tolerance limit = -10 dB

For Extreme conditions:

Upper Tolerance limit = +13 dB
Lower Tolerance limit = -13 dB



	5.4.2 Inner loop power control in uplink
	See table 5.4.2.1 and 5,4,2,2
	0.25 dB

0.15 dB

0.2 dB

[0.3 dB]
	Formula: Upper Tolerance limit + TT

 

Lower Tolerance limit – TT

	5.4.3 Minimum Output Power

	UE minimum transmit power shall be less than –50 dBm
	1.0 dB
	Formula: 
UE minimum transmit power + TT

UE minimum transmit power = –49 dBm 

	5.4.4 Out-of-synchronisation handling of output power: 
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0 ms for timing measurement
	Formulas:
Ratio between A and B + TT
Ratio between B and D – TT 
Ratio between D and E – TT
Ratio between E and F + TT
transmit ON/OFF time + TT timing 
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Uncertainty of OFF power measurement is handled by Transmit OFF power test and uncertainty of ON power measurement is handled by Minimum output power test.



	5.5.1 Transmit OFF power (static case)

	Transmit OFF power shall be less than -56 dBm
	1.0 dB
	Formula: Transmit OFF power + TT
Transmit OFF power = –55dBm.

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	Transmit ON power shall be the target value as defined in clause 5.5.2.2

Transmit OFF power shall be less than -56 dBm
	On power upper TT = 0.7 dB

On power lower TT = 1.0 dB 

Off power TT [ ] dB
	Formula for transmit ON power:

Transmit ON power target upper limit + On power upper TT

Transmit ON power target lower limit - On power lower TT

To calculate Transmit ON power target value range take the nominal TX power range from Table 5.5.2.3 then apply table 5.4.1.1 open limits then apply table 5.7.1 (only if there has been a transmission gap) then cap the upper value using table 5.2.1.
Formula for transmit OFF power: Transmit OFF power + Off power TT

Transmit OFF power = [ ]dBm

	5.6 Change of TFC: power control step size
	TFC step size = +5 to +9 dB
	0.3 dB
	Formula: Upper Tolerance limit + TT

 

Lower Tolerance limit – TT

Upper limit = -4.7 dB

Lower limit = -9.3 dB

	5.7 Power setting in uplink compressed mode
	Various
	TBD (Subset of 5.4.2)
	TBD

	5.8 Occupied Bandwidth


	The occupied channel bandwidth shall be less than 5 MHz based on a chip rate of 3.84 Mcps.
	0 kHz
	Formula: occupied channel bandwidth: + TT

occupied channel bandwidth = 5.0 MHz

	5.9 Spectrum emission mask

	Minimum requirement defined in TS25.101 Table 6.10.

The lower limit shall be (50 dBm / 3.84 MHz or which ever is higher.


	1.5 dB
	Formula: Minimum requirement + TT
Lower limit + TT

Add 1.5 to Minimum requirement entries in TS25.101 Table 6.10

The lower limit shall be (48.5 dBm / 3.84 MHz or which ever is higher.

	5.10 Adjacent Channel Leakage Power Ratio (ACLR)

	Power Classes 3 and 4:

UE channel +5 MHz or -5 MHz, ACLR limit: 33 dB

UE channel +10 MHz or -10 MHz, ACLR limit: 43 dB 


	0.8 dB
	Formula: ACLR limit - TT

Power Classes 3 and 4:

UE channel +5 MHz or -5 MHz, ACLR limit: 32.2 dB

UE channel +10 MHz or -10 MHz, ACLR limit: 42.2 dB 

	5.11 Spurious Emissions

	
	
	Formula: Minimum Requirement+ TT
Add zero to all the values of Minimum Requirements in table 5.11.1a and 5.11.1b.

	
	Frequency Band
	Minimum Requirement
	
	Frequency Band
	Minimum Requirement

	
	9 kHz  f < 150 kHz
	36dBm
/1kHz
	0 dB
	9kHz ( f ( 1GHz
	36dBm
/1kHz

	
	150 kHz  f < 30 MHz
	36dBm
/10kHz
	 0 dB
	150 kHz  f < 30 MHz
	36dBm
/10kHz

	
	30 MHz  f < 1000 MHz
	36dBm
/100kHz
	 0 dB
	30 MHz  f < 1000 MHz
	36dBm
/100kHz

	
	1 GHz  f < 12.75 GHz
	30dBm
/1MHz
	0 dB
	1 GHz  f < 2.2 GHz
	30dBm
/1MHz

	
	
	
	 0 dB
	2.2 GHz  f < 4 GHz
	30dBm
/1MHz

	
	
	
	 0 dB
	4 GHz  f < 12.75 GHz
	30dBm
/1MHz

	
	1893.5 MHz < f < 1919.6 MHz
	41dBm
/300kHz
	 0 dB
	1893.5 MHz < f < 1919.6 MHz
	41dBm
/300kHz

	
	925 MHz  935 MHz f 
	67dBm
/100kHz
	 0 dB
	925 MHz  935 MHz f 
	67dBm
/100kHz

	
	935 MHz < f  960 MHz
	79dBm
/100kHz
	 0 dB
	935 MHz < f  960 MHz
	79dBm
/100kHz

	
	1805 MHz  1880 MHz f 
	71dBm
/100kHz
	0 dB
	1805 MHz  1880 MHz f 
	71dBm
/100kHz

	5.12 Transmit Intermodulation


	Intermodulation Product
5MHz
       -31 dBc
10MHz
 -41 dBc 

CW Interferer level = -40 dBc
	0 dB
	Formula: CW interferer level – TT/2

Intermod Products limits remain unchanged.

CW interferer level = -40 dBc

	5.13.1 Transmit modulation: EVM
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM limit + TT

EVM limit = 17.5 %

	5.13.2 Transmit modulation: peak code domain error
	The measured Peak code domain error shall not exceed ‑15 dB.
	1.0 dB
	Formula: Peak code domain error + TT

Peak code domain error = -14 dB


Table F.4.2: Derivation of Test Requirements (Receiver tests)
	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	6.2 Reference sensitivity level

	Îor = -106.7 dBm / 3.84 MHz

DPCH_Ec = 117 dBm / 3.84 MHz

BER limit = 0.001
	0.7 dB
	Formula:  Îor+ TT




DPCH_Ec + TT

BER limit unchanged

Îor = 


-106 dBm / 3.84 MHz

DPCH_Ec  = 
-116.3 dBm / 3.84 MHz



	6.3 Maximum input level
	-25 dBm Ior

-19 dBc DPCH_Ec/Ior
	0.7 dB
	Formula: Ior-TT

Ior = -25.7 dBm

	6.4 Adjacent Channel Selectivity

	Îor = -92.7 dBm / 3.84 MHz

DPCH_Ec = 103 dBm / 3.84 MHz

Ioac (modulated) = -52 dBm/3.84 MHz

BER limit = 0.001
	0 dB
	Formula: Îor unchanged


DPCH_Ec unchanged

                Ioac – TT

BER limit unchanged

Ioac = -52 dBm/3.84 MHz



	6.5 Blocking Characteristics


	See Table 6.5.3 and 6.5.4. in TS34.121

BER limit = 0.001
	0 dB
	Formula: 
I blocking (modulated) - TT (dBm/3.84MHz)

I blocking (CW) - TT (dBm)

BER limit unchanged



	6.6 Spurious Response


	Iblocking(CW) –44 dBm

Fuw:
Spurious response frequencies
BER limit = 0.001
	0 dB
	Formula: I blocking (CW) - TT (dBm)

Fuw unchanged

BER limit unchanged

Iblocking(CW) = -44 dBm



	6.7 Intermodulation Characteristics


	Iouw1 (CW)           -46 dBm

Iouw2 (modulated) –46 dBm / 3.84 MHz

Fuw1 (offset)
10
MHz

Fuw2 (offset)
20
MHz 

Ior = -103.7 dBm/3.84 MHz

DPCH_Ec = -114 dBm/3.84
BER limit = 0.001
	0 dB
	Formula: Ior + TT


DPCH_Ec + TT


Iouw1 level unchanged


Iouw2 level unchanged


BER limit unchanged.
Ior = -114 dBm


BER limit. = 0.001

	6.8 Spurious Emissions

	
	
	Formula: Maximum level + TT
Add zero to all the values of Maximum Level in table 6.8.1.

	
	Frequency Band
	Maximum level
	
	Frequency Band
	Maximum level

	
	9kHz ( f ( 1GHz
	-57dBm
/100kHz
	0 dB
	9kHz ( f ( 1GHz
	-57dBm
/100kHz

	
	1GHz ( f ( 12.75GHz
	-47dBm
 /1MHz
	0 dB
	1GHz ( f ( 2.2GHz
	-47dBm
 /1MHz

	
	
	
	
	
	

	
	
	
	0 dB
	2.2GHz ( f ( 4GHz
	-47dBm
 /1MHz

	
	
	
	0 dB
	4GHz ( f ( 12.75GHz
	-47dBm
 /1MHz

	
	1920MHz ( f ( 1980MHz
	-60dBm
/3.84MHz
	0 dB
	1920MHz ( f ( 1980MHz
	-60dBm
/3.84MHz

	
	2110MHz ( f ( 2170MHz
	-60dBm
/3.84MHz
	0 dB
	2110MHz ( f ( 2170MHz
	-60dBm
/3.84MHz


Table F.4.3: Derivation of Test Requirements (Performance tests)
	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	7.2 Demodulation of DPCH in static conditions
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 1-4
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 5-8
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 9-12
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 13-16
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	Formulas:
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	7.3 Demodulation of DPCH in multi-path fading propagation conditions Tests 17-20
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	Formulas:
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	7.4 Demodulation of DPCH in moving propagation conditions
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	Formulas:
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	7.5 Demodulation of DPCH birth-death propagation conditions
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	Formulas:
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	7.6.1 Demodulation of DPCH in transmit diversity propagation conditions
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	Formulas:
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	7.6.2 Demodulation of DCH in closed loop Transmit diversity mode
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	Formulas:
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	7.6.3, Demodulation of DCH in site selection diversity Transmission power control mode
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	Formulas:
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	7.7.1 Demodulation in inter-cell soft Handover 
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	Formulas:
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	7.7.2 Combining of TPC commands Test 1
	
	
	To be completed

	7.7.2 Combining of TPC commands Test 2
	
	
	To be completed

	
	
	
	

	7.8.1 Power control in downlink constant BLER target
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	Formulas:
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	7.8.2, Power control in downlink initial convergence
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	7.8.3, Power control in downlink: wind up effects
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	7.9 Downlink compressed mode
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	7.10 Blind transport format detection Tests 1, 2, 3
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	7.10 Blind transport format detection Tests 4, 5, 6
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