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Definitions, symbols, abbreviations and equations

Definitions, symbols, abbreviations and equations used in the present document are listed in TR 21.905 [5] and TR 25.990 [6].

Terms are listed in alphabetical order in this clause.

3.1
Definitions

For the purpose of the present document, the following additional terms and definitions apply:

Average power: [TBD]
3.2
Symbols

For the purposes of the present document, the following symbols apply:

[…]
Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken

3.3
Abbreviations

For the purpose of the present document, the following additional abbreviations apply:

AFC
Automatic Frequency Control

ASD
Acceleration Spectral Density

ATT
Attenuator 

BER
Bit Error Ratio
BLER
Block Error Ratio

BTFD
Blind Transport Format Detection

EVM
Error Vector Magnitude 

FDR
False transmit format Detection Ratio
HYB
Hybrid

IM
Intermodulation

ITP
Initial Transmission Power control mode

OBW
Occupied Bandwidth

OCNS
Orthogonal Channel Noise Simulator, a mechanism used to simulate the users or control signals on the other orthogonal channels of a downlink

PAR
Peak to Average Ratio

P-CCPCH
Primary Common Control Physical Channel

P-CPICH
Primary Common Pilot Channel

PCDE
Peak Code Domain Error

RBW
Resolution Bandwidth

RRC
Root-Raised Cosine 

S-CCPCH
Secondary Common Control Physical Channel

S-CPICH
Secondary Common Pilot Channel
SCH
Synchronisation Channel consisting of Primary and Secondary synchronisation channels
SS
System Simulator

TGCFN
Transmission Gap Connection Frame Number

TGD
Transmission Gap Distance

TGL
Transmission Gap Length

TGPL
Transmission Gap Pattern Length

TGPRC
Transmission Gap Pattern Repetition Count

TGSN
Transmission Gap Starting Slot Number

3.4
Equations

For the purpose of the present document, the following additional equations apply:
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The ratio of the received energy per PN chip of the CPICH to the total transmit power spectral density at the Node B (SS) antenna connector.


[image: image2.wmf]or

c

I

E

DPCH

_


The ratio of the transmit energy per PN chip of the DPCH to the total transmit power spectral density at the Node B (SS) antenna connector.
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The ratio of the transmit energy per PN chip of the DPCCH to the total transmit power spectral density at the Node B (SS) antenna connector.
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The ratio of the transmit energy per PN chip of the DPDCH to the total transmit power spectral density at the Node B (SS) antenna connector.
Fuw
Frequency of unwanted signal. This is specified in bracket in terms of an absolute frequency(s) or a frequency offset from the assigned channel frequency.

INode_B
Interference signal power level at Node B in dBm, which is broadcasted on BCH.

Ioac
The power spectral density (integrated in a bandwidth of (1+α) times the chip rate and normalized to the chip rate) of the adjacent frequency channel as measured at the UE antenna connector.

Ioc
The power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited white noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector.

Ior
The total transmit power spectral density (integrated in a bandwidth of (1+α) times the chip rate and normalized to the chip rate) of the downlink signal at the Node B antenna connector

Îor
The received power spectral density (integrated in a bandwidth of (1+α) times the chip rate and normalized to the chip rate) of the downlink signal as measured at the UE antenna connector.

Iouw
Unwanted signal power level.

P-CCPCH_Ec
Average (note) energy per PN chip for P-CCPCH.
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The ratio of the received P-CCPCH energy per chip to the total received power spectral density at the UE antenna connector.
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The ratio of the average (note) transmit energy per PN chip for the P-CCPCH to the total transmit power spectral density.

P-CPICH_Ec
Average (note) energy per PN chip for P-CPICH.

PICH_Ec
Average (note) energy per PN chip for PICH.
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The ratio of the received energy per PN chip of the PICH to the total transmit power spectral density at the Node B (SS) antenna connector.

SCH_Ec
Average (note) energy per PN chip for SCH.

S-CPICH_Ec
Average (note) energy per PN chip for S-CPICH.

NOTE:
Averaging period for energy/power of discontinuously transmitted channels should be defined.
NOTE: 
The units of Power Spectral Density (PSD) are extensively used in this document. PSD is a function of power versus frequency and when integrated across a given bandwidth, the function represents the mean power in such a bandwidth. When the mean power is normalised to (divided by) the chip-rate it represents the mean energy per chip. Some signals are directly defined in terms of energy per chip, (DPCH_Ec and P-CPICH_Ec) and others defined in terms of PSD (Ioac, Ioc, and Îor). There also exist quantities that are a ratio of energy per chip to PSD (DPCH_Ec/Ior, Ec/Ior etc.). This is the common practice of relating energy magnitudes in communication systems.

It can be seen that if both energy magnitudes in the ratio are divided by time, the ratio is converted from an energy ratio to a power ratio, which is more useful from a measurement point of view. It follows that an energy per chip of X dBm/3.84 MHz can be expressed as a mean power per chip of X dBm. Similarly, a signal PSD of Y dBm/3.84 MHz can be expressed as a signal power of Y dBm.
7
Performance requirements

7.1
General

The performance requirements for the UE in this clause are specified for the measurement channels specified in annex C and table 7.1.1, the propagation conditions specified in clause 7.1.2 and the Down link Physical channels specified in annex D. Unless stated otherwise, DL power control is OFF.
The method for Block Error Ratio (BLER) measurement is specified in 3GPP TS 34.109 [4].

Table 7.1.1: Bit / Symbol rate for Test Channel

	Type of User Information
	User bit rate
	DL DPCH

symbol rate
	DL DPCH

bit rate
	TTI

(ms)

	12,2 kbps reference measurement channel
	12,2 kbps
	30 ksps
	60 kbps
	20

	64/144/384 kbps reference measurement channel
	64 kbps
	120 ksps
	240 kbps
	20

	144kbps reference measurement channel
	144 kbps
	240 ksps
	480 kbps
	20

	384 kbps reference measurement channel
	384 kbps
	480 ksps
	960 kbps
	10


The common RF test conditions of Performance requirement are defined in clause E.3.3, and each test conditions in this clause (clause 7) should refer clause E.3.3. Individual test conditions are defined in the paragraph of each test.

All Block Error ratio (BLER) measurements in clause 7 shall be performed according to the general rules for statistical testing in Annex F.6
7.1.1
Measurement Configurations

In all measurements UE should transmit with maximum power while receiving signals from Node B. Transmission Power Control is always disable during the measurements. Chip Rate is specified to be 3,84 MHz.

It as assumed that fields inside DPCH have the same energy per PN chip. Also, if the power of S-CCPCH is not specified in the test parameter table, it should be set to zero. The power of OCNS should be adjusted that the power ratios (Ec/Ior) of all specified forward channels add up to one.

Measurement configurations for different scenarios are shown in figure A.9, figure A.10 and figure A.11.

7.1.2
Definition of Additive White Gaussian Noise (AWGN) Interferer

The minimum bandwidth of the AWGN interferer shall be 1,5 times chip rate of the radio access mode (e.g. 5,76 MHz for a chip rate of 3,84 Mcps). The flatness across this minimum bandwidth shall be less than 0,5 dB and the peak to average ratio at a probability of 0,001 % shall exceed 10 dB.

7.2
Demodulation in Static Propagation conditions

7.2.1
Demodulation of Dedicated Channel (DCH)

7.2.1.1
Definition and applicability

The receive characteristic of the Dedicated Channel (DCH) in the static environment is determined by the Block Error Ratio (BLER). BLER is specified for each individual data rate of the DCH. DCH is mapped into the Dedicated Physical Channel (DPCH).

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.2.1.2
Minimum requirements

For the parameters specified in table 7.2.1.1 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.2.1.2. These requirements are applicable for TFCS size 16.

Table 7.2.1.1: DCH parameters in static propagation conditions

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	1
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.2.1.2: DCH requirements in static propagation conditions

	Test Number
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	BLER

	1
	16,6 dB
	10-2

	2
	13,1 dB
	10-1

	
	12,8 dB
	10-2

	3
	9,9 dB
	10-1

	
	9,8 dB
	10-2

	4
	5,6 dB
	10-1

	
	5,5 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.2.3.1.

7.2.1.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a static propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a BLER not exceeding a specified value.

7.2.1.4
Method of test

7.2.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS and an AWGN noise source to the UE antenna connector as shown in figure A.9.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters for test 1-5 as specified in table 7.2.1.1.

4.
Enter the UE into loopback test mode and start the loopback test.

7.2.1.4.2
Procedures

1.
Measure BLER of DCH.

7.2.1.5
Test requirements

For the parameters specified in table 7.2.1.1 the BLER shall not exceed the value at the DPCH_Ec/Ior specified in table 7.2.1.2.

7.3
Demodulation of DCH in Multi-path Fading Propagation conditions

7.3.1
Single Link Performance

7.3.1.1
Definition and applicability

The receive characteristics of the Dedicated Channel (DCH) in different multi-path fading environments are determined by the Block Error Ratio (BLER) values. BLER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into in Dedicated Physical Channel (DPCH).

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.3.1.2
Minimum requirements

For the parameters specified in tables 7.3.1.1, 7.3.1.3, 7.3.1.5, 7.3.1.7 and 7.3.1.9 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in tables 7.3.1.2, 7.3.1.4, 7.3.1.6, 7.3.1.8 and 7.3.1.10. These requirements are applicable for TFCS size 16.
Table 7.3.1.1: DCH parameters in multi-path fading propagation conditions (Case 1)

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	9
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.2: DCH requirements in multi-path fading propagation conditions (Case 1)

	Test Number
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	BLER

	1
	15,0 dB
	10-2

	2
	13,9 dB
	10-1

	
	10,0 dB
	10-2

	3
	10,6 dB
	10-1

	
	6,8 dB
	10-2

	4
	6,3 dB
	10-1

	
	2,2 dB
	10-2


Table 7.3.1.3: DCH parameters in multi-path fading propagation conditions (Case 2)

	Parameter
	Test 5
	Test 6
	Test 7
	Test 8
	Unit

	Phase reference
	P-CPICH
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	3
	3
	3
	6
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.4: DCH requirements in multi-path fading propagation conditions (Case 2)

	Test Number
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	BLER

	5
	7,7 dB
	10-2

	6
	6,4 dB
	10-1

	
	2,7 dB
	10-2

	7
	8,1 dB
	10-1

	
	5,1 dB
	10-2

	8
	5,5 dB
	10-1

	
	3,2 dB
	10-2


Table 7.3.1.5: DCH parameters in multi-path fading propagation conditions (Case 3)

	Parameter
	Test 9
	Test 10
	Test 11
	Test 12
	Unit

	Phase reference
	P-CPICH
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.6: DCH requirements in multi-path fading propagation conditions (Case 3)

	Test Number
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	BLER

	9
	11,8 dB
	10-2

	10
	8,1 dB
	10-1

	
	7,4 dB
	10-2

	
	6,8 dB
	10-3

	11
	9,0 dB
	10-1

	
	8,5 dB
	10-2

	
	8,0 dB
	10-3

	12
	5,9 dB
	10-1

	
	5,1 dB
	10-2

	
	4,4 dB
	10-3


Table 7.3.1.7: DCH parameters in multi-path fading propagation conditions (Case 1) with S-CPICH

	Parameter
	Test 13
	Test 14
	Test 15
	Test 16
	Unit

	Phase reference
	S-CPICH
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	-60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.8: DCH requirements in multi-path fading propagation conditions (Case 1) with S-CPICH

	Test Number
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	BLER

	13
	-15,0 dB
	10-2

	14
	-13,9 dB
	10-1

	
	-10,0 dB
	10-2

	15
	-10,6 dB
	10-1

	
	-6,8 dB
	10-2

	16
	-6,3 dB
	10-1

	
	-2,2 dB
	10-2


Table 7.3.1.9: DCH parameters in multi-path fading propagation conditions (Case 6)

	Parameter
	Test 17
	Test 18
	Test 19
	Test 20
	Unit

	Phase reference
	P-CPICH
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	-3
	-3
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	6
	dB
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	-60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.3.1.10: DCH requirements in multi-path fading propagation conditions (Case 6)

	Test Number
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	BLER

	17
	-8,8 dB
	10-2 

	18
	-5,1 dB
	10-1 

	
	-4,4 dB
	10-2 

	
	-3,8 dB
	10-3 

	19
	-6,0 dB
	10-1 

	
	-5,5 dB
	10-2 

	
	-5,0 dB
	10-3 

	20
	-2,9 dB
	10-1 

	
	-2,1 dB
	10-2 

	
	-1,4 dB
	10-3 


The reference for this requirement is TS 25.101 [1] clause 8.3.1.1.

7.3.1.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a BLER not exceeding a specified value.

7.3.1.4
Method of test

7.3.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS, multi-path fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.10.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters for test 1-20 as specified table 7.3.1.1, table 7.3.1.3, table 7.3.1.5, table 7.3.1.7 and table 7.3.1.9.

4.
Enter the UE into loopback test mode and start the loopback test.

5.
Setup fading simulators as fading condition case 1, case 2, case 3 and case 6, which are described in table D.2.2.1.

7.3.1.4.2
Procedures

1.
Measure BLER of DCH.

7.3.1.5
Test requirements

For the parameters specified in table 7.3.1.1, table 7.3.1.3, table 7.3.1.5, table 7.3.1.7 and table 7.3.1.9 the BLER shall not exceed the value at the DPCH_Ec/Ior specified in table 7.3.1.2, table 7.3.1.4, table 7.3.1.6, table 7.3.1.8 and table 7.3.1.10.

7.4
Demodulation of DCH in Moving Propagation conditions

7.4.1
Single Link Performance

7.4.1.1
Definition and applicability

The receive single link performance of the Dedicated Channel (DCH) in dynamic moving propagation conditions are determined by the Block Error Ratio (BLER) values. BLER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into Dedicated Physical Channel (DPCH).

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.4.1.2
Minimum requirements

For the parameters specified in table 7.4.1.1 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.4.1.2.

Table 7.4.1.1: DCH parameters in moving propagation conditions

	Parameter
	Test 1
	Test 2
	Unit

	Phase reference
	P-CPICH
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	1
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	kbps


Table 7.4.1.2: DCH requirements in moving propagation conditions

	Test Number
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	BLER

	1
	14,5 dB
	10-2

	2
	10,9 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.4.1.1.

7.4.1.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a moving propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a BLER not exceeding a specified value.

7.4.1.4
Method of test

7.4.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS and an AWGN noise source to the UE antenna connector as shown in figure A.10.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters as specified in table 7.4.1.1.

4.
Enter the UE into loopback test mode and start the loopback test.

5.
Setup fading simulator as moving propagation condition, which is described in clause D.2.3.

7.4.1.4.2
Procedures

1.
Measure BLER of DCH.

7.4.1.5
Test requirements

For the parameters specified in table 7.4.1.1 the BLER shall not exceed the value at the DPCH_Ec/Ior specified in table 7.4.1.2.

7.5
Demodulation of DCH in Birth-Death Propagation conditions

7.5.1
Single Link Performance

7.5.1.1
Definition and applicability

The receive single link performance of the Dedicated Channel (DCH) in dynamic birth-death propagation conditions are determined by the Block Error Ratio (BLER) values. BLER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into Dedicated Physical Channel (DPCH).

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.5.1.2
Minimum requirements

For the parameters specified in table 7.5.1.1 the average downlink 
[image: image32.wmf]or

c

I

E

DPCH

_

 power ratio shall be below the specified value for the BLER shown in table 7.5.1.2.

Table 7.5.1.1: DCH parameters in birth-death propagation conditions

	Parameter
	Test 1
	Test 2
	Unit

	Phase reference
	P-CPICH
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	kbps


Table 7.5.1.2: DCH requirements in birth-death propagation conditions

	Test Number
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	BLER

	1
	12,6 dB
	10-2

	2
	-8,7 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.5.1.1.

7.5.1.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a birth-death propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a BLER not exceeding a specified value.

7.5.1.4
Method of test

7.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS and an AWGN noise source to the UE antenna connector as shown in figure A.10.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters as specified in table 7.5.1.1.

4.
Enter the UE into loopback test mode and start the loopback test.

5.
Setup fading simulator as birth-death propagation condition, which is described in clause D.2.4.

7.5.1.4.2
Procedures

1.
Measure BLER of DCH.

7.5.1.5
Test requirements

For the parameters specified in table 7.5.1.1 the BLER shall not exceed the value at the DPCH_Ec/Ior specified in table 7.5.1.2.

7.6
Demodulation of DCH in downlink Transmit diversity modes

7.6.1
Demodulation of DCH in open-loop transmit diversity mode

7.6.1.1
Definition and applicability

The receive characteristic of the Dedicated Channel (DCH) in open loop transmit diversity mode is determined by the Block Error Ratio (BLER). DCH is mapped into in Dedicated Physical Channel (DPCH).
The requirements and this test apply to all types of UTRA for the FDD UE.

7.6.1.2
Minimum requirements

For the parameters specified in table 7.6.1.1 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.6.1.2.

Table 7.6.1.1: Test parameters for DCH reception in a open-loop transmit diversity scheme
(Propagation condition: Case 1)

	Parameter
	Test 1
	Unit

	Phase reference
	P-CPICH
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	9
	dB
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	60
	dBm / 3,84 MHz

	Information data rate
	12,2
	kbps


Table 7.6.1.2: Test requirements for DCH reception in open-loop transmit diversity scheme

	Test Number
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(antenna 1/2)
	BLER

	1
	16,8 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.6.1.1.

7.6.1.3
Test purpose

To verify that UE reliably demodulates the DPCH of the Node B while open loop transmit diversity is enabled during the connection.

7.6.1.4
Method of test

7.6.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multi-path fading simulators and an AWGN source to the UE antenna connector as shown in figure A.12.

2)
Set up a call according to the Generic call setup procedure.

3)
RF parameters are set up according to table 7.6.1.1 and table E 3.4.

4)
Enter the UE into loopback test mode and start the loopback test.

5)
Activate open loop Tx diversity function.

6)
Set up fading simulators as fading condition case 1, which is described in table D.2.2.1.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.6.1.4.2
Procedure

1)
Measure BLER in points specified in table 7.6.1.2.

7.6.1.5
Test Requirements

For the parameters specified in table 7.6.1.1 the BLER shall not exceed the value at the DPCH_Ec/Ior specified in table 7.6.1.2.

7.6.2
Demodulation of DCH in closed loop transmit diversity mode

7.6.2.1
Definition and applicability

The receive characteristic of the dedicated channel (DCH) in closed loop transmit diversity mode is determined by the Block Error Ratio (BLER). DCH is mapped into in Dedicated Physical Channel (DPCH).

The requirements and this test apply to all types of UTRA for the FDD UE.

7.6.2.2
Minimum requirements

For the parameters specified in table 7.6.2.1 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.6.2.2.

Table 7.6.2.1: Test Parameters for DCH Reception in closed loop transmit diversity mode
 (Propagation condition: Case 1)

	Parameter
	Test 1
(Mode 1)
	Test 2
(Mode 2)
	Unit
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	9
	9
	dB
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	60
	60
	dBm / 3,84 MHz

	Information data rate
	12,2
	12,2
	kbps

	Feedback error ratio
	4
	4
	%


Table 7.6.2.2: Test requirements for DCH reception in feedback transmit diversity mode

	Test Number
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(see note)
	BLER

	1
	18,0 dB
	10-2

	2
	18,3 dB
	10-2

	NOTE:
This is the total power from both antennas. Power sharing between antennas are closed loop mode dependent as specified in TS 25.214 [5].


The reference for this requirement is TS 25.101 [1] clause 8.6.2.1.

7.6.2.3
Test purpose

To verify that UE reliably demodulates the DPCH of the Node B while closed loop transmit diversity is enabled during the connection.

7.6.2.4
Method of test

7.6.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multi-path fading simulators and an AWGN source to the UE antenna connector as shown in figure A.12.

2)
Set up a call according to the Generic call setup procedure.

3)
RF parameters are set up according to table 7.6.2.1 and table E 3.5.

4)
Enter the UE into loopback test mode and start the loopback test.

5)
Activate closed loop Tx diversity function.

6)
Set up fading simulators as fading condition case 1, which is described in table D.2.2.1.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.6.2.4.2
Procedure

1)
Measure BLER in points specified in table 7.6.2.2.

7.6.2.5
Test Requirements

For the parameters specified in table 7.6.2.1 the BLER shall not exceed the value at the DPCH_Ec/Ior specified in table 7.6.2.2.

7.6.3
Demodulation of DCH in Site Selection Diversity Transmission Power Control mode

7.6.3.1
Definition and applicability

The bit error characteristics of UE receiver is determined in Site Selection Diversity Transmission Power Control (SSDT) mode. Two Node B emulators are required for this performance test. The delay profiles of signals received from different base stations are assumed to be the same but time shifted by 10 chip periods.

The requirements and this test apply to all types of UTRA for the FDD UE.

7.6.3.2
Minimum requirements

The downlink physical channels and their relative power to Ior are the same as those specified in clause E.3.3 irrespective of Node Bs and the test cases. DPCH_Ec/Ior value applies whenever DPDCH in the cell is transmitted. In Test 1 and Test 3, the received powers at UE from two Node Bs are the same, while 3dB offset is given to one that comes from one of Node Bs for Test 2 and Test 4 as specified in table 7.6.3.1.

For the parameters specified in table 7.6.3.1 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.6.3.2.

Table 7.6.3.1: DCH parameters in multi-path propagation conditions during SSDT mode
(Propagation condition: Case 1)

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	12,2
	12,2
	12,2
	kbps

	Feedback error rate (note)
	4
	4
	4
	4
	%

	Number of FBI bits assigned to "S" Field
	1
	1
	2
	2
	

	Code word Set
	Long
	Long
	Short
	Short
	

	NOTE:
Feedback error rate is defined as FBI bit error rate.


Table 7.6.3.2: DCH requirements in multi-path propagation conditions during SSDT Mode

	Test Number
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	BLER

	1
	7,5 dB
	10-2

	2
	6,5 dB
	10-2

	3
	10,5 dB
	10-2

	4
	9,2 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.6.3.1.

7.6.3.3
Test purpose

To verify that UE reliably demodulates the DPCH of the selected Node B while site selection diversity is enabled during soft handover.

7.6.3.4
Method of test

7.6.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect two SS's, multi-path fading simulators and an AWGN source to the UE antenna connector as shown in figure A.11.

2)
Set up a call according to the Generic call setup procedure, and RF parameters are set up according to table 7.6.3.1 and table 7.6.3.2.

3)
Enter the UE into loopback test mode and start the loopback test.

4)
Activate SSDT function.

5)
Set up fading simulators as fading condition case 1, which is described in table D.2.2.1.

7.6.3.4.2
Procedure

Measure BLER in points specified in table 7.6.3.2.

7.6.3.5
Test Requirements

BLER shall not exceed the value at the DPCH_Ec/Ior specified in table 7.6.3.2.

7.7
Demodulation in Handover conditions

7.7.1
Demodulation of DCH in Inter-Cell Soft Handover 

7.7.1.1
Definition and applicability

The bit error ratio characteristics of UE is determined during an inter-cell soft handover. During the soft handover a UE receives signals from different Base Stations. A UE has to be able to demodulate two P-CCPCH channels and to combine the energy of DCH channels. Delay profiles of signals received from different Base Stations are assumed to be the same but time shifted by 10 chips.

The receive characteristics of the different channels during inter-cell handover are determined by the Block Error Ratio (BLER) values.

The UE shall be tested only according to the data rate, supported. The data-rate-corresponding requirements shall apply to the UE.

7.7.1.2
Minimum requirements

For the parameters specified in table 7.7.1.1 the average downlink 
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 power ratio shall be below the specified value for the BLER shown in table 7.7.1.2.

Table 7.7.1.1: DCH parameters in multi-path propagation conditions during Soft Handoff (Case 3)

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Phase reference
	P-CPICH
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	0
	0
	3
	6
	dB
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	-60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	64
	144
	384
	kbps


Table 7.7.1.2: DCH requirements in multi-path propagation conditions during Soft Handoff (Case 3)

	Test Number
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	BLER

	1
	15,2 dB
	10-2

	2
	11,8 dB
	10-1

	
	11,3 dB
	10-2

	3
	9,6 dB
	10-1

	
	9,2 dB
	10-2

	4
	6,0 dB
	10-1

	
	5,5 dB
	10-2


The reference for this requirement is TS 25.101 [1] clause 8.7.1.1.

7.7.1.3
Test purpose

To verify that the BLER does not exceed the value at the DPCH_Ec/Ior specified in table 7.7.1.2.

7.7.1.4
Method of test

7.7.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

[TBD]

7.7.1.4.2
Procedures

1)
Connect the SS, multi-path fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.11.

2)
Set up the call.

3)
Set the test parameters for test 1-5 as specified in table 7.7.1.1.

4)
Count, at the SS, the number of information blocks transmitted and the number of correctly received information blocks at the UE.

5)
Measure BLER of DCH channel.

7.7.1.5
Test requirements

For the parameters specified in table 7.7.1.1 the BLER shall not exceed the value at the DPCH_Ec/Ior specified in table 7.7.1.2.

7.7.2
Combining of TPC commands from radio links of different radio link sets
7.7.2.1
Definition and applicability

When a UE is in soft handover, multiple TPC commands may be received in each slot from different cells in the active set. In general, the TPC commands transmitted in the same slot in the different cells may be different and need to be combined to give TPC_cmd as specified in TS 25.214 [5], in order to determine the required uplink power step.

The requirements and this test apply to all types of UTRA for the FDD UE.

7.7.2.2
Minimum requirements

Test parameters are specified in table 7.7.2.1. The delay profiles of the signals received from the different cells are the same but time-shifted by 10 chips.

For Test 1, the uplink power changes between adjacent slots shall be as shown in table 7.7.2.2 over the 4 consecutive slots. Note that this case is without an additional noise source Ioc.

For Test 2, the Cell1 and Cell2 TPC patterns are repeated a number of times. If the transmitted power of a given slot is increased compared to the previous slot, then a variable "Transmitted power UP" is increased by one, otherwise a variable "Transmitted power DOWN" is increased by one. The requirements for "Transmitted power UP" and "Transmitted power DOWN" are shown in table 7.7.2.3.

Table 7.7.2.1: Parameters for TPC command combining 

	Parameter
	Test 1
	Test 2
	Unit

	Phase reference
	P-CPICH
	-

	DPCH_Ec/Ior
	12
	dB
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	60
	dBm / 3,84 MHz
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	-
	-60
	dBm / 3,84 MHz

	Power-Control-Algorithm
	Algorithm 1
	-

	Cell 1 TPC commands over 4 slots
	{0,0,1,1}
	-

	Cell 2 TPC commands over 4 slots
	{0,1,0,1}
	-

	Information Data Rate
	12,2
	Kbps

	Propagation condition
	Static without AWGN source 
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	Multi-path fading case 3
	-


Table 7.7.2.2: Requirements for Test 1

	Test Number
	Required power changes over the 4 consecutive slots

	1
	Down, Down, Down, Up


Table 7.7.2.3: Requirements for Test 2
	Test Number
	Ratio

(Transmitted power UP) / (Total number of slots)
	Ratio 

(Transmitted power DOWN) / (Total number of slots)

	2
	0,25
	0,5


The reference for this requirement is TS 25.101 [1] clause 8.7.2.1.

7.7.2.3
Test purpose

To verify that the combining of TPC commands received in soft handover results in TPC_cmd being derived so as to meet the requirements stated in tables 7.7.2.2 and 7.7.2.3.

7.7.2.4
Method of test

7.7.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect two SS's to the UE antenna connector as shown in figure A.13.

2)
Set the test parameters as specified in table 7.7.2.1 for Test 1.

3)
Set up a call according to the Generic Call Setup procedure.

4)
Signal the uplink DPCH power control parameters to use Algorithm 1 and a step size of 1dB.

5)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding the generic call setup procedure and loopback test.

7.7.2.4.2
Procedures

1)
Before proceeding with paragraph (2), set the output power of the UE, measured at the UE antenna connector, to be in the range –10  9 dBm. This may be achieved by setting the downlink signal (Îor) to yield an appropriate open loop output power and/or by generating suitable downlink TPC commands from the SSs.

2)
Send the following sequences of TPC commands in the downlink from each SS over a period of 5 timeslots:

	
	Downlink TPC commands

	
	Slot #0
	Slot #1
	Slot #2
	Slot #3
	Slot #4

	SS1
	0
	0
	0
	1
	1

	SS2
	0 
	0
	1
	0
	1


3)
Measure the mean power at the UE antenna connector in timeslots # 0, 1, 2, 3 and 4, not including the 25 s transient periods at the start and end of each slot.

4)
End test 1 and disconnect UE.

5)
Connect two SS's and an AWGN source to the UE antenna connector as shown in figure A.11.

6)
Initialise variables "Transmitted power UP" and "Transmitted power DOWN" to zero.

7)
Set the test parameters as specified in table 7.7.2.1 for Test 2.

8)
Set up a call according to the Generic Call Setup procedure.

9)
Signal the uplink DPCH power control parameters to use Algorithm 1 and a step size of 1 dB.

10)
Enter the UE into loopback test mode and start the loopback test.

11)
Perform the following steps a) to d) [15] times:

a)
Before proceeding with step b), set the output power of the UE, measured at the UE antenna connector, to be in the range –10  9 dBm. This may be achieved by generating suitable downlink TPC commands from the SSs.

b)
Send the following sequences of TPC commands in the downlink from each SS over a period of 33 timeslots:

	
	Downlink TPC commands

	SS1
	1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1

	SS2
	1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1


c)
Measure the mean power at the UE antenna connector in each timeslot, not including the 25 s transient periods at the start and end of each slot.

d)
For each timeslot from the 2nd timeslot to the 33rd timeslot inclusive: 


if the mean power in that timeslot is greater than or equal to the mean power in the previous timeslot plus 0,5 dB, increment "Transmitted power UP" by 1;

if the mean power in that timeslot is less than or equal to the mean power in the previous timeslot minus 0,5 dB, increment "Transmitted power DOWN" by 1.
7.7.2.5
Test requirements

1)
In Step 2) of clause 7.7.2.4.2, the mean power in slot #1 shall be less than or equal to the mean power in slot #0 minus 0,5 dB.

2)
In Step 2) of clause 7.7.2.4.2, the mean power in slot #2 shall be less than or equal to the mean power in slot #1 minus 0,5 dB.

3)
In Step 2) of clause 7.7.2.4.2, the mean power in slot #3 shall be less than or equal to the mean power in slot #2 minus 0,5 dB.

4)
In Step 2) of clause 7.7.2.4.2, the mean power in slot #4 shall be greater than or equal to the mean power in slot #3 plus 0,5 dB.

5)
At the end of the test, "Transmitted power UP" shall be greater than or equal to [95] and "Transmitted power DOWN" shall be greater than or equal to [210].
NOTE:
The test limits in requirements (4) and (5) have been computed to give a confidence level of [99,7] % that a UE which follows the core requirements will pass. The number of timeslots has been chosen to get a good compromise between the test time and the risk of passing a bad UE.

7.8
Power control in downlink

Power control in the downlink is the ability of the UE receiver to converge to required link quality set by the network while using as low power as possible in downlink. If a BLER target has been assigned to a DCCH (See clause C.3), then it has to be such that outer loop is based on DTCH and not on DCCH.
7.8.1
Power control in the downlink, constant BLER target

7.8.1.1
Definition and applicability

Power control in the downlink is the ability of the UE receiver to converge to required link quality set by the network while using as low power as possible in downlink. If a BLER target has been assigned to a DCCH (See clause C.3), then it has to be such that outer loop is based on DTCH and not on DCCH. The requirements and this test apply to all types of UTRA for the FDD UE.

7.8.1.2
Minimum requirements

For the parameters specified in table 7.8.1.1 the downlink 
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 power ratio measured values, which are averaged over one slot, shall be below the specified value in table 7.8.1.2 more than 90% of the time. BLER shall be as shown in table 7.8.1.2. Power control in downlink is ON during the test.

Table 7.8.1.1: Test parameter for downlink power control, constant BLER target

	Parameter
	Test 1
	Test 2
	Unit
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	9
	-1
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	kbps

	Target quality on DTCH
	0,01
	BLER

	Propagation condition
	Case 4
	

	Maximum_DL_Power (note)
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	NOTE:
Power is compared to P-CPICH as specified in [9].


Table 7.8.1.2: Requirements in downlink power control, constant BLER target

	Parameter
	Test 1
	Test 2
	Unit
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	-16,0
	-9,0
	dB

	Measured quality on DTCH
	0,01 ± 30 %
	0,01 ± 30 %
	BLER


The reference for this requirement is TS 25.101 [1] clause 8.8.1.1.

7.8.1.3
Test purpose

To verify that the UE receiver is capable of converging to required link quality set by network while using as low power as possible.

7.8.1.4
Method of test

7.8.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN source to the UE antenna connector as shown in figure A.10.

2)
Set up a call according to the Generic call setup procedure.

3)
RF parameters are set up according to table 7.8.1.1.

4)
Enter the UE into loopback test mode and start the loopback test.

5)
SS signals to UE target quality value on DTCH as specified in table 7.8.1.1. SS will vary the physical channel power in downlink according to the TPC commands from UE. Downlink power control mode (DPC_MODE) 0 shall be used. At the same time BLER is measured. This is continued until the target quality value on DTCH is met, within the minimum accuracy requirement.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.8.1.4.2
Procedure

1)
After the target quality on DTCH is met, BLER is measured. Simultaneously the downlink 
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 power ratio averaged over one slot is measured. This is repeated until adequate amount of measurements is done to reach the required confidence level.

2)
The measured quality on DTCH (BLER) and the measured downlink 
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 power ratio values averaged over one slot are compared to limits in table 7.8.1.2.

7.8.1.5
Test Requirements

a)
The measured quality on DTCH does not exceed the values in table 7.8.1.2.

b)
The downlink 
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 power ratio values, which are averaged over one slot, shall be below the values in table 7.8.1.2 more than 90 % of the time.

7.8.2
Power control in the downlink, initial convergence

7.8.2.1
Definition and applicability

This requirement verifies that DL power control works properly during the first seconds after DPCH connection is established. The requirements and this test apply to all types of UTRA for the FDD UE.
7.8.2.2
Minimum requirements

For the parameters specified in table 7.8.2.1 the downlink DPCH_Ec/Ior power ratio measured values, which are averaged over 50 ms, shall be within the range specified in table 7.8.2.2 more than 90 % of the time. T1 equals to 500 ms and it starts 10 ms after the DPDCH connection is initiated. T2 equals to 500 ms and it starts when T1 has expired. Power control is ON during the test.

Table 7.8.2.1: Test parameters for downlink power control, initial convergence

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Target quality value on DTCH
	0,01
	0,01
	0,1
	0,1
	BLER

	Initial DPCH_Ec/Ior
	-5,9
	-25,9
	-2,1
	-22,1
	dB

	Information Data Rate
	12,2
	12,2
	64
	64
	kbps
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	-60
	dBm/3,84 MHz

	Propagation condition
	Static
	

	Maximum_DL_Power (note)
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	

	NOTE:
Power is compared to P-CPICH as specified in [9].


Table 7.8.2.2: Requirements in downlink power control, initial convergence

	Parameter
	Test 1 and Test 2
	Test 3 and Test 4
	Unit

	
[image: image67.wmf]or

c

I

E

DPCH

_

 during T1
	-18,9  -11,9 DPCH_Ec/Ior 
	-15,1  -8,1 DPCH_Ec/Ior 
	dB
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 during T2
	-18,9  -14,9 DPCH_Ec/Ior 
	-15,1  -11,1 DPCH_Ec/Ior 
	dB


The reference for this requirement is TS 25.101 [1] clause 8.8.2.1.

7.8.2.3
Test purpose

To verify that DL power control works properly during the first seconds after DPCH connection is established.

7.8.2.4
Method of test

7.8.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN source to the UE antenna connector as shown in figure A.10.

7.8.2.4.2
Procedure

1)
Set up call using test parameters according to table 7.8.2.1.

2)
SS signals to UE target quality value on DTCH as specified in table 7.8.2.1. SS will vary the physical channel power in downlink according to the TPC commands from UE. Downlink power control mode (DPC_MODE) 0 shall be used.

3)
Measure 
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 power ratio averaged over 50 ms during T1. T1 starts 10 ms after DPDCH connection is initiated and T1 equals to 500 ms.

4)
Measure 
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 power ratio averaged over 50 ms during T2. T2 starts, when T1 has expired and T2 equals to 500 ms.

7.8.2.5
Test Requirements

a)
The downlink
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 power ratio values shall be within the range specified in table 7.8.2.2 during T1 more than 90 % of the time.

b)
The downlink
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 power ratio values shall be within the range specified in table 7.8.2.2 during T2 more than 90 % of the time.

7.8.3
Power control in the downlink, wind up effects

7.8.3.1

Definition and applicability

This requirement verifies that, after the downlink maximum power is limited in the UTRAN and it has been released again, the downlink power control in the UE does not have a wind up effect, i.e. the required DL power has increased during time period the DL power was limited. The requirements and this test apply to all types of UTRA for the FDD UE.

7.8.3.2
Minimum requirements

This test is run in three stages where stage 1 is for convergence of the power control loop, in stage two the maximum downlink power for the dedicated channel is limited not to be higher than the parameter specified in table 7.8.3.1. All parameters used in the three stages are specified in table 7.8.3.1. The downlink
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 power ratio measured values, which are averaged over one slot, during stage 3 shall be lower than the value specified in table 7.8.3.2 more than 90 % of the time. Power control of the UE is ON during the test.

Table 7.8.3.1: Test parameter for downlink power control, wind-up effects

	Parameter
	Test 1
	Unit

	
	Stage 1
	 Stage 2
	Stage 3
	

	Time in each stage
	>15
	5
	0,5
	s
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	5
	dB
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	-60
	dBm/3,84 MHz

	Information Data Rate
	12,2
	kbps

	Quality target on DTCH
	0,01
	BLER

	Propagation condition
	Case 4
	

	Maximum_DL_Power (note)
	7
	-6,2
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	NOTE:
Power is compared to P-CPICH as specified in [9].


Table 7.8.3.2: Requirements in downlink power control, wind-up effects

	Parameter
	Test 1, stage 3
	Unit
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	-13,3
	dB


The reference for this requirement is TS 25.101 [1] clause 8.8.3.1.

7.8.3.3
Test purpose

To verify that the UE downlink power control does not require too high downlink power during a period after the downlink power is limited by the UTRAN.

7.8.3.4
Method of test

7.8.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN source to the UE antenna connector as shown in figure A.10.

2)
Set up a call according to the Generic call setup procedure.

3)
Enter the UE into loopback test mode and start the loopback test.

4)
RF parameters are set up according to table 7.8.3.1. Stage 1 is used for the power control to converge and during Stage 2 the maximum downlink power is limited by UTRAN.

5)
SS signals to UE target quality value on DTCH as specified in table 7.8.3.1. SS will vary the physical channel power in downlink according to the TPC commands from UE. Downlink power control mode (DPC_MODE) 0 shall be used.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.8.3.4.2
Procedure

1)
Measure 
[image: image77.wmf]or

c

I

E

DPCH

_

 power ratio during stage 3 according to table 7.8.3.1.

7.8.3.5
Test Requirements

The downlink 
[image: image78.wmf]or

c

I

E

DPCH

_

power ratio values, which are averaged over one slot, shall be lower than the level specified in table 7.8.3.2 during stage 3 more than 90 % of the time.

7.9
Downlink compressed mode

Downlink compressed mode is used to create gaps in the downlink transmission, to allow the UE to make measurements on other frequencies.

7.9.1
Single link performance

7.9.1.1
Definition and applicability

The receiver single link performance of the Dedicated Traffic Channel (DCH) in compressed mode is determined by the Block Error Ratio (BLER) and transmitted DPCH_Ec/Ior power ratio in the downlink.

The compressed mode parameters are given in clause C.5. Tests 1 and 2 are using Set 1 compressed mode pattern parameters from table C.5.1 in clause C.5 while tests 3 and 4 are using Set 2 compressed mode patterns from the same table.
The requirements and this test apply to all types of UTRA for the FDD UE.

7.9.1.2
Minimum requirements

For the parameters specified in table 7.9.1 the downlink 
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 power ratio measured values, which are averaged over one slot, shall be below the specified value in table 7.9.2 more than 90% of the time. The measured quality on DTCH shall be as required in table 7.9.2.

Downlink power control is ON during the test. Uplink TPC commands shall be error free. System simulator shall increase the transmitted power during compressed frames by the same amount that UE is expected to increase its SIR target during those frames. 

Table 7.9.1: Test parameter for downlink compressed mode

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Delta SIR1
	0
	3
	0
	3
	dB

	Delta SIR after1
	0
	3
	0
	3
	dB

	Delta SIR2
	0
	0
	0
	0
	dB

	Delta SIR after2
	0
	0
	0
	0
	dB
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	60
	dBm / 3,84 MHz

	Information Data Rate
	12,2
	kbps

	Propagation condition
	Case 2
	

	Target quality value on DTCH
	0,01
	BLER

	Maximum DL Power (note)
	7
	dB

	Minimum DL Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	-

	NOTE:
Power is compared to P-CPICH as specified in [9].


Table 7.9.2: Requirements in downlink compressed mode

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit
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	-15,4
	No requirements
	-15,4
	No requirements
	dB

	Measured quality of compressed and recovery frames
	No requirements
	< 0,001
	No requirements
	< 0,001
	BLER

	Measured quality on DTCH
	0,01  30 %
	BLER


The reference for this requirement is TS 25.101 [1] clause 8.9.1.1.

7.9.1.3
Test purpose

The purpose of this test is to verify the reception of DPCH in a UE while downlink is in a compressed mode. The UE needs to preserve the BLER using sufficient low DL power. It is also verified that UE applies the Delta SIR values, which are signaled from network, in its outer loop power control algorithm. 

7.9.1.4
Method of test

7.9.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN source to the UE antenna connector as shown in figure A.10.

2)
Set up a call according to the Generic call setup procedure.

3)
RF parameters are set up according to table 7.9.1. SS shall increase the transmitted power during compressed mode frames by the same amount that UE is expected to increase its SIR target during those frames.

4)
Set compressed mode parameters according to table C.5.1. Tests 1 and 2 are using Set 1 compressed mode pattern parameters and while tests 3 and 4 are using Set 2 compressed mode pattern parameters.

5)
Enter the UE into loopback test mode and start the loopback test.

6)
SS signals to UE target quality value on DTCH as specified in table 7.9.1. Uplink TPC commands shall be error free. SS will vary the physical channel power in downlink according to the TPC commands from UE. SS response time for UE TPC commands shall be one slot. At the same time BLER is measured. This is continued until the target quality value on DTCH is met, within the minimum accuracy requirement.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

7.9.1.4.2
Procedure

1)
Test 1: Measure quality on DTCH and 
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 power ratio values averaged over one slot.
2)
Test 2: Measure quality on DTCH and quality of compressed and recovery frames.
3)
Test 3: Measure quality on DTCH and 
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 power ratio values averaged over one slot.
4)
Test 4: Measure quality on DTCH and quality of compressed and recovery frames.
7.9.1.5
Test requirements

a)
Test 1: The downlink
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 power ratio values averaged over one slot shall be below the values in table 7.9.2 more than 90 % of the time. The measured quality on DTCH shall be as required in table 7.9.2.

b)
Test 2: Measured quality on DTCH and measured quality of compressed and recovery frames do not exceed the values in table 7.9.2.

c)
Test3: The downlink
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 power ratio values averaged over one slot shall be below the values in table 7.9.2 more than 90 % of the time. The measured quality on DTCH shall be as required in table 7.9.2.

d)
Test 4: Measured quality on DTCH and measured quality of compressed and recovery frames do not exceed the values in table 7.9.2.

7.10
Blind transport format detection

7.10.1
Definition and applicability

Performance of Blind transport format detection is determined by the Block Error Ratio (BLER) values and by the measured average transmitted DPCH_Ec/Ior value.

7.10.2
Minimum requirements

For the parameters specified in table 7.10.1 the average downlink 
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 power ratio shall be below the specified value for the BLER and FDR shown in table 7.10.2.

Table 7.10.1: Test parameters for Blind transport format detection
	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5
	Test 6
	Unit
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	dB
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	60
	dBm / 3.84 MHz

	Information Data Rate
	12,2 (rate 1)
	7,95 (rate 2)
	1,95 (rate 3)
	12,2 (rate 1)
	7,95 (rate 2)
	1,95 (rate 3)
	kbps

	propagation condition
	static
	multi-path fading case 3
	-

	TFCI
	off
	-


Table 7.10.2: The Requirements for DCH reception in Blind transport format detection
	Test Number
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	BLER
	FDR

	1
	17,7dB
	10-2
	10-4

	2
	17,8dB
	10-2
	10-4

	3
	18,4dB
	10-2
	10-4

	4
	13,0dB
	10-2
	10-4

	5
	13,2dB
	10-2
	10-4

	6
	13,8dB
	10-2
	10-4

	NOTE:
The value of DPCH_Ec/Ior, Ioc, and Ior/Ioc are defined in case of DPCH is transmitted.


NOTE:
In the test, 9 deferent Transport Format Combinations (table 7.10.3) are sent during the call set up procedure, so that UE has to detect correct transport format in this 9 candidates.

Table.7.10.3: Transport format combinations informed during the call set up procedure in the test

	
	1
	2
	3
	4
	5
	6
	7
	8
	9

	DTCH
	12,2 k
	10,2 k
	7,95 k
	7,4 k
	6,7 k
	5,9 k
	5,15 k
	4,75 k
	1,95 k

	DCCH
	
	
	
	
	2,4 k
	
	
	
	


7.10.3
Test purpose

To verify the ability of the blind transport format detection to receive a predefined test signal, representing a static propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a block error ratio (BLER) and false transport format detection ratio (FDR) not exceeding a specified value.

To verify the ability of the blind transport format detection to receive a predefined test signal, representing a malti-path propagation channel for the wanted and for the co-channel signals from serving and adjacent cells, with a block error ratio (BLER) and false transport format detection ratio (FDR) not exceeding a specified value.

7.10.4
Method of test

7.10.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS and AWGN noise source to the UE antenna connector as shown in figure A.9 in the case for test 1-3. Connect the SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.10 in the case of test 4-6.

2.
Set up a call according to the Generic call setup procedure.

3.
Set the test parameters for test 1-6 as specified table 7.10.1 and table 7.10.2.

4.
Enter the UE into loopback test mode and start the loopback test.

5.
In the case of test 4-6, Setup fading simulator as fading condition case 3 which are described in table D.2.2.1.

7.10.4.2
Procedure

Measure BLER and FDR of DCH.

7.10.5
Test requirements

BLER and FDR shall not exceed the values at the DPCH_Ec/Ior specified in table 7.10.2.

8
Requirements for support of RRM

8.1
General

8.2
Idle Mode Tasks

8.2.1
Cell Selection

Void.

8.2.2
Cell Re-Selection

8.2.2.1
Scenario 1: Single carrier case

8.2.2.1.1
Definition and applicability

The cell re-selection delay is defined as the time from a change of cell levels to the moment when this change makes the UE camp on a new cell, and starts to send preambles on the PRACH for the RRC CONNECTION REQUEST message to perform a Location Registration on the new cell.

The requirements and this test apply to the FDD UE.

8.2.2.1.2
Minimum requirement

The cell re-selection delay shall be less than 8 s with a DRX cycle length of 1.28 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90% with a confidence level of [FFS]%.

NOTE:
The cell re-selection delay can be expressed as: TevaluateFDD + TSI, where:

	TevaluateFDD
	See Table 4.1 in TS 25.133 [2] clause 4.2.2.

	TSI
	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.


This gives a total of 7.68 s, allow 8s in the test case.

The normative reference for this requirement is TS 25.133 [2] clauses 4.2.2.2 and A.4.2.1.

8.2.2.1.3
Test purpose

To verify that the UE meets the minimum requirement.

8.2.2.1.4
Method of test

8.2.2.1.4.1
Initial conditions

This scenario implies the presence of 1 carrier and 6 cells as given in tables 8.2.2.1.1 and 8.2.2.1.2. The UE is requested to monitor neighbouring cells on 1 carrier. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1 280 ms. Cell 1 and cell 2 shall belong to different Location Areas.

Table 8.2.2.1.1: General test parameters for Cell Re-selection single carrier multi-cell case

	Parameter
	Unit
	Value
	Comment

	Access Service Class (ASC#0)
‑ Persistence value
	
-
	 
1
	Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

	DRX cycle length
	s
	1,28
	The value shall be used for all cells in the test.

	T1
	s
	15
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	15
	T2 need to be defined so that cell re-selection reaction time is taken into account.


Table 8.2.2.1.2: Test parameters for Cell re-selection single carrier multi cell

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3
	Cell 4
	Cell 5
	Cell 6

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 1
	Channel 1
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 
	 -10 
	 -10 
	 -10 
	 -10 
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 

	SCH_Ec/Ior
	dB
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 

	PICH_Ec/Ior
	dB
	 -15 
	 -15 
	 -15 
	 -15 
	 -15 
	 -15 

	OCNS_Ec/Ior
	dB
	-0,941
	-0,941
	-0,941
	-0,941
	-0,941
	-0,941
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	dB
	7,3 
	10,27
	10,27
	7,3 
	0,27
	0,27
	0,27
	0,27
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	dBm / 3,84 MHz
	‑70

	CPICH_Ec/Io
	dB
	-16 
	-13 
	-13 
	-16 
	-23 
	-23 
	-23
	-23

	Propagation Condition 
	
	AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0

	Qqualmin
	dB
	-20
	-20
	-20
	-20
	-20
	-20

	Qrxlevmin
	dBm
	-115
	-115
	-115
	-115
	-115
	-115

	UE_TXPWR_MAX_
RACH
	dB
	21
	21
	21
	21
	21
	21

	Qoffset2s, n
	dB
	C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
	C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
	C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
	C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
	C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
	C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

	Qhyst2
	dB
	0
	0
	0
	0
	0
	0

	PENALTY_TIME
	s
	0
	0
	0
	0
	0
	0

	TEMPORARY_OFFSET2
	dB
	0
	0
	0
	0
	0
	0

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Sintrasearch
	dB
	not sent
	not sent
	not sent
	not sent
	not sent
	not sent


8.2.2.1.4.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters and monitors cell 1 and 2 for random access requests from the UE.

b)
The UE is switched on.

c)
The SS waits for random access requests from the UE.

d)
After 15 s, the parameters are changed as described for T2.

e)
The SS waits for random access requests from the UE.

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for random access requests from the UE.

h)
Repeat step d) to g) [TBD] times.

8.2.2.1.5
Test requirements

1)
In step c), after the UE has responded on cell 2, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 1 within 8 s.

3)
In step g), the UE shall respond on cell 2 within 8 s.

For the test to pass, the total number of fulfilled test requirements 2) and 3) shall be more than [FFS]% of the cases.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.2.2.2
Scenario 2: Multi carrier case

8.2.2.2.1
Definition and applicability

The cell re-selection delay is defined as the time from a change of cell levels to the moment when this change makes the UE camp on a new cell, and starts to send preambles on the PRACH for the RRC CONNECTION REQUEST message to perform a Location Registration on the new cell.

The requirements and this test apply to the FDD UE.

8.2.2.2.2
Minimum requirement

The cell re-selection delay shall be less than 8 s with a DRX cycle length of 1.28 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90% with a confidence level of [FFS]%.

NOTE:
The cell re-selection delay can be expressed as: TevaluateFDD + TSI, where:

	TevaluateFDD
	See Table 4.1 in TS 25.133 [2] clause 4.2.2.

	TSI
	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.


This gives a total of 7.68 s, allow 8s in the test case.

The normative reference for this requirement is TS 25.133 [2] clauses 4.2.2.3 and A.4.2.2.

8.2.2.2.3
Test purpose

To verify that the UE meets the minimum requirement.

8.2.2.2.4
Method of test

8.2.2.2.4.1
Initial conditions

This scenario implies the presence of 2 carriers and 6 cells as given in tables 8.2.2.2.1 and 8.2.2.2.2. The UE is requested to monitor neighbouring cells on 2 carriers. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1 280 ms. Cell 1 and cell 2 shall belong to different Location Areas.

Table 8.2.2.2.1: General test parameters for Cell Re-selection in multi carrier case

	Parameter
	Unit
	Value
	Comment

	Access Service Class (ASC#0)
‑ Persistence value
	
-
	 
1
	Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

	DRX cycle length
	S
	1,28
	The value shall be used for all cells in the test.

	T1
	s
	30
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	15
	T2 need to be defined so that cell re-selection reaction time is taken into account.


Table 8.2.2.2.2: Test parameters for Cell re-selection multi carrier multi cell

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3
	Cell 4
	Cell 5
	Cell 6

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 1
	Channel 2
	Channel 2

	CPICH_Ec/Ior
	dB
	 -10 
	 -10 
	 -10 
	 -10 
	 -10 
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 

	SCH_Ec/Ior
	dB
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 

	PICH_Ec/Ior
	dB
	 -15 
	 -15 
	 -15 
	 -15 
	 -15 
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
	-0.941
	-0.941
	-0.941
	-0.941
	-0.941
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	dB
	-3.4
	2.2
	2.2
	-3.4
	-7.4 
	-4.8
	-7.4 
	-4.8
	-4.8 
	-7.4
	-4.8
	-7.4
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	dBm / 3.84 MHz
	 -70 

	CPICH_Ec/Io
	dB
	-16 
	-13 
	-13 
	-16 
	-20 
	-20
	-20
	-20

	Propagation Condition 
	
	AWGN

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0

	Qqualmin
	dB
	-20
	-20
	-20
	-20
	-20
	-20

	Qrxlevmin
	dBm
	-115
	-115
	-115
	-115
	-115
	-115

	UE_TXPWR_MAX_
RACH
	dB
	21
	21
	21
	21
	21
	21

	Qoffset2s, n
	dB
	C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
	C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
	C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
	C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
	C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
	C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

	Qhyst2
	dB
	0
	0
	0
	0
	0
	0

	PENALTY_TIME
	s
	0
	0
	0
	0
	0
	0

	TEMPORARY_OFFSET
	dB
	0
	0
	0
	0
	0
	0

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Sintrasearch
	dB
	not sent
	not sent
	not sent
	not sent
	not sent
	not sent

	Sintersearch
	dB
	not sent
	not sent
	not sent
	not sent
	not sent
	not sent


8.2.2.2.4.2
Procedures

a)
The SS activates cell 1-6 with T1 defined parameters and monitors cell 1 and 2 for random access requests from the UE.

b)
The UE is switched on.

c)
The SS waits for random access requests from the UE.

d)
After 30 s, the parameters are changed as described for T2.

e)
The SS waits for random access request from the UE.

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for random access requests from the UE.

h)
Reduce T1 to 15 s and repeat step d) to g) [TBD] times.

NOTE:
T1 is initially 30 s to allow enough time for the UE to search for cells as it has no prior knowledge of these.

8.2.2.2.5
Test requirements

1)
In step c), after the UE has responded on cell 2, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 1 within 8 s.

3)
In step g), the UE shall respond on cell 2 within 8 s.

For the test to pass, the total number of fulfilled test requirements 2) and 3) shall be more than [FFS]% of the cases.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.2.3
UTRAN to GSM Cell Re-Selection


8.2.3.1
Scenario 1: Both UTRA and GSM level changed

8.2.3.1.1
Definition and applicability

The cell re-selection delay is defined as the time from a change of cell levels to the moment when this change makes the UE camp on a new cell and starts to send the RR Channel Request message for location update to the new cell.

The requirements and this test apply to the combined FDD and GSM UE.

8.2.3.1.2
Minimum requirement

The cell re-selection delay shall be less than 26 s + TBCCH, where TBCCH  is the maximum time allowed to read BCCH data from GSM cell TS 05.08 [20].

The rate of correct cell reselections observed during repeated tests shall be at least 90% with a confidence level of [FFS]%.

NOTE:
The cell re-selection delay can be expressed as: 4* TmeasureGSM + TBCCH, where:

	TmeasureGSM
	See Table 4.1 in TS 25.133 [2] clause 4.2.2. 

	TBCCH
	Maximum time allowed to read BCCH data from GSM cell TS 05.08 [20]. 
According to [20], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.


This gives a total of 25.6 s + TBCCH, allow 26 s + TBCCH in the test case.

The normative reference for this requirement is TS 25.133 [2] clauses 4.2.2 and A.4.3.1.

8.2.3.1.3
Test purpose

To verify that the UE meets the minimum requirement.

8.2.3.1.4
Method of test

8.2.3.1.4.1
Initial conditions

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Cell 1 and cell 2 shall belong to different Location Areas.

Table 8.2.3.1.1: General test parameters for UTRAN to GSM Cell Re-selection 

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2
	

	Final condition
	Active cell 
	
	Cell2
	

	DRX cycle length
	s
	1.28
	

	T1
	s
	[TBD]
	

	T2
	s
	[TBD]
	


Table 8.2.3.1.2: Cell re-selection UTRAN to GSM cell case (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
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	dB
	0
	-5
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	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	 -13 
	  -16.2 

	CPICH_RSCP
	dBm
	 -80
	 -85

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	PENALTY_TIME
	s
	C2: 0

	TEMPORARY_OFFSET1
	dB
	C2: 0

	Treselection
	s
	0

	SsearchRAT
	dB
	not sent


Table 8.2.3.1.3: Cell re-selection UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-90
	-75

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


8.2.3.1.4.2
Procedure

a)
The SS activates cell 1 and 2 with T1 defined parameters and monitors cell 1 and 2 for random access requests from the UE.

b)
The UE is switched on.

c)
The SS waits for random access requests from the UE.

d)
After T1 s, the parameters are changed as described for T2.

e)
The SS waits for random access requests from the UE.

f)
After T2 s, the parameters are changed as described for T1.

g)
The SS waits for random access requests from the UE.   

h)
Repeat step d) to g) [TBD] times.

8.2.3.1.5
Test requirements

1)
In step c), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 2 within 28 s.

3)
In step g), the UE shall respond on cell 1

For the test to pass, the total number of fulfilled test requirements in step 2) shall be at least 90% of the cases.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.2.3.2
Scenario 2: Only UTRA level changed

8.2.3.2.1
Definition and applicability

The cell re-selection delay is defined as the time from a change of cell levels to the moment when this change makes the UE camp on a new cell and starts to send the RR Channel Request message for location update to the new cell.

The requirements and this test apply to the combined FDD and GSM UE.

8.2.3.2.2
Minimum requirement

The cell re-selection delay shall be less than 4 s + TBCCH, where TBCCH  is the maximum time allowed to read BCCH data from GSM cell TS 05.08 [20].

The rate of correct cell reselections observed during repeated tests shall be at least 90% with a confidence level of [FFS]%.

NOTE:
The cell re-selection delay can be expressed as: 3* TmeasureFDD + TBCCH, where:

	TmeasureFDD
	See Table 4.1 in TS 25.133 [2] clause 4.2.2.

	TBCCH
	Maximum time allowed to read BCCH data from GSM cell TS 05.08 [20].
According to [20], the maximum time allowed to read the BCCH data, when being synchronized to a BCCH carrier, is 1.9 s.


This gives a total of 3.84 s + TBCCH, allow 4 s + TBCCH in the test case.

The normative reference for this requirement is TS 25.133 [2] clauses 4.2.2 and A.4.3.2.

8.2.3.2.3
Test purpose

To verify that the UE meets the minimum requirement.

8.2.3.2.4
Method of test

8.2.3.2.4.1
Initial conditions

This scenario implies the presence of 1 UTRAN serving cell, and 1 GSM cell to be re-selected. The UE is requested to monitor neighbouring cells on 1 UMTS carrier and 12 GSM cells. Cell 1 and cell 2 shall belong to different Location Areas.

Table 8.2.3.2.1: General test parameters for UTRAN to GSM Cell Re-selection 

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cell
	
	Cell2
	

	Final condition
	Active cell 
	
	Cell2
	

	DRX cycle length
	s
	1.28
	

	T1
	s
	45
	

	T2
	s
	10
	


Table 8.2.3.2.2: Cell re-selection UTRAN to GSM cell case (cell 1)
	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
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	dBm/3.84 MHz
	‑81

	CPICH_Ec/Io
	dB
	 -10.0
	  -19.5

	CPICH_RSCP
	dBm
	 -70
	 -100

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Qoffset1s, n
	dB
	C1, C2: 0

	Qhyst1
	dB
	0

	PENALTY_TIME
	s
	C2: 0

	TEMPORARY_OFFSET1
	dB
	C2: 0

	Treselection
	s
	0

	SsearchRAT
	dB
	not sent


Table 8.2.3.2.3: Cell re-selection UTRAN to GSM cell case (cell 2)
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-80
	-80

	RXLEV_ACCESS_MIN
	dBm
	-104

	MS_TXPWR_MAX_CCH
	dBm
	33


8.2.3.2.4.2
Procedure

a)
The SS activates cell 1 and 2 with T1 defined parameters and monitors cell 1 and 2 for random access requests from the UE.

b)
The UE is switched on.

c)
The SS waits for random access requests from the UE.

d)
After 45 s, the parameters are changed as described for T2.

e)
The SS waits for random access requests from the UE.

f)
After 10 s, the parameters are changed as described for T1.

g)
The SS waits for random access requests from the UE.   

h)
Repeat step d) to g) [TBD] times.

8.2.3.2.5
Test requirements

1)
In step c), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 2 within 6 s.

3)
In step g), the UE shall respond on cell 1

For the test to pass, the total number of fulfilled test requirements in step 2) shall be at least 90% of the cases.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.2.4
FDD/TDD cell re-selection

8.2.4.1
Definition and applicability

The cell re-selection delay is defined as the time from the cell quality levels change to the moment when this change makes the UE reselect a better ranked cell, and starts to send the RRC CONNECTION REQUEST message to perform a Location Registration on the new cell.

This test is for the case where the UE camps on an FDD cell and reselects to a TDD cell.

The requirements and this test apply to UEs supporting both FDD and TDD.

8.2.4.2
Minimum requirement

The cell re-selection delay shall be less than 8 s with a DRX cycle length of 1,28 s. This shall be verified in more than [FFS]% of the cases with a confidence level of [FFS]%.

The normative reference for this requirement is TS 25.133 [2] clauses 4.2.2.4 and A.4.4.

8.2.4.3
Test purpose

To verify that the UE meets the minimum requirement for the case where the UE camps on an FDD cell and reselects to a TDD cell.

8.2.4.4
Method of test

8.2.4.4.1
Initial conditions

This scenario implies the presence of 1 FDD and 1 TDD cell as given in tables 8.2.4.1 and 8.2.4.2.

For this test environment the ranking/mapping function indicated in the broadcast of cell 1 shall be in such a way as to enable the UE to evaluate that the FDD cell 1 is better ranked than the TDD cell 2 during T1 and the TDD cell 2 is better ranked than the FDD cell 1 during T2. Cell 1 and cell 2 shall belong to different Location Areas.

Table 8.2.4.1: General test parameters for FDD/TDD cell re-selection

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	FDD cell

	
	Neighbour cells
	
	Cell2
	TDD cell

	Final condition
	Active cell 
	
	Cell2
	

	Access Service Class (ASC#0)
‑ Persistence value
	

	
1
	Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

	DRX cycle length
	S
	1.28
	The value shall be used for all cells in the test.

	T1
	S
	15
	Cell 1 better ranked than cell 2

	T2
	S
	15
	Cell2 better ranked than cell 1


Table 8.2.4.2: Test parameters for FDD/TDD cell re-selection

	Parameter
	Unit
	Cell 1
	Cell 2

	Timeslot Number
	
	n.a
	n.a.
	0
	8

	
	
	
	
	
	
	
	

	
	
	T 1
	T 2
	T1
	T2
	T 1
	T 2

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	n.a.
	n.a.

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-3
	-3
	
	

	SCH_Ec/Ior
	dB
	-12
	-12
	-9
	-9
	-9
	-9

	SCH_toffset
	
	n.a.
	n.a.
	0
	0
	0
	0

	PICH_Ec/Ior
	
	-15
	-15
	
	
	-3
	-3

	OCNS
	dB
	-0,941
	-0,941
	-4,28
	-4,28
	-4,28
	-4,28
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	dB
	3
	-2
	-2
	3
	-2
	3
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	dBm/3.84 MHz
	 -70 

	CPICH_RSCP
	dBm
	-77
	-82
	n.a.
	n.a.

	PCCPCH_RSCP
	dBm
	n.a.
	n.a.
	-75
	-70
	
	

	Cell_reselection_and quality _measure
	
	CPICH_RSCP
	

	Treselection
	s
	0
	
	0

	Propagation Condition 
	
	AWGN
	
	AWGN


8.2.4.4.2
Procedures

a)
The SS activates cell 1 and cell 2 with T1 defined parameters and monitors them for random access requests from the UE.

b)
The UE is switched on.

c)
The SS waits for random access requests from the UE.

d)
After 15 s, the parameters are changed as described for T2.

e)
The SS waits for random access request from the UE.

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for random access requests from the UE.

h)
Repeat step d) to g) [TBD] times.

8.2.4.5
Test requirements

1)
In step c), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 2 within 8 s in more than [FFS]% of the cases.

3)
In step g), the UE shall respond on cell 1.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.3
UTRAN Connected Mode Mobility

8.3.1
FDD/FDD Soft Handover

Void

8.3.2
FDD/FDD Hard Handover

Void

8.3.3
FDD/TDD Handover

Void

8.3.4
Inter-system Handover from UTRAN FDD to GSM

Void

8.3.5
Cell Re-selection in CELL_FACH

8.3.5.1
One frequency present in neighbour list
Void

8.3.5.2
Two frequencies present in the neighbour list
Void

8.3.6
Cell Re-selection in CELL_PCH

8.3.6.1
One frequency present in the neighbour list
Void

8.3.6.2
Two frequencies present in the neighbour list
Void

8.3.7
Cell Re-selection in URA_PCH

8.3.7.1
One frequency present in the neighbour list

Void

8.3.7.2
Two frequencies present in the neighbour list

Void

8.4
RRC Connection Control

8.4.1
RRC Re-establishment delay

Void

8.4.2
Random Access

8.4.2.1
Correct behaviour when receiving an ACK
8.4.2.1.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 [5] and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
8.4.2.1.2
Minimum Requirements

The UE shall have capability to calculate initial power according to the open loop algorithm and apply this power level at the first preamble and increase the power on additional preambles. The absolute power applied to the first preamble shall have an accuracy as specified in table 6.3 of TS 25.101 [1]. The relative power applied to additional preambles shall have an accuracy as specified in clause 6.5.2.1 of 25.101 [1].
The absolute power applied to the first preamble shall be -30 dBm with an accuracy as specified in clause 6.4.1.1 of TS 25.101 [1]. The accuracy is ± 9dB in the case of normal condition or ±12dB in the case of extreme condition.

There are two relative powers, one is the power difference for preamble ramping and another is the power difference between last preamble part and message part. From the test parameter in the table 8.4.2.1.2, the test requirement of the power difference for all preamble ramping is 3dB (Power offset P0). The accuracy is ±2 dB as specified in clause 6.5.2.1 of 25.101 [1]. The test requirement of the power difference between 10th preamble PRACH and message part is [3 dB] (note). The accuracy is [±2 dB] as specified in clause 6.5.2.1 of 25.101 [1].
NOTE:
In order to calculate the power difference between 10th preamble PRACH and message part by using Power offset P p-m in the table 8.4.2.1.2, the gain factors of PRACH message part are needed. The gain factor d is set to15. The [temporary] gain factor c is set to [15].

The UE shall stop transmitting preambles upon a ACK on the AICH has been received and then transmit a message. The UE shall transmit 10 preambles and 1 message.
The normative reference for this requirements is TS 25.133 [2] clauses 6.3.2 and A.6.2.2.1.
8.4.2.1.3
Test purpose

The purpose of this test is to verify that the behaviour of the random access procedure is according to the requirements and that the PRACH power settings are within specified limits.
8.4.2.1.4
Method of test

8.4.2.1.4.1
Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.
Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1 in the case of the PRACH power measurement. And in the case of the function test of the random access procedure, connect the SS to the UE antenna connector as shown in figure A.8. A spectrum analyzer is set to 0 span mode. 

2)
A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1.1, table 8.4.2.1.2 and table 8.4.2.1.3. The PRACH procedure within the call setup is used for the test. It is necessary that an ACK on the AICH shall be transmitted after 10 preambles have been received by the SS

See TS 34.108 [3] for details regarding generic call setup procedure.
Table 8.4.2.1.1: RF Parameters for Random Access test

	Parameter
	Unit
	Cell 1

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	Number of other transmitted Acquisition Indicators
	-
	0

	AICH_Ec/Ior
	dB
	-10

	PICH_Ec/Ior
	dB
	-15

	OCNS_Ec/Ior when an AI is not transmitted
	dB
	-0,941

	OCNS_Ec/Ior when an AI is transmitted
	dB
	-1,516
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	dBm/3.84 MHz
	-70 

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition 
	
	AWGN 


The test parameters "System Information Block (SIB) type 5 (ASC #0)" defined in clause 6.1 of TS 34.108 [3], shall be used in all random access tests (see note). Crucial parameters for the test requirements are repeated in tables 8.4.2.1.2 and A.8.4.3.1.3 and these overrule the parameters defined in SIB type 5.
NOTE:
A parameter of AC-to-ASC mapping(AC0-9) in SIB5 of clause 6.1 of TS 34.108 [3] shall be set to 0 in the case of all random access tests. The EFACC of Type A, which is specified in clause 8.3.2.15 of TS 34.108 [3], shall be selected.

Table 8.4.2.1.2: UE parameters for Random Access test

	Parameter
	Unit
	Value

	Access Service Class (ASC#0)
 
‑ Persistence value 
	

0..1
	 

1

	Maximum number of preamble ramping cycles (Mmax). 
	
	2

	Maximum number of preambles in one preamble ramping cycle 
(Preamble Retrans Max)
	
	12

	The backoff time TB01
 NB01min=NB01max
	ms
#TTI

	N/A
10


	Power step when no acquisition indicator is received 
(Power offset P0)
	dB
	3

	Power offset between the last transmitted preamble and the control part of the message (Power offset P p-m)
	dB
	0

	Maximum allowed UL TX power
	dBm
	0


Table 8.4.2.1.3: SS parameters for Random Access test

	Parameter
	Unit
	Value

	Primary CPICH DL TX power 
	dBm
	-8

	UL interference
	dBm
	-102

	SIR in open loop power control (Constant value)
	dB
	0

	AICH Power Offset
	dB
	0


8.4.2.1.4.2
Procedure 

1)
Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 8.4.2.1.1.

2) Measure the first PRACH preamble output power, the each power difference for preamble ramping and the power difference between 10th preamble PRACH and message part of the UE according to annex B.
3)
Measure the number of the preamble part and the message part by using a spectrum analyzer.

8.4.2.1.5
Test requirements

The absolute power and the relative power shall meet the requirements in the minimum requirements in clause 8.4.2.1.2.

The UE shall stop transmitting preambles upon a ACK on the AICH has been received and then transmit a message. The UE shall transmit 10 preambles and 1 message.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.4.2.2
Correct behaviour when receiving an NACK
8.4.2.2.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
8.4.2.2.2
Minimum Requirements

The UE shall stop transmitting preambles upon a NACK on the AICH has been received and then repeat the ramping procedure when the back off timer TB01 expires.
The UE shall transmit 10 preambles in the first ramping cycle and no transmission shall be done by the UE within 100 ms after the NACK has been transmitted by the SS. Then the UE shall start the second preamble ramping cycle.
The normative reference for this requirements is TS 25.133 [2] clauses 6.3.2 and A.6.2.2.2.
8.4.2.2.3
Test purpose

The purpose of this test is to verify that the behaviour of the random access procedure is according to the requirements.
8.4.2.2.4
Method of test

8.4.2.2.4.1
Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.
Frequencies to be tested: mid range; see clause G.2.4.
1)
Connect the SS to the UE antenna connector as shown in figure A.8. A spectrum analyzer is set to 0 span mode. 

2) A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1.1, table 8.4.2.1.2 and table 8.4.2.1.3. The PRACH procedure within the call setup is used for the test. It is necessary that an NACK on the AICH shall be transmitted after 10 preambles have been received by the SS.

See TS 34.108 [3] for details regarding generic call setup procedure.
8.4.2.2.4.2
Procedure

1) Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 8.4.2.1.1.
2) Measure the number of the preamble part and the time delay between 10th preamble in the first ramping cycle and first preamble in the second ramping cycle by using a spectrum analyzer.

8.4.2.2.5
Test requirements

The UE shall stop transmitting preambles upon a NACK on the AICH has been received and then repeat the ramping procedure when the back off timer TB01 expires.
The UE shall transmit 10 preambles in the first ramping cycle and no transmission shall be done by the UE within 100 ms after the NACK has been transmitted by the SS. Then the UE shall start the second preamble ramping cycle.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.4.2.3
Correct behaviour at Time-out

8.4.2.3.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
8.4.2.3.2
Minimum Requirements

The UE shall stop transmit preambles when reaching the maximum number of preambles allowed in a cycle. The UE shall then repeat the ramping procedure until the maximum number of preamble ramping cycles are reached. No ACK/NACK shall be sent by SS during this test.
The UE shall transmit 2 preambles cycles, consisting of 12 preambles in each preamble cycle.
The normative reference for this requirements is TS 25.133 [2] clauses 6.3.2 and A.6.2.2.3.
8.4.2.3.3
Test purpose

The purpose of this test is to verify that the behaviour of the random access procedure is according to the requirements.
8.4.2.3.4
Method of test

8.4.2.3.4.1
Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.
Frequencies to be tested: mid range; see clause G.2.4.
1) Connect the SS to the UE antenna connector as shown in figure A.8. A spectrum analyzer is set to 0 span mode. 
2) A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1.1, table 8.4.2.1.2 and table 8.4.2.1.3. The PRACH procedure within the call setup is used for the test. It is necessary that SS shall transmit no AICH.
See TS 34.108 [3] for details regarding generic call setup procedure.
8.4.2.3.4.2
Procedure

1) Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 8.4.2.1.1.
2) Measure the number of the preamble part by using a spectrum analyzer.

8.4.2.3.5
Test requirements

The UE shall stop transmit preambles when reaching the maximum number of preambles allowed in a cycle. The UE shall then repeat the ramping procedure until the maximum number of preamble ramping cycles are reached. No ACK/NACK shall be sent by SS during this test.
The UE shall transmit 2 preambles cycles, consisting of 12 preambles in each preamble cycle.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.4.2.4
Correct behaviour when reaching maximum transmit power
8.4.2.4.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
8.4.2.4.2
Minimum Requirements

The UE shall not exceed the maximum allowed UL TX power configured by the SS. No ACK/NACK shall be sent by SS during this test.
The absolute power of any preambles belonging to the first or second preamble cycle shall not exceed 0 dBm +/-[ ] dB (or +/- [ ] dB in extreme conditions).
The normative reference for this requirements is TS 25.133 [2] clauses 6.3.2 and A.6.2.2.4.
8.4.2.4.3
Test purpose

The purpose of this test is to verify that the PRACH power settings are within specified limits.
8.4.2.4.4
Method of test

8.4.2.4.4.1
Initial condition
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.
Frequencies to be tested: mid range; see clause G.2.4.
1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1.1, table 8.4.2.1.2 and table 8.4.2.1.3. The PRACH procedure within the call setup is used for the test. It is necessary that SS shall transmit no AICH.
See TS 34.108 [3] for details regarding generic call setup procedure.
8.4.2.4.4.2
Procedure

1)
Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 8.4.2.1.1.
2)
Measure the all PRACH preamble output power of the UE according to annex B.
8.4.2.4.5
Test requirements

The UE shall not exceed the maximum allowed UL TX power configured by the SS. No ACK/NACK shall be sent by SS during this test.
The absolute power of any preambles belonging to the first or second preamble cycle shall not exceed 0 dBm +/-[] dB (or +/- [] dB in extreme conditions).

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.5
Timing and Signalling Characteristics

8.5.1
UE Transmit Timing

8.5.1.1
Definition and applicability

The UE transmit timing is defined as the timing of the uplink DPCCH/DPDCH frame relative to the first significant path of the corresponding downlink DPCCH/DPDCH frame. The reference point is the antenna connector of the UE. 

The requirements and this test apply to all types of UTRA of the FDD UE.

8.5.1.2
Minimum requirements

The UE transmission timing error shall be less than or equal to (1.5 chips. The reference point for the UE initial transmit timing control requirement shall be the time when the first significant path of the corresponding downlink DPCCH/DPDCH frame is received plus T0 chips. T0 is defined in TS25.211 [19].

The UE shall be capable of changing the transmission timing according the received downlink DPCCH/DPDCH frame. The maximum amount of the timing change in one adjustment shall be ¼ chip.
The minimum adjustment rate shall be 233ns per second. The maximum adjustment rate shall be ¼ chip per 200ms. In particular, within any given 200 ms period, the UE transmit timing shall not change in excess of (¼ chip from the timing at the beginning of this 200ms period.
The normative reference for this requirement is TS 25.133 [2] clause 7.1.2.

8.5.1.3
Test purpose

The purpose of this test is to verify that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the limits specified in 8.5.1.2.
8.5.1.4
Method of test

8.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
For this test, two cells on the same frequency are used.
1)
Connect the test system to the UE antenna connector as shown in figure A.1.
2)
A call is set up with Cell 1 according to the Generic call setup procedure. The test parameters are set up according to table 8.5.1.1. 
Table 8.5.1.1: Test parameters for UE Transmit Timing requirements

	Parameter
	Unit
	Level

	DPCH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-17

	CPICH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-10

	PCCPH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-12

	SCH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-12

	PICH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-15

	OCNS_Ec/ Ior, Cell 1 and Cell 2
	dB
	-1.05

	Îor, Cell 1
	dBm/3.84 MHz
	-96

	Îor,  Cell 2
	dBm/3.84 MHz
	-99

	Information data rate
	kbps
	12.2

	Relative delay of path received from cell 2 with respect to cell 1
	(s
	+/-2

	Propagation condition
	AWGN


8.5.1.4.2
Procedure

a)
After a connection is set up with cell 1, the test system shall verify that the UE transmit timing offset is within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

b)
Test system introduces cell 2 into the test system at delay +2 (s from cell 1.

c)
Test system verifies that cell 2 is added to the active set.

d)
Test system shall verify that the UE transmit timing offset is still within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

e)
Test system switches Tx timing of cell 2 to a delay of -2 (s with respect to cell 1.

f)
Test system verifies cell 2 remains in the active set.

g)
Test system shall verify that the UE transmit timing offset is still within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

h)
Test system stops sending cell 1 signals.

i)
Test system verifies that the UE does not start to adjust its Tx timing to cell 2 before it receives an active set update message notifying the UE that cell 1 is deleted from the active set.

j)
Test system verifies that UE transmit timing adjustment starts with an adjustment step size and an adjustment rate according to the requirements in section 8.5.1.2 until the UE transmit timing offset is within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.

k)
Test system shall verify that the UE transmit timing offset stays within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.

l)
Test system starts sending cell 1 signal again with its original timing.

m)
Test system verifies that cell 1 is added to the active set.

n)
Test system verifies that the UE transmit timing is still within T0 ( 1.5chips with respect to the first significant path of the downlink DPCCH/DPDCH of cell 2.
o)
Test system stops sending cell 2 signals.

p)
Test system verifies that the UE does not start to adjust its Tx timing to cell 1 before it receives an active set update message notifying the UE that cell 2 shall be deleted from the active set.

q)
Test system verifies that UE transmit timing adjustment starts with an adjustment step size and an adjustment rate according to the requirements in section 8.5.1.2 until the UE transmit timing offset is within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

r)
Test system shall verify that the UE transmit timing offset stays within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.

8.5.1.5
Test requirements

1)
In step a), d) and g), UE transmit timing offset shall be within T0 (1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.
2)
In step j), the adjustment step size and adjustment rate shall meet the requirements specified in 8.5.1.2 until the UE transmit timing offset is within T0 (1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.

3)
In step k) and n), UE transmit timing offset shall be within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 2.
4)
In step q), the adjustment step size and adjustment rate shall meet the requirements specified in 8.5.1.2 until the UE transmit timing offset is within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.
5)
In step r), UE transmit timing offset shall be within T0 ( 1.5 chips with respect to the first significant received path of the downlink DPCCH/DPDCH of cell 1.
NOTE 1: 
The above Test Requirement differs from the Test Requirement of TS 25.133 [2] clause A7.1.2, from which the requirements for the test system are subtracted to give the above Test Requirement.
NOTE 2: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.6
UE Measurements Procedures

8.6.1
FDD intra frequency measurements


8.6.1.1
Event triggered reporting in AWGN propagation conditions

Void

8.6.1.2
Event triggered reporting of multiple neighbours in AWGN propagation condition

Void

8.6.1.3
Event triggered reporting of two detectable neighbours in AWGN propagation condition

Void

8.6.1.4
Correct reporting of neighbours in fading propagation condition

Void

8.6.2
FDD inter frequency measurements

8.6.2.1
Correct reporting of neighbours in AWGN propagation condition

Void

8.6.2.2
Correct reporting of neighbours in Fading propagation condition

Void

8.6.3
TDD measurements

8.6.3.1
Correct reporting of TDD neighbours in AWGN propagation condition
Void

8.7
Measurements Performance Requirements

Unless explicitly stated:

-
Reported measurements shall be within defined range in 90 % of the cases.

-
Measurement channel is 12.2 kbps as defined in Annex C, sub-clause C.3.1. This measurement channel is used both in active cell and cells to be measured.

-
Physical channels used as defined in Annex E.

-
Cell 1 is the active cell.

-
Single task reporting.

-
Power control is active.

8.7.1
CPICH RSCP

8.7.1.1
Intra frequency measurements accuracy

8.7.1.1.1
Absolute accuracy requirement

8.7.1.1.1.1
Definition and applicability

The absolute accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the actual CPICH RSCP power from same cell.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.1.1.2
Minimum Requirements

The accuracy requirements in table 8.7.1.1.1.1 are valid under the following conditions:

-
CPICH_RSCP1 ( -114 dBm.

-
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Table 8.7.1.1.1.1: CPICH_RSCP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	(6 
	(9
	-94...-70

	
	dBm
	(8 
	(11
	-70...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.1.1 and A.9.1.1.2.

8.7.1.1.1.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP absolute measurement accuracy is within the specified limits in clause 8.7.1.1.1.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.1.1.4
Method of test

8.7.1.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH RSCP intra frequency absolute accuracy requirements are tested by using test parameters in table 8.7.1.1.1.2.

Table 8.7.1.1.1.2: CPICH RSCP Intra frequency test parameters 
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-75.54
	-59.98
	-97.52

	Îor/Ioc
	dB
	4
	0
	9
	0
	0
	-6.53

	CPICH RSCP, Note 1
	dBm
	-81.5
	-85.5
	-60.98
	-69.88
	-107.5
	-114.0

	Io, Note 1
	dBm/3.84 MHz
	-69
	-50
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1) A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.1.1.1.2.

8.7.1.1.1.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check CPICH_RSCP value in MEASUREMENT REPORT messages. CPICH RSCP power of Cell 1 reported by UE is compared to actual CPICH RSCP power for each MEASUREMENT REPORT message.

4)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated. After further [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated.

5)
After further [1000] MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

6)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated below shall use the same content as described in default message content, with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 1):
	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Intra-frequency measurement

  -Intra-frequency cell info list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
-Measurement Reporting Mode

 -Measurement Report Transfer Mode
 -Periodical Reporting / Event Trigger Reporting Mode
-Additional measurements list
	1
Modify

Not Present

0

FDD

CPICH RSCP
No report

TRUE

TRUE

FDD

TRUE

TRUE

TRUE

No report

FALSE

TRUE

FDD

TRUE 

TRUE

TRUE

Not Present

Report all active set cells + cells within monitored set on used frequency

2
Not Present

Periodical reporting criteria
Infinity

250 ms
AM RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


8.7.1.1.1.5
Test requirements

The CPICH RSCP measurement accuracy shall meet the requirements in clause 8.7.1.1.1.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.1.1.2
Relative accuracy requirement

8.7.1.1.2.1
Definition and applicability

The relative accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on the same frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.1.2.2
Minimum Requirements

The accuracy requirements in table 8.7.1.1.2.1 are valid under the following conditions:

-
CPICH_RSCP1,2 ( -114 dBm.

-
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Table 8.7.1.1.2.1: CPICH_RSCP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	(3
	(3
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.1.2 and A.9.1.1.2.

8.7.1.1.2.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP relative measurement accuracy is within the specified limits in clause 8.7.1.1.2.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.1.2.4
Method of test

8.7.1.1.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH RSCP intra frequency relative accuracy requirements are tested by using test parameters in table 8.7.1.1.1.2.

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.1.1.1.2.

8.7.1.1.2.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check CPICH_RSCP value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. CPICH RSCP power value measured from Cell 1 is compared to CPICH RSCP power value measured from Cell 2 for each MEASUREMENT REPORT message.

4)
The result of step 3) is compared to actual power level difference of CPICH RSCP of Cell 1 and Cell 2.

5)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated. After further [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.1.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated.

6)
After further [1000] MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

7)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
MEASUREMENT CONTROL message for Intra frequency measurement in clause 8.7.1.1.1.4.2 is used. 

8.7.1.1.2.5
Test requirements

The CPICH RSCP measurement accuracy shall meet the requirements in clause 8.7.1.1.2.2.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.1.2
Inter frequency measurement accuracy


8.7.1.2.1
Relative accuracy requirement

8.7.1.2.1.1
Definition and applicability

The relative accuracy of CPICH RSCP in inter frequency case is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on a different frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.2.1.2
Minimum Requirements

The accuracy requirements in table 8.7.1.2.1.1 are valid under the following conditions:

-
CPICH_RSCP1,2 ( -114 dBm.

-
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Table 8.7.1.2.1.1: CPICH_RSCP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	(6
	(6
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.2.1 and A.9.1.1.2.

8.7.1.2.1.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP relative measurement accuracy is within the specified limits in clause 8.7.1.2.1.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.2.1.4
Method of test

8.7.1.2.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 [14 slots is FFS]. CPICH RSCP inter frequency relative accuracy requirements are tested by using test parameters in table 8.7.1.2.1.2.

Table 8.7.1.2.1.2: CPICH RSCP Inter frequency tests parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-60.00
	-60.00
	-84.00
	-94.46

	Îor/Ioc
	dB
	9.54
	9.54
	0
	-9.54

	CPICH RSCP, Note 1
	dBm
	-60.46
	-60.46
	-94.0
	-114.0

	Io, Note 1
	dBm/3.84 MHz
	-50.00
	-50.00
	-81.0
	-94.0

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for test 2 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.1.2.1.2.

8.7.1.2.1.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check CPICH_RSCP value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. CPICH RSCP power value measured from Cell 1 is compared to CPICH RSCP power value measured from Cell 2 for each MEASUREMENT REPORT message.

6)
The result of step 5) is compared to actual power level difference of CPICH RSCP of Cell 1 and Cell 2.

7)
SS shall count number of  MEASUREMENT REPORT messages transmitted by UE. After [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.1.2.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated. 

8)
After further [1000] MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated below shall use the same content as described in default message content, with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 1):

	Information Element
	Value/Remark

	Message Type
	

	UE Information Elements

-RRC transaction identifier

-Integrity check info

-Integrity protection mode info

-Ciphering mode info

-Activation time

-New U-RNTI

-New C-RNTI

-RRC State Indicator

-UTRAN DRX cycle length coefficient
	0

Not Present
Not Present
Not Present
240 CFN

Not Present 

Not Present 

CELL_DCH

Not Present

	CN Information Elements
-CN Information info
	Not Present 

	UTRAN mobility information elements

-URA identity
	Not Present

	RB information elements

-Downlink counter synchronisation info
	Not Present

	PhyCH information elements

-Frequency info
	Not Present

	Uplink radio resources

-Maximum allowed UL TX power
	Not Present

	Downlink radio resources

-CHOICE mode

 -Downlink PDSCH information

-Downlink information common for all radio links

 -Downlink DPCH info common for all RL

 -CHOICE mode

  -DPCH compressed mode info

   -Transmission gap pattern sequence

    -TGPSI

    -TGPS Status Flag

    -TGCFN

    -Transmission gap pattern sequence configuration parameters

     -TGMP

     -TGPRC

     -TGSN

     -TGL1

     -TGL2

     -TGD

     -TGPL1

     -TGPL2

     -RPP

     -ITP

     -CHOICE UL/DL mode

      -Downlink compressed mode method

      -Uplink compressed mode method

     -Downlink frame type

     -DeltaSIR1

     -DeltaSIRafter1

     -DeltaSIR2

     -DeltaSIRafter2

     -N Identify abort

     -T Reconfirm abort

  -TX Diversity Mode

  -SSDT information

 -Default DPCH Offset Value

-Downlink information per radio link list

 -Downlink information for each radio link

  -Choice mode

   -Primary CPICH info

    -Primary scrambling code

   -PDSCH with SHO DCH Info

   -PDSCH code mapping

  -Downlink DPCH info for each RL

   -CHOICE mode

    -Primary CPICH usage for channel estimation

    -DPCH frame offset

    -Secondary CPICH info

    -DL channelisation code

     -Secondary scrambling code

     -Spreading factor

     -Code number

     -Scrambling code change 

    -TPC combination index

    -SSDT Cell Identity

    -Closed loop timing adjustment mode

  -SCCPCH Information for FACH
	FDD

Not Present

Not Present 

FDD

1

Inactive

Not Present 

FDD measurement

Not present 

4

7

Not Present 

0

3

Not Present

Mode 0

Mode 0

UL and DL
SF/2

SF/2

B

3.0

3.0

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present

FDD

100

Not Present 

Not Present

FDD
Primary CPICH may be used

0

Not Present

Not Present

64

63

No code change

0

Not Present 

Not Present

Not Present 


MEASUREMENT CONTROL message for Inter frequency measurement (step 3): 

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

    -Remove all inter-frequency cells

    -Remove some inter-frequency cells

     -Removed inter-frequency cells

      -Inter-frequency cell id

    -No inter-frequency cells removed

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval

-Measurement Reporting Mode

 -Measurement Report Transfer Mode

 -Periodical Reporting / Event Trigger Reporting Mode

-Additional measurements list
	1

Modify

Not Present 

Not Present 

Not Present
Not Present 

Not Present
Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE
TRUE
No report

TRUE 
TRUE 
FDD

TRUE 
TRUE 
TRUE 
Report all active set cells + cells within monitored set on used frequency

2
Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

Acknowledged mode RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info

 -TGPS reconfiguration CFN

 -Transmission gap pattern sequence

  -TGPSI

  -TGPS Status Flag

  -TGCFN
	240

1

Active

240


8.7.1.2.1.5
Test requirements

The CPICH RSCP measurement accuracy shall meet the requirements in clause 8.7.1.2.1.2.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.2
CPICH Ec/Io

8.7.2.1
Intra frequency measurements accuracy

8.7.2.1.1
Absolute accuracy requirement

8.7.2.1.1.1
Definition and applicability

The absolute accuracy of CPICH Ec/Io is defined as the CPICH Ec/Io measured from one cell compared to the actual CPICH_Ec/Io power ratio from same cell.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.2.1.1.2
Minimum Requirements

The accuracy requirements in table 8.7.2.1.1.1 are valid under the following conditions:

-
CPICH_RSCP1 ( -114 dBm.

-
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Table 8.7.2.1.1.1: CPICH_Ec/Io Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	(1,5 for ‑14 ( CPICH Ec/Io
(2 for ‑16 ( CPICH Ec/Io < -14
(3 for ‑20 ( CPICH Ec/Io < -16
	(3
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.2.1.1.

8.7.2.1.1.3
Test purpose

The purpose of this test is to verify that the CPICH Ec/Io absolute measurement accuracy is within the specified limits in clause 8.7.2.1.1.2. This measurement is for Cell selection/re-selection and for handover evaluation.

8.7.2.1.1.4
Method of test

8.7.2.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH Ec/Io intra frequency absolute accuracy requirements are tested by using the test parameters in table 8.7.2.1.1.2.

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	.2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-56.98
	-89.07
	-94.98

	Îor/Ioc
	dB
	3.0
	3.0
	-2.9
	-2.9
	-9.0
	-9.0

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm/3.84 MHz
	-50
	-86
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1) A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.2.1.1.2.

8.7.2.1.1.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check CPICH_Ec/No value in MEASUREMENT REPORT messages. According to Table 8.7.2.1.1.3 the SS calculates CPICH_Ec/Io power ratio of Cell 1, which is compared to the actual CPICH Ec/Io power ratio from the same cell for each MEASUREMENT REPORT message.

4)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.1.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated. After further [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.1.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 3) above is repeated.

5)
After further [1000] MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

6)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Table 8.7.2.1.1.3: CPICH Ec/Io measurement report mapping

	Reported value
	Measured quantity value
	Unit

	CPICH_Ec/No _00
	CPICH Ec/Io < ‑24 
	dB

	CPICH_Ec/No _01
	-24 ( CPICH Ec/Io < ‑23.5
	dB

	CPICH_Ec/No _02
	-23.5 ( CPICH Ec/Io < ‑23
	dB

	…
	…
	…

	CPICH_Ec/No _47
	-1 ( CPICH Ec/Io < -0.5
	dB

	CPICH_Ec/No _48
	-0.5 ( CPICH Ec/Io < 0
	dB

	CPICH_Ec/No _49
	0 ( CPICH Ec/Io
	dB


Specific Message Contents
All messages indicated below shall use the same content as described in default message content, with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 1):
	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Intra-frequency measurement

  -Intra-frequency cell info list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
-Measurement Reporting Mode

 -Measurement Report Transfer Mode
 -Periodical Reporting / Event Trigger Reporting Mode
-Additional measurements list
	1
Modify

Not Present

0

FDD

CPICH RSCP
No report

TRUE

TRUE

FDD

TRUE

TRUE

TRUE

No report

FALSE

FALSE

FDD

FALSE

FALSE

FALSE

Not Present

Report all active set cells + cells within monitored set on used frequency

2

Not Present

Periodical reporting criteria
Infinity

250 ms
AM RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


8.7.2.1.1.5
Test requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in clause 8.7.2.1.1.2. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in subclause 8.7.2.1.1.2 as shown in table 8.7.2.1.1.4.

Table 8.7.2.1.1.4: CPICH_Ec/Io Intra frequency absolute accuracy 
	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	-2.7…1.5  for ‑14 ( CPICH Ec/Io
–3.2…2 for ‑16 ( CPICH Ec/Io < -14
–4.2…3 for ‑20 ( CPICH Ec/Io < -16
	-4.2…3
	-94...-87

	
	
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-87...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.2.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.2.1.2
Relative accuracy requirement

8.7.2.1.2.1
Definition and applicability

The relative accuracy of CPICH Ec/Io is defined as the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on the same frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.2.1.2.2
Minimum Requirements

The accuracy requirements in table 8.7.2.1.2.1 are valid under the following conditions:

-
CPICH_RSCP1,2 ( -114 dBm.

-
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Table 8.7.2.1.2.1: CPICH_Ec/Io Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	(1,5 for ‑14 ( CPICH Ec/Io
(2 for ‑16 ( CPICH Ec/Io < -14
(3 for ‑20 ( CPICH Ec/Io < -16
	(3
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.2.1.2 and A.9.1.2.2.

8.7.2.1.2.3
Test purpose

The purpose of this test is to verify that the CPICH Ec/Io relative measurement accuracy is within the specified limits in clause 8.7.2.1.2.2. This measurement is for Cell selection/re-selection and for handover evaluation.

8.7.2.1.2.4
Method of test

8.7.2.1.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are in the same frequency. CPICH Ec/Io intra frequency relative accuracy requirements are tested by using test parameters in table 8.7.2.1.1.2.

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.2.1.1.2. 

8.7.2.1.2.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT messages.

3)
SS shall check CPICH_Ec/No value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. According to Table 8.7.2.1.1.3 the SS calculates CPICH_Ec/Io power ratio of Cell 1 and Cell 2. CPICH_Ec/Io power ratio value measured from Cell 1 is compared to CPICH_Ec/Io power ratio measured from Cell 2 for each MEASUREMENT REPORT message.

4)
The result of step 3) is compared to actual power level difference of CPICH_Ec/Io of Cell 1 and Cell 2.

5)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.1.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated. After further [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.1.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, steps 3) and 4) above are repeated.

6)
After further [1000] MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

7)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
MEASUREMENT CONTROL message for Intra frequency measurement in clause 8.7.2.1.1.4.2 is used.
8.7.2.1.2.5
Test requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in clause 8.7.2.1.2.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.2.2
Inter frequency measurement accuracy

8.7.2.2.1
Absolute accuracy requirement

[TBD]

8.7.2.2.2
Relative accuracy requirement

8.7.2.2.2.1
Definition and applicability

The relative accuracy of CPICH Ec/Io in the inter frequency case is defined as the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on a different frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.2.2.2.2
Minimum Requirements

The accuracy requirements in table 8.7.2.2.2.1 are valid under the following conditions:

-
CPICH_RSCP1,2 ( -114 dBm.

-
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Table 8.7.2.2.2.1: CPICH_Ec/Io Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	(1.5 for ‑14 ( CPICH Ec/Io
(2 for ‑16 ( CPICH Ec/Io < -14
(3 for ‑20 ( CPICH Ec/Io < -16
	(3
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.2.2.2 and A.9.1.2.2.

8.7.2.2.2.3
Test purpose

The purpose of this test is to verify that the CPICH Ec/Io relative measurement accuracy is within the specified limits in clause 8.7.2.2.2.2. This measurement is for Cell selection/re-selection and for handover evaluation.

8.7.2.2.2.4
Method of test

8.7.2.2.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 [14 slots is FFS]. CPICH Ec/Io inter frequency relative accuracy requirements are tested by using test parameters in Table 8.7.2.2.2.2.

Table 8.7.2.2.2.2: CPICH Ec/Io Inter frequency tests parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-87.27
	-87.27
	-94.46
	-94.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm/3.84 MHz
	-50
	-50
	-86
	-86
	-94
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to Table 8.7.2.2.2.2.

8.7.2.2.2.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check CPICH_Ec/No value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. According to Table 8.7.2.1.1.3 the SS calculates CPICH_Ec/Io power ratio of Cell 1 and Cell 2. CPICH_Ec/Io power ratio measured from Cell 1 is compared to CPICH_Ec/Io power value measured from Cell 2 for each MEASUREMENT REPORT message.

6)
The result of step 5) is compared to actual power level difference of CPICH_Ec/Io of Cell 1 and Cell 2.

7)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.2.2.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated. After further [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.2.2.2.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated.

8)
After [1000] MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated below shall use the same content as described in default message content, with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 1):

	Information Element
	Value/Remark

	Message Type
	

	UE Information Elements

-RRC transaction identifier

-Integrity check info

-Integrity protection mode info

-Ciphering mode info

-Activation time

-New U-RNTI

-New C-RNTI

-RRC State Indicator

-UTRAN DRX cycle length coefficient
	0

Not Present
Not Present
Not Present
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Not Present 

Not Present 

CELL_DCH

Not Present

	CN Information Elements
-CN Information info
	Not Present 

	UTRAN mobility information elements

-URA identity
	Not Present

	RB information elements

-Downlink counter synchronisation info
	Not Present

	PhyCH information elements

-Frequency info
	Not Present

	Uplink radio resources

-Maximum allowed UL TX power
	Not Present

	Downlink radio resources

-CHOICE mode

 -Downlink PDSCH information

-Downlink information common for all radio links

 -Downlink DPCH info common for all RL

 -CHOICE mode

  -DPCH compressed mode info

   -Transmission gap pattern sequence

    -TGPSI

    -TGPS Status Flag

    -TGCFN

    -Transmission gap pattern sequence configuration parameters

     -TGMP

     -TGPRC

     -TGSN

     -TGL1

     -TGL2

     -TGD

     -TGPL1

     -TGPL2

     -RPP

     -ITP

     -CHOICE UL/DL mode

      -Downlink compressed mode method

      -Uplink compressed mode method

     -Downlink frame type

     -DeltaSIR1

     -DeltaSIRafter1

     -DeltaSIR2

     -DeltaSIRafter2

     -N Identify abort

     -T Reconfirm abort

  -TX Diversity Mode

  -SSDT information

 -Default DPCH Offset Value

-Downlink information per radio link list

 -Downlink information for each radio link

  -Choice mode

   -Primary CPICH info

    -Primary scrambling code

   -PDSCH with SHO DCH Info

   -PDSCH code mapping

  -Downlink DPCH info for each RL

   -CHOICE mode

    -Primary CPICH usage for channel estimation

    -DPCH frame offset

    -Secondary CPICH info

    -DL channelisation code

     -Secondary scrambling code

     -Spreading factor

     -Code number

     -Scrambling code change 

    -TPC combination index

    -SSDT Cell Identity

    -Closed loop timing adjustment mode

  -SCCPCH Information for FACH
	FDD

Not Present

Not Present 

FDD

1

Inactive

Not Present 

FDD measurement

Not present 

4

7

Not Present 

0

3

Not Present

Mode 0

Mode 0

UL and DL
SF/2

SF/2

B

3.0

3.0

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present

FDD

100

Not Present 

Not Present

FDD
Primary CPICH may be used

0

Not Present

Not Present

64

63

No code change

0

Not Present 

Not Present

Not Present 


MEASUREMENT CONTROL message for Inter frequency measurement (step 3): 

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

    -Remove all inter-frequency cells

    -Remove some inter-frequency cells

     -Removed inter-frequency cells

      -Inter-frequency cell id

    -No inter-frequency cells removed

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval

-Measurement Reporting Mode

 -Measurement Report Transfer Mode

 -Periodical Reporting / Event Trigger Reporting Mode

-Additional measurements list
	1

Modify

Not Present 

Not Present 

Not Present
Not Present 

Not Present
Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE
TRUE
No report

TRUE 
TRUE 
FDD

TRUE 
TRUE 
TRUE 
Report all active set cells + cells within monitored set on used frequency

2
Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

Acknowledged mode RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info

 -TGPS reconfiguration CFN

 -Transmission gap pattern sequence

  -TGPSI

  -TGPS Status Flag

  -TGCFN
	240

1

Active

240


8.7.2.2.2.5
Test requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in clause 8.7.2.2.2.2. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in clause 8.7.2.2.2.2 as shown in table 8.7.2.2.2.3.

Table 8.7.2.2.2.3: CPICH_Ec/Io Inter frequency relative accuracy
	
	
	Accuracy [dB]
	Conditions

	Parameter
	Unit
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	
	
	-2.7…1.5  for ‑14 ( CPICH Ec/Io
–3.2…2 for ‑16 ( CPICH Ec/Io < -14
–4.2…3 for ‑20 ( CPICH Ec/Io < -16
	-4.2…3
	-94...-87

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-87...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.2.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.3
UTRA Carrier RSSI

NOTE:
This measurement is for Inter-frequency handover evaluation.

8.7.3.1
Absolute measurement accuracy requirement

8.7.3.1.1
Definition and applicability

The absolute accuracy of UTRA Carrier RSSI is defined as the UTRA Carrier RSSI measured from one frequency compared to the actual UTRA Carrier RSSI power of that same frequency. 

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.3.1.2
Minimum Requirements

Table 8.7.3.1.1: UTRA Carrier RSSI Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 4
	( 7
	-94...-70

	
	dBm
	( 6 
	( 9
	-70...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.3.1.

8.7.3.1.3
Test purpose

The purpose of this test is to verify that the UTRA Carrier RSSI measurement is within the specified limits. This measurement is for inter-frequency handover evaluation.

8.7.3.1.4
Method of test

8.7.3.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, Set 1 of table C.5.2 [14 slots is FFS]. UTRA Carrier RSSI absolute accuracy requirements are tested by using test parameters in table 8.7.3.1.2.
Table 8.7.3.1.2: UTRA Carrier RSSI Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-70.27
	-70.27
	-94.46
	-94.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm/3.84 MHz
	-50
	-50
	-69
	-69
	-94
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.3.1.2.

8.7.3.1.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check UTRA carrier RSSI value of Channel 2 in MEASUREMENT REPORT messages. UTRA carrier RSSI power of Channel 2 reported by UE is compared to actual UTRA Carrier RSSI value of Channel 2  for each MEASUREMENT REPORT message.

6)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.3.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 5) above is repeated. After further [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.3.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 5) above is repeated. 

7)
After further [1000] MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

8)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated below shall use the same content as described in default message content, with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 1):

	Information Element
	Value/Remark

	Message Type
	

	UE Information Elements

-RRC transaction identifier

-Integrity check info

-Integrity protection mode info

-Ciphering mode info

-Activation time

-New U-RNTI

-New C-RNTI

-RRC State Indicator

-UTRAN DRX cycle length coefficient
	0

Not Present
Not Present
Not Present
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Not Present 

Not Present 

CELL_DCH

Not Present

	CN Information Elements
-CN Information info
	Not Present 

	UTRAN mobility information elements

-URA identity
	Not Present

	RB information elements

-Downlink counter synchronisation info
	Not Present

	PhyCH information elements

-Frequency info
	Not Present

	Uplink radio resources

-Maximum allowed UL TX power
	Not Present

	Downlink radio resources

-CHOICE mode

 -Downlink PDSCH information

-Downlink information common for all radio links

 -Downlink DPCH info common for all RL

 -CHOICE mode

  -DPCH compressed mode info

   -Transmission gap pattern sequence

    -TGPSI

    -TGPS Status Flag

    -TGCFN

    -Transmission gap pattern sequence configuration parameters

     -TGMP

     -TGPRC

     -TGSN

     -TGL1

     -TGL2

     -TGD

     -TGPL1

     -TGPL2

     -RPP

     -ITP

     -CHOICE UL/DL mode

      -Downlink compressed mode method

      -Uplink compressed mode method

     -Downlink frame type

     -DeltaSIR1

     -DeltaSIRafter1

     -DeltaSIR2

     -DeltaSIRafter2

     -N Identify abort

     -T Reconfirm abort

  -TX Diversity Mode

  -SSDT information

 -Default DPCH Offset Value

-Downlink information per radio link list

 -Downlink information for each radio link

  -Choice mode

   -Primary CPICH info

    -Primary scrambling code

   -PDSCH with SHO DCH Info

   -PDSCH code mapping

  -Downlink DPCH info for each RL

   -CHOICE mode

    -Primary CPICH usage for channel estimation

    -DPCH frame offset

    -Secondary CPICH info

    -DL channelisation code

     -Secondary scrambling code

     -Spreading factor

     -Code number

     -Scrambling code change 

    -TPC combination index

    -SSDT Cell Identity

    -Closed loop timing adjustment mode

  -SCCPCH Information for FACH
	FDD

Not Present

Not Present 

FDD

1

Inactive

Not Present 

FDD measurement

Not present 

4

7

Not Present 

0

3

Not Present

Mode 0

Mode 0

UL and DL
SF/2

SF/2

B

3.0

3.0

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present 

Not Present

FDD

100

Not Present 

Not Present

FDD
Primary CPICH may be used

0

Not Present

Not Present

64

63

No code change

0

Not Present 

Not Present

Not Present 


MEASUREMENT CONTROL message for Inter frequency measurement (step 3): 

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

    -Remove all inter-frequency cells

    -Remove some inter-frequency cells

     -Removed inter-frequency cells

      -Inter-frequency cell id

    -No inter-frequency cells removed

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval

-Measurement Reporting Mode

 -Measurement Report Transfer Mode

 -Periodical Reporting / Event Trigger Reporting Mode

-Additional measurements list
	1

Modify

Not Present 

Not Present 

Not Present
Not Present 

Not Present
Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE
TRUE
Type 1

TRUE 
TRUE 
FDD

TRUE 
TRUE 
TRUE 
Report all active set cells + cells within monitored set on used frequency

2
Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

Acknowledged mode RLC

Periodical reporting

Not Present

	Physical channel information elements

-DPCH compressed mode status info

 -TGPS reconfiguration CFN

 -Transmission gap pattern sequence

  -TGPSI

  -TGPS Status Flag

  -TGCFN
	240

1

Active

240


8.7.3.1.5
Test requirements

The UTRA Carrier RSSI absolute measurement accuracy shall meet the requirements in clause 8.7.3.1.2. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in subclause 8.7.3.1.2 as shown in table 8.7.3.1.3.

Table 8.7.3.1.3: UTRA Carrier RSSI absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	-4…5.2
	-7…8.2
	-94…-87

	
	dBm
	( 4
	( 7
	-87...-70

	
	dBm
	( 6 
	( 9
	-70...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.3.2.

 NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.3.2
Relative measurement accuracy requirement

8.7.3.2.1
Definition and applicability

The relative accuracy requirement is defined as the UTRA Carrier RSSI measured from one frequency compared to the UTRA Carrier RSSI measured from another frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.3.2.2
Minimum Requirements

The accuracy requirements in table 8.7.3.2.1 are valid under the following condition:


| Channel 1_Io|dBm/3.84 MHz ‑Channel 2_Io|dBm/3.84 MHz | < 20 dB.

Table 8.7.3.2.1: UTRA Carrier RSSI Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 7
	( 11
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.3.2.

8.7.3.2.3
Test purpose

The purpose of this test is to verify that the UTRA Carrier RSSI measurement is within the specified limits. This measurement is for inter-frequency handover evaluation.

8.7.3.2.4
Method of test

8.7.3.2.4.1

Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, Set 1 of table C.5.2 [14 slots is FFS]. UTRA Carrier RSSI relative accuracy requirements are tested by using test parameters in table 8.7.3.1.2.

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2.3. The RF parameters for Test 1 are set up according to table 8.7.3.1.2.

8.7.3.2.4.2
Procedure

1)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

2)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT messages.

5)
SS shall check UTRA carrier RSSI value of Channel 1 and Channel 2 in MEASUREMENT REPORT messages. UTRA carrier RSSI power value measured from Channel 1 is compared to UTRA carrier RSSI power value measured from Channel 2 for each MEASUREMENT REPORT message.

6)
The result of step 5) is compared to actual power level difference of UTRA Carrier RSSI of Channel 1 and Channel 2.

7)
SS shall count number of MEASUREMENT REPORT messages transmitted by UE. After [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.3.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated. After further [1000] MEASUREMENT REPORT messages have been received from UE, the RF parameters are set up according to table 8.7.3.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5) and 6) above are repeated.

8)
After further [1000] MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
PHYSICAL CHANNEL RECONFIGURATION message and MEASUREMENT CONTROL message for Inter frequency measurement in clause 8.7.3.1.4.2 is used.

8.7.3.2.5
Test requirements

The UTRA Carrier RSSI relative measurement accuracy shall meet the requirements in clause 8.7.3.2.2. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in clause 8.7.3.2.2 as shown in table 8.7.3.2.2.

Table 8.7.3.2.2: UTRA Carrier RSSI relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	-4…5.2
	-7…8.2
	-94…-87

	
	dBm
	( 4
	( 7
	-87...-70

	
	dBm
	( 6 
	( 9
	-70...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.3.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.4
SFN-CFN observed time difference

Void

8.7.5
SFN-SFN observed time difference

Void

8.7.6
UE Rx-Tx time difference

8.7.6.1
UE Rx-Tx time difference type 1

8.7.6.1.1
Definition and applicability

The UE Rx-Tx time difference is defined as the time difference between the UE uplink DPCCH/DPDCH frame transmission and the first detected path (in time) of the downlink DPCH frame from the measured radio link. The reference point of the UE Rx-Tx time difference shall be the antenna connector of the UE. This measurement is specified in clause 5.1.10 of TS 25.215.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.6.1.2
Minimum requirements

Table 8.7.6.1.1

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	UE RX-TX time difference
	chip
	( 1.5  
	-94...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.9.1.1 and A.9.1.6.1.2.
8.7.6.1.3
Test purpose

The purpose of this test is to verify that the measurement accuracy of Rx-Tx time difference is within the limit specified in clause 8.7.6.1.2. This measurement is used for call setup purposes to compensate propagation delay of DL and UL. 

8.7.6.1.4
Method of test

8.7.6.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
1)
Connect SS to the UE antenna connector as shown in figure A.1
2)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.3. The  RF parameters are set up according to Table 8.7.6.1.2.

Table 8.7.6.1.2: UE Rx-Tx time difference type 1 intra frequency test parameters
	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	-15

	OCNS
	dB
	-1.11

	Îor/Ioc
	dB
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –10.9 dB = Ioc, Note 1

	Io
	dBm/3.84 MHz
	-94…-50

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.


8.7.6.1.4.2
Procedure

1)
SS shall transmit MEASUREMENT CONTROL message.

2)
UE shall transmit periodically MEASUREMENT REPORT message.

3)
SS shall check “UE Rx-Tx time difference type 1” value in MEASUREMENT REPORT message.  The reported value shall be compared to actual UE Rx-Tx time difference value for each MEASUREMENT REPORT message.

4)
SS shall count the number of MEASUREMENT REPORT messages transmitted by UE.
5)
After [1000] MEASUREMENT REPORT messages have been received from UE, the SS shall transmit RRC CONNECTION RELEASE message.
6)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents
All messages indicated below shall use the same content as described in default message content, with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 1):
	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info
	0

Not Present

	Measurement Information elements

-Measurement Identity

-Measurement Command

 -Intra-frequency measurement

  -Intra-frequency cell info list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -SFN-SFN observed time difference reporting indicator

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells
  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
-Measurement Reporting Mode

 -Measurement Report Transfer Mode
 -Periodical Reporting / Event Trigger Reporting Mode
-Additional measurements list
-CHOICE measurement type
 -UE internal measurement quantity

  -CHOICE mode
 -Measurement quantity

-Filter coefficient

 -UE internal measurement reporting quantity

  -UE transmitted power

  -CHOICE mode
   -UE Rx-Tx time difference


	1
Modify

Not Present

0

FDD

CPICH RSCP
No report

TRUE

TRUE

FDD

FALSE

FALSE

FALSE

No report

FALSE

FALSE

FDD

FALSE

FALSE

FALSE

Not Present

Report all active set cells 

1
Not Present

Periodical reporting criteria
Infinity

250 ms
AM RLC

Periodical reporting

UE internal measurement

FDD

UE Tx-Rx time difference

0

FALSE

FDD

TRUE

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


8.7.6.1.5
Test requirements

The UE Rx-Tx time difference accuracy shall meet the requirements in clause 8.7.6.1.2.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.7.7
Observed time difference to GSM cell

Void

8.7.8
P-CCPCH HSCP
Void
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