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8.1.10
Broadcast of system information

8.1.10.1
Dynamic change of segmentation, concatenation & scheduling and handling of unsupported information blocks
8.1.10.1.1
Definition

8.1.10.1.2
Conformance requirement

1.
The RRC layer in the UE shall perform re-assembly of segments. All segments belonging to the same master information block, scheduling block or system information block shall be assembled in ascending order with respect to the segment index. When all segments of the master information block, scheduling block or a system information block have been received, the UE shall perform decoding of the complete master information block, scheduling block or system information block.

Note: 
There are 4 segment types and 11 different SYSTEM INFORMATION messages to interprete when re-assembling segments .There are many alternaive SIB position offsets and repetition rates.

2.
For all system information blocks or scheduling blocks that are supported by the UE referenced in the master information block or the scheduling blocks, the UE shall perform the following actions:
……..
-
read and store the IEs of that system information block;

Note: 
There are options with and without scheduling blocks.

3.
For system information blocks, not supported by the UE…….

-
skip reading this system information block;

-
skip monitoring changes to this system information block.

4.
However, to enable future introduction of new system information blocks, the UE shall also be able to receive system information blocks other than the ones indicated within the scheduling information. The UE may ignore contents of such system information block.

Reference
3GPP TS 25.331 clause 8.1.1.1.3, 8.1.1.1.4, 8.1.1.1.5, 8.1.1.5 and 8.1.1.6.
8.1.10.1.4
Test Purpose

1.
To verify that dynamic change of System Information is identified, new information read and used. 

2.
To verify that the UE can use “all” combinations of segmentation, concatenation and scheduling.

3.
To verify that the UE can dynamically use different configurations
4.
To verify that the UE properly uses combinations of Default and assigned values.
8.1.10.1.5
Method of test

Alternate two sets of System Information and generate a call after one or the other set has been broadcasted.

One set contains a “minimum” of data and the other a “maximum”. The “maximum” set contains all information blocks including one not yet defined in the R99 release. It also includes all 4 segment types and 11 different SYSTEM INFORMATION messages plus a combination of default and non-default values.

Note: 
The decoding of system information in the UE is only measurable by functional tests. A large number of functions utilize system information. An extensive test of the system information decoding thus creates a large number of functional tests, which is impractical. This test specification uses a “sample test”, where only a few functions are invoked. 
Initial Condition

System Simulator: 2 cells
UE: Idle state (state 2 or state 3 or state 7) as specified in clause 7.4 of TS 34.108 with a CN UE identity (set to IMSI) ,depending on the CN domain(s) supported by the UE.
Test procedure

a)
SS broadcasts the “Minimum” system information.
b)
RRC Connection establishment according to clause 8.1.2.1.4.
c)
Call setup according to clause 10.1.3, procedure 1.
d)
Disconnect call according to clause 10.1.2.6.4. UE shall enter Cell_PCH state
e)
SS broadcasts the “Maximum” system information and notifies the UE as described in clause  8.1.1.5.
f)
Call Setup according to clause 10.1.3, procedure 1.
Specific message content for “Minimum” configuration

The minimum set has:

-
“minimum”  number of system information blocks

-
no “unknown future” blocks

-
no scheduling blocks

-
separate FACH and PCH channels

-
There is no SIB4. SIB3 data contains Cell 1 data with default values and Cell 2 data with assigned values, so that Cell1 shall be selected.

Contents of Master Information Block PLMN type is the case of GSM-MAP 

	- MIB value tag
	1

	- Supported PLMN types
	

	 - PLMN type
	GSM-MAP

	  - PLMN identity
	

	   - MCC digit
	Set to the same Mobile Country Codes stored in the test USIM card.

	   - MNC digit
	Set to the same Mobile Network Codesstored in the test USIM card.

	- ANSI-41 Core Network information
	Not Present

	- References to other system information blocks and scheduling blocks
	

	 - References to other system information blocks
	

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	   - PLMN Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	10

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 1

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	6

	  - SIB_POS offset info
	Not Present – use default

	 - SIB type SIBs only
	System Information Type 3

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	128

	  - SIB_POS
	26

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 5

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	128

	  - SIB_POS
	22

	  - SIB_POS offset info
	Not Present – use default

	 - SIB type SIBs only
	System Information Type 7

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	58

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 11


Contents of System Information Block type 1 (supported PLMN type is GSM-MAP)
	- CN common GSM-MAP NAS system information
	

	 - GSM-MAP NAS system information
	Contains the PLMN Identity and Location Area Code

	  - MCC digit
	Set to the same Mobile Country Code stored in test USIM card.

	  - MNC digit
	Set to the same Mobile Network Code stored in test USIM card.

	  - Location area code
	0001H

	- CN domain system information
	

	 - CN domain identity
	PS

	 - CHOICE CN Type
	GSM-MAP

	  - CN domain specific NAS system information
	

	  - GSM-MAP NAS system information
	T.B.D

	 - CN domain specific DRX cycle length coefficient
	7

	  - CN domain identity
	CS

	 - CHOICE CN Type
	GSM-MAP

	  - CN domain specific NAS system information
	

	   - GSM-MAP NAS system information
	T.B.D

	 - CN domain specific DRX cycle length coefficient
	7

	- UE Timers and constants in idle mode
	

	 -T300
	400 milliseconds 

	 -N300
	7

	 -T312
	10 seconds

	 - N312
	200

	- UE Timers and constants in connected mode
	

	 - T301
	2000 milliseconds

	 - N301
	2

	 - T302
	4000 milliseconds

	 - N302
	3

	 - T304
	1000 milliseconds

	 - N304
	3

	 - T305
	60 minutes 

	 - T307
	50 seconds

	 - T308
	320 milliseconds

	 - T309
	8 seconds

	 - T310
	320 milliseconds 

	 - N310
	5

	 - T311
	500 milliseconds

	 - T312
	5 seconds 

	 - N312
	200

	 - T313
	10 seconds 

	 - N313
	20

	 - T314
	20 seconds

	 - T315
	30 seconds

	 - N315
	200

	 - T316
	50 seconds

	 - T317
	1800 seconds


Contents of System Information Block type 2

Not included in “Minimum” configuration
Contents of System Information Block type 3 (FDD)

	- SIB4 indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	

	  - Mapping List
	

	  - RAT
	UTRA FDD

	   - Mapping Function Parameter List
	1

	    - Function type
	Linear

	    - Map_parameter_1
	1

	    - Map_parameter_2
	1

	    - Upper_limit
	1

	  - Cell selection_and_reselection_quality_-measure
	CPICH Ec/N0

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	16 dB

	  - SsearchHCS
	10 dB

	  - RAT List
	For conformance testing in Japan, this IE is omitted.  For conformance testing in European countries, this IE is present with the following values.

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-105 dB

	   - SHCS,RAT
	Not Present

	  - Slimit,ShearchRAT
	Not Present

	  - Qhyst1s
	0 dB

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   - HCS_PRIO
	0 

	   - QHCS
	0 

	   - TCRMAX
	Not used 

	   - NCR
	Not Present

	   - TCMAXHyst
	Not Present

	  - Maximum allowed UL TX power
	33dBm

	  - CHOICE mode
	FDD

	   - Qqualmin
	-20 dB

	   - Qrxlevmin
	-115 dBm

	- Cell Access Restriction
	

	  - Cell barred
	Not barred

	  - Cell Reserved for operator use
	Not reserved

	  - Cell Reserved for SoLSA exclusive use
	Not reserved

	  - Access Class Barred0
	Not barred

	  - Access Class Barred1
	Not barred

	  - Access Class Barred2
	Not barred

	  - Access Class Barred3
	Not barred

	  - Access Class Barred4
	Not barred

	  - Access Class Barred5
	Not barred

	  - Access Class Barred6
	Not barred

	  - Access Class Barred7
	Not barred

	  - Access Class Barred8
	Not barred

	  - Access Class Barred9
	Not barred

	  - Access Class Barred10
	Not barred

	  - Access Class Barred11
	Not barred

	  - Access Class Barred12
	Not barred

	  - Access Class Barred13
	Not barred

	  - Access Class Barred14
	Not barred

	  - Access Class Barred15
	Not barred


Contents of System Information Block type 4 in connected mode (FDD)

Not included in “Minimum” configuration
Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	0dB

	- Primary CCPCH info
	

	  - TX Diversity indicator
	FALSE

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111’B

	   - Available SF
	Reference to clause 6.10 Parameter Set 

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	Reference to clause 6.10 Parameter Set 

	   - Available Sub Channel number
	‘1111 1111 1111’B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	(This IE is repeated for TFI number)

	   - RLC size
	Reference to clause 6.10 Parameter Set

	   - Number of TB and TTI List
	Reference to clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference to clause 6.10 Parameter Set

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	   - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	   - Coding Rate
	Reference to clause 6.10 Parameter Set 

	   - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	   - CRC size
	Reference to clause 6.10 Parameter Set 

	 - RACH TFCS
	(This IE is repeated for TFC number.)

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Refer to clause 6.10 Parameter Set

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	0

	         - Gain factor ßd
	0

	         - Reference TFC ID
	Not Present

	        - Power offset Pp-m
	0dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111’B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111’B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	Reference to clause 6.10 Parameter Set 

	 - Constant value
	Reference to clause 6.10 Parameter Set 

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	SF-1(SF is reference to clause 6.10 Parameter Set)

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system info
	

	 - Secondary CCPCH info
	

	  - Primary CPICH usage for channel estimation
	Primary CPICH may be used

	  - Secondary CPICH info
	Not Present

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	Reference to clause 6.10 Parameter Set 

	  - Code number
	SF-1(SF is reference to clause 6.10 Parameter Set)

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Refer to clause 6.10 Parameter Set

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - Transport Channel Identity
	12 (for PCH)

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	(This IE is repeated for TFI number.)

	   - RLC Size
	Reference to clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference to clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference to clause 6.10 Parameter Set

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	    - Coding Rate
	Reference to clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	    - CRC size
	Reference to clause 6.10 Parameter Set 

	  - Transport Channel Identity
	13 (for FACH)

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	(This IE is repeated for TFI number.)

	   - RLC Size
	Reference to clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference to clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference to clause 6.10 Parameter Set

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	    - Coding Rate
	Reference to clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	    - CRC size
	Reference to clause 6.10 Parameter Set 

	  - CTCH indicator
	FALSE

	  - PICH info
	

	   - Channelisation code
	SF-1(SF is reference to clause 6.10 Parameter Set)

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (FDD)

Not included in “Minimum” configuration
Contents of System Information Block type 7 (FDD)

	CHOICE Mode
	FDD

	 - UL interference
	-100dBm

	- PRACHs listed in system information block type5
	

	 - Dynamic persistence level
	2

	- PRACHs listed in system information block type6
	

	 - Dynamic persistence level
	2

	- Expiration Time Factor
	Not Present – use default value of 1


Contents of System Information Block type 8, 9 (only for FDD)

Not included in “Minimum” configuration
Contents of System Information Block type 10 (only for FDD)

Not included in “Minimum” configuration
Contents of System Information Block type 11 (FDD)

	- SIB12 indicator
	TRUE

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	0

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	0

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	FALSE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	The current value plus 50(When the current cell is cell No.8 then minus 50)  

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	0 dB

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	      - Cell measurement
	

	       - Intra-frequency cell id
	See test content

	 - Intra-frequency measurement quantity
	

	  - Filter coefficient
	0

	  - Measurement quantity
	CPICH RSCP

	 - Intra-frequency reporting quantity for RACH Reporting
	

	  - SFN-SFN observed time difference
	No report

	  - Reporting quantity
	No report

	 - Maximum number of reported cells on RACH
	

	  - Maximum number of reported cells
	No report

	 - Reporting information for state CELL_DCH
	

	  - Intra-frequency reporting quantity
	

	   - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference reporting indicator
	No report

	    - Cell synchronisation information reporting indicator
	FALSE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for monitored set cells
	

	    - SFN-SFN observed time difference reporting indicator
	No report

	    - Cell synchronisation information reporting indicator
	FALSE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodic Reporting/Event Trigger Reporting Mode
	Event trigger

	  - CHOICE report criteria
	Intra-frequency measurement reporting criteria

	  - Intra-frequency measurement reporting criteria
	

	   - Parameters required for each event
	

	    - Intra-frequency event identity
	1a

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Active set cells and monitored set cells

	    - Reporting Range
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold used frequency
	Not Present

	    - Reporting deactivation threshold
	1

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	Infinity

	    - Reporting interval
	0

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	2

	 - Inter-frequency measurement system information
	Not Present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	- UE internal measurement system information
	Not Present


Contents of System Information Block type 12 in connected mode (FDD)

Not included in “Minimum” configuration

Contents of System Information Block types 13, 14

Not included in “Minimum” configuration

Contents of System Information Block type 15

Not included in “Minimum” configuration

Contents of System Information Block type 16

Not included in “Minimum” configuration

Contents of System Information Block type 17

Not included in “Minimum” configuration

Contents of System Information Block type 18

Not included in “Minimum” configuration

Default settings for cell No.1 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	100


Cell No.2

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.2 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0010B

	URA identity
	0000 0000 0000 0001B


Default settings for cell No.2 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	150


Cell No.3

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.3 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0011B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.3 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	200


Cell No.4

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.4 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0100B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.4 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	250


Cell No.5

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.5 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0101B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.5 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	300


Cell No.6

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.6 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0110B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.6 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	350


Cell No.7

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.7 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0111B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.7 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	400


Cell No.8

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.8 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 1000B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.8 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	450


The mapping of SIB’s on segments and SYSTEM INFORMATION messages shall be inserted here, but is currently FFS.

Specific message content for “Maximum” configuration

The maximum set has:

· “maximum”  number of system information blocks

· one “unknown future” blocks

· scheduling blocks

· combined FACH and PCH channels

· SIB 3 is as in “minimum” set, but SIB4 is included with information as follows. Cell 1 has assigned values and Cell 2 default values, so that Cell2 shall be selected.

Contents of Master Information Block PLMN type is the case of GSM-MAP 

	- MIB value tag
	1

	- Supported PLMN types
	

	 - PLMN type
	GSM-MAP

	  - PLMN identity
	

	   - MCC digit
	Set to the same Mobile Country Codes stored in the test USIM card.

	   - MNC digit
	Set to the same Mobile Network Codesstored in the test USIM card.

	- ANSI-41 Core Network information
	Not Present

	- References to other system information blocks and scheduling blocks
	

	 - References to other system information blocks
	

	  - Scheduling information
	

	   - CHOICE Value tag
	

	    - Cell Value tag
	1

	   - Scheduling
	

	    - SEG_COUNT
	2

	    - SIB_REP
	16

	    - SIB_POS
	2

	    - SIB_POS offset info
	

	     - SIB_OFF
	2

	  - SIB type
	Scheduling Block 1

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	   - PLMN Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	10

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 1

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	128

	  - SIB_POS
	14

	  - SIB_POS offset info
	Not Present – use default

	 - SIB type SIBs only
	System Information Type 2

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	6

	  - SIB_POS offset info
	Not Present – use default

	 - SIB type SIBs only
	System Information Type 3

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	64

	  - SIB_POS
	38

	  - SIB_POS offset info
	Not Present – use default

	 - SIB type SIBs only
	System Information Type 4


Contents of Scheduling Block 1 (FDD)

	- References to other system information blocks
	

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	128

	  - SIB_POS
	26

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 5

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	3

	  - SIB_REP
	128

	  - SIB_POS
	42

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 6

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	1

	  - SIB_REP
	128

	  - SIB_POS
	22

	  - SIB_POS offset info
	Not Present – use default

	 - SIB type SIBs only
	System Information Type 7

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	58

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 11

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	2

	  - SIB_REP
	128

	  - SIB_POS
	106

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 12

	 - Scheduling information
	

	  - CHOICE Value tag
	Cell Value tag

	  - Cell Value tag
	1

	  - SEG_COUNT
	TBD

	  - SIB_REP
	TBD

	  - SIB_POS
	TBD

	  - SIB_POS offset info
	

	   - SIB_OFF
	TBD

	 - SIB type SIBs only
	System Information Type 15

	
	

	 - Scheduling information
	

	  - CHOICE Value tag
	PLMN Value tag

	  - PLMN Value tag
	1

	  - SEG_COUNT
	6

	  - SIB_REP
	128

	  - SIB_POS
	74

	  - SIB_POS offset info
	

	   - SIB_OFF
	2

	   - SIB_OFF
	2

	   - SIB_OFF
	8

	   - SIB_OFF
	4

	   - SIB_OFF
	2

	 - SIB type SIBs only
	System Information Type 16


Contents of System Information Block type 1 (supported PLMN type is GSM-MAP)
	- CN common GSM-MAP NAS system information
	

	 - GSM-MAP NAS system information
	Contains the PLMN Identity and Location Area Code

	  - MCC digit
	Set to the same Mobile Country Code stored in test USIM card.

	  - MNC digit
	Set to the same Mobile Network Code stored in test USIM card.

	  - Location area code
	0001H

	- CN domain system information
	

	 - CN domain identity
	PS

	 - CHOICE CN Type
	GSM-MAP

	  - CN domain specific NAS system information
	

	  - GSM-MAP NAS system information
	T.B.D

	 - CN domain specific DRX cycle length coefficient
	7

	  - CN domain identity
	CS

	 - CHOICE CN Type
	GSM-MAP

	  - CN domain specific NAS system information
	

	   - GSM-MAP NAS system information
	T.B.D

	 - CN domain specific DRX cycle length coefficient
	7

	- UE Timers and constants in idle mode
	

	 -T300
	400 milliseconds 

	 -N300
	7

	 -T312
	10 seconds

	 - N312
	200

	- UE Timers and constants in connected mode
	

	 - T301
	2000 milliseconds

	 - N301
	2

	 - T302
	4000 milliseconds

	 - N302
	3

	 - T304
	1000 milliseconds

	 - N304
	3

	 - T305
	60 minutes 

	 - T307
	50 seconds

	 - T308
	320 milliseconds

	 - T309
	8 seconds

	 - T310
	320 milliseconds 

	 - N310
	5

	 - T311
	500 milliseconds

	 - T312
	5 seconds 

	 - N312
	200

	 - T313
	10 seconds 

	 - N313
	20

	 - T314
	20 seconds

	 - T315
	30 seconds

	 - N315
	200

	 - T316
	50 seconds

	 - T317
	1800 seconds


Contents of System Information Block type 2

	- URA identity list
	Only 1 URA identity broadcasted

	 - URA identity
	0000 0000 0000 0001B


Contents of System Information Block type 3 (FDD)

	- SIB4 indicator
	TRUE

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping info
	

	  - Mapping List
	

	  - RAT
	UTRA FDD

	   - Mapping Function Parameter List
	1

	    - Function type
	Linear

	    - Map_parameter_1
	1

	    - Map_parameter_2
	1

	    - Upper_limit
	1

	  - Cell selection_and_reselection_quality_-measure
	CPICH Ec/N0

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	16 dB

	  - SsearchHCS
	10 dB

	  - RAT List
	For conformance testing in Japan, this IE is omitted.  For conformance testing in European countries, this IE is present with the following values.

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-105 dB

	   - SHCS,RAT
	Not Present

	  - Slimit,ShearchRAT
	Not Present

	  - Qhyst1s
	0 dB

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   - HCS_PRIO
	0 

	   - QHCS
	0 

	   - TCRMAX
	Not used 

	   - NCR
	Not Present

	   - TCMAXHyst
	Not Present

	  - Maximum allowed UL TX power
	33dBm

	  - CHOICE mode
	FDD

	   - Qqualmin
	-20 dB

	   - Qrxlevmin
	-115 dBm

	- Cell Access Restriction
	

	  - Cell barred
	Not barred

	  - Cell Reserved for operator use
	Not reserved

	  - Cell Reserved for SoLSA exclusive use
	Not reserved

	  - Access Class Barred0
	Not barred

	  - Access Class Barred1
	Not barred

	  - Access Class Barred2
	Not barred

	  - Access Class Barred3
	Not barred

	  - Access Class Barred4
	Not barred

	  - Access Class Barred5
	Not barred

	  - Access Class Barred6
	Not barred

	  - Access Class Barred7
	Not barred

	  - Access Class Barred8
	Not barred

	  - Access Class Barred9
	Not barred

	  - Access Class Barred10
	Not barred

	  - Access Class Barred11
	Not barred

	  - Access Class Barred12
	Not barred

	  - Access Class Barred13
	Not barred

	  - Access Class Barred14
	Not barred

	  - Access Class Barred15
	Not barred


Contents of System Information Block type 4 in connected mode (FDD)

	- Cell identity
	0000 0000 0000 0000 0000 0000 0001B

	- Cell selection and re-selection info
	

	 - Mapping Info
	

	  - Mapping List
	

	   - RAT
	UTRA FDD

	   - Mapping Function Parameter List
	

	    - Function type
	Linear

	    - Map_parameter_1
	1

	    - Map_parameter_2
	1

	    - Upper_limit
	1

	  - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - CHOICE mode
	FDD

	  - Sintrasearch
	16 dB

	  - Sintersearch
	16 dB

	  - SsearchHCS
	10 dB

	  - RAT List
	For conformance testing in Japan, this IE is omitted.  For conformance testing in European countries, this IE is present with the following values.

	   - RAT identifier
	GSM

	   - Ssearch,RAT
	-105 dB

	   - SHCS,RAT
	Not Present

	  - Slimit,ShearchRAT
	Not Present

	  - Qhyst1s
	0 dB

	  - Qhyst2s
	0 dB

	  - Treselections
	0 seconds

	  - HCS Serving cell information
	

	   - HCS_PRIO
	0

	   - QHCS
	0

	   - TCRMAX
	Not used

	   - NCR
	Not Present

	   - TCMAXHyst
	Not Present

	  - Maximum allowed UL TX power
	33dBm

	  - CHOICE mode
	FDD

	   - Qqualmin
	-20 dB

	   - Qrxlevmin
	-115 dBm

	- Cell Access Restriction
	

	  - Cell barred
	Not barred

	  - Access Class Barred
	Not barred

	  - Cell Reserved for operator use
	Not reserved

	  - Cell Reserved for SoLSA exclusive use
	Not reserved

	  - Access Class Barred0
	Not barred

	  - Access Class Barred1
	Not barred

	  - Access Class Barred2
	Not barred

	  - Access Class Barred3
	Not barred

	  - Access Class Barred4
	Not barred

	  - Access Class Barred5
	Not barred

	  - Access Class Barred6
	Not barred

	  - Access Class Barred7
	Not barred

	  - Access Class Barred8
	Not barred

	  - Access Class Barred9
	Not barred

	  - Access Class Barred10
	Not barred

	  - Access Class Barred11
	Not barred

	  - Access Class Barred12
	Not barred

	  - Access Class Barred13
	Not barred

	  - Access Class Barred14
	Not barred

	  - Access Class Barred15
	Not barred


Contents of System Information Block type 5 (FDD)

	- SIB6 indicator
	TRUE

	- PICH Power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH Power offset
	0dB

	- Primary CCPCH info
	

	  - TX Diversity indicator
	FALSE

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111’B

	   - Available SF
	Reference to clause 6.10 Parameter Set 

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	Reference to clause 6.10 Parameter Set 

	   - Available Sub Channel number
	‘1111 1111 1111’B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	(This IE is repeated for TFI number)

	   - RLC size
	Reference to clause 6.10 Parameter Set

	   - Number of TB and TTI List
	Reference to clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference to clause 6.10 Parameter Set

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	   - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	   - Coding Rate
	Reference to clause 6.10 Parameter Set 

	   - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	   - CRC size
	Reference to clause 6.10 Parameter Set 

	 - RACH TFCS
	(This IE is repeated for TFC number.)

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Refer to clause 6.10 Parameter Set

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	0

	         - Gain factor ßd
	0

	         - Reference TFC ID
	Not Present

	        - Power offset Pp-m
	0dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111’B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111’B

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111’B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping table
	

	  - AC-to-ASC mapping
	6 (AC0-9)

	  - AC-to-ASC mapping
	5 (AC10)

	  - AC-to-ASC mapping
	4 (AC11)

	  - AC-to-ASC mapping
	3 (AC12)

	  - AC-to-ASC mapping
	2 (AC13)

	  - AC-to-ASC mapping
	1 (AC14)

	  - AC-to-ASC mapping
	0 (AC15)

	 - Primary CPICH DL TX power
	Reference to clause 6.10 Parameter Set 

	 - Constant value
	Reference to clause 6.10 Parameter Set 

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	SF-1(SF is reference to clause 6.10 Parameter Set)

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system info
	

	 - Secondary CCPCH info
	

	  - Primary CPICH usage for channel estimation
	Primary CPICH may be used

	  - Secondary CPICH info
	Not Present

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	Reference to clause 6.10 Parameter Set 

	  - Code number
	SF-1(SF is reference to clause 6.10 Parameter Set)

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Refer to clause 6.10 Parameter Set

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - Transport Channel Identity
	12 (for PCH)

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	(This IE is repeated for TFI number.)

	   - RLC Size
	Reference to clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference to clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference to clause 6.10 Parameter Set

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	    - Coding Rate
	Reference to clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	    - CRC size
	Reference to clause 6.10 Parameter Set 

	  - Transport Channel Identity
	13 (for FACH)

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	(This IE is repeated for TFI number.)

	   - RLC Size
	Reference to clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference to clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference to clause 6.10 Parameter Set

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	    - Coding Rate
	Reference to clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	    - CRC size
	Reference to clause 6.10 Parameter Set 

	  - CTCH indicator
	FALSE

	  - PICH info
	

	   - Channelisation code
	SF-1(SF is reference to clause 6.10 Parameter Set)

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 6 in connected mode (FDD)

	- PICH power offset
	-5 dB

	- CHOICE Mode
	FDD

	 - AICH power offset
	0 dB

	 - CSICH Power offset
	Not Present

	- Primary CCPCH info
	

	  - TX Diversity indicator
	FALSE

	- PRACH system information list
	

	- PRACH system information
	

	 - PRACH info
	

	  - CHOICE mode
	FDD

	   - Available Signature
	‘0000 0000 1111 1111’B

	   - Available SF
	Reference to clause 6.10 Parameter Set 

	   - Preamble scrambling code number
	0

	   - Puncturing Limit
	Reference to clause 6.10 Parameter Set 

	   - Available Sub Channel number
	‘1111 1111 1111’B

	 - Transport Channel Identity
	15

	 - RACH TFS
	

	  - CHOICE Transport channel type
	Common transport channels

	  - Dynamic Transport format information
	(This IE is repeated for TFI number)

	   - RLC size
	Reference to clause 6.10 Parameter Set

	   - Number of TB and TTI List
	Reference to clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference to clause 6.10 Parameter Set

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	  - Semi-static Transport Format information
	

	   - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	   - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	   - Coding Rate
	Reference to clause 6.10 Parameter Set 

	   - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	   - CRC size
	Reference to clause 6.10 Parameter Set 

	 - RACH TFCS
	(This IE is repeated for TFC number.)

	  - Normal
	

	   - TFCI Field 1 information 
	

	    - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Refer to clause 6.10 Parameter Set

	       - Power offset information
	

	        - CHOICE Gain Factors
	Signalled Gain Factor

	         - Gain factor ßc
	0

	         - Gain factor ßd
	0

	         - Reference TFC ID
	Not Present

	        - Power offset Pp-m
	0dB

	 - PRACH partitioning
	

	  - Access Service Class
	

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#0)

	     - Available signature End Index
	7 (ASC#0)

	     - Assigned Sub-channel Number
	‘1111’B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#1)

	     - Available signature End Index
	7 (ASC#1)

	     - Assigned Sub-channel Number
	‘1111’B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#2)

	     - Available signature End Index
	7 (ASC#2)

	     - Assigned Sub-channel Number
	‘1111’B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#3)

	     - Available signature End Index
	7 (ASC#3)

	     - Assigned Sub-channel Number
	‘1111’B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#4)

	     - Available signature End Index
	7 (ASC#4)

	     - Assigned Sub-channel Number
	‘1111’B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#5)

	     - Available signature End Index
	7 (ASC#5)

	     - Assigned Sub-channel Number
	‘1111’B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#6)

	     - Available signature End Index
	7 (ASC#6)

	     - Assigned Sub-channel Number
	‘1111’B

	   - ASC Setting
	

	    - CHOICE mode
	FDD

	     - Available signature Start Index
	0 (ASC#7)

	     - Available signature End Index
	7 (ASC#7)

	     - Assigned Sub-channel Number
	‘1111’B

	 - Persistence scaling factor
	

	  - Persistence scaling factor
	0.9 (for ASC#2)

	  - Persistence scaling factor
	0.9 (for ASC#3)

	  - Persistence scaling factor
	0.9 (for ASC#4)

	  - Persistence scaling factor
	0.9 (for ASC#5)

	  - Persistence scaling factor
	0.9 (for ASC#6)

	  - Persistence scaling factor
	0.9 (for ASC#7)

	 - AC-to-ASC mapping 
	Not Present

	 - Primary CPICH DL TX power
	Reference to clause 6.10 Parameter Set 

	 - Constant value
	Reference to clause 6.10 Parameter Set 

	 - PRACH power offset
	

	  - Power Ramp Step
	3dB

	  - Preamble Retrans Max
	2

	 - RACH transmission parameters
	

	  - Mmax
	2

	  - NB01min
	3 slot

	  - NB01max
	10 slot

	 - AICH info
	

	  - Channelisation code
	SF-1(SF is reference to clause 6.10 Parameter Set)

	  - STTD indicator
	FALSE

	  - AICH transmission timing 
	0

	- Secondary CCPCH system info
	

	 - Secondary CCPCH info
	

	  - Primary CPICH usage for channel estimation
	Primary CPICH may be used

	  - Secondary CPICH info
	Not Present

	  - Secondary scrambling code
	Not Present

	  - STTD indicator
	FALSE

	  - Spreading factor
	Reference to clause 6.10 Parameter Set 

	  - Code number
	Reference to clause 6.10 Parameter Set 

	  - Pilot symbol existence
	FALSE

	  - TFCI existence
	TRUE

	  - Fixed or Flexible position
	Flexible

	  - Timing offset
	0

	 - TFCS
	(This IE is repeated for TFC number for PCH and FACH.)

	  - Normal
	

	   - TFCI Field 1 information
	

	    - CHOICE TFCS representation
	Addition

	     - TFCS addition information 
	

	      - CHOICE CTFC Size
	Number of bits used must be enough to cover all combinations of CTFC from clause 6.10.

	       - CTFC information
	Refer to clause 6.10 Parameter Set

	       - Power offset information
	Not Present

	 - FACH/PCH information
	

	  - Transport Channel Identity
	12 (for PCH)

	  - TFS
	(PCH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	(This IE is repeated for TFI number.)

	   - RLC Size
	Reference to clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference to clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference to clause 6.10 Parameter Set

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	    - Coding Rate
	Reference to clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	    - CRC size
	Reference to clause 6.10 Parameter Set 

	  - Transport Channel Identity
	13 (for FACH)

	  - TFS
	(FACH)

	  - CHOICE Transport channel type
	Common transport channels

	   - Dynamic Transport format information
	(This IE is repeated for TFI number.)

	   - RLC Size
	Reference to clause 6.10 Parameter Set 

	   - Number of TB and TTI List
	Reference to clause 6.10 Parameter Set

	    - Number of Transport blocks
	Reference to clause 6.10 Parameter Set

	    - CHOICE Mode
	FDD

	   - CHOICE Logical Channel List
	ALL

	   - Semi-static Transport Format information
	

	    - Transmission time interval
	Reference to clause 6.10 Parameter Set 

	    - Type of channel coding
	Reference to clause 6.10 Parameter Set 

	    - Coding Rate
	Reference to clause 6.10 Parameter Set 

	    - Rate matching attribute
	Reference to clause 6.10 Parameter Set 

	    - CRC size
	Reference to clause 6.10 Parameter Set 

	  - CTCH indicator
	FALSE

	  - PICH info
	

	   - Channelisation code
	SF-1(SF is reference to clause 6.10 Parameter Set)

	   - Number of PI per frame
	18

	   - STTD indicator
	FALSE

	- CBS DRX Level 1 information
	Not Present


Contents of System Information Block type 7 (FDD)

	CHOICE Mode
	FDD

	 - UL interference
	-100dBm

	- PRACHs listed in system information block type5
	

	 - Dynamic persistence level
	2

	- PRACHs listed in system information block type6
	

	 - Dynamic persistence level
	2

	- Expiration Time Factor
	Not Present – use default value of 1


Contents of System Information Block type 8, 9 (only for FDD)

This information is used for static CPCH in the cell, so this is not present. 

Contents of System Information Block type 10 (only for FDD)

This information is used for DRAC, so this is not present. 

Contents of System Information Block type 11 (FDD)

	- SIB12 indicator
	TRUE

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	0

	  - Intra-frequency cell info list
	

	   - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	   - New intra-frequency cells
	

	    - Intra-frequency cell id
	0

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	FALSE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	The current value plus 50(When the current cell is cell No.8 then minus 50)  

	      - Primary CPICH TX power
	Not Present

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	0 dB

	       - Maximum allowed UL TX power
	33 dBm

	       - HCS neighbouring cell information
	Not Present

	       - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	      - Cell measurement
	

	       - Intra-frequency cell id
	See test content

	 - Intra-frequency measurement quantity
	

	  - Filter coefficient
	0

	  - Measurement quantity
	CPICH RSCP

	 - Intra-frequency reporting quantity for RACH Reporting
	

	  - SFN-SFN observed time difference
	No report

	  - Reporting quantity
	No report

	 - Maximum number of reported cells on RACH
	

	  - Maximum number of reported cells
	No report

	 - Reporting information for state CELL_DCH
	

	  - Intra-frequency reporting quantity
	

	   - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference reporting indicator
	No report

	    - Cell synchronisation information reporting indicator
	FALSE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for monitored set cells
	

	    - SFN-SFN observed time difference reporting indicator
	No report

	    - Cell synchronisation information reporting indicator
	FALSE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodic Reporting/Event Trigger Reporting Mode
	Event trigger

	  - CHOICE report criteria
	Intra-frequency measurement reporting criteria

	  - Intra-frequency measurement reporting criteria
	

	   - Parameters required for each event
	

	    - Intra-frequency event identity
	1a

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Active set cells and monitored set cells

	    - Reporting Range
	5dB

	    - Cells forbidden to affect Reporting range 
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold used frequency
	Not Present

	    - Reporting deactivation threshold
	1

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	640

	    - Amount of reporting
	Infinity

	    - Reporting interval
	0

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell within active set and/or monitored set cells on used frequency

	     - Maximum number of reported cells
	2

	 - Inter-frequency measurement system information
	Not Present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	- UE internal measurement system information
	Not Present


Contents of System Information Block type 12 in connected mode (FDD)

	- FACH measurement occasion info
	Not Present

	- Measurement control system information
	

	 - Use of HCS
	Not used

	 - Cell_selection_and_reselection_quality_-measure
	CPICH RSCP

	 - Intra-frequency measurement system information
	

	  - Intra-frequency measurement identity
	0

	 - Intra-frequency cell info list
	

	  - CHOICE intra-frequency cell removal
	Remove no intra-frequency cells

	  - New intra-frequency cells
	

	    - Intra-frequency cell id
	0

	    - Cell info
	

	     - Cell individual offset
	0dB

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	FALSE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	The current value plus 50(When the current cell is cell No.8 then minus 50)  

	      - Primary CPICH TX power
	Not Present

	      - Read SFN indicator
	TRUE

	      - TX Diversity indicator
	FALSE

	      - Cell Selection and Re-selection info 
	

	       - Qoffset1s,n
	0 dB

	       - Qoffset2s,n
	0 dB

	      - Maximum allowed UL TX power
	33dBm

	       - HCS neighbouring cell information
	Not Present

	      - CHOICE mode
	FDD

	        - Qqualmin
	-20 dB

	        - Qrxlevmin
	-115 dBm

	      - Cell measurement
	

	       - Intra-frequency cell id
	See test contact

	 - Intra-frequency measurement quantity
	

	  - Filter coefficient
	0

	  - Measurement quantity
	CPICH RSCP

	 - Intra-frequency reporting quantity for RACH Reporting
	

	  -SFN-SFN observed time difference
	No report

	  - Reporting quantity
	No report

	 - Maximum number of reported cells on RACH
	

	  - Maximum number of reported cells
	No report

	 - Reporting information for state CELL_DCH
	

	  - Intra-frequency reporting quantity
	

	   - Reporting quantities for active set cells
	

	    - SFN-SFN observed time difference reporting indicator
	No report

	    - Cell synchronisation information reporting indicator
	FALSE

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for monitored set cells
	

	    - SFN-SFN observed time difference reporting indicator
	No report

	    - Cell identity reporting indicator
	TRUE

	    - CHOICE mode
	FDD

	     - CPICH Ec/N0 reporting indicator
	FALSE

	     - CPICH RSCP reporting indicator
	TRUE

	     - Pathloss reporting indicator
	FALSE

	   - Reporting quantities for detected set cells
	Not Present

	  - Measurement reporting mode
	

	   - Measurement Report Transfer Mode
	Acknowledged mode RLC

	   - Periodic Reporting/Event Trigger Reporting Mode
	Event trigger

	  - CHOICE report criteria
	Intra-frequency measurement reporting criteria

	  - Intra-frequency measurement reporting criteria
	

	   - Parameters required for each event
	

	    - Intra-frequency event identity
	1a

	    - Triggering condition 1
	Not Present

	    - Triggering condition 2
	Active set cells and monitored set cells

	    - Reporting Range
	5dB

	    - Cells forbidden to affect reporting range
	Not Present

	    - W
	1.0

	    - Hysteresis
	0.0

	    - Threshold used frequency
	Not Present

	    - Reporting deactivation threshold
	1

	    - Replacement activation threshold
	Not Present

	    - Time to trigger
	0

	    - Amount of reporting
	Infinity

	    - Reporting interval
	0

	    - Reporting cell status
	

	     - CHOICE reported cell
	Report cell Within active set and/or monitored set cells on used frequency 

	     - Maximum number of reported cells 
	2

	 - Inter-frequency measurement system information
	Not Present

	- Inter-RAT measurement system information
	Not Present

	- Traffic volume measurement system information
	Not Present

	- UE internal measurement system information
	Not Present


Contents of System Information Block type 15

	- Reference Position
	

	  - Latitude sign
	[FFS]

	  - Degrees Of Latitude
	[FFS]

	  - Degrees Of Longitude
	[FFS]

	  - Altitude Direction
	[FFS]

	  - Altitude
	[FFS]

	  - Uncertainty semi-major
	[FFS]

	  - Uncertainty semi-minor
	[FFS]

	  - Orientation of major axis
	[FFS]

	  - Uncertainty Altitude
	[FFS]

	  - Confidence
	[FFS]

	- GPS Reference Time
	

	 - GPS Week
	[FFS]

	 - GPS TOW msec
	[FFS]


Contents of System Information Block type 16

	- Re-establishment timer
	[FFS]

	- Predefined RB configuration
	[FFS]

	- Predefined TrCh configuration
	[FFS]

	- Predefined Phy configuration
	[FFS]


Contents of System Information Block type 18

	- Idle mode PLMN identities
	

	 - PLMNs of intra-frequency cells list
	

	  - PLMN identity
	Set to the same value as indicated in MIB

	 - PLMNs of inter-frequency cells list
	Not present

	 - PLMNs of inter-RAT cells list
	Not present

	- Connected mode PLMN identities
	Not present


Default settings for cell No.1 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	100


Cell No.2

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.2 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0010B

	URA identity
	0000 0000 0000 0001B


Default settings for cell No.2 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	150


Cell No.3

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.3 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0011B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.3 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	200


Cell No.4

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.4 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0100B

	URA identity
	0000 0000 0000 0010B


Default settings for cell No.4 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	250


Cell No.5

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.5 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0101B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.5 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	300


Cell No.6

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.6 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0110B

	URA identity
	0000 0000 0000 0011B


Default settings for cell No.6 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	350


Cell No.7

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.7 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 0111B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.7 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	400


Cell No.8

The contents of SYSTEM INFORMATION BLOCK TYPE 1 to 16 messages for cell No.8 are identical to those of cell No.1 with the following exceptions:

	Cell identity
	0000 0000 0000 0000 0000 0000 1000B

	URA identity
	0000 0000 0000 0100B


Default settings for cell No.8 (FDD):

	Downlink input level
	Reference to clause 6.10 Parameter Set 

	Uplink output power
	Minimum supported by the UE's power class.

	PCCPCH/PCPICH carrier number
	Reference to clause 6.10 Parameter Set 

	Cell Channel Description
	

	         - Primary CPICH info
	

	          - Primary scrambling code
	450


The mapping of system information blocks on segments and SYSTEM INFORMATION messages are FFS.
8.1.10.1.6

Test requirement

After step 3 the UE shall be in Connected state U10 in Cell 1.

After step 6 the UE shall be in Connected state U10 in Cell 2.
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