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1 Overview

This document details the changes needed to fix problems in the TTCN implementation of TC_8_1_2_9. With these changes applied the test case can be demonstrated to run on two independent UE implementations. Only essential fixes to the TTCN are applied. This test case has the full test coverage intended in its prose specification TS 34.123-1 clause 8.1.2.2.

2 Changes required for test-case 8.1.2.9

2.1 Tables deleted from RRCv300

None

2.2 Tables modified in RRCv300

None

2.3 Tables added to RRCv300

2.3.1 Tables added from RRCv143

[image: image1.png]Name. [ Type | Path
[ cdi_RAC_ConnRealE_IdNoProlEnCheck ASN 1 PDU Constaint Declaration - Constraints Part/PDU Constiaint Declarations?ASN.1 PDU Constaint Declarations/cdi_RRC_ConnReqUE_ldNoProtErCheck/

ds_ARC_CannSetupiny ASN.1 PDU Canstiaint Declaration Consiraints Pat/PDLJ Consiraint Deslaraians/ASN. 1 PDLI Constaint Declarations/ecs_RRC_ConrSetupiny/
@ c_RRC_ConnReqChk ASN.1 PDU Constiaint Declaration Constraints Pan/PDL Constaint Declarations/ASN. 1 PDU Constraint Declarations/cr_RRC_ConnReaChk/
[@tsc_OL_DPCH_SeiC_ 5 Test Suits Constant Declarations  Declarations Part/Test Suite Constant Declarations/tsc_DL_DPCH_SciC_§/

@ tsc N300 Test Suits Constant Declarations  Declarations Part/Test Suite Constant Declarations/tsc_N300/

@ waits Times Declarstions Declarations Part/Timer Declarations/t_wai/

e Test Case Dynarmic Behaviowr  Dynamic Part/Test Cases/RRC/RRC_ConnMgmt/tc_8_1_2_9/





New tables added

None. 

2.4 Modifications to tables added from RRCv143

2.4.1 Correction to loop termination tests
Reason for change: Test procedure calls for RRC Connection Requests until V300 is greater than N300, but the TTCN checks for equality.

Summary of Change: Change the test condition from ‘equals’ to ‘greater than’

Change test case from:

	Test Case Name
	tc_8_1_2_9

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	
	…..
	…..
	
	

	17
	
	UM!RLC_UM_DATA_REQ
	cas_RRC_ConnSetup (

tsc_CellA, 

tsc_RB0, 

cds_RRC_ConnSetupInv1 (

        tcv_InitialUE_Id,  tcv_RRC_Ti,

        tcv_CellInfoA.priScrmCode,

        tcv_CellInfoA.uRNTI ,

  tcv_CellInfoA.uL_ScramblingCode

        )

)
	
	Step 2b, K=1

	18
	
	REPEAT lt_Local1 UNTIL [ tcv_K = tsc_N300 ]
	
	
	Step 2b, Step 2, K>0 to Step 3

	25
	
	( tcv_K := tcv_K + 1 )
	
	
	Step 3d, K=1

	26
	
	REPEAT lt_Local2 UNTIL [ tcv_K = tsc_N300 ]
	
	
	Step 3c, K>0 to Step 4


To: 

	Test Case Name
	tc_8_1_2_9

	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	
	…..
	…..
	
	

	17
	
	UM!RLC_UM_DATA_REQ
	cas_RRC_ConnSetup (

tsc_CellA, 

tsc_RB0, 

cds_RRC_ConnSetupInv1 (

        tcv_InitialUE_Id,  tcv_RRC_Ti,

        tcv_CellInfoA.priScrmCode,

        tcv_CellInfoA.uRNTI ,

  tcv_CellInfoA.uL_ScramblingCode

        )

)
	
	Step 2b, K=1

	18
	
	REPEAT lt_Local1 UNTIL [ tcv_K > tsc_N300 ]
	
	
	Step 2b, Step 2, K>0 to Step 3

	2
	
	 …..
	…..
	
	

	25
	
	( tcv_K := tcv_K + 1 )
	
	
	Step 3d, K=1

	26
	
	REPEAT lt_Local2 UNTIL [ tcv_K > tsc_N300 ]
	
	
	Step 3c, K>0 to Step 4
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