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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 10.1.2.5.1 which is part of the NAS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs (see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_10_1_2_5_1

Test Group:
NAS/CC/OutgoingCall/U4/

ATS Version:
V3.10c + essential modifications

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Nokia 3G UE 

Verification Status:
PASS
4 Corrections required for test case 10.1.2.5.1

4.1 Introduction

This section describes the changes required to make test case 10.1.2.5.1 run correctly with a 3G UE. All changes are marked with label “WA #NAS <number>” in the TTCN comments column of the enclosed NAS ATS [1].

The NAS ATS version used as basis was NASv310c.mp provided by MCC 160. In a first step test case 10.1.2.5.1 was merged into this ATS. The test case and related TTCN objects were extracted from the NAS ATS version NASv143.mp, as well provided by MCC 160.

In subsequent steps the changes described hereafter were integrated into the ATS.

4.2 Incorrect transport format (WA #NAS 3032)

	Constraint name
Test step name
	c_DCH_81_TFS and c_DCH_81_TFS_UE

	Reason for change
	c_DCH_81_TFS and c_DCH_81_TFS_UE were subject of discussion on the T1 SIG reflector

	Summary of change
	c_DCH_81_TFS and c_DCH_81_TFS_UE: PrG assumes error in TFSs (0,1x81-> 1x0, 1x81) as agreed.

	Source of change
	new change

	Label
	WA #NAS 3032
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4.3 Syntax error in AT command (WA #NAS 3034)

	Constraint name
Test step name
	ca_AT_CmdReq
ts_AT_CheckAlertingStop

	Reason for change
	Wrong syntax for AT-Cmd. 

	Summary of change
	Added "AT+" to the AT-Cmd (constraint: ca_AT_CmdReq ( "AT+CLCC<CR>")

	Source of change
	new change

	Label
	WA #NAS 3034
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5 Branches executed in test case 10.1.2.5.1

The test case implementation has only one main branch which was completely executed. Integrity was enabled and ciphering was disabled.

6 Execution Log Files

6.1 Nokia 3G UE 

The Nokia 3G UE passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log file  10_1_2_5_1-Index.html
This execution log file in HTML format shows the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file
A text file containing all PICS/PIXIT parameters used for testing.
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