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	- The length indicated for the ‘System Parameters constructed value field’ is wrong.

If the ‘Toolkit Applet specific Parameters’ TLV object is not present, the length of the’ System Parameters constructed value’ field shall be 8 and not 8-n.

- The note for the ‘toolkit applet specific parameters field’ is not clear.
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A.1.1.4.2
Install (Install)

Toolkit registration is only active if the toolkit applet is at the state selectable, for example if the applet is registered for the event Menu Selection it shall only appear in the menu if the applet is in the selectable state.

The Install Parameter Field of the Install (Install) command shall be coded as follows:

	Presence
	Length
	Name

	Mandatory
	1
	Tag of System Parameters constructed field 'EF'

	
	1
	Length of System Parameters constructed field

	
	8 or (16-n)
	System Parameters constructed value field.

	Mandatory
	1
	Tag of Applet specific parameters field: 'C9'

	
	1
	Length of Applet specific Parameters field

	
	0-n
	Applet specific Parameters


The System Parameters value field of the Install (Install) command shall be coded as follows:

	Presence
	Length
	Name

	Mandatory
	1
	Tag of non volatile memory requirements for installation field: 'C8'

	
	1
	Length of non volatile memory requirement for installation (see A.1.1.4.2.2)

	
	2
	Non volatile memory required for installation in byte (see A.1.1.4.2.2)

	Mandatory
	1
	Tag of volatile memory requirements for installation field: 'C7'

	
	1
	Length of volatile memory requirement for installation (see A.1.1.4.2.2)

	
	2
	Volatile memory required for installation in byte (see A.1.1.4.2.2)

	Conditional (see Note)
	1
	Tag of toolkit applet specific parameters field: 'CA'

	
	1
	Length of toolkit applet specific parameters field

	
	6-n
	Toolkit Applet specific Parameters (see A.1.1.4.2.1)

	Note: 
This TLV object is  mandatory for Applets implementing the ToolkitInterface as defined in TS 43.019 [15].


Even if the length of the non volatile or volatile memory is present in the Install(Load) command, the card shall use the values indicated in the Install(Install) command at instantiation, should these values differ.

The format of the install method buffer provided by the Install (Install) command shall be the one specified in the Open Platform Card specification [14].

The applet may invoke the register(bArray, bOffset, bLength) or the register() method: the applet instance shall be registered with the instance AID present in the Install (Install) command. 

If the register (bArray, bOffset, bLength) is invoked, the AID passed in the parameters shall be the instance AID provided in the install method buffer.

If the register() method is invoked the instance AID present in the Install(Install) command and the AID within the Load File, as specified in Open Platform Card specification [14], should be the same.
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