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 10.1.2.1.1
Outgoing call / U0 null state / MM connection requested

10.1.2.1.1.1
Definition

The call control entity of the User Equipment requests the MM-sublayer to establish a mobile originating MM-connection.

10.1.2.1.1.2
Conformance requirement

If no RR connection exists, the MM sublayer requests the RR sublayer to establish an RR connection and enters MM sublayer state WAIT FOR RR CONNECTION (MM CONNECTION). This request contains an establishment cause and a CM SERVICE REQUEST message.

References

TS 24.008 clause 5.2.1.1 and clause 4.5.1.1
10.1.2.1.1.3
Test purpose

To verify that upon initiation of an outgoing basic call by user the UE initiates establishment of an MM connection, using as first MM message a CM SERVICE REQUEST message with CM service type "Mobile originating call establishment or packet mode connection establishment” or “ Emergency call establishment ".

10.1.2.1.1.4
Method of test

Related ICS/IXIT statements

-
supported MO circuit switched basic services.

Initial conditions

System Simulator:


1 cell, default parameters.

User Equipment:


The UE is in MM-state "idle, updated" with valid TMSI and CKSN.

Test procedure

An MO circuit switched basic service is selected that is supported by the UE; if the UE supports MO telephony, the selected basic service is telephony. If necessary, the UE is configured for that basic service. Then, the UE is made to initiate a call. When the SS receives CM SERVICE REQUEST, the contents of it shall be checked.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	->
	
	UE initiates outgoing call

	2
	
	Void
	

	3
	
	Void
	

	4
	->
	CM SERVICE REQUEST
	SS shall verify the CM service type requested by the UE

	5
	<-
	
	The SS releases the RRC connection.


Specific message contents:

None.

10.1.2.1.1.5
Test requirements

After step 3 the UE shall initiate establishment of an MM connection, using as first MM message a CM SERVICE REQUEST message with CM service type "Mobile originating call establishment or packet mode connection establishment “ or “Emergency call establishment ".
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