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1 Overview

This document details the changes needed introduce test case 8.3.1.10  to to RRCv340. With these changes applied the test case can be demonstrated to run on at least one independent UE implementation. Only essential fixes to the TTCN are applied. This test case has been tested according to the configuration stated below:-

	Reference document
	TS 34.123-1 version 5.6.0

TS34.108 version 3.14.0

	Referenced CRs
	None

	Integrity
	Enabled

	Ciphering
	Disabled

	Path tested
	PS


2 Tables added to iWD-TVB2003-03_D04wk04
2.1 New tables added

None.

3 Tables modified iWD-TVB2003-03_D04wk04
3.1 tc_8_3_1_10

Reason for change
The existing test step has been modified as follows:

· Line 20 – At step 2a a timeout is needed before continuing to receive the Cell Update at step 3.

	Test Case Name
	tc_8_3_1_10 

	Group
	RRC/RRC_CellUpdate/ 

	Purpose
	1. To confirm that the UE moves to idle mode after the expiry of T307, indicating that it is out of service area when attempting to perform a periodic cell updating procedure. 

	Configuration
	 

	Default
	RRC_Def1 

	Comments
	@SIC_NAPP 

	Selection Ref
	RRC_FDD_PS 

	Description
	Cell Update: expiry of T307 after T305 expiry and being out of service area 


	Nr
	Label
	Behaviour Description
	Constraints Ref
	Verdict
	Comments

	1 
	 
	START t_Guard( 1200 ) 
	 
	 
	@sic Jitendra CR# T1-301739 sic@ 

	2 
	 
	  [px_RAT=fdd] 
	 
	 
	FDD specific behaviour 

	3 
	 
	    +ts_RRC_InitVariablesPS ( cell_FACH ) 
	 
	 
	 

	4 
	 
	      +lt_InitNewSIB1 
	 
	 
	Put in effect the New SIB1 

	5 
	 
	        +pr_GotoState6_11_MO_NewSIB1(tsc_CellA,tcv_SIB1) 
	 
	 
	Goto 6-11 Stateon Cell A Step 1 

	6 
	TBS 
	          (tcv_TestBody:=TRUE) 
	 
	 
	 

	7 
	 
	            +lt_TestBody 
	 
	 
	 

	8 
	TBE 
	              (tcv_TestBody:=FALSE) 
	 
	 
	 

	9 
	 
	                +po_ConnectionAndSS_Rel(tsc_CellA) 
	 
	 
	 

	10 
	ERR1 
	  [px_RAT=tdd] 
	 
	I 
	TDD specific behaviour 

	11 
	ERR2 
	  [TRUE] 
	 
	I 
	 

	 
	 
	lt_TestBody 
	 
	 
	 

	12 
	 
	+lt_SetQrxlevmin_AndSend 
	 
	 
	To set Min q-rxlev in SIB3 and SIB4 

	13 
	TBP1 
	  +ts_RRC_ReceiveCellUpdatePeriodic ( tsc_CellA, cdr_CellUpdateAny (  tcv_CellInfoA.uRNTI,  periodicalCellUpdate ), 330000

, 270000  ) 
	 
	 
	Step 1c T305 in Sys info now set to 5 Mins    

	14 
	 
	    UM ! RLC_UM_DATA_REQ 
	cas_RRC_CellUpdateCnf(   tsc_CellDedicated,  tsc_RB1,  cds_CellUpdateCnfNewURNTI_DCCH_URAId (  tcv_CellIndInfo.dl_IntegrityCheckInfo,  tcv_RRC_Ti,    OMIT,   OMIT,   cell_FACH ,  OMIT,  OMIT  )  ) 
	 
	Step 1d. No New-CRNTI  

	15 
	 
	      +ts_RRC_Delay( 247500) 
	 
	 
	Step 1e:

SS waits for T305 + 0.5*(T307 - T317) + 10%    

[ 300000  + 0.5*( 30000 - 180000 ) ] + 10 %  = 247500      

This is to ensure that T305 and subsequently T307 both expire before T317 

	16 
	 
	        (tcv_TmpAtt := tcv_CellInfoA.attenuationLevel) 
	 
	 
	Remember current attenuator settings 

	17 
	 
	          +ts_SetAttenuationLevel (tsc_CellA, 20) 
	 
	 
	Step 2a.  SS configures its downlink transmission power settings acc to T1 in Table 8.3.1.10 (  -60  -20 = -80) 

	18 
	 
	            START t_WaitMS ( 115500) 
	 
	 
	Step 2b: 

Wait for further ( T305 + T307 -Tdelay (allow 10% tolerances) 

= 0.5( T307 + T317)  + 10 %

= 115500 ms

@sic Jitendra CR# T1-301739 sic@ 

	19 
	TBF1 
	              TM ? RLC_TR_DATA_IND 
	car_RRC_CellUpdate(  tsc_CellA,  tsc_RB0, cbr_108_CellUpdate  (  *, *)) 
	(F) 
	UE should not Initiate Cell Update 

	20 
	TBP2 
	              ?TIMEOUT t_WaitMS 
	 
	(P) 
	@sic Jitendra ER# 1468 sic@ 

	21 
	 
	                START t_UpperBound (tsc_T307_Max) 
	 
	 
	Step 3. Wait to the expiry of T307 + 10% 

	22 
	TBF2 
	                  TM ? RLC_TR_DATA_IND CANCEL t_UpperBound 
	car_RRC_CellUpdate(  tsc_CellA,  tsc_RB0, cbr_108_CellUpdate  (  *, *)) 
	(F) 
	UE should not Initiate Cell Update 

	23 
	TBP3 
	                  ?TIMEOUT t_UpperBound 
	 
	(P) 
	 

	24 
	 
	                    +ts_SetAttenuationLevel (tsc_CellA, tcv_TmpAtt) 
	 
	 
	Step 3 SS configures its downlink transmission power settings acc to T0 in Table 8.3.1.10 

	25 
	 
	                      + ts_RRC_Delay ( tsc_WaitBeforePaging + 5000 ) 
	 
	 
	Step 3 : Wait 5 Secs to allow UE to go to Idle 

	26 
	 
	                        (tcv_CN_Domain := ps_domain, tcv_CellInfoA .cellConfig := cell_FACH_NoConn) 
	 
	 
	 

	27 
	 
	                          + ts_CRLC_RelReconfSRB (tsc_CellA) 
	 
	 
	 

	28 
	TBP4 
	                            +ts_C1_CheckIdleMode(tsc_CellA) 
	 
	 
	Steps 4 to 5 

	 
	 
	lt_SetQrxlevmin_AndSend 
	 
	 
	 

	29 
	 
	(tcv_SIB3.cellSelectReselectInfo.modeSpecificInfo.fdd.q_RxlevMin := -35, tcv_SIB4.cellSelectReselectInfo.modeSpecificInfo.fdd.q_RxlevMin := -35) 
	 
	 
	Set SIB3 and SIB4 q_rxlevmin to -70 ( IE Valuse *2 +1 )

Set Values of T307,T307,T317 

	30 
	 
	  + ts_SysInfoModifySIB3_And4_RRC ( tsc_CellA, tcv_SIB3, tcv_SIB4, tsc_Now) 
	 
	 
	Steps 1a  - 1b 

	31 
	 
	    +ts_RRC_Delay(10000) 
	 
	 
	A delay is required by the UE to re-acquire the modified SIB 3 & 4 

	 
	 
	lt_InitNewSIB1 
	 
	 
	 

	32 
	 
	( tcv_SIB1 := cb_SIB1_Def(  tcv_CellInfoA ) ) 
	 
	 
	Initilise tcv_SIB1 with the SIB1 default. 

	33 
	 
	  (tcv_SIB1.ue_ConnTimersAndConstants.t_305:=m5, 

tcv_SIB1.ue_ConnTimersAndConstants.t_307:=s30, 

tcv_SIB1.ue_ConnTimersAndConstants.t_317:=s180) 
	 
	 
	Overwite the Initilised default values with the specific value. 
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