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	1. TS 34.123-1 specifies that in step 1 of test cases 8.2.2.18, and step 1 of test case 8.2.2.17, the field ‘maxAllowedUL_TX_Power’ of the radio bearer reconfiguration message should not be present. But TTCN sends the radio bearer reconfiguration message with the value for this field set to ‘’tsc_MaxAllowPwr” i.e. 33 dBm.

2. In line#32 of test case 8_2_2_18, the comment “Step 5b” shall be changed to “Step 6”

3. In line#33 of test case 8_2_2_18, the comment “Step 6” shall be changed to “Step 7”

	
	

	Summary of change:
(

	1. Constraint cds_108_RB_ReconfigFACH_RB20_RST600 is modified so that the field ‘’ maxAllowedUL_TX_Power ‘’ is not present in the radio bearer reconfiguration message in test case 8.2.2.18 and 8.2.2.17. 

2. The comment in line#32 of test case 8_2_2_18, is changed from “Step 5b” to “Step 6”
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Change 1:

	ASN.1 PDU Constraint Declaration
	cds_108_RB_ReconfigFACH_RB20_RST600

	Reason for change
	TS 34.123-1 specifies that in step 1 of test cases 8.2.2.18, and step 1 of test case 8.2.2.17, the field ‘maxAllowedUL_TX_Power’ of the radio bearer reconfiguration message should not be present. But TTCN sends the radio bearer reconfiguration message with the value for this field set to ‘’tsc_MaxAllowPwr” i.e. 33 dBm.

	Summary of change
	Constraint cds_108_RB_ReconfigFACH_RB20_RST600 is modified so that the field ‘’ maxAllowedUL_TX_Power ‘’ is not present. 


	Source of change
	New change
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Change 2:

	Test Case 8_2_2_18
	Comment in line#32 of test case 8_2_2_18

	Reason for change
	In line#32 of test case 8_2_2_18, the comment “Step 5b” is wrong. It should be changed to “Step 6”

	Summary of change
	In line#32 of test case 8_2_2_18, the comment “Step 5b” is changed to “Step 6”


	Source of change
	New change
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Change 3:

	Test Case 8_2_2_18
	Comment in line#33 of test case 8_2_2_18

	Reason for change
	In line#33 of test case 8_2_2_18, the comment “Step 6” is wrong. It should be changed to “Step 7”

	Summary of change
	In line#33 of test case 8_2_2_18, the comment “Step 6” is changed to “Step 7”


	Source of change
	New change
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