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This document contains the CR's to TS 34.123-3 v.3.4.0, v.3.5.1 and v.3.5.2, TTCN category F. These CRs have been agreed by T1 and are put forward to TSG T for approval.

	doc #
	title
	cat
	version
in
	version
out
	CR #

	T1s040077
	Corrections to RRC Package 1 TC 8.1.2.9 to modify timers and RRC Setup Request Constraints
	F
	3.4.0
	3.6.0
	357

	T1s040079
	Corrections to Package 1 test case tc_8_1_1_1
	F
	3.4.0
	3.6.0
	358

	T1s040163
	Correction to RRC Package 1 TC 8.2.1.8 and 8.2.1.9 for the mismatch between Radio Bearer setup and PDP context Activation Request message (Revision of T1s040071).
	F
	3.4.0
	3.6.0
	355

	T1s040164
	Modification to ATT flag usage in TC 12.3.1.5. (Re-submission of T1-031923 on v3.4.0)
	F
	3.4.0
	3.6.0
	356

	T1s040185
	General correction to approved GCF P1 (Cell FACH) MAC test cases
	F
	3.4.0
	3.6.0
	354

	T1s040188
	Error correction lists to iWD-wk04 and iWD-wk07
	F
	3.4.0
	3.6.0
	352

	T1s040189
	TTCN corrections to Generic Setup Procedures
	F
	3.4.0
	3.6.0
	353

	T1s040219
	Correction to RRC Package 2 TC 8.2.2.7 for radio bearer messages with specified IEs and correction of default PS RAB and SRBs RLC configurations in RRC ATS.  (Revision of T1s040165).
	F
	3.4.0
	3.6.0
	349

	T1s040220
	Correction to NAS Package 1 TC 12.5 for selecting UE operation mode C only when mode A not supported and validating RRC connection establishment cause
	F
	3.4.0
	3.6.0
	350

	T1s040221
	Correction to RRC Package 1 TC 8.1.2.1 modification to UE system specific capabilities (Revision of T1s040078).
	F
	3.4.0
	3.6.0
	351

	T1s040224
	Correction to Approved RRC Package 1 TC 8.3.4.1
	F
	3.5.0
	3.6.0
	348

	T1s040235
	Correction to Approved RRC Package 1 TC 8.3.4.2 and 8.3.4.3
	F
	3.5.0
	3.6.0
	347

	T1s040251
	Correction to GFC P3 RAB test cases 14.2.26 and 14.2.27
	F
	3.5.1
	3.6.0
	346

	T1s040272
	Correction to GFC P1 RAB test case 14.2.4
	F
	3.5.1
	3.6.0
	345

	T1s040273
	Correction to Package 2 MM TC 9.4.9 to handle situation when pc_PS is TRUE also.
	F
	3.5.2
	3.6.0
	344

	T1s040274
	Regression error corrections to wk12 and wk15.
	F
	3.5.1
	3.6.0
	343

	T1s040277
	Changes to the test step ts_CC_InitTCV_MO
	F
	3.5.1
	3.6.0
	341

	T1s040278
	Correction to Package 1 GMM test case 12.3.1.2 for P-TMSI signature check at Step 12.
	F
	3.5.1
	3.6.0
	342

	T1s040279
	Correction to Approved RRC Package 1 TC 8.4.1.1
	F
	3.5.0
	3.6.0
	340

	T1s040282
	Correction to package 2 TC 9.1 to handle PS attach and detach.
	F
	3.5.2
	3.6.0
	339

	T1S040284
	Correction to Approved Package 1 TC 11.1.1.1
	F
	3.5.0
	3.6.0
	338

	T1s040287
	Correction to Package 1 SM TC 11.1.1.1, 11.3.1 and 11.3.2 to harmonize the timer handling and to account for T1-040514, T1s040243 and T1s040244 concerning RAB release and detaching.
	F
	3.5.1
	3.6.0
	337

	T1s040288
	Correction to Package 3 NAS CC test case 10.1.2.7.3 for assigning FAIL verdict on receiving unexpected RELEASE message.
	F
	3.5.1
	3.6.0
	333

	T1s040289
	Correction to Package 2 GMM test case 12.2.1.3 for supporting USIM removal without power off
	F
	3.5.2
	3.6.0
	322

	T1s040291
	Correction to RRC TC 8.2.2.10 on contents of radio bearer reconfiguration message.
	F
	3.5.1
	3.6.0
	334

	T1s040292
	Correction to RRC Package 2 TC 8.4.1.16 and 8.4.1.17 for contents of SIB 11 and Measurement reporting Interval.
	F
	3.5.1
	3.6.0
	335

	T1s040293
	Correction to common test step “ts_SS_2_FACH_1_RACH_ModifyDCH_Cfg” of RRC ATS to release unused RLC entity, related to test cases 8.4.1.18 and 8.4.1.19
	F
	3.5.1
	3.6.0
	336

	T1s040297
	Correction to Package 3 NAS CC test cases 10_1_2_5_5, 10_1_2_6_2 and 10_1_2_7_2 to validate the current TI value.
	F
	3.5.1
	3.6.0
	323

	T1s040298
	Correction to Package 3 NAS CC test cases 10.1.2.6.6; introducing PIXIT parameter for UE Call waiting support.
	F
	3.5.1
	3.6.0
	324

	T1s040299
	Correction to Package 1 SM test case 11.1.1.1  in handling Modify PDP Context procedure.
	F
	3.5.1
	3.6.0
	325

	T1s040300
	Correction to Radio Bearer setup message for Package 1 RAB test case 14.2.13.1 and package 2 RAB test case 14.2.15.
	F
	3.5.1
	3.6.0
	326

	T1s040301
	Correction to Package 3 RAB test case 14.2.14.1 Radio Bearer setup in the SS.
	F
	3.5.1
	3.6.0
	327

	T1s040302
	Correction to RRC TC 8.2.2.18 and 8.2.2.17 on contents of radio bearer reconfiguration message and comments in test steps of TC 8.2.2.18.
	F
	3.5.1
	3.6.0
	328

	T1s040303
	Correction to RRC Package 2 TC 8.3.1.3 to delete the Radio Bearer BCCH mapped to FACH(RB_BCCH_FACH) in the old cell before configuring in the new cell. 
	F
	3.5.1
	3.6.0
	329

	T1s040304
	Correction to Package 3 NAS MM test case 9.4.2.2.2 to disable cell C  ATT flag 
	F
	3.5.1
	3.6.0
	330

	T1s040305
	Correction to Package 2 NAS MM test case 9.4.9; introducing postamble to remove PLMN2 from USIM forbidden PLMN list.
	F
	3.5.2
	3.6.0
	331

	T1s040306
	Modification to RLC 7.2.3.33 TTCN to meet Test Procedure ‘f’ in Prose 34.123-1-571. 
	F
	3.5.1
	3.6.0
	332

	T1s040320
	Quality of Service (QoS) initialisation when setting up a PS call
	F
	3.5.1
	3.6.0
	317

	T1s040321
	Correction to RRC Package 1 TC 8.1.1.2 and 8.1.1.3 to add delay before switching to CELL_PCH or URA_PCH
	F
	3.5.1
	3.6.0
	321

	T1s040322
	Correction to RRC Package 2 TC 8.3.1.4 to stop the timer t_WaitS after receiving expected UTRAN MOBILITY INFORMATION CONFIRM message from UE.
	F
	3.5.1
	3.6.0
	318

	T1s040323
	Corrections to RRC package 1 and 2 test cases from sections 8.1.x, 8.2.x and 8.3.x to add a delay before SS reconfigures MAC according to the new C-RNTI or U-RNTI assigned to UE.
	F
	3.5.1
	3.6.0
	319

	T1s040324
	Correction to RRC TC 8.3.1.3 on the contents of CELL UPDATE CONFIRM message
	F
	3.5.1
	3.6.0
	320


