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This document contains the CRs to TS 34.108 v.5.3.0. These CRs have been agreed by T1 and are put forward to TSG T for approval.

	Doc-2nd-Level
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New

	T1-050095
	382
	-
	Rel-5
	Updates from core specification changes
	F
	5.3.0
	5.4.0

	T1-050350
	383
	-
	Rel-5
	Correction to Hand over test procedure in CELL_DCH
	F
	5.3.0
	5.4.0

	T1-050380
	384
	-
	Rel-5
	CR to 34.108: Changes to test frequencies for UMTS 850 Band
	B
	5.3.0
	5.4.0

	T1-050019
	385
	-
	Rel-5
	Correction to default SIB configurations
	F
	5.3.0
	5.4.0

	T1-050052
	386
	-
	Rel-5
	Editorial corrections in HSDPA RAB configurations 6.10.2.4.5.2 and 6.10.2.4.5.4.
	D
	5.3.0
	5.4.0

	T1-050064
	387
	-
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of PHYSICAL CHANNEL RECONFIGURATION message for 1.28 Mcps TDD
	F
	5.3.0
	5.4.0

	T1-050065
	388
	-
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of TRANSPORT CHANNEL RECONFIGURATION message for 1.28 Mcps TDD
	F
	5.3.0
	5.4.0

	T1-050066
	389
	-
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of RRC CONNECTION REQUEST message for TDD
	F
	5.3.0
	5.4.0

	T1-050072
	390
	-
	Rel-5
	Correction to the HSDPA RB Identity in Radio Bearer Setup & Radio Bearer Release message contents
	F
	5.3.0
	5.4.0

	T1-050202
	391
	-
	Rel-5
	CR to TS 34.108 v5.3.0 - Correction to Default RADIO BEARER RELEASE message (FDD)
	F
	5.3.0
	5.4.0

	T1-050239
	392
	-
	Rel-5
	Addition of reference radio bearer configuration for MAC-hs testing
	F
	5.3.0
	5.4.0

	T1-050295
	393
	-
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of RRC CONNECTION REQUEST message for TDD
	F
	5.3.0
	5.4.0

	T1-050296
	394
	-
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of Default System Information Block Messages for TDD
	F
	5.3.0
	5.4.0

	T1-050297
	395
	-
	Rel-5
	CR to 34.108 Rel-5: Add the contents of SIB 5 & 6 for HCR TDD
	F
	5.3.0
	5.4.0

	T1-050451r1
	396
	-
	Rel-5
	Correction to TFCS ordering
	F
	5.3.0
	5.4.0

	T1-050458
	397
	-
	Rel-5
	Addition of GPS scenario and A-GPS assistance data values for signalling tests to 34.108
	F
	5.3.0
	5.4.0

	T1-050469
	398
	-
	Rel-5
	CR to TS34.108 Rel-5; Correction to the physical channel parameters (Revison of T1-050176)
	F
	5.3.0
	5.4.0


