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1 RAB ATS

1.1 ts_RB_InitTest_3SCCPCH (WA#RAB4517)
	Test step name
	ts_RB_InitTest_3SCCPCH: lt_ReleaseCell

	Reason for change
	For test cases tc_14_4_2_2:
RB1 to RB4 should be released when releasing the cell (lt_ReleaseCell ) otherwise they will be double configured afterwards (ts_SS_ModifyCell3_SCCPCH_4_FACH_Cnfg1) which is wrong.

	Summary of change
	In "lt_ReleaseCell", added lines releasing RB1 to R4 (ts_CRLC_Rel) as it is already done in ts_RB_InitTest_3SCCPCH_2a (tc_14_4_2a_1)

	Source of change
	New change

	Label
	WA#RAB4517


[image: image1.png]Test Step

oSSR _RB_nITes9500PCH(p_FagngCauss PasingCatss p_ESHIEhmenCates Esahiahmencaues)

oot St Group Ret. 3. Sipsintalzatons

Objctve 7o 3eup the envronement for P et ases

Detauts RRC. Dot

G Wasbnsesi 7

N[ ]| Sehavou Desapton T Constatrer m; S

1 +s_SS_CreateCellFACH (tsc_CellA) Configuration has to be changed
2 +ts_SefTmpCellinfo itsc_Cella)

Fetch record corresponding to cur
rent cell





[image: image2.png]It_ReConfigureCell

15 +5_RRC_Delay(5000)

16 +It_ReleaseCel

17 +It ModifyCell

It_ReleaseCel

18 +15_CRLC_Rel (tsc_Cellh, tsc_RB0)

19 +15_CRLC_Rel (tsc_Cellh, tsc_RB_BCCH_FACH)

20 +1s CRLC Rel (tsc_CellDedicated, tsc RB20

2 +15_CRLC_Rel (tsc_CelDedicated, tsc_RB1)

2 +15_CRLC_Rel ( tsc_CsliDedicated, tsc_RB2)

23 +15_CRLC_Rel (tsc_CellDedicated, tsc_RB3)

24

25 +1s_CMAC_Rel tsc_Cellé, tsc_PRACH1)

26 + ts_CPHY_TrChReINonDeh (tsc_Cell, tsc_PRACH1)
27 +15_55_StopRL (tsc_Cells, tsc_AICH1)

28 +15_55_StopRL (tsc_CellA, tsc_PRACH1)

29 +15_CRLC_Rel (tsc_CellA, tsc_RE_PCCH)

£l +15_CMAC_Rel (tsc_Cellé, tsc_§_CCPCH1 )

El +1s_CPHY_TrChRelNonDeh (tsc_CellA, tsc_S_CCPCH1)
22 +15_55_StopRL (tsc_Cells, tsc_PICH1)

33 +15_55_StopRL (tsc_CellA, tsc_S_CCPCH1)

It ModifyCell

34 [pe_c8)

35 [(BIT_TO_INT(o_OcfToBit(px_THS|_Den)oD 2)= 0]

E [{(BIT_TO_INT(o_BitstringConcatitey_CelinfoA,uRNTLsme_ldenityicv_CellinfoA uRNT,

s RNTI12 208MOD 73

N

Give delay for UE to listento new
onfiguration

@sic ER 1980 sic@

@sit ER T15040462,T15040817
sie@





1.2 ts_CMAC_New_RNTI_Reconf_3SCCPCH_CTCH and ts_CMAC_New_RNTI_Reconf_3SCCPCH_CTCH_2a (WA#RAB4507)

	Test step name
	ts_CMAC_New_RNTI_Reconf_3SCCPCH_CTCH and ts_CMAC_New_RNTI_Reconf_3SCCPCH_CTCH_2a

	Reason for change
	For test cases For test cases tc_14_4_2_3 and tc_14_4_2a_3:
TTCN error. It is a MAC reconfiguration.

	Summary of change
	Used ca_CMAC_ReconfigInfoActNow instead of  ca_CMAC_CfgInfo.

	Source of change
	New change

	Label
	WA#RAB4507
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1.3 po_ConnectionAndSS_Rel (WA#RAB4508)
	Test step name
	po_ConnectionAndSS_Rel

	Reason for change
	Missing configuration type in the postamble for test case tc_14_4_2a_1.

	Summary of change
	Included cell_FACH_2SCCPCH_StandAlonePCH_PS_2a for 14.4.2a.1

	Source of change
	New change

	Label
	WA#RAB4508


[image: image5.png]Test Step

Test Step Id: po_ConnectionAndSS_Rel {p_Cellld : INTEGER }
oot St Group Ret. Baslch_Postamies!
Objctve To release e osing KRG cannecton and elease he chanels hat areconfured nhe 55
Detauts RRC_ Do
G
T Sehavou Desapton T Constatrer m; S
1 +1s_SetTmpCellinfo (p_Cellid )
2 [tev_TmpCellinfo.cellConfig <= cell_NotConfigured |





[image: image6.png]10

1"
12

oConm]
[TRUE |

[(tev_TrmpCellinfo.cellConfig = cell_FACH) OR
(tev_TmpCsllinfo cellConfiy = cell_FACH_PS) OR

(tev_TmpCllinfo callConfiy =cell_FACH_BMC ) OR
(tev_TmpCellinfo.cellConfiy = cell_FACH_2_PRACH ) OR
(tev_TmpCellinfo.cellConfiy = cell_FACH_2_SCCPCH) OR
(tev_TmpCellinfo.cellConfiy = cell_FACH_MAC_SRE ) OR
(tev_TmpCellinfo cellConfiy = cell_FACH_MAC_SRBD ) OR
(tev_TmpCsllinfo.callConfiy = cell_FACH_25CCPCH_StandAlonsPCH)OR
(tev_TmpCsllinfo.cellConfiy = cell_FACH_25CCPCH_StandAlonePCH_PS)0
R

(tev_TmpCsllinfo.cellConfiy = cell_FACH_3_SCCPCH_4_FACH_Cnfgt) OR

(1ev_TmpCellinfo.cellConfiy = cell_FACH_3_SCCPCH_4_FACH_Cnfy2)0R
(tev_TmpCellinfo.cellConfiy = cell_FACH_3_SCCPCH_3_FACH_CTCHIOR
ey _TrmpCellinfo.cellConfig = cell_FACH_3_SCCPCH_3_FACH_2a_CTCH)
OR
(ev_TrmpCellinfo.cellConfig = cell_FACH_28CCPCH_StandalonePCH_2a)0
R
(ev_TrmpCellinfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_2a_Cnfg1) O
R
(ev_TrmpCellinfo.cellConfig = cell_FACH_3_SCCPCH_4_FACH_2a_Cnfy2) O
R
(ev_TrpCellinfo.cellConfig = cell_FACH_28CCPCH_StandalonePCH_PS_2
al

UMIRLC_UM_DATA_REQ

AMPRLC_AM_DATA_IND

+1s_RRC_Delay (tsc_DelayaflerRRC_ConnRel)
[TRUE |

4
1.@sic Drat 14.4.2.1 sie@

WAFRABAS0E

cas_RRC_ConnReIDCCH (tsc_CellDedicated, tsc_RE1

, c5_108_RRC_ConnRelDCCH(tev_Cellindinfo dl_integr

ityCheckinfo,

tey_RRC_TI, OMIT))

car_RRC_ConnReICrmpl (1s¢_CellDedicated, tsc_REZ,  (F)

chr_108_RRC_ConnReICmpl (tev_RRC_Ti) )
@sic T104D00(elayAterRRCConRel sic@
2





1.4 c_TrChInfo_FACH_BMC_WA and ts_SS_2FACH_CCCH_BCCH_CTCH_Cfg (WA#RAB4491 and WA#RAB4500)
	Test step name
	c_TrChInfo_FACH_BMC_WA and ts_SS_2FACH_CCCH_BCCH_CTCH_Cfg

	Reason for change
	For test cases tc_14_4_2_3 , tc_14_4_2a_3 and tc_14_4_4. 
· There is a mismatch between the SIB 5 and the local configuration in IE  "transportChannelInfo" (numberOfTbSizeList , channelCodingType , rateMatchingAttribute ) IE  for FACH1. 


	Summary of change
	· Created new constraint c_TrChInfo_FACH_BMC_WA  to use  c_FACH_CTCH_TFS  for FACH1.
· In ts_SS_2FACH_CCCH_BCCH_CTCH_Cfg used c_TrChInfo_FACH_BMC_WA instead of c_TrChInfo_FACH_BMC.

	Source of change
	New change

	Label
	WA#RAB4491 and WA#RAB4500.
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