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	1. RB20 has already been configured previously in “ts_RRC_SendRB_SetUpDCH_64k_PS”. CRLC_Config_REQ is used again (twice) for RB20 in the local configuration in test step “ts_RRC_SendRB_SetUpDCH_64k_2AM_PS” which is not correct for RLC on the SS side.
2. Wrong AT command sequence for the secondary PDP context establishment.
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1 NAS ATS
1.1 ts_SS_RB20_AM_22_AM_Cfg_WA and ts_RRC_SendRB_SetUpDCH_64k_2AM_PS (WA#NAS4685) 

	Test step name
	ts_SS_RB20_AM_22_AM_Cfg_WA

	Reason for change
	RB20 has already been configured previously in “ts_RRC_SendRB_SetUpDCH_64k_PS”. CRLC_Config_REQ is used again (twice) for RB20 in the local configuration in test step “ts_RRC_SendRB_SetUpDCH_64k_2AM_PS” which is not correct for RLC on the SS side.

	Summary of change
	Created new test step based in ts_SS_RB20_AM_22_AM_Cfg but with  the first two lines with the RB20 configuration removed.
Used “ts_SS_RB20_AM_22_AM_Cfg_WA“ instead of “ts_SS_RB20_AM_22_AM_Cfg“ in the local congiguration of ts_RRC_SendRB_SetUpDCH_64k_2AM_PS.

Note that ”ts_RRC_SetUpRAB_2AM” still requires the original “ts_SS_RB20_AM_22_AM_Cfg“ (with RB20 and RB22 configurations).

	Source of change
	New change

	Label
	WA#NAS4685
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1.2 ts_AT_SecondaryPDP_Context (WA#NAS4687) 

	Test step name
	ts_AT_SecondaryPDP_Context

	Reason for change
	Wrong AT command in the sequence. The next PDP context to be set up is the interactive one and the <cid> shloud be 2, so the AT command to be used should be ("AT+CGEQREQ=2,2,64,64,,,1,320,""1E4"",""1E5"",1,,3<CR>")  instead the one that it is assigned in “ts_AT_SetQoS”.

	Summary of change
	Removed lined calling “ts_AT_SetQoS” and added instead the direct assignment for that intearactive QoS with <cid> set to 2 (lines 4, 5 and 6).

	Source of change
	New change

	Label
	WA#NAS4687
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