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1. Introduction

In this document, It is recommended to withdraw the measurement of demodulation of paging channel and forward access channel (TS 34.121v1.3.0, sections 6.2.1 and 6.2.2). Because two special call set up procedures will be required in order to measure the demodulation of paging channel and forward access channel 
Transmitting and Receiving performance test of the MS are implemented using Generic call setup procedure, refer to TS 34.109 [1] Logical Test Interface, during communicating with the SS (System Simulator).Under the Performance requirements test in TS 34.121 [2], one of the measurement items, Demodulation of Paging Channel (section 6.2.1), determines the receiving characteristics of the paging channel in the static environment by the Paging Message Error Rate (MER). In order to measure Paging MER, MS is required to receive several paging channels which normal call setup protocol does not support this measurement procedure. This problem also exists when performing demodulation of Forward Access channel (FACH), which the receiving characteristics is determined by MER.  
In order to measure the demodulation of paging channel (PCH) and forward access channel (FACH), two special call set up procedures will be required to be defined as follows: 

1) MS supports continuous reception of PCH for the measurement of Paging MER.

2) MS supports continuous reception of FACH for the measurement of FACH MER. 
Of course, It is necessary that SS has to support continuous transmission of same PCH messages and FACH messages. The issue is on the requirement to define a special test function, which enables the MS to detect whether generic call set up procedure or special call set up procedures has been sent from SS. 

These implementations will have impact on MS. The PCH function and FACH function can be tested during signaling test. In addition, in real scenario, MS doesn’t receive the PCH messages and FACH messages continuously. Furthermore, to determine the MS receiving characteristics under static propagation conditions, it can be measured by DCH.

2. Conclusion:

It is recommended to withdraw Demodulation of Paging Channel (6.2.1) and Demodulation of Forward Access Channel (6.2.2) due to the following reasons:

1). Additional two special call set up procedures need to be defined for MS to support continuous reception of PCH for the measurement of Paging MER and MS to support continuous reception of FACH for the measurement of FACH MER. 

2). MS has to support additional two special test functions to determine the reception of normal call set up procedure or special call set up procedures sent from SS.  
3. Proposal:


It is recommended to withdraw the measurement of demodulation of paging channel and forward access channel (TS 34.121v1.3.0, sections 6.2.1 and 6.2.2). If the proposal is approved, it is necessary to send LS to RAN4.
[1] TS 34.109 v0.3.1 Terminal Logical Test Interface; Special Conformance testing functions  

[2] TS 34.121 v1.3.0 Radio transmission and reception (FDD)






















