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Introduction

This document provides a table containing table of contents for section 8.4 in TS34.123 on the left side and corresponding sub-headings in GSM 11.10.V7.0.0 section 45 on the right. It is revised from T1S-99068. 

As the core specifications haven’t been finalized it will have to be revised again.

Comments

The table of contents for SM section that we are proposing in this document is same as proposal presented on TSG T1/SIG meeting #6 in document T1S-99068 but including some editorial modifications to adapt the 3GPP terminology and common test format template (as per discussion on the meeting). Addition in this document is a table containing related heading numbers in GSM 11.10 document in the right column.  Left and middle column contains heading numbers and heading titles for 3G TS 34.123 v0.0.4 updated since last meeting.

Format of tests in GSM 11.10

*.*..* Title of test

*.*..*.1 Conformance requirement

References

*.*..*.2 Test purpose

*.*..*.3 Method of test

Initial conditions

Related PICS/PIXIT statement

Foreseen final state of the MS

Test Procedure

Maximum duration of the test

Expected sequence

Format of tests in 3G TS 34.123


Title of test

*.*.1
Definition and applicability

*.*.2
Conformance requirement

Reference(s)

*.*.3
Test purpose

*.*.4 
Method of test
Initial conditions

Related ICS/IXIT Statement(s)
Test procedure

*.*.5 
Test requirements

References:

[1] 3G TS 34.123-1 V0.0.4 (1999-07) ; Mobile Station (MS) conformance specification; Part 1: Protocol conformance specification.
[2] GSM 11.10-1 V7.0.0  ; Mobile Station (MS) conformance specification; Part 1:Conformance specification 

 (Draft EN 300 607-1 V7.0.0 (1999-07))
[3] 3G TS 24.008 V3.1.0 (1999-10) ; Mobile radio interface layer 3 specification, Core Network Protocols – Stage 3) 
[4] T1S-99068; Proposed table of content for Session Management; 3GPP TSG-T1/SIG #6

[5] T1S-99087; Proposal for common test-format-template; 3GPP TSG T WG1 #3

Section No.  in 3GPP 34.123 doc
Title / testing area
Section in GSM 11.10

8.4
Session Management Procedures
45

8.4.1
PDP context activation 
45.2

8.4.1.1
Initiated by the UE
45.2.1

8.4.1.1.1
Attach initiated by context activation/QoS Offered by Network is the QoS Requested
45.2.1.1

8.4.1.1.1.1
Definition and applicability
45.1

8.4.1.1.1.2
Conformance requirement
45.2.1.1.1


      Reference


8.4.1.1.1.3
Test purpose
45.2.1.1.2

8.4.1.1.1.4
Method of test
45.2.1.1.3


      Initial conditions
45.2.1.1.3


      Related PICS/PIXIT STATEMENTS
45.2.1.1.3


      Test procedure
45.2.1.1.3

8.4.1.1.1.5
Test requirements
45.2.1.1.3

8.4.1.1.2
QoS offered by the network is a lower QoS 
45.2.1.2

8.4.1.1.2.1
QoS accepted

45.2.1.2.1

8.4.1.1.2.1.1
Definition and applicability
45.1

8.4.1.1.2.1.2
Conformance requirement
45.2.1.2.1.1


      Reference


8.4.1.1.2.1.3
Test purpose
45.2.1.2.1.2

8.4.1.1.2.1.4
Method of test
45.2.1.2.1.3


      Initial conditions
45.2.1.2.1.3


      Related PICS/PIXIT STATEMENTS
45.2.1.2.1.3


      Test procedure
45.2.1.2.1.3

8.4.1.1.2.1.4
Test requirements
45.2.1.2.1.3

8.4.1.1.2.2
QoS rejected by UE
45.2.1.2.2

8.4.1.1.2.2.1
Definition and applicability
45.1, 45.2.1.2.2 

8.4.1.1.2.2.2
Conformance requirement
45.2.1.2.2.1


      Reference


8.4.1.1.2.2.3
Test purpose
45.2.1.2.2.2

8.4.1.1.2.2.4
Method of test
45.2.1.2.2.3


      Initial conditions
45.2.1.2.2.3 


      Related PICS/PIXIT STATEMENTS
45.2.1.2.2.3


      Test procedure
45.2.1.2.2.3

8.4.1.1.2.2.5
Test requirements
45.2.1.2.2.3

8.4.1.2
PDP context activation requested by the network, successful and unsuccessful
45.2.2

8.4.1.2.1
Definition and applicability
45.1, 45.2.2

8.4.1.2.2
Conformance requirement
45.2.2.1


      Reference


8.4.1.2.3
Test purpose
45.2.2.2

8.4.1.2.4
Method of test
45.2.2.3


      Initial conditions
45.2.2.3


      Related PICS/PIXIT STATEMENTS
45.2.2.3


      Test procedure
45.2.2.3

8.4.1.2.5
Test requirements
45.2.2.3

8.4.1.3
Abnormal Cases
45.2.4

8.4.1.3.1
T3380 Expiry
45.2.4.1

8.4.1.3.1.1
Definition and applicability
45.1

8.4.1.3.1.2
Conformance requirement
45.2.4.1.1


      Reference


8.4.1.3.1.3
Test purpose
45.2.4.1.2

8.4.1.3.1.4
Method of test
45.2.4.1.3


      Initial conditions
45.2.4.1.3


      Related PICS/PIXIT STATEMENTS
45.2.4.1.3


      Test procedure
45.2.4.1.3

8.4.1.3.1.5
Test requirements
45.2.4.1.3

8.4.1.3.2
Collision of UE initiated and network requested PDP context activation
45.2.4.2

8.4.1.3.2.1
Definition and applicability
45.1

8.4.1.3.2.2
Conformance requirement
45.2.4.2.1


      Reference


8.4.1.3.2.3
Test purpose
45.2.4.2.2

8.4.1.3.2.4
Method of test
45.2.4.2.3


      Initial conditions
45.2.4.2.3


      Related PICS/PIXIT STATEMENTS
45.2.4.2.3


      Test procedure
45.2.4.2.3

8.4.1.3.2.5
Test requirements
45.2.4.2.3

8.4.2
PDP context modification procedure
45.3

8.4.2.1
PDP context modification
45.3.1

8.4.2.1.1
Definition and applicability
45.1

8.4.2.1.2
Conformance requirement
45.3.1.1


      Reference


8.4.2.1.3
Test purpose
45.3.1.2

8.4.2.1.4
Method of test
45.3.1.3


      Initial conditions
45.3.1.3


      Related PICS/PIXIT STATEMENTS
45.3.1.3


      Test procedure
45.3.1.3

8.4.2.1.5
Test requirements
45.3.1.3

8.4.3
PDP context deactivation procedure
45.4

8.4.3.1
PDP context deactivation initiated by the UE
45.4.1

8.4.3.1.1
Definition and applicability
45.1

8.4.3.1.2
Conformance requirement
45.4.1.1


      Reference


8.4.3.1.3
Test purpose
45.4.1.2

8.4.3.1.4
Method of test
45.4.1.3


      Initial conditions
45.4.1.3


      Related PICS/PIXIT STATEMENTS
45.4.1.3


      Test procedure
45.4.1.3

8.4.3.1.5
Test requirements
45.4.1.3

8.4.3.2
PDP context deactivation initiated by the network
45.4.2

8.4.3.2.1
Definition and applicability
45.1

8.4.3.2.2
Conformance requirement
45.4.2.1


      Reference


8.4.3.2.3
Test purpose
45.4.2.2

8.4.3.2.4
Method of test
45.4.2.3


      Initial conditions
45.4.2.3


      Related PICS/PIXIT STATEMENTS
45.4.2.3


      Test procedure
45.4.2.3

8.4.3.2.5
Test requirements
45.4.2.3

8.4.3.3
Abnormal cases
45.4.3

8.4.3.3.1
T3390 Expiry
45.4.3.1

8.4.3.3.1.1
Definition and applicability
45.1

8.4.3.3.1.2
Conformance requirement
45.4.3.1.1


      Reference


8.4.3.3.1.3
Test purpose
45.4.3.1.2

8.4.3.3.1.4
Method of test
45.4.3.1.3


      Initial conditions
45.4.3.1.3


      Related PICS/PIXIT STATEMENTS
45.4.3.1.3


      Test procedure
45.4.3.1.3

8.4.3.3.1.5
Test requirements
45.4.3.1.3

8.4.3.3.2
Collision of UE and network initiated PDP context deactivation requests
45.4.3.2

8.4.3.3.2.1
Definition and applicability
45.1

8.4.3.3.2.2
Conformance requirement
45.4.3.2.1


      Reference


8.4.3.3.2.3
Test purpose
45.4.3.2.2

8.4.3.3.2.4
Method of test
45.4.3.2.3


      Initial conditions
45.4.3.2.3


      Related PICS/PIXIT STATEMENTS
45.4.3.2.3


      Test procedure
45.4.3.2.3

8.4.3.3.2.5
Test requirements
45.4.3.2.3

8.4.4
Unknown or Unforeseen Transaction Identifier/Non-semantical Mandatory Information Element Errors
45.5

8.4.4.1
Error cases
45.5.1

8.4.4.1.1
Definition and applicability
45.1

8.4.4.1.2
Conformance requirement
45.5.1.1


      Reference


8.4.4.1.3
Test purpose
45.5.1.2

8.4.4.1.4
Method of test
45.5.1.3


      Initial conditions
45.5.1.3


      Related PICS/PIXIT STATEMENTS
45.5.1.3


      Test procedure
45.5.1.3

8.4.4.1.5
Test requirements
45.5.1.3
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