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Introduction

During T1-SIG#10 meeting, it was agreed that TS 34.108 Section 8 be used for the specification of the default content of RRC messages.  These RRC messages are utilized in TS 34.123-1 for description of test case execution.  This document provides an update to the changes effected since T1-SIG#10 meeting.
Updates Arising from RAN2 CRs

The set of RRC test cases presented here has been aligned in accordance to the CRs approved by RAN2 during Seoul meeting (held between April 10 to April 14 2000).  One additional CR from Hawaii meeting (held between May 22 to May 26 2000) was also incorporated into this revision.  The following table lists the major changes effected in the RRC messages, in association with the relevant CR to TS 25.331 version 3.2.0:

CR No.
Message Name
IE(s) Name

228R1
Messages applying compressed mode operation e.g. 

RRC CONNECTION SETUP,

RADIO BEARER ESTABLISHMENT,

RADIO BEARER RECONFIGURATION,

RADIO BEARER RELEASE,

PHYSICAL CHANNEL RECONFIGURATION,

TRANSPORT CHANNEL RECONFIGURATION,
DPCH compressed mode info

262R3
ACTIVE SET UPDATE
Radio link addition information

281R1
ACTIVE SET UPDATE
Downlink DPCH info for each RL

287R1
SIB 3, 4
Cell Access Restriction

288R1
SIB 3, 4, 11 and 12
Cell selection and re-selection info

289R1
SIB 11, 12,

MEASUREMENT CONTROL
Inter-frequency measurement system information

Intra-frequency measurement reporting criteria

294R1
CELL UPDATE,

RRC CONNECTION RE-ESTABLISHMENT REQUEST
AM-RLC error information (for C-plane and for U-plane)

298R1
SIB 5, 6

ACTIVE SET UPDATE

RRC CONNECTION SETUP

RRC CONNECTION RE-ESTABLISHMENT

RADIO BEARER ESTABLISHMENT

RADIO BEARER RECONFIGURATION

RADIO BEARER RELEASE

PHYSICAL CHANNEL RECONFIGURATION

TRANSPORT CHANNEL RECONFIGURATION
RACH TFCS

UL DCH TFCS

SCCPCH TFCS

307r3
Messages applying compressed mode operation e.g. 

RRC CONNECTION SETUP,

RADIO BEARER ESTABLISHMENT,

RADIO BEARER RECONFIGURATION,

RADIO BEARER RELEASE,

PHYSICAL CHANNEL RECONFIGURATION,

TRANSPORT CHANNEL RECONFIGURATION
DPCH compressed mode info

314
SIB 3, 4

MEASUREMENT REPORT

SIB 11, 12

CELL UPDATE,

RRC CONNECTION REQUEST,

RRC CONNECTION RE-ESTABLISHMENT REQUEST,

UPLINK DIRECT TRANSFER
Cell selection and re-selection info

Cell measured results

Cell reporting quantities

Inter-frequency measurement quantity

Intra-frequency reporting quantity for RACH reporting

Measured results on RACH

324
MEASUREMENT CONTROL
Inter-frequency measurement

Intra-frequency measurement

Inter-system measurement

325
SIB 11, 12

MEASUREMENT CONTROL
Filter coefficient

342
RRC STATUS
Protocol error cause

347R1
Various messages
Mostly IEs which are previously given enumerated values, they are re-assigned to take integral values.

348
SIB 3, 4
Cell selection and re-selection info

Other Changes

· Added a sub-section to specify the default radio conditions under a multiple-cell environment.

· All previous references to TS 34.108 in document T1S-000040 have been replaced by clauses to refer to Section 6.10.  These references are mainly related to the ISG document for typical radio interface parameter sets.
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