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Introduction

The task 160 has asked T1 and T Chairman to request PCG bring forward a part of funding, in total of 6 mm to December 2000. The contracts of the TTCN experts can be amended. The measure will allow the task to produce more than 100 test cases this year.

It means, till end of this year, all CC (including auto-calling restriction and emergency call tests), MM, RLC test cases will be completely drafted. More than 70 RRC test cases needed for CS tests will be also drafted. The total number of the drafted cases should reach 240.

List of TTCN TCs

1. CC related test cases

	Test case

(clause)
	Title
	Draft Status
	Comment

	Circuit Switched Call Control (CC)

	10.1.2.1.1
	Outgoing call / U0 null state / MM connection requested
	
	

	10.1.2.2.1
	Outgoing call / U0.1 MM connection pending / CM service rejected
	
	

	10.1.2.2.2
	Outgoing call / U0.1 MM connection pending / CM service accepted
	
	

	10.1.2.2.3
	Outgoing call / U0.1 MM connection pending / lower layer failure
	
	

	10.1.2.3.1
	Outgoing call / U1 call initiated / receiving CALL PROCEEDING
	
	

	10.1.2.3.2
	Outgoing call / U1 call initiated / rejecting with RELEASE COMPLETE
	
	

	10.1.2.3.3
	Outgoing call / U1 call initiated / T303 expiry
	
	

	10.1.2.3.4
	Outgoing call / U1 call initiated / lower layer failure
	
	

	10.1.2.3.5
	Outgoing call / U1 call initiated / receiving ALERTING
	
	

	10.1.2.3.6
	Outgoing call / U1 call initiated / entering state U10
	
	

	10.1.2.3.7
	Outgoing call / U1 call initiated / unknown message received
	
	

	10.1.2.4.1
	Outgoing call / U3 UE originating call proceeding / ALERTING received
	
	

	10.1.2.4.2
	Outgoing call / U3 UE originating call proceeding / CONNECT received
	
	

	10.1.2.4.3
	Outgoing call / U3 UE originating call proceeding / PROGRESS received without in band information
	
	

	10.1.2.4.4
	Outgoing call / U3 UE originating call proceeding / / PROGRESS with in band information
	
	

	10.1.2.4.5
	Outgoing call / U3 UE originating call proceeding / DISCONNECT with in band tones
	
	

	10.1.2.4.6
	Outgoing call / U3 UE originating call proceeding / DISCONNECT without in band tones
	
	

	10.1.2.4.7
	Outgoing call / U3 UE originating call proceeding / RELEASE received
	
	

	10.1.2.4.8
	Outgoing call / U3 UE originating call proceeding / termination requested by the user
	
	

	10.1.2.4.9
	Outgoing call / U3 UE originating call proceeding / traffic channel allocation
	
	

	10.1.2.4.10
	Outgoing call / U3 UE originating call proceeding / timer T310 time-out
	
	

	10.1.2.4.11
	Outgoing call / U3 UE originating call proceeding / lower layer failure
	
	

	10.1.2.4.12
	Outgoing call / U3 UE originating call proceeding / unknown message received
	
	

	10.1.2.4.13
	Outgoing call / U3 UE originating call proceeding / CONNECT received
	
	

	10.1.2.5.1
	Outgoing call / U4 call delivered / CONNECT received
	
	

	10.1.2.5.2
	Outgoing call / U4 call delivered / termination requested by the user
	
	

	10.1.2.5.3
	Outgoing call / U4 call delivered / DISCONNECT with in band tones
	
	

	10.1.2.5.4
	Outgoing call / U4 call delivered / DISCONNECT without in band tones
	
	

	10.1.2.5.5
	Outgoing call / U4 call delivered / RELEASE received
	
	

	10.1.2.5.6
	Outgoing call / U4 call delivered / lower layer failure
	
	

	10.1.2.5.7
	Outgoing call / U4 call delivered / traffic channel allocation
	
	

	10.1.2.5.8
	Outgoing call / U4 call delivered / unknown message received
	
	

	10.1.2.6.1
	U10 call active / termination requested by the user
	
	

	10.1.2.7.1
	U11 disconnect request / clear collision
	
	

	10.1.2.7.2
	U11 disconnect request / RELEASE received
	
	

	10.1.2.7.3
	U11 disconnect request / timer T305 time-out
	
	

	10.1.2.7.4
	U11 disconnect request / lower layer failure
	
	

	10.1.2.7.5
	U11 disconnect request / unknown message received
	
	

	10.1.2.8.1
	U12 disconnect indication / call releasing requested by the user
	
	

	10.1.2.8.2
	U12 disconnect indication / RELEASE received
	
	

	10.1.2.8.3
	U12 disconnect indication / lower layer failure
	
	

	10.1.2.8.4
	U12 disconnect indication / unknown message received
	
	

	10.1.2.9.1
	Outgoing call / U19 release request / timer T308 time-out
	
	

	10.1.2.9.2
	Outgoing call / U19 release request / 2nd timer T308 time-out
	
	

	10.1.2.9.3
	Outgoing call / U19 release request / RELEASE received
	
	

	10.1.2.9.4
	Outgoing call / U19 release request / RELEASE COMPLETE received
	
	

	10.1.2.9.5
	Outgoing call / U19 release request / lower layer failure
	
	

	10.1.3.1.1
	Incoming call / U0 null state / SETUP received with a non supported bearer capability
	
	

	10.1.3.2.1
	Incoming call / U6 call present / automatic call rejection
	
	

	10.1.3.3.1
	Incoming call / U9 mobile terminating call confirmed / alerting or immediate connecting
	
	

	10.1.3.3.2
	Incoming call / U9 mobile terminating call confirmed / DTCH assignment
	
	

	10.1.3.3.3
	Incoming call / U9 mobile terminating call confirmed / termination requested by the user
	
	

	10.1.3.3.4
	Incoming call / U9 mobile terminating call confirmed / DISCONNECT received
	
	

	10.1.3.3.5
	Incoming call / U9 mobile terminating call confirmed / RELEASE received
	
	

	10.1.3.3.6
	Incoming call / U9 mobile terminating call confirmed / lower layer failure
	
	

	10.1.3.3.7
	Incoming call / U9 mobile terminating call confirmed / unknown message received
	
	

	10.1.3.4.1
	Incoming call / U7 call received / call accepted
	
	

	10.1.3.4.2
	Incoming call / U7 call received / termination requested by the user
	
	

	10.1.3.4.3
	Incoming call / U7 call received / DISCONNECT received
	
	

	10.1.3.4.4
	Incoming call / U7 call received / RELEASE received
	
	

	10.1.3.4.5
	Incoming call / U7 call received / lower layer failure
	
	

	10.1.3.4.6
	Incoming call / U7 call received / DTCH assignment
	
	

	10.1.3.4.7
	Incoming call / U7 call received / unknown message received
	
	

	10.1.3.4.8
	Incoming call / U7 call received / RELEASE COMPLETE received
	
	

	10.1.3.5.1
	Incoming call / U8 connect request / CONNECT acknowledged
	
	

	10.1.3.5.2
	Incoming call / U8 connect request / timer T313 time-out
	
	

	10.1.3.5.3
	Incoming call / U8 connect request / termination requested by the user
	
	

	10.1.3.5.4
	Incoming call / U8 connect request / DISCONNECT received with in-band information
	
	

	10.1.3.5.5
	Incoming call / U8 connect request / DISCONNECT received without in-band information
	
	

	10.1.3.5.6
	Incoming call / U8 connect request / RELEASE received
	
	

	10.1.3.5.7
	Incoming call / U8 connect request / lower layer failure
	
	

	10.1.3.5.8
	Incoming call / U8 connect request / DTCH assignment
	
	

	10.1.3.5.9
	Incoming call / U8 connect request / unknown message received
	
	

	10.1.4.1.1
	In-call functions / DTMF information transfer / basic procedures
	
	

	10.1.4.2.1
	In-call functions / User notification / UE terminated
	
	

	10.1.4.3.1
	In-call functions / channel changes / a successful channel change in active state/ Hard handover
	
	

	10.1.4.3.2
	In-call functions / channel changes / an unsuccessful channel change in active mode/Hard handover
	
	

	10.1.4.4.1
	In-call functions / UE terminated in-call modification / modify when new mode is not supported
	
	

	10.1.4.5.1
	In-call functions / UE originated in-call modification / a successful case of modifying
	
	

	10.1.4.5.2
	In-call functions / UE originated in-call modification / modify rejected
	
	

	10.1.4.5.3
	In-call functions / UE originated in-call modification / an abnormal case of acceptance
	
	

	10.1.4.5.4
	In-call functions / UE originated in-call modification / an abnormal case of rejection
	
	

	10.1.4.5.5
	In-call functions / time-out of timer T323
	
	

	10.1.4.5.6
	In-call functions / UE originated in-call modification / a successful channel change in state mobile originating modify
	
	

	10.1.4.5.7
	In-call functions / UE originated in-call modification / an unsuccessful channel change in state mobile originating modify
	
	

	10.1.4.5.8
	In-call functions / UE originated in-call modification / unknown message received
	
	

	10.1.4.5.9
	In-call functions / UE originated in-call modification / a release complete received
	
	

	10.2.1
	Call Re-establishment/call present, re-establishment allowed
	
	

	10.2.2
	Call Re-establishment/call under establishment, transmission stopped
	
	

	10.3
	User to user signalling
	
	

	General Tests

	13.1
	Emergency call / general
	
	

	13.2.1.1
	Emergency call / with USIM / accept case
	
	

	13.2.2.1
	Emergency call / without USIM / accept case
	
	

	13.2.2.2
	Emergency call / without USIM / reject case
	
	

	User Equipment features

	17.1.2
	Test of autocalling restrictions/ Constraining the access to a single number (TS 22.001 category 3)
	
	

	17.1.3
	Test of autocalling restrictions/ Constraining the access to a single number (TS 22.001 category 1 and 2)
	
	

	17.1.4
	Test of autocalling restrictions/ Behaviour of the UE when its list of blacklisted numbers is full
	
	


2. MM test cases

	Test case

(clause)
	Title
	Draft Status
	Comment

	MM Tests

	9.1
	TMSI reallocation
	
	

	9.2.1
	Authentication accepted
	
	

	9.2.2
	Authentication rejected by the network
	
	

	9.2.3
	Authentication rejected by the UE (MAC code failure)
	
	

	9.2.4
	Authentication rejected by the UE (SQN failure)
	
	

	9.3.1
	General Identification
	
	

	9.3.2
	Handling of IMSI shorter than the maximum length
	
	

	9.4.1
	Location updating / accepted
	
	

	9.4.2.1
	Location updating / rejected / IMSI invalid
	
	

	9.4.2.2.1
	Location updating / rejected / PLMN not allowed – test1
	
	

	9.4.2.2.2
	Location updating / rejected / PLMN not allowed – test 2
	
	

	9.4.2.3
	Location updating / rejected / location area not allowed
	
	

	9.4.2.4.1
	Location updating rejected / roaming not allowed in this location area
	
	

	9.4.2.4.2
	Location updating rejected / roaming not allowed in this location area
	
	

	9.4.2.4.3
	Location updating rejected / roaming not allowed in this location area
	
	

	9.4.2.4.4
	Location updating rejected / roaming not allowed in this location area
	
	

	9.4.2.4.5
	Location updating rejected / roaming not allowed in this location area
	
	

	9.4.3.1
	Location updating / abnormal cases / random access fails
	
	

	9.4.3.2
	Location updating / abnormal cases / attempt counter less or equal to 4, LAI different
	
	

	9.4.3.3
	Location updating / abnormal cases / attempt counter equal to 4
	
	

	9.4.3.4
	Location updating / abnormal cases / attempt counter less or equal to 4, stored LAI equal to broadcast LAI
	
	

	9.4.4
	Location updating / release / expiry of T3240
	
	

	9.4.5.1
	Location updating / periodic spread
	
	

	9.4.5.2
	Location updating / periodic normal / test 1
	
	

	9.4.5.3
	Location updating / periodic normal / test 2
	
	

	9.4.6
	Location updating / interworking of attach and periodic
	
	

	9.5.2
	MM connection / establishment with cipher
	
	

	9.5.3
	MM connection / establishment without cipher
	
	

	9.5.4
	MM connection / establishment rejected
	
	

	9.5.5
	MM connection / establishment rejected cause 4
	
	

	9.5.6
	MM connection / expiry T3230
	
	

	9.5.7.1
	MM connection / abortion by the network / cause #6
	
	

	9.5.7.2
	MM connection / abortion by the network / cause not equal to #6
	
	

	9.5.8.1
	MM connection / follow-on request pending / test 1
	
	

	9.5.8.2
	MM connection / follow-on request pending / test 2
	
	

	9.5.8.3
	MM connection / follow-on request pending / test 3
	
	


3. RRC test cases

	Test case

(clause)
	Title
	Draft Status
	Comment

	RRC Tests

	8.1.1.1
	Paging for Connection in idle mode
	
	

	8.1.1.2
	Paging for Connection in connected mode (CELL_PCH)
	
	

	8.1.1.3
	Paging for Connection in connected mode(URA_PCH
	
	

	8.1.1.4
	Paging for Notification in idle mode
	
	

	8.1.1.5
	Paging for Notification in connected mode (CELL_PCH)
	
	

	8.1.1.6
	Paging for Notification in connected mode(URA_PCH)
	
	

	8.1.1.7
	Paging for Notification in connected mode (CELL_DCH)
	
	

	8.1.1.8
	Paging for Notification in connected mode (CELL_FACH)
	
	

	8.1.2.1
	RRC Connection Establishment in CELL_DCH state: Success
	
	

	8.1.2.2
	RRC Connection Establishment: Success after T300 timeout
	
	

	8.1.2.3
	RRC Connection Establishment: Failure (V300 is greater than N300)
	
	

	8.1.2.4
	RRC Connection Establishment: Reject (“wait time” is not equal to 0)
	
	

	8.1.2.5
	RRC Connection Establishment: Reject (“wait time” is not equal to 0 and V300 is greater than N300)
	
	

	8.1.2.6
	RRC Connection Establishment: Reject (“wait time” is set to 0)
	
	

	8.1.2.7
	RRC Connection Establishment in CELL_FACH state: Success
	
	

	8.1.2.8
	RRC Connection Establishment : Invalid system information message reception
	
	

	8.1.3.1
	RRC Connection Release in CELL_DCH state: Success
	
	

	8.1.3.2
	RRC Connection Release in CELL_FACH state: Success
	
	

	8.1.3.3
	RRC Connection Release in CELL_FACH state: Failure
	
	

	8.1.4.1
	RRC Connection Re-Establishment: Success
	
	

	8.1.4.2
	RRC Connection Re-Establishment: Success after T301 timeout ( T314 and T315 are running)
	
	

	8.1.4.3
	RRC Connection Re-Establishment: Success after reception of invalid message(V301 is not greater than N301)
	
	

	8.1.4.4
	RRC Connection Re-Establishment: Failure after reception of invalid message (V301 is greater than N301)
	
	

	8.1.4.5
	RRC Connection Re-Establishment: Failure (Release)
	
	

	8.1.4.6
	RRC Connection Re-Establishment: Failure(T315=0,T314=0)
	
	

	8.1.4.7
	RRC Connection Re-Establishment: Success(T314=0, T315>0 and radio link failure)
	
	

	8.1.4.8
	RRC Connection Re-Establishment: Success(T314>0, T315=0 and radio link failure)
	
	

	8.1.4.9
	RRC Connection Re-Establishment: Failure (T314 is timeout and T315=0)
	
	

	8.1.4.10
	RRC Connection Re-Establishment: Failure (T315 is timeout and T314=0)
	
	

	8.1.4.11
	RRC Connection Re-Establishment: Success( Unrecoverble error in RLC )
	
	

	8.1.5.1
	UE Capability: Success
	
	

	8.1.5.2
	UE Capability: Success after T304 timeout
	
	

	8.1.5.3
	UE Capability: Failure (After N304 re-transmissions)
	
	

	8.1.6.1
	Direct Transfer  in CELL DCH state(invalid message reception)
	
	

	8.1.6.2
	Direct Transfer  in CELL FACH state(invalid message reception)
	
	

	8.1.7
	Security mode control
	
	

	8.1.8
	Counter check
	
	

	8.1.9
	Signalling Connection Release Request
	
	

	8.2.9.1
	Downlink outer loop control: Increase is Disallowed
	
	

	8.2.9.2
	Downlink outer loop control: Increase is allowed
	
	

	8.2.9.3
	Downlink outer loop control: Failure (Invalid message reception)
	
	

	8.3.1.1
	Cell Update: cell reselection in CELL_FACH
	
	

	8.3.1.2
	Cell Update: cell reselection in CELL_PCH
	
	

	8.3.1.3
	Cell Update: periodical cell update in CELL_FACH
	
	

	8.3.1.4
	Cell Update: periodical cell update in CELL_PCH
	
	

	8.3.1.5
	Cell Update: UL data transmission in URA_PCH
	
	

	8.3.1.6
	Cell Update: UL data transmission in CELL_PCH
	
	

	8.3.1.7
	Cell Update: paging response in URA_PCH
	
	

	8.3.1.8
	Cell Update: paging response in CELL_PCH
	
	

	8.3.1.9
	Cell Update: re-entering of service area after T305 expiry and being out of service area
	
	

	8.3.1.10
	Cell Update: expiry of T307 after T305 expiry and being out of service area
	
	

	8.3.1.11
	Cell Update: Cell Update: Success after T302 time-out
	
	

	8.3.1.12
	Cell Update: Failure (After Maximum Re-transmissions)
	
	

	8.3.1.13
	Cell Update: Reception of Invalid CELL UPDATE CONFIRM Message
	
	

	8.3.1.14
	Cell Update: Radio Bearer Control for Transition from CELL_DCH to CELL_FACH
	
	

	8.3.1.15
	Cell Update: Acknowledged Mode RLC Reset
	
	

	8.3.2.1
	URA Update: URA reselection
	
	

	8.3.2.2
	URA Update: periodical URA update
	
	

	8.3.2.3
	URA Update: re-entering of service area after T306 expiry
	
	

	8.3.2.4
	URA Update: loss of service after expiry of timers T307 and T306
	
	

	8.3.2.5
	URA Update: Success after Confirmation error of URA-ID list
	
	

	8.3.2.6
	URA Update: Failure ( V303 is greater than N303 : Confirmation error of URA-ID list )
	
	

	8.3.2.7
	URA Update: Success after T303 timeout
	
	

	8.3.2.8
	URA Update: re-entering of service area after T306 expiry
	
	

	8.3.3.1
	RNTI reallocation: Success
	
	

	8.3.3.2
	RNTI reallocation: Failure (Invalid message reception)
	
	

	8.3.4.1
	Active set update in soft handover: Radio Link addition
	
	

	8.3.4.2
	Active set update in soft handover : Radio Link removal
	
	

	8.3.4.3
	Active set update in soft handover: Combined radio link addition and removal (active set is not full)
	
	

	8.3.4.4
	Active set update in soft handover: Unsupported Configuration in the UE
	
	

	8.3.4.5
	Active set update in soft handover: Combined radio link addition and removal (active set is full)
	
	

	8.3.4.6
	Active set update in soft handover: Subsequent reception of ACTIVE SET UPDATE message / Incompatible simultaneous reconfiguration
	
	

	8.3.4.7
	Active set update in soft handover: Invalid Message Reception
	
	

	8.4.1.1
	Measurement Control and Report: Intra-frequency measurement for transition from idle mode to CELL_DCH state
	
	

	8.4.1.2
	Measurement Control and Report: Inter-frequency measurement for transition from idle mode to CELL_DCH state
	
	

	8.4.1.3
	Measurement Control and Report: Intra-frequency measurement for transition from idle mode to CELL_FACH state
	
	

	8.4.1.4
	Measurement Control and Report: Inter-frequency measurement for transition from idle mode to CELL_FACH state
	
	

	8.4.1.5
	Measurement Control and Report: Intra-frequency measurement for transition from CELL_DCH to CELL_FACH state
	
	

	8.4.1.6
	Measurement Control and Report: Inter-frequency measurement for transition from CELL_DCH to CELL_FACH state
	
	

	8.4.1.7
	Measurement Control and Report: Intra-frequency measurement for transition from CELL_FACH to CELL_DCH state
	
	

	8.4.1.8
	Measurement Control and Report: Inter-frequency measurement for transition from CELL_FACH to CELL_DCH state
	
	

	8.4.1.9
	Measurement Control and Report: Unsupported measurement in the UE
	
	

	8.4.1.10
	Measurement Control and Report: Failure (Invalid Message Reception)
	
	

	
	
	
	


4. RLC test cases

	Test case

(clause)
	Title
	Draft Status
	Comment

	RLC Tests

	7.2.2.2
	UM Segmentation and reassembly / Selection of 7 or 15 bit Length Indicators
	
	

	7.2.2.3
	UM Segmentation / 7-bit Length Indicators / Padding
	
	

	7.2.2.4
	UM Segmentation / 7-bit Length Indicators / LI = 0
	
	

	7.2.2.5
	UM Segmentation / 7-bit Length Indicators / Invalid LI value
	
	

	7.2.2.6
	UM Segmentation / 7-bit Length Indicators / LI value > PDU size
	
	

	7.2.2.7
	UM Segmentation / 15-bit Length Indicators / Padding
	
	

	7.2.2.8
	UM Segmentation / 15-bit Length Indicators / LI = 0
	
	

	7.2.2.9
	UM Segmentation / 15-bit Length Indicators / One octet short LI
	
	

	7.2.2.10
	UM Segmentation / 15-bit Length Indicators / LI value > PDU size
	
	

	7.2.3.2
	AM Segmentation and reassembly / Selection of 7 or 15 bit Length Indicators
	
	

	7.2.3.3
	AM Segmentation / 7-bit Length Indicators / Padding or Piggy-backed Status
	
	

	7.2.3.4
	AM Segmentation / 7-bit Length Indicators / LI = 0
	
	

	7.2.3.5
	AM Segmentation / 7-bit Length Indicators / Reserved LI value
	
	

	7.2.3.6
	AM Segmentation / 7-bit Length Indicators / LI value > PDU size
	
	

	7.2.3.7
	AM Segmentation / 15-bit Length Indicators / Padding or Piggy-backed Status
	
	

	7.2.3.8
	AM Segmentation / 15-bit Length Indicators / LI = 0
	
	

	7.2.3.9
	AM Segmentation / 15-bit Length Indicators / One octet short LI
	
	

	7.2.3.10
	AM Segmentation / 15-bit Length Indicators / Reserved LI value
	
	

	7.2.3.11
	AM Segmentation / 15-bit Length Indicators / LI value > PDU size
	
	

	7.2.3.12
	Correct use of Sequence Numbering
	
	

	7.2.3.13
	Control of Transmit Window
	
	

	7.2.3.14
	Control of Receive Window
	
	

	7.2.3.15
	Polling for status / Last PU in transmission queue
	
	

	7.2.3.16
	Polling for status / Last PU in retransmission queue
	
	

	7.2.3.17
	Polling for status / Poll every Poll_PU PUs
	
	

	7.2.3.18
	Polling for status / Poll every Poll_SDU SDUs
	
	

	7.2.3.19
	Polling for status / Timer triggered polling (Timer_Poll_Periodic)
	
	

	7.2.3.20
	Polling for status / Polling on Poll_Window% of transmission window
	
	

	7.2.3.21
	Polling for status / Operation of Timer_Poll timer / Timer expiry
	
	

	7.2.3.22
	Polling for status / Operation of Timer_Poll timer / Stopping Timer_Poll timer
	
	

	7.2.3.23
	Polling for status / Operation of Timer_Poll timer / Restart of the Timer_Poll timer
	
	

	7.2.3.24
	Polling for status / Operation of timer Timer_Poll_Prohibit
	
	

	7.2.3.25
	Receiver Status Triggers / Detection of missing PUs
	
	

	7.2.3.26
	Receiver Status Triggers / Operation of timer Timer_Status_Periodic
	
	

	7.2.3.27
	Receiver Status Triggers / Operation of timer Timer_Status_Prohibit
	
	

	7.2.3.28
	Timer based discard, with explicit signalling / Expiry of Timer_Discard
	
	

	7.2.3.29
	Timer based discard, with explicit signalling / Failure of MRW procedure
	
	

	7.2.3.30
	SDU discard after MaxDAT number of retransmissions
	
	

	7.2.3.31
	Operation of the RLC Reset procedure / UE Originated
	
	

	7.2.3.32
	Operation of the RLC Reset procedure / UE Terminated
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