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4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

8.3.3.1
RRC / UTRAN Mobility Information: Success
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.3.3.2
RRC / UTRAN Mobility Information: Failure (Invalid message reception)
R99
C06
UEs supporting FDD and supporting PS bearer service.




C52
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

8.3.4.1
RRC / Active set update in soft handover: Radio Link addition
R99
C01
UEs supporting FDD.

8.3.4.2
RRC / Active set update in soft handover: Radio Link removal
R99
C01
UEs supporting FDD.

8.3.4.3
RRC / Active set update in soft handover: Combined radio link addition and removal 
R99
C01
UEs supporting FDD.

8.3.4.4
RRC / Active set update in soft handover: Invalid Configuration
R99
C01
UEs supporting FDD.

8.3.4.5
RRC / Active set update in soft handover: Reception of an ACTIVE SET UPDATE message in wrong state
R99
C06
UEs supporting FDD and supporting PS bearer service.

8.3.4.7
RRC / Active set update in soft handover: Invalid Message Reception
R99
C01
UEs supporting FDD.

8.3.5.1
RRC / Hard Handover: success
R99
[FFS]
Inclusion of this test case is FFS

8.3.5.2
RRC / Hard Handover: Unsupported Configuration in the UE
R99
[FFS]
Inclusion of this test case is FFS

8.3.5.3
RRC / Hard Handover: Physical channel failure
R99
[FFS]
Inclusion of this test case is FFS

8.3.7.1
Inter system handover from UTRAN/To GSM/Speech/Success
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.2
Inter system handover from UTRAN/To GSM/Data/Same data rate/Success
R99
C97
UEs supporting FDD and GSM




C60
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM

8.3.7.3
Inter system handover from UTRAN/To GSM/Data/Data rate down grading/Success
R99
C97
UEs supporting FDD and GSM




C60
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM

8.3.7.4
Inter system handover from UTRAN/To GSM/Speech/Establishment/Success
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.5
Inter system handover from UTRAN/To GSM/Speech/Failure
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.6
Inter system handover from UTRAN/To GSM/Speech/Failure (L2 Establishment)
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.7
Inter system handover from UTRAN/To GSM/Speech/Failure (L1 Synchronization)
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.8
Inter system handover from UTRAN/To GSM/Speech/Failure (Invalid Inter-RAT message)
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.9
Inter system handover from UTRAN/To GSM/Speech/Failure (Unsupported configuration)
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.10
Inter system handover from UTRAN/To GSM/Speech/Failure (Reception by UE in CELL_FACH)
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.11
Inter system handover from UTRAN/To GSM/Speech/Failure (Invalid message reception)
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.12
Inter system handover from UTRAN/To GSM/Speech/Failure (Physical channel Failure and Reversion Failure)
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.7.13
Inter system handover from UTRAN/To GSM/ success / call under establishment
R99
C95
UEs supporting FDD and GSM and supporting speech




C59
UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech

8.3.8
RRC / Inter system cell reselection to UTRAN
R99
[FFS]
Inclusion of this test case is FFS

8.3.9
RRC / Inter system cell reselection from UTRAN
R99
[FFS]
Inclusion of this test case is FFS

C59 
 IF ((A.1/2 OR A.1/3) AND A.1/4) AND (A.2/1 OR A.2/2) THEN R ELSE N/A

C60 
 IF ((A.1/2 OR A.1/3) AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A
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