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8.4.2
Transport format combination selection in UE

8.4.2.1
Interactive or Background, PS, UL: 64 kbps
8.4.2.1.1
Definition and applicability
When the UE estimates that a certain TFC would require more power than the maximum transmit power, it shall limit the usage of transport format combinations for the assigned transport format combination set. This in order to make it possible for the network operator to maximise the coverage. Transport format combination selection is described in section 11.4 of TS 25.321 [14].
8.4.2.1.2
Minimum requirements
The UE shall continuously evaluate based on the Elimination, Recovery and Blocking criteria defined below, how TFCs can be used for the purpose of TFC selection. The evaluation shall be performed using the estimated UE transmit power of a given CCTrCH in its associated timeslots.

In the case of a single CCTrCH or multiple CCTrCHs having mutually exclusive timeslot assignments, the UE shall consider the Eliminiation criterion for a given TFC of a CCTrCH to be fulfilled if for 3 successive frames the estimated UE transmit power is greater than the Maximum UE transmitter power for at least one timeslot associated with the CCTrCH in each frame.

In the case of multiple CCTrCHs not having mutually exclusive timeslot assignments, if for a given CCTrCH for 3 successive frames the estimated UE transmit power is greater than the Maximum UE transmitter power for at least one timeslot associated with the CCTrCH in each frame, the UE shall consider the Elimination criterion for a given TFC to be fulfilled if the use of this TFC will cause the estimated UE transmit power to continue to be greater than the Maximum UE transmitter power in at least one timeslot associated with the CCTrCH.

In the case of multi-frame operation of UL Physical Channels, the UE shall only consider active frames for the evaluation of the Elimination criterion.

If the Elimination criterion for a given TFC is fulfilled, the MAC in the UE shall consider that the TFC is in Excess-Power state for the purpose of TFC selection.

MAC in the UE shall indicate the available bitrate for each logical channel to upper layers within Tnotify from the moment the Elimination criterion was fulfilled.

The UE shall not consider the Recovery criterion for a given TFC to be fulfilled until the use of this TFC will not cause the estimated UE transmit power to be greater than the Maximum UE transmitter power for all UL timeslots associated with the TFC for a minimum of 3 successive frames.

In the case of multi-frame operation of UL Physical Channels, the UE shall only consider active frames for the evaluation of the Recovery criterion.

If the Recovery criterion for a given TFC is fulfilled, the MAC in the UE shall consider that the TFC is in Supported state for the purpose of TFC selection.

MAC in the UE shall indicate the available bitrate for each logical channel to upper layers within Tnotify from the moment the Recovery criterion was fulfilled.

The UE shall consider the Blocking criterion for a given TFC to be fulfilled at the latest at the start of the longest uplink TTI after the moment at which the TFC will have been in Excess-Power state for a duration of


(Tnotify + Tmodify+ TL1_proc).

where:


Tnotify equals 15 ms, and


Tmodify equals MAX(Tadapt_max,TTTI), and


TL1 proc equals 35 ms, and


Tadapt_max equals MAX(Tadapt_1, Tadapt_2, ..., Tadapt_N), and


N equals the number of logical channels that need to change rate, and


Tadapt_n equals the time it takes for higher layers to provide data to MAC in a new supported bitrate, for logical channel n. Table 6A.1 defines Tadapt times for different services. For services where no codec is used Tadapt shall be considered to be equal to 0 ms.

Table 8.4.2.1.1: Tadapt
	Service
	Tadapt [ms]

	UMTS AMR
	40

	UMTS AMR 2
	60



TTTI equals the longest uplink TTI of the selected TFC (ms).

The Maximum UE transmitter power is defined as follows


Maximum UE transmitter power = MIN(Maximum allowed UL TX Power, UE maximum transmit power)

where


Maximum allowed UL TX Power is set by SS and defined in TS 25.331 [9], and


UE maximum transmit power is defined by the UE power class, and specified in TS 25.102 [1].

The normative reference for these requirements is TS 25.123 [2] clauses 6A.2 and A.6A.2.
8.4.2.1.3
Test purpose
The purpose is to verify the UE blocks (stops using) a currently used TFC when the UE output power is not sufficient to support that TFC. This test will verify the general requirement on TFC selection in section 8.4.2.1.2 for a RAB intended for packet data services, i.e. Interactive or Background, PS, UL: 64kbps as defined in TS 34.108 [3].
8.4.2.1.4
Method of test

8.4.2.1.4.1
Initial conditions 
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.
Frequencies to be tested: mid range; see clause G.2.4.

The test parameters are given in Tables 8.4.2.1.2, 8.4.2.1.3, Table 8.4.2.1.4 and Table 8.4.2.1.5 below. The test consists of 2 successive time periods, with a time duration of T1 and T2 respectively.

Details on the UL reference RAB in table 8.4.2.1.3 can be found in TS 34.108 [3] section “Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH”.

Table 8.4.2.1.2: General test parameters

	Parameter
	Unit
	Value
	Comment

	TFCS size
	
	10
	

	TFCS
	
	UL_TFC0, UL_TFC1, UL_TFC2, UL_TFC3, UL_TFC4, UL_TFC5, UL_TFC6, UL_TFC7, UL_TFC8, UL_TFC9
	Gain factors for TFC0 to TFC9 shall be set to 1.

	Power Control
	
	On
	

	Active cell
	
	Cell 1
	

	Maximum allowed UL TX power
	dBm
	0
	Value of IE “Maximum allowed UL Tx power

	Primary CCPCH Tx power
	dBm
	18
	Value of IE “Primary CCPCH Tx power”

	UL timeslot interference
	dBm
	-80
	Value of IE “UL timeslot interference”

This value shall apply to all timeslots

	(
	
	1
	IE “Alpha” either not sent or explicitly set to value

	UL target SIR
	dB
	6
	

	DPCH constant offset
	dB
	adjustable
	Value of IE “DPCH constant power 

	T1
	s
	10
	

	T2
	s
	10
	


Table 8.4.2.1.3: Transport channel parameters for UL reference RAB, Interactive or Background and DCCH

	Parameter
	Unit
	64 kbps RAB
	DCCH 3.4kbps

	Transport Channel Number
	
	1
	2

	Transmission Time Interval
	ms
	20
	40

	Type of Error Protection
	
	Turbo coding
	Convolutional coding

	Coding Rate
	
	1/3

	Size of CRC
	bits
	16

	Transport Block Size
	bits
	336
	148

	Transport Block Set Size
	bits
	336*B (B=0,1,2,3,4)
	148*B (B=0,1)

	Transport Format Set

TF0
TF1
TF2
TF3
TF4
	bits
	0x336
1x336
2x336
3x336
4x336
	0x148
1x148
N/A
N/A
N/A


Table 8.4.2.1.4: UL TFCI

	TFCI
	(64 kbps RAB, DCCH)

	UL_TFC0
	(TF0, TF0)

	UL_TFC1
	(TF0, TF1)

	UL_TFC2
	(TF1, TF0)

	UL_TFC3
	(TF1, TF1)

	UL_TFC4
	(TF2, TF0)

	UL_TFC5
	(TF2, TF1)

	UL_TFC6
	(TF3, TF0)

	UL_TFC7
	(TF3, TF1)

	UL_TFC8
	(TF4, TF0)

	UL_TFC9
	(TF4, TF1)


Table 8.4.2.1.5: Physical channel parameters

	Parameter
	Unit
	Value

	UL timeslot
	
	7

	Burst type
	
	1

	Resource units
	
	{(spreading factor 16 x 1 code) + (spreading factor 4 x 1 code)}

x 1 time slot

	TFCI
	Bits
	16

	TPC
	Bits
	2

	Frame allocation
	
	Continuous


The test shall be performed in AWGN channel propagation conditions. The P-CCPCH in the DL shall be transmitted in timeslot 0.

The amount of available user data shall be sufficient to allow uplink transmission at the highest bit rate (UL_TFC8 or UL_TFC9) during the entire test and it shall be ensured that the UE is using UL_TFC8 or UL_TFC9 at the end of T1.

8.4.2.1.4.2
Procedure
1) The UE is switched on.
2) The SS shall signal to the UE the allowed TFCS according to table 8.4.2.1.2.
3) For T1=30 secs the SS shall ensure that the received P-CCPCH power level in the UE is set to –60dBm and that the value of the DPCH constant value is adjusted such that the mean UE output power is –10dBm.
4) The SS shall decrease the received P-CCPCH power level in the UE by 20 dB.
5) The time from the beginning of T2 until the UE blocks (stops using) UL_TFC8 and UL_TFC9 shall be measured by the SS. The UE shall stop using UL_TFC8 and UL_TFC9 within 170 ms from beginning of time period T2.
6) Repeat steps 3-5 [50] times.

8.4.2.1.5
Test requirements
For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of [FFS]% of the cases.

Note:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
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