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1. Overall Description:
T1 thanks RAN1 and RAN2 for their liaison statements regarding proposal for RAB configuration for RLC testing. At the T1#18 meeting in San Antonio 10-14 February 2003 T1 discussed the two configuration options proposed by RAN2 in the LS in T1-030022/R2-023287. To minimise the impact on the RLC test cases, which are currently under verification and validation, T1 have decided to adopt configuration#2.

Configuration #2

Configuration for RLC test for 7 bits LI:

The configurations are based on the Interactive or background / UL:8 DL 8 kbps / PS RAB + UL:3.4 DL 3.4 kbps SRBs for DCCH. However, the RLC PDU size for AM RLC testing has been set to 128, (i.e. the same as for AM SRBs), so that no change on the window size was required in order to fit into 10 kbytes.

Configuration for RLC test for 15 bits LI:

The configurations haven’t been changed. They are still based on the Interactive or background / UL:64 DL 64 kbps / PS RAB + UL:3.4 DL 3.4 kbps SRBs for DCCH (see TS 34.108 clause 6.10.2.4.1.26). 

As the window sizes have not been changed, the configuration for RLC-AM (and therefore the corresponding tests) is only applicable to 128 kbps UE class or higher (which have a RLC Buffer size of 50 kbytes at least).

Attached are the R99 and Rel-4 CRs to 34.108 including the changes as proposed by RAN1 and RAN2 for configuration#2. These CRs also includes the update of the rate matching attribute in clause 6.1.3 (to 135 - 175) as proposed by RAN1 in the LS in T1-030132/R1-030199.

2. Actions:

None

3. Date of Next T1 Meetings:

T1#19
12 – 16 May 2003

Seoul, Korea

T1#20
28 July – 1 August 2003
Munich, Germany

