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Introduction 

This document summarizes T1-030323, a CR to TS34.121 that adds modifications to the test cases in the following clauses.

· Clause 7.6.1 “Demodulation of DCH in open-loop transmit diversity mode”
· Clause 7.6.2 “Demodulation of DCH in closed loop transmit diversity mode”
· Clause 7.6.2 “Demodulation of DCH in Site Selection Diversity Transmission Power Control mode”
Proposed changes in T1-030323

1. Modification in clause 7.6.1 

It is proposed to modify the description for “Initial conditions” in order to specify specific message contents to activate open-loop transmit diversity mode.

2. Modifications in clause 7.6.2 

It is proposed;

· to modify the description for “Initial conditions” in order to specify specific message contents to activate closed loop transmit diversity mode.

· to add the new test parameter, “Closed loop timing adjustment mode” into “Minimum requirements” and “Test requirements” according to CR217 for TS25.101. The change in TS25.101 has been officially informed by the LS from RAN4 [1].
3. Modifications in clause 7.6.3 

It is proposed;

· to modify the description for “Initial conditions” in order to clarify the procedure to activate each cell in the test equipment configuration.

· to specify specific message contents sent from the SS that conducts softhandover with SSDT.

· to specify ACTIVESET UPDATE message and its contents, which is sent from the SS in order to activate SSDT mode.
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