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Reason for change:
(

The paging cause and establishment cause supplied to ts_RRC_ConnEst_DCH_MT_TMSI, in generic test step pr_GenericSetupProcedures, are invalid for PS domain.




Summary of change:
(

Declare a new test case variable for RLC Establishment Cause.

Use the test case variables previously initialised in the local tree of pr_GenericSetupProcedures.




Consequences if 
(

not approved:
Test cases calling this test step will incorrectly fail a UE supporting the PS domain.  A PS and CS capable UE will only pass if PS support is not indicated in the PICS. A PS only UE cannot pass the test cases.
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1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
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Test case variable name 
tcv_RLC_EstCau

Reason for change
A new test case variable is required to store the Establishment Cause.

Summary of change
Declare a new variable tcv_RLC_EstCau

Source of change
new change
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Test step name 
pr_GenericSetupProcedures

Reason for change
Paging cause and establishment cause supplied to ts_RRC_ConnEst_DCH_MT_TMSI are invalid for PS domain.

Summary of change
In line 7 of the test step reference the test case variables tcv_RLC_PagingCau and tcv_RLC_EstCau previously setup in the local tree lt_InitRLC_Variables

Source of change
new change

Before:
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