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<Start of Modifications>

8.2.3.15
Radio Bearer Release for transition from CELL_FACH to CELL_FACH: Success

8.2.3.15.1
Definition

8.2.3.15.2
Conformance requirement

If the UE receives:

-
a RADIO BEARER RELEASE message; or

it shall:

1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS 25.214;

1>
act upon all received information elements as specified in TS 25.331 subclause 8.6, unless specified in the following and perform the actions below.

The UE shall then:

1>
enter a state according to TS 25.331 subclause 8.6.3.3.

If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to TS 25.304 on that frequency;

The UE shall transmit a response message as specified in TS 25.331 subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

1>
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

In case the procedure was triggered by reception of a RADIO BEARER RELEASE message, the UE shall:

1>
transmit a RADIO BEARER RELEASE COMPLETE as response message on the uplink DCCH using AM RLC.
If the IE "RAB information to reconfigure" is included then the UE shall:

1>
if the entry for the radio access bearer identified by the IE "CN domain identity" together with the IE "RAB Identity" in the variable ESTABLISHED_RABS already exists:

…

1>
else:

2>
set the variable INVALID_CONFIGURATION to TRUE.

If the variable INVALID_CONFIGURATION is set to TRUE the UE shall:

1>
keep the configuration existing before the reception of the message;

1>
transmit a failure response message, setting the information elements as specified below:

2>
include the IE "RRC transaction identifier"; and

3>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
set the IE "failure cause" to "invalid configuration".

1>
set the variable INVALID_CONFIGURATION to FALSE;

1>
continue with any ongoing processes and procedures as if the reconfiguration message was not received.

The procedure ends.

…

1>
in case of reception of a RADIO BEARER RECONFIGURATION message:

2>
if the radio bearer reconfiguration procedure affects several radio bearers:

3>
 (may) include the identities of the radio bearers for which the procedure would have been successful into the RADIO BEARER RECONFIGURATION FAILURE message.

2>
transmit a RADIO BEARER RECONFIGURATION FAILURE as response message on the DCCH using AM RLC.

Reference

3GPP TS 25.331 clause 8.2.2.3, 8.2.2.4, 8.6.4.2a, 8.2.2.11, 8.2.2.9.
8.2.3.15.3
Test purpose

To confirm that the UE releases the existing the radio bearer(s) according to the RADIO BEARER RELEASE message.
8.2.3.15.4
Method of test

Initial Condition

System Simulator: 1 cell.

UE: PS-DCCH+DTCH_FACH (state 6-11) as specified in clause 7.4 of TS 34.108.
Test Procedure

The UE is in CELL_FACH state. The SS transmits a RADIO BEARER RELEASE message to the UE. The UE releases the radio access bearer and transmits a RADIO BEARER RELEASE COMPLETE message on the uplink DCCH using AM RLC. SS calls for generic procedure C.2 to check that UE is in CELL_FACH state.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	RADIO BEARER RELEASE 
	

	2
	
	Void
	

	3
	(
	RADIO BEARER RELEASE COMPLETE
	

	4
	(
	RADIO BEARER RECONFIGURATION
	The IE "RAB information to reconfigure" is included with the same RAB identity as was released with the RADIO BEARER RELEASE message.

	5
	(
	RADIO BEARER RECONFIGURATION FAILURE
	The UE responds with failure, in case the RB is properly removed

	6
	((
	CALL C.2
	If the test result of C.2 indicates that UE is in CELL_FACH state, the test passes, otherwise it fails.


Specific Message Contents

RADIO BEARER RELEASE

Use the same message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS" in [9] TS 34.108 clause 9.

RADIO BEARER RECONFIGURATION (Step 4)

The contents of RADIO BEARER RECONFIGURATION message in this test case is identical to the message sub-type title “Packet to CELL_FACH from CELL_FACH in PS” as found in clause 9 of TS 34.108 with the following exceptions:
	Information Element
	Value/remark

	Message Type
	

	RRC transaction identifier
	Arbitrarily selects an integer between 0 and 3

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE is present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs are omitted.

	        - message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE.

	        - RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Integrity protection mode info
	Not Present

	Ciphering mode info
	Not Present 

	Activation time
	Now

	New U-RNTI
	Not Present

	New C-RNTI
	Not Present

	RRC State indicator
	CELL_FACH

	UTRAN DRX cycle length coefficient
	Not Present

	CN information info
	Not Present

	URA identity
	Not Present

	RAB information to reconfigure list
	

	    - RAB information to reconfigure
	(AM DTCH for PS domain)

	         - RAB identity
	0000 0101B

	         - CN domain identity
	PS domain

	         - NAS Synchronization Indicator
	0101B

	RB information to reconfigure list
	TS25.331 specifies that "Although this IE is not always required, need is MP to align with ASN.1".


	    - RB information to reconfigure
	(Dummy)

	        - RB identity
	1

	        - PDCP info
	Not Present

	        - PDCP SN info
	Not Present

	        - RLC info
	Not Present

	        - RB mapping info
	Not Present

	        - RB stop/continue
	Not Present

	RB information to be affected list
	Not Present

	UL Transport channel information for all transport channels
	Not Present

	Deleted TrCH information list
	Not Present

	Added or Reconfigured TrCH information list
	Not Present

	CHOICE mode
	Not Present

	Deleted DL TrCH information list
	Not Present

	Added or Reconfigured DL TrCH information list
	Not Present

	
	

	Maximum allowed UL TX power
	Not Present

	CHOICE channel requirement
	Not Present

	CHOICE Mode
	FDD

	        - Downlink PDSCH information
	Not Present

	Downlink information common for all radio links
	Not Present

	
	


RADIO BEARER RECONFIGURATION FAILURE (step 5)

The contents of RADIO BEARER RECONFIGURATION FAILURE message in this test case is the same as the RADIO BEARER RECONFIGURATION FAILURE message as found in [9] TS 34.108 clause 9, with the following exceptions:
	Information Element
	Value/remark

	Failure cause
	Invalid configuration


8.2.3.15.5
Test requirement

After step 1 the UE shall transmit a RADIO BEARER RELEASE COMPLETE message using AM RLC on the common physical channel. 

After step 4, UE shall transmit a RADIO BEARER RECONFIGURATION FAILURE message to verify that the RAB is properly removed.
<End of Modifications>
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