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1 Overview

The present doument records the necessary TTCN changes during the regression test of the ATS v340. These TTCN changes have been implemented in V340. The corresponding test cases have been got running. No further action is needed.
2 Items modified 

Summary of TTCN changes
The existing test cases have been modified as follows:

1. tc_8_3_4_2: cr_MeasReportIntraFreqPeriodic2cell_e1b

In line 23, Step 6, in call to cr_MeasReportIntraFreqPeriodic2cell_e1b, replace   c_CellSynchronisationInformation by OMIT.

2. tc_8_3_4_2: cas_UE_CapabilityInfoWithCnfAM

In line 34, Step 11, change parameter order in cas_UE_CapabilityInfoWithCnfAM for tsc_Mui (must be 3.) and tsc_RB2 (must be 2.).

3. tc_8_4_1_1: cr_MeasReportIntraFreqEvent_ThreeCells_SyncInfo

In line 66ff in cr_MeasReportIntraFreqEvent_ThreeCells_SyncInfo include cpich_Ec_N0 for all 3 cells as a parameter, and change the dynamic behaviour acoordingly, i.e. for instance in line 66 from( 1,  tcv_CellInfoA.priScrmCode, OMIT, tcv_CellInfoB.priScrmCode, c_CellSynchronisationInformation, tcv_CellInfoC.priScrmCode,c_CellSynchronisationInformation,e1e,tcv_CellInfoB.priScrmCode ) ) to ( 1,  tcv_CellInfoA.priScrmCode, OMIT, ?, tcv_CellInfoB.priScrmCode, c_CellSynchronisationInformation, OMIT, tcv_CellInfoC.priScrmCode,c_CellSynchronisationInformation, OMIT,e1e,tcv_CellInfoB.priScrmCode ) )

4. tc_12_2_1_1: ts_GMM_DetachOnSwitchOff_NoSignature

In lt_Detach_PSonly in ts_GMM_DetachOnSwitchOff_NoSignature, where P-TMSI Signature is passed as a parameter (c_PTMSI_Signature_tlv (tcv_Assigned_PTMSI_Sig)) and is therefore expected and will be checked. This should be changed accordingly (as done in lt_Detach_NMO_II).

5. tc_8_1_2_2: lt_Local1

lowerbound timer needs to be changed to 2000-10% according to SIB5 settings.

6. ts_SS_SecurityDownloadStartCN_Domain, tcv_CS_HFN:

are not longer needed. Update security download procedure lt_FirstValue & ltSecondValue

7. tc_7_1_1_1:

The precode tsc for rrcConnection setup is replaced with a tso approach. In addition, some part of the prose CR T1-031851 have also been implemented.

8. tc_7_2_2_4, tc_7_2_3_4:

Pure editorial changes:

While comparing 340b with week 48 in preparation for testing it is noticed that there are a few places where there are invalid or unsupported characters in the MP files. The handling of these characters by different tools (i.e. Tau and Leonardo) results in the MP file can change when it is opened and saved (even if no edits are made). These changes have no functional effect as they are in comments and similar fields.

The instances of this I have found are described below (in the context #

represents the invalid or unsupported character).

Location: 7.2.2.4 - Test Purpose

  7.2.3.4 - Test Purpose

Context:  "Length Indicator" of all 0#s

Characters: 0xCB - displayed as E umlaut

  0xC6 - displayed as AE combination

9. ts_CreateTx/RxUMD_PDU:

Context: ??###*/

  ??##*/

  ??#\*/

Character: 0xFF - displayed as y umlaut

In the second of these it appears that the intention was to include a

C-style comment (delimieted by /* ... */) within a TTCN detailed comment

field (delimited by /* ... */ in the MP file) and the escaping of the

closing */ was handled inconsistantly by the tools. As there is some

ambiguity conerning the escaping of */ in TTCN free text it would be safest

to modify these comments not to use this delimitator

10. ts_TransitToURA_PCH_P17_P18

added last row to have a delay of 500 milli seconds

11. ts_TransitToCellPCH_P15_P16

added last row to have a delay of 500 milli seconds

12. tc_8_1_1_5:

row 22 and 24 use tcv_CellInfoA.cRNTI.

row 23 omit CRNTI in Cell update Confirm message

row 25 removed and a delay of 1 second added

13. tc_8_1_1_6:

row 23 use tcv_CellInfoA.cRNTI.

row 22 omit CRNTI in Cell update Confirm message

row 24 removed and a delay of 1 second added
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