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1 Modifications to iWD-TVB2003-03_D04wk04
1.1 Explanation of changes

Note:
Line numbers in these explanations refer to the deltas in this document. The do not necessarily apply to either the original or modified TTCN.

1. The constraint used in tc_8_1_1_1 for reception of the Initial Direct Transfer has been modified to include the changes from both T1-040135 and T1-040242.
cr_InitDirectTransferGSM_MapRoutingIMSI

MCC 160 comment: Agreed in principle and already implemented differently in iWD_wk10 of RRC ATS by changing the enteredparameter in existing constraints from False to “?” as agreed on T1#22. Therefore creation of new constraints in not needed in our opinion.
2. In tc_8_1_1_7 and tc_8_1_1_8 a new constraint has been used for Initial Direct Transfer including the changes from T1_040242 where applicable.
tc_8_1_1_7 line 20, tc_8_1_1_8 line 16 and cr_108_InitDirectTransfer_t1_040242

MCC 160 comment: Agreed in principle please refer to our comment above.
3. In tc_8_3_1_5 and tc_8_3_1_6 use the same new constraint as in tc_8_1_1_7 and tc_8_1_1_8 to implement the changes from T1-040306.
tc_8_3_1_5 line 24 and tc_8_3_1_5 line 24.

MCC 160 comment: Agreed in principle please refer to our comment above.

1.2 Detail of changes to tables

1.2.1 Modified Tables

	Test Case

	 

	Test Case Id:
tc_8_1_1_7
Test Group Reference:
RRC/RRC_Paging/
Purpose:
To confirm that the UE responds to a PAGING TYPE 2 message which includes IE "Paging Record Type Identifier" for the UE. 
To confirm that the UE responds with a RRC STATUS message after it received an invalid PAGING TYPE 2 message. 
To Page with the Paging Record Type Identifier set to "IMSI", in order to test the UEs behaviour to this situation which may occur when details of the temporary identity have been lost in the core network
Configuration:
 
Defaults:
RRC_Def1
Comments:
 


	 

	19
	 
	      [ tcv_CN_Domain = cs_domain ]
	 
	 
	 

	20
	TBP2
	       AM ? RLC_AM_DATA_IND
	car_RRC_InitDirectTransfer( 
tsc_CellDedicated , 
tsc_RB3_DCCH_RRC, 
cr_108_InitDirectTransfer cr_108_InitDirectTransfer_t1_040242 ( 
tcv_CN_Domain, 
o_OctToBit (tcv_PTMSI_TMSI), 
*) )
	(P)
	step 5 CN node set to GSM-MAP, routing basis set (as for paging)T1-040242

	21
	 
	        + ts_SS_RemoveConfigRRC_RB3 ( tsc_CellA )
	 
	
	


	Test Case

	 

	Test Case Id:
tc_8_1_1_8
Test Group Reference:
RRC/RRC_Paging/
Purpose:
To confirm that the UE responds to a PAGING TYPE 2 message, which includes a matching value for IE "Paging Record Type Identifier".
Configuration:
 
Defaults:
RRC_Def1
Comments:
 


	 

	15
	 
	    [ tcv_CN_Domain = cs_domain ]
	 
	 
	 

	16
	TBP2
	     AM ? RLC_AM_DATA_IND
	car_RRC_InitDirectTransfer( 
tsc_CellDedicated , 
tsc_RB3_DCCH_RRC, 
cr_108_InitDirectTransfer cr_108_InitDirectTransfer_t1_040242 ( 
tcv_CN_Domain, 
o_OctToBit (tcv_PTMSI_TMSI), 
*) )
	(P)
	step 3 CN node set to GSM-MAP, routing basis setT1-040242

	17
	 
	      + ts_SS_RemoveConfigRRC_RB3 ( tsc_CellA )
	 
	 
	 

	18
	 
	       + ts_ChangeDomainCS_PS_Supported
	 
	 
	change of CN_Domain again is needed in order to release the NAS connection in the postamble which was based on the first CN_Domain settings


	Test Case

	 

	Test Case Id:
tc_8_3_1_5
Test Group Reference:
RRC/RRC_CellUpdate/
Purpose:
1. To confirm that the UE executes a cell update procedure when the UE transmits uplink data if the UE is in URA_PCH state.
Configuration:
 
Defaults:
RRC_Def1
Comments:
@SIC_NAPP


	 

	23
TBP4
          AM ? RLC_AM_DATA_IND CANCEL t_WaitS
car_RRC_UtranMobilityInfoCnf ( tsc_CellDedicated, tsc_RB2, cr_UTRAN_MobilityInfoCnf ( tcv_RRC_Ti) )
(P)
UTRAN MOBILITY INFORMATION CONFIRM
24
TBP5
           AM ? RLC_AM_DATA_IND
car_RRC_InitDirectTransfer( 
tsc_CellDedicated , 
tsc_RB3_DCCH_RRC, 
cr_108_InitDirectTransfer cr_108_InitDirectTransfer_t1_040242 ( 
cs_domain, 
o_OctToBit (px_TMSI_Def), 
*) )
(P)
step 8 : 
Response to paging message in step 5a.T1-040306
25
 
            +ts_SS_RemoveConfigRRC_RB3 (tsc_CellA)
 
 
@sic Jitendra CR# T1-301807 sic@


	 


	Test Case

	 

	Test Case Id:
tc_8_3_1_6
Test Group Reference:
RRC/RRC_CellUpdate/
Purpose:
1. To confirm that the UE executes a cell update procedure when the UE transmits uplink data if the UE is in CELL_PCH state.
Configuration:
 
Defaults:
RRC_Def1
Comments:
@SIC_NAPP


	 

	23
TBP3
          AM ? RLC_AM_DATA_IND CANCEL t_WaitS
car_RRC_UtranMobilityInfoCnf ( tsc_CellDedicated, tsc_RB2, cr_UTRAN_MobilityInfoCnf ( tcv_RRC_Ti) )
(P)
UTRAN MOBILITY INFORMATION CONFIRM
24
 
           AM ? RLC_AM_DATA_IND
car_RRC_InitDirectTransfer( 
tsc_CellDedicated , 
tsc_RB3_DCCH_RRC, 
cr_108_InitDirectTransfer cr_108_InitDirectTransfer_t1_040242 ( 
cs_domain, 
o_OctToBit (px_TMSI_Def), 
*) )
(P)
step 8 : 
Response to paging message in step 5a.T1-040306
25
 
            +ts_SS_RemoveConfigRRC_RB3 (tsc_CellA)
 
 
@sic Jitendra CR# T1-301809 sic@


	 


	ASN.1 PDU Constraint Declaration

	 

	Constraint Name:
cr_InitDirectTransferGSM_MapRoutingIMSI ( p_iMSIresponsetopaging: RoutingParameter )
Group:
 
PDU Name:
UL_DCCH_Message
Derivation Path:
 
Encoding Rule Name:
 
Encoding Variation:
 
Comments:
T1-040242


	 

	Constraint Value
{ 
  integrityCheckInfo *, 
  message initialDirectTransfer : 
  { 
    cn_DomainIdentity *, 
    intraDomainNasNodeSelector 
    { version release99 : 
      { cn_Type gsm_Map_IDNNS : 
        { routingbasis iMSIresponsetopaging : 
          { routingparameter p_iMSIresponsetopaging 
          }, 
          enteredparameter FALSE 
        ? 
        } 
      } 
    }, 
    nas_Message *, 
    measuredResultsOnRACH *, 
    v3a0NonCriticalExtensions { initialDirectTransfer_v3a0ext { start_Value ? }, laterNonCriticalExtensions * } 
  } 
} 


	 

	Detailed Comment:
 



1.2.2 New Tables

	ASN.1 PDU Constraint Declaration

	 

	Constraint Name:
cr_108_InitDirectTransfer_t1_040242 ( 
p_CN_DomainId : CN_DomainIdentity; 
p_TMSI_PTMSI : BITSTRING; 
p_NAS_msg: NAS_Message )
Group:
PDU Name:
UL_DCCH_Message
Derivation Path:
Encoding Rule Name:
Encoding Variation:
Comments:


	 

	Constraint Value
{ 
  integrityCheckInfo * , 
  message initialDirectTransfer : 
  { 
    cn_DomainIdentity p_CN_DomainId, 
    intraDomainNasNodeSelector 
    { version release99 : 
      { 
        cn_Type gsm_Map_IDNNS : 
        { routingbasis localPTMSI : 
          { routingparameter o_BitstringXtract ( p_TMSI_PTMSI , 32, 10, 8) 
            -- extract bits 14 to 23 
          }, 
          enteredparameter ? 
        } 
      } 
    }, 
    nas_Message p_NAS_msg, 
    measuredResultsOnRACH *, 
    v3a0NonCriticalExtensions * 
  } 
} 


	 

	Detailed Comment:
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